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Section 1 


GENERAL DESCRIPTION 


INTRODUCTION 


The Tektronix 4051R06 EDITOR is a Read-Only Memory device designed to be used with the 
Tektronix 4050-Series Graphic Systems. The EDITOR ROM Pack, shown in Fig. 1-1, contains 
firmware routines that allow ASCII magnetic tape files to be altered or edited. 


How To Call the EDITOR 


After the ROM Pack is plugged into the Graphic System backpack or into a ROM Expander 
Unit, the EDITOR routines are made available by entering the statement CALL”"EDITOR" from 
the keyboard. Executing the CALL statement gives control of the Graphic System to the 
EDITOR, and until the RETURN TO BASIC overlay key is pressed, BASIC commands are not 
available. 


EDITOR Commands and Special Keys 


When the EDITOR is in control of the Graphic System, 29 commands may be used to bring 
lines of text into memory, alter them, and send the edited lines to an internal or external storage 
device. The commands include text editing commands, Input/Output commands, and 
environmental commands. The keyboard LINE EDITOR keys may be used while the EDITOR is 
in control, and six of the user-definable keys have special meanings. 


What to Use the EDITOR For 


The EDITOR is used to edit already existing files, orto create new files. The text acted upon by 
the EDITOR may be any set of ASCII characters: that is, programs, data, or “free” text such as 
letters or textbooks. The EDITOR is not restricted to editing BASIC programs; it may be used to 
write programs in FORTRAN, COBOL, ALGOL, orany other programming language that uses 
ASCII characters. The EDITOR may be used to edit programs written in other versions of 
BASIC, to make the programs compatible with 4051 BASIC. 


The EDITOR and the Data Communications Interface 


The TEKTRONIX 4051 Data Communications Interface is used to send the contents of internal 
magnetic tape files to a host computer, or to pull files from a host and place them in an internal 
tape file. This means that programs created or updated under EDITOR control may be stored 

on the internal magnetic tape unit, then sent to a host computer using the Data 
Communications Interface. Or, programs stored on the host may be pulled back into the 
internal tape unit using the Interface, then edited off-line using the EDITOR. 
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Writing, updating, and documenting programs are most economically done off-line, under 
EDITOR control. Using the EDITOR saves costly connect time during these processes, and 
frees the host computer to work on other jobs. 


Summary 


In summary, the EDITOR is a line-oriented and string-oriented text editor consisting of 29 
commands. The EDITOR allows the 4050-Series Graphic Systems to be used off-line for 
creating, editing, and storing free text, as well as for writing, updating, documenting, and 
saving programs in any programming language based on the ASCII character set. 
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General Description 


SPECIFICATIONS 


POWER REQUIREMENTS 


The 4051R06 ED!TOR draws all necessary power from the 4051 power supplies. Connections 
to the power supplies are made through the backpack on the rear panel of the main chassis. 
The EDITOR ROM Pack must be inserted into a slot in the backpack, or into a ROM Expander 
Unit, before power is applied to the system. 


Voltage Supplies Current Limit 
+5 Vdc 100 mA 
+12 Vdc 40 mA 
—12 Vde 4mA 


MEMORY REQUIREMENTS 


When inserted into a backplot slot, the EDITOR immediately reserves 592 bytes of RAM 
memory for its own use. This space is used to store status information, and is not the same as 
the workspace reserved for storing text. 


The 4051 Option 1 (Data Communications Interface) also uses 592 bytes as soon as it is 


plugged into the system. However, if the EDITOR and a Data Communications Interface are 
both plugged into backpack slots, they share the same 592 bytes of storage. 


ALTITUDE 


Non-operating: 50,000 feet maximum 
Operating: 15,000 feet maximum 


TEMPERATURE 
Non-Operating: —40°C to +65°C. 
Operating: +10°C to +40°C. 
HUMIDITY 


95% non-condensing (storage) 
80% non-condensing (operating) 
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VIBRATION (NON-OPERATING) 
0.015" DA-10-50-10 


SHOCK (NON-OPERATING) 
1/2 Sine 11 ms duration, 30 G’s 


PHYSICAL DIMENSIONS (INCLUDING EDGE BOARD CONNECTOR) 


Length: 4.662 inches (11.84 centimeters) 
Width: 2.620 inches (6.65 centimeters) 
Depth: 0.875 inches (2.22 centimeters) 


WEIGHT 
8 oz. (227 grams) 


STANDARD ACCESSORIES 


1—Operators Manual (Tektronix Part Number 070-2170-00) 
5—User-definable key overlays 


INSTALLATION INSTRUCTIONS 
1. Set the 4051 power switch to the OFF position. 


4 i 4 A i a 


; CAUTION 
Inserting any device into the backpack when the 4051 power is ON may cause 
memory to be erased. Make sure that important information in the RAM is stored on 
magnetic tape before turning the power OFF and proceeding. 


2. With the power removed from the system, insert the EDITOR ROM Pack into a slotas shown 
in Fig. 1-2. Press down, and at the same time gently rock the plastic housing from side to side 
until the ROM Pack edgeboard connector is firmly seated in the receptacle connector. 


3. Setthe 4051 power switch to the ON position. After a few seconds of warm-up, the system is 
ready for use. 
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Fig. 1-2. Insert the EDITOR ROM pack into a backpack slot. 
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General Description 


AN OVERVIEW OF THE EDITOR COMMANDS 
EDITING COMMANDS 


The EDITOR provides 11 editing commands for use in changing text. The commands are 
CARD, COPY, CASE, DELETE, INSERT, LIST, MOVE, NLSEARCH, SEARCH, SORT, and 
REVSORT. 


The commands are used to format text into lines of a specified length (CARD), to copy portions 
of text at a specified location (COPY), and to change the case of the characters in the text 
(CASE). Lines may be deleted (DELETE), new lines may be created (INSERT), and lines may 

be listed on the display or sent to an external device (LIST). Lines may be moved to a new 
location (MOVE) or rearranged according to the ASCII value of characters found in specified 

positions within a line (SORT and REVSORT). 


NLSEARCH and SEARCH together have six syntax forms which are variations of searching for 
a specified string. NLSEARCH is used to delete lines found to contain a certain string, or to 
search for a string and replace it with another string. SEARCH performs these same two 
functions, but at the same time lists all tines containing the specified string. 


SEARCH has two more variations. The first one seeks out and lists on a device all lines found to 
contain a certain string. The second one finds a line containing the string, reprints and recalls 
the line to the line buffer for editing, then continues the search. 


INPUT/OUTPUT COMMANDS 


The EDITOR has 10 Input/Output commands used for transmitting text to and from storage 
devices, for positioning the READ/WRITE head, and for marking new files. The commands are 
APPEND, FIND, INPUT, MARK, OLD, PRINT, SAVE, SWN (Save With Number}, SKIP, and 
WRITE. 


Although many of the commands have the same keyword as a BASIC Input/Output command, 
remember that these are EDITOR commands, not BASIC commands. EDITOR commands are 
not necessarily identical to their BASIC equivalents; there are some differences in the syntax 
forms and in how the commands work. For example, the command WRITE in EDITOR may 
have two line numbers following the keyword, but WRITE in BASIC requires a data item to be 
specified in the command. Also, WRITE in BASIC is used to send data to a peripheral device in 
machine dependent binary code, but WRITE in EDITOR is used to store text on a device in 
ASCII code. 


The differences between EDITOR Input/Output commands and the equivalent BASIC 
commands are included in the explanations of the commands in Section 6. 
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ENVIRONMENTAL COMMANDS 


There are eight EDITOR commands that are called “environmental” because they do not 
transmit or edit text, but alter the working environment or change status bytes within the 
system. The commands are LASTLINE, LOWERCASE, RENUMBER, UPPERCASE, ]=, #=—, 


~= and _=. 


The LASTLINE command examines the text buffer and returns information about the size of its 
current contents. LOWERCASE and UPPERCASE set flags that affect the result of executing 
the commands CASE, SORT, REVSORT, NLSEARCH, and SEARCH. The RENUMBER 
command assigns new edit line numbers to lines of text. 


The next four environmental commands allow specified ASCII characters to take on special 
meanings. The ]= command gives the specified ASCII character the meaning “END-OF- 
RECORD.” The #= command defines a character than can stand for any digit, and ~=assignsa 
“wildcard” character. The command —= lets the specified character be used as a prefix 
meaning “all but the character following this one.” 


Special PRINT Commands 


In addition to the environmental commands described above, three special PRINT commands 
may be executed while under EDITOR control to change the processor status or internal 
magnetic tape status. The first special PRINT command prepares the microprocessor for 
requests for an alternate Input/Output format. This command is the same as its BASIC 
equivalent and is reviewed briefly in Section 5. 


The second special PRINT command instructs the microprocessor to change the end-of- 
record character from a CR to a CR and LF when inputting text, and when listing text on an 
external device. The command differs from its BASIC counterpart in that it only affects the end- 
of-record character during the two Input operations APPEND and OLD, and the two Output 
operations LIST and SEARCH. 


The third special PRINT command changes the internal magnetic tape status by specifying 
whether physical records are to be 128 or 256 bytes long, whether or not the checksum error 
checking technique should be used, and whether or not to use file header format. The 
command is the same as its BASIC equivalent. 


SPECIAL KEYS 
Alphanumeric Keys, LINE EDITOR Keys, and Peripheral Control Keys 


Most of the keys on the Graphic System keyboard operate under EDITOR control as they doin 
BASIC. All of the alphanumeric keys still function after the EDITOR is called, performing the 
same or similar functions as in BASIC. 
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The LINE EDITOR keys also work under EDITOR control. The functions COMPRESS, 
EXPAND, RUBOUT—, RUBOUT-, BACKSPACE, SPACE, REPRINT, CLEAR, RECALL LINE, 
and RECALL NEXT LINE, may be performed under EDITOR control. Several of these keys 
function in a slightly different manner or serve different purposes under EDITOR than in 
BASIC. The differences are explained in Section 3. 


The AUTO NUMBER key is not used by the EDITOR, and the STEP PROGRAM key is assigned 
the special meaning "RECALL PREVIOUS LINE” while the EDITOR is in control. Peripheral 
control keys REWIND and MAKE COPY may be used under EDITOR, but not AUTO LOAD. 


USER-DEFINABLE KEYS 


Five user-definable keys have predefined uses while the EDITOR is in control. The specially 
assigned keys are shown on the user-definable key overlay. MARGIN OFF, MARGIN 1, and 
MARGIN 2 control how many columns of text appear on the display and what happens whena 
PAGE FULL condition occurs. The RUBOUT CHARACTER user-definabie key provides the 
symbol ! , and the RETURN TO BASIC key is pressed to return control of the system to the 
BASIC Interpreter. 


TERMS USED IN THE MANUAL 


The terms defined beiow are used throught the manual. It may be helpful to know what these 
words mean before reading Section 2. 


Text 


The word text refers to any set of ASCII characters. Text may consist of one line of characters, 
or of many lines separated by the end-of-record character . The text acted upon by the EDITOR 
may be programs, data, or “free text.” 


Text Buffer 


The text buffer is a portion of memory reserved for use by the EDITOR. The text buffer is the 
workspace where editing occurs. Normally, text is brought into the text buffer from a 
peripheral device using the command OLD or APPEND. The text is held in the text buffer and 
modified using the editing commands, then sent from the text buffer to a storage device using 
Output commands SAVE, SWN, or WRITE. 
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Line Buffer 


The EDITOR /ine buffer is a portion of memory used to store up to 396 characters. The EDITOR 
line buffer is more than five times longer than BASIC’s line buffer. Acting as an intermediary 
between the keyboard and the text buffer, the EDITOR line buffer holds characters entered 
from the keyboard, until BREAK or the RETURN key is pressed. When BREAK or RETURN is 
pressed, ail characters currently in the line buffer are sent to the text buffer. 


In BASIC, lines cannot be longer than 72 characters. However, under EDITOR contro! you may 
create lines up to 396 characters long, simply by continuing to enter characters from the 
keyboard. Lines having more than 66 characters appear in “wrap-around” form on the display: 


BLPSSOSES SS 2525259225252 99 525299929 $ 0595259992595 o5693 959525099 8 
SSSESES PSS ESS SSF 9 FSSS SS SSS 2990559455905 o 9552955555959 995998 Ss 2 oF | 
SSSI PASS OS 2 SRS oS SSF 2509222 SS ESE SES ESSE 2599952559595 5595955 9909 8 9 | 
SSSPOTSTPTS SPS SSESS ES 25S Fo SS 259925 $5999 29952595995 0595 955599909 8 > | 
ERR AKAKARL ALATA AAA AK ER ALAS ESE A AT AREA ES ARATE AAA ALAA AEA ELAS EES 
EKRKLAAAKA AAR AA AAA A ARATE AAA SERA ESTA EEA EEA AREAS AA ASRS AAT AAS TESTS S 


The line shown above begins after the colon (:) and consists of 396 asterisks. After the 396 
asterisks have been entered, the cursor stops moving, and any additional characters entered 
from the keyboard are lost. 


Once a line has been sent to the text buffer, it may be recalled to the line buffer by pressing the 
RECALL NEXT LINE/RECALL LINE or STEP PROGRAM key. A line that has been recalled to 
the line buffer in this manner may be edited using the LINE EDITOR keys. 


Although the line buffer can only hold 396 characters, you may create lines longer than 396 
characters under EDITOR control. Forinstance, you may use the SEARCH and Replace String 
command to locate and delete an end-of-record character between two lines that have 300 
characters each. Deleting the end-of-record character in this way concatenates the two lines 
into one line of 600 characters. The long line may be held in the text buffer, listed, and saved 
under EDITOR. Once saved, the line can be brought back into the text buffer using the Input 
commands OLD and APPEND. 


However, only part of the line can be brought back into the line buffer, because the line buffer 
holds a maximum of 396 characters. Pressing RECALL LINE, RECALL NEXT LINE, or STEP 
PROGRAM brings the first 396 characters of the line into the line buffer for editing. The 
remaining 204 characters are not accessible for editing by the LINE EDITOR keys. ' 


L If you must access these characters, insert an end-of-record character again to split the line into two fines that are both 
short enough to be recalled to the line buffar for editing. Later, the end-of-record character may be removed once 
more to obtain the jonger line. Thus, although it is more convenient to work with fines having 396 or fewer characters, 
you may actually use the EDITOR to create a line of any langth (provided the line does not exceed the current length 
of the text buffer). 
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Line of Text 


A line is a string of ASCII characters that fall between two end-of-record characters. In this 
manual, /ine of text refers to a line found in the text buffer. 


Logical Record 


A logical record is a string of ASCII characters that lie between two end-of-record characters 
on a storage device. A string of characters between two end-of-record characters is cailed a 
line of text while found in the text buffer, but becomes a /ogica/ record when stored on 
magnetic tape. 


Edit Line Number 


When the RENUMBER command is executed under EDITOR control, each line of text is 
assigned a special line number called an edit line number. Edit line numbers appear to the left 
of the lines of text, and are separated from the text by a colon (:). 


Edit line numbers are assigned by the EDITOR. They are not considered to be part of the text, 
and cannot be altered except by the RENUMBER command. Edit line numbers should not be 
confused with program line numbers, which are part of the text and may be edited using 
EDITOR commands. 


String 


The word string is used in command syntax forms to mean any ASCII character string. 
Quotation marks are shown in the syntax form if delimiters are required around a string. For 
instance, the EDITOR command PRINT does not require delimiters around the parameter 
string, so no quotation marks appear in the syntax form. However, SEARCH and NLSEARCH 
require parameter strings to be enclosed in string delimiters, as indicated by the quotation 
marks tn the syntax forms. 


String Delimiter 


A string delimiter is a character used to enclose a parameter string in an EDITOR command. 
Although the command syntax forms show quotation marks around strings, any ASCII 
character except SPACE and CR may serve as a string delimiter. 


End of Record Character 


An end-of-record character marks the beginning of a logical record or line of text. An end-of- 
record Character can be entered from the keyboard by pressing RETURN while inserting new 
text, or by entering a specially assigned “END-OF-RECORD” character. (Refer to the ]= 
command for an explanation of how to use the special "END-OF-RECORD” character.) 
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End-of-record characters are not actually stored in the text buffer. Pressing RETURN while 
inserting new text, or entering the special "END-OF- RECORD” character, sets a"fiag” in the 
appropriate location in the text. When outputting text to a peripheral device, the EDITOR 
disables the flag and inserts a CR character (or a previously specified alternate end-of-record 
character). Conversely, when bringing text into the text buffer from a peripheral device, the 
EDITOR removes the CR character (or the alternate end-of-record character) and sets the fiag. 


Edit Delimiter 


An edit delimiter is a character used to separate strings, edit line numbers, or other numeric 
constants in an EDITOR commana. Although the command syntax usually shows a comma (,) 
as the edit delimiter, any of the following characters may serve as an edit delimiter: 


space 


Edit delimiters and string delimiters are explained in greater detail in Section 2. 


HOW THE MANUAL IS ORGANIZED 


The manual is organized into six sections and two appendices. Section 2 provides general 
information about the EDITOR and about using EDITOR commands. Section 3 describes 
operation of the keyboard and user-definable keys under EDITOR control. 


Sections 4, 5, and 6 discuss the EDITOR commands in detail. Examples are given to illustrate. 
uses for the commands, and if an EDITOR command resembles a BASIC command, 
similarities and differences are noted. 


Section 4 describes editing commands. Two of the commands, LIST and SEARCH, allow an 
|/O address to be specified as a parameter. Although technically this makes them Input/Output 
commands, LIST and SEARCH are included in Section 4 because of the important role they 


play during text editing. 


Section 5 discusses environmental commands, and special PRINT commands used to change 
processor or magnetic tape status. Section 6 explains the Input/Output commands. Appendix 
A describes error messages, and Appendix B contains tables, including acommand summary, 
tables of default parameter values, and an ASCII code chart. 
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GENERAL INFORMATION 


INTRODUCTION 


Section 2 is designed to help you get started using the EDITOR. General principles are 
explained here in order to simplify the explanations of individual EDITOR commands in later 
sections. After reading this section, you will be ready to begin using the EDITOR, and will be 
familiar with most of the rules for using EDITOR commands. 


This section tells you how to call the EDITOR, how to return to BASIC control after using the 
EDITOR, and how to use the commands; including how to specify command keywords, 
delimiters, and edit line numbers. You will find out how much text is affected by an EDITOR 
command, and what happens when parameters are omitted in the command. 


NOTE 


Since some of the details in this section will make more sense after you have worked 
with the commands, it is a good idea fo read this material quickly, and return to it if 
questions or problems arise when trying the EDITOR commands. 


The section begins with aCOMMAND SUMMARY chart, showing each command keyword, an 
example of how to use the command, and a short description of what happens when the 
command is executed. You may want to glance at this chart before reading about the 
commands, then use it later as a reference while using the EDITOR. A table of the EDITOR 
commands and their default parameter values is also included in the section, so that you may 
quickly check for a default value without looking up the individuat command. 
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COMMAND SUMMARY 





Command Example Action Taken 
EDITING 
COMMANDS 
CARD CA 80,42 Formats the text buffer into lines that are 80 characters 
long, splitting lines of text having more than 80 characters 
into 2 or more lines, and using the character * (decimal 
equivalent 42) to fill out any lines of text that have less 
than 80 characters. 
CASE CAS 1,100 In lines 1 through 100 of the text buffer, lower case char- 
acters a-z are replaced by their uppercase equivalents A-Z, 
if the UPPERCASE flag has been set. If the LOWERCASE flag 
has been set, uppercase characters A-Z are replaced by their . 
lowercase equivalents a-z. 
COPY Duplicates lines 1 through 3 of the text buffer, placing the 
copied text immediately before line 10." _ 
DELETE a Deletes lines 1 through 10 from the text buffer. 
INSERT Responds with five spaces and a colon (:) to prompt the 7 
entry of new text from the keyboard. Lines of text entered 
after the colon are placed in the text buffer immediately 
before the line 100. 
LIST L @29:200,300 Lists lines 200 through 300 of the text buffer on peripheral OO 
device 29 on the General Purpose Interface Bus. 
MOVE Moves lines 1 through 3 of the text buffer, placing them imme- 
diately before line 10.** = 
NLSEARCH and NL 0,1000 “REM”* Searches lines 0 through 1000 of the text buffer, and deletes 
Delete Line lines found to contain the string REM . _ 






Searches lines 1 through 100 of the text buffer, and replaces 
occurrences of the string ON ERROR with the string ON 


NLSEARCH and | NL 1,100 “ON ERROR”,”ON SIZE” 
Replace String 


SIZE . 7 
SEARCH and S @23:0,2000 “638-” Searches lines 0 through 2000 of the text buffer, and lists 
List Line on device 29 all lines found to contain the string 638- 
SEARCH and Searches lines 1 through 100 of the text buffer for the —F 
Edit Line string Mr. . One by one, lines found to contain the string 

are recalled to the line buffer, and wait to be edited. 
SEARCH and S @29:0,3000 “pd."* Searches lines 0 through 3000 of the text buffer for the -- 
Delete Line string pd. . Lines found to contain the string are listed 

on device 29, and deleted from the text buffer. 
SEARCH and S$ @29:1,1000 “PRI ,“PRI @3:" Searches lines 1 through 1000 of the text buffer and replaces ae 


occurrences of the string PRI with the string PRI @3: . 
Changed lines are listed on device 29. 


Replace String 





“See end of table "*See end of table 
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SORT 


REVSORT 


General Information 
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COMMAND SUMMARY {cont.) 


Example Action Taken 


SO 1,10:1,2,3 


Rearranges lines 1 through 10 in the text buffer, sorting 
“alphabetically” according to the ASCII values of characters 
found in the first three character positions within each 

line. 


Rearranges lines 1 through 10 in the text buffer, sorting 
“alphabetically in reverse” according to the ASCII values of 
characters found in the first three character positions with- 
in @ach line. 





ENVIRONMENTAL 


COMMANDS 
LASTLINE 


LOWERCASE 


UPPERCASE 


RENUMBER 


4054R06 EDITOR 








LA Returns the following information about the current status 
of the text buffer: 

— The last edit line number in the text buffer {includ- 
ing offset if the line has no number). 

— The total number of lines in the text buffer. 

— The number of bytes needed to save the current con- 
tents of the butfer on a storage device. 

— The number of unused bytes remaining in the text buf- 
fer. 


Enables the EDITOR to distinguish between iowercase char- 
acters a-z and their uppercase equivalents A-2Z during search- 
ing and sorting operations. Prepares the EDITOR to change 
uppercase characters into lowercase characters if the CASE 
command is executed. 


Causes the EDITOR to treat lowercase characters a-z in the 
text buffer as uppercase characters A-Z during searching and 
sorting operations. Prepares the EDITOR to change lowercase 
characters into uppercase characters if the CASE command is 
executed. 


R 100,10,3 Renumbers all lines in the text buffer starting with the line 
currently numbered 3. The new edit line numbers start at 100 
and increase with an increment of 10. 
| eis 


Makes the character / stand for "END-OF-RECORD.” The 
character / may be used during line editing to insert end-of- 
record characters into the text, and may appear in target 
and replacement strings during searching operations. 





Makes the character * stand for “any digit 0 to 9," so that 
any of the digits 0 through 9 satisfy a search for the char- 
acters. 


Makes the character ? stand for “any character.” Any 

ASCII character satisfies a search for the character ? . 
When used in a replacement string, ? indicates that the ASCIil 
character found in that position should remain unchanged by 
the replacement procedure. 


Allows the character + to be used as a prefix meaning “all 
but, ” so that all characters satisfy a search except the one 
immediately following +. For instance, the command S$ "+A" 
searches the text buffer for all ASCII characters except A. 


@ 2-3 


General Information 


2-4 


Command 


Special PRINT 
Commands 


Processor Status 


Magnetic Tape 
Status 


0 
COMMANDS 


APPEND 


FIND 


INPUT 


MARK 


OLD 


PRINT 


SAVE 


SWN 
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COMMAND SUMMARY (cont.) 


Action Taken 


Prepares the microprocessor for requests for an alternate 
Input/Output format. When a % sign is used in an I/O command 
instead of @, the special format is as follows: 

end-of-record = LF (ASCII 10) 

end-of-file = EOT (ASCII 4) 

character to ignore = CR (ASCII 13) 


PRI @37,0:10,4,13 


Telis the microprocessor to send a line feed (LF) character 
after each CR in the text when listing text on external de- 
vices (LIST and SEARCH commands). 


PRI @37,26:0 Tells the microprocessor to send a CR (instead of CR and LF) 
after each line when listing text on external devices. 


PRI @33,0:1,1,1 Sends the following status information to the microprocessor: 
— Format the tape into 128-byte physica! records. 

— Do not use the checksum error checking technique. 
— Do not use file header format. 


PRI @37,26:1 


Sends the following status information to the microprocessor: 
— Format the tape into 256-byte physical records. 
— Use the checksum error checking technique. 
— Use file header format. 


PRI @33,0:0,0,0 


Adds logical records to the text buffer from the file cur- 
rently open on device 29. The incoming text is added im- 
mediately before line 50 of the text buffer. 





Positions the READ/WRITE heads to the beginning of file 4 
on device 29, and opens the file for access by Input/Output 
operations. 


Displays one logical record from the file currently open on 
device 29, and positions the READ/WRITE heads over the next 
record on file. 


Reserves space on the internal magnetic tape for 2 new files, 
Starting at the current position of the tape heads. 5120 bytes 
of storage are reserved for each file. 


0 @29: Clears the text buffer, then brings logical records into the 
text buffer from the current file on device 29. 
P @29:List of File 3 Prints List of File 3. on device 29. 


SA @29:100,500 Stores an unnumbered copy of text buffer lines 100 through 
500 on the file currently open on device 29. Once the lines 
are saved, the file is closed to access by Input/Output oper- 
ations. 


SWN @29:100,500 


Stores a numbered copy of text buffer lines 100 through 500 
on the file currently open on device 29. Once the tines and 
edit line numbers are saved, the file is closed to access by 
Input/Output operations. 
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4051R06 EDITOR 
COMMAND SUMMARY (cont.) 


SKIP SK @29:10 Moves the READ/WRITE heads 10 logical records forward on 
the current file on device 29. The portion of the file beyond 
the new position of the READ/WRITE heads remains open for 
access by Input/Output operations. 


WRITE W @29:100,500 Stores an unnumbered copy of text buffer lines 100 through 
500 on the file currently open on device 29. Once the lines 
are stored, the file remains open for access by Output oper- 


ations. 





"If a non-existent line number is specified in an EDIFOR command, the EDITOR automatically uses the line having the next 
largest edit line number. 


**A portion of the text buffer may include lines which do not have edit line numbers. EDITOR commands act upon all lines of the 
text buffer (numbered or not) which fall between the specified starting and ending line numbers. 
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GETTING STARTED 
Getting the Most Workspace for the EDITOR 


Unless you have important variables and programs stored in memory, you should donate more 
workspace to the EDITOR by performing the following two functions before calling the 
EDITOR: 


CEL ALL 
MEM 


Deleting BASIC programs and compressing memory immediately before calling the EDITOR, 
allows more space for text to be stored while it is being altered by EDITOR commands. A 
maximum amount of space is automatically reserved for text if the EDITOR is called 
immediately after power-up. 


Calling the EDITOR 


The next step in getting started is to call the EDITOR by entering the following statement from 
the keyboard: 


CALL "EDITOR" 


When this statement is executed, the Graphic System is placed under EDITOR control. You 
may now use the EDITOR commands. Regular BASIC commands are no longer available to 
you, however, and variables or programs stored in memory prior to the CALL cannot be 
accessed while the system is under ED!TOR control. 


Returning Control of the System to the BASIC Interpreter 


When you are finished using the EDITOR commands, press the RETURN TO BASIC overlay 
key to return control of the system to the BASIC Interpreter. You must now use BASIC 
commands. All of the variables and programs stored in memory prior to calling the EDITOR, 
are available to you again. 


The Text Buffer 


The EDITOR's workspace is the text buffer, an area in memory reserved for holding lines of 
text. Newly created lines of text are held in the text buffer, and lines previously stored on 
magnetic tape are always brought into the text buffer before being changed by editing 
commands. 
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The Size of the Text Buffer 


The size of the text buffer depends on the memory option you chose for your Graphic System, 
and on the number and size of BASIC variables and programs feftin memory before calling the 
EDITOR. To find the maximum size of your text buffer, call the EDITOR immediately after 
turning the system power on. Then execute the LASTLINE command, by entering the 
following statement from the keyboard: 


LASTLINE 


The EDITOR returns three lines of information. The last line tells you how many bytes of space 
are free” (unused) in the text buffer. Since the text buffer is currently empty, and no BASIC 
variables or programs are stored in memory, this number represents the maximum number of 
bytes the text buffer may contain. 


For example, here is what happens for a Graphic System having 32K bytes of memory: 


CALL "EDITOR" 
LASTLINE 


G6 Lines 
@ Characters 
380218 Free 


For this particular Graphic System, the maximum amount of space reserved for the text buffer 
is 30210 bytes. 


Display Format 


Commands entered from the keyboard appear on the display starting in the first character 
position. To help you distinguish commands from text, the EDITOR begins displaying text in 
the seventh character position, and precedes each line of text with a colon (:). Edit tine 
numbers up to four digits long may appear before the colon in each line of text. Here isasample 
of the display format: 
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INSERT 
: THESE LINES 
>WERE CREATED 
USING THE 
- INSERT COMMAND. 


RENUMBER 3066,508, 8 


LIST 

306@: THESE LINES 
350@: WERE CREATED 
4906: USING THE 
4568: INSERT COMMAND. 


In this example, EDITOR command keywords INSERT, RENUMBER, and LIST appear on the 
display starting in the left-most character position, but lines of text are indented and preceded 
by a colon, or a line number and a colon. 


When the command INSERT is entered, the EDITOR responds by spacing five character 
positions to the right, and typing a colon. The colon prompts you to enter a line of text. When 
you press RETURN, the EDITOR moves five spaces on the next line, marks another colon, and 
waits for you to create another line. When you are through inserting new lines of text, press the 
BREAK key. 


The RENUMBER command assigns edit line numbers to lines of text. Here, each line receives a 
number, starting with 3000 and incrementing by 500. Then the EDITOR command LIST 
causes the line numbers and lines of text to appear on the display as shown above. 


The commands INSERT, RENUMBER, and LIST are explained in detail in Sections 4 and 5. 


Using an EDITOR Command 
THE COMMAND KEYWORD 
Abbreviating a Keyword 


When entering an EDITOR command, you may specify the complete command name, or use 
an abbreviation. For instance, the command COPY may be entered as COPY, COP, CO, orC. 


Most command keywords can be shortened to one letter. However, if two or more commands 
begin with the same letter, more of the keyword may be required for the EDITOR to know which 
command to execute. Examples of this are MOVE and MARK, and the commands COPY, 
CARD, and CASE. MOVE may be abbreviated to M, but MARK requires at jeast MA to be 
specified; COPY may be entered as C, but CARD and CASE can only be shortened to CA and 
CAS, respectively. 


2-8 @ 4051R06 EDITOR 


General Information 


The minimum number of letters required when entering each command keyword is shown in 
the syntax forms in Sections 4, 5, and 6. 


Abbreviating command keywords speeds the process of entering EDITOR commands. It is 
much more convenient to enter A, O, and L than APPEND, OLD, and LIST. However, you 
should be aware that when you return to BASIC, some of these abbreviations are not valid. For 
instance, the BASIC commands PRINT, LIST and OLD cannot be abbreviated to a single jetter 
as the corresponding EDITOR commands can. Attempting to enter keywords P, L, or O while 
the system is under BASIC control, causes an UNDEFINED VARIABLE error message to 
appear on the display. To avoid forming habits that are hard to break, you might want to use the 
same abbreviations for EDITOR commands as for BASIC commands of the same name. 


Uppercase and Lowercase Letters in the Keyword 


An EDITOR command may be entered from the keyboard in uppercase, lowercase, or a 
combination of both. For example, the following command is valid: 


Search 1,188 "Alpha" 


fa syntax error is made when entering acommand keyword in lowercase, the EDITOR returns 
a syntax error message. The third line of the message reprints the incorrect command, 
capitalizing all letters in the keyword up to and including the first incorrect character. For 
example: 


serch 1,108 "Alpha" 

EDITOR ERROR 

Syntax - error number 138 
SERch 1,180 "Alpha" 


Asin BASIC, a command containing a syntax error is automatically recalled to the line buffer, 
and may be corrected by typing over the incorrect characters, or by using the LINE EDITOR 
keys. 


DELIMITERS IN THE COMMAND 


Two types of delimiters may appear in an EDITOR command. The first type is called an edit 
delimiter, and is used to separate strings or numeric constants such as edit line numbers. 
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Edit Delimiters 


The following characters may be used as edit delimiters: 


space 


Although the command syntax forms show a comma (,) as the edit delimiter, any of the above 
characters may be used to separate the command parameters. For instance, the following 
commands are equivalent: 


MOVE 1,168,258 
MOVE 1,180:256 
NOVE 1 186 258 


Ifa comma appears in a command syntax form, it can be replaced by any other edit delimiter. In 
some cases, using an edit delimiter other than acomma helps you remember what the numbers 
mean, and what the command does. For example, you may enter the following command, 
using commas to separate all of the parameters: 


SEARCH 1,108, "THIS", "THAT" 


Or, you may replace some of the commas with other edit delimiters, and enter this command: 
SEARCH 1,100: *THIS"="THAT" 


This second form seems to express the meaning of the command, that the EDITOR is to search 
lines 1 through 100 of the text buffer, then change occurrences of THIS into THAT . 


Some similar examples are given in Sections 4, 5, and 6. Keep in mind that you can substitute 


other edit delimiters for the ones shown in examples, and that commas appearing in a syntax 
form may be replaced by other edit delimiters. 
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Using a Space as an Edit Delimiter 


A blank space in an EDITOR command is taken to be an edit delimiter, except in these 
instances: 


—When the space occurs immediately before or after a keyword. For example: 


LIST 41,1808 


—When the space immediately follows another edit delimiter, such as a comma or 
another blank space. 


Except in the two cases listed above, blank spaces in a command are considered to be edit 
delimiters. This means that you must be careful when putting blank spaces in a command, or 
the EDITOR may misinterpret your command. 


For instance, the following two commands are not equivalent: 


LIST 6,6+186 
LIST 8,6+ i688 


The first command tells the EDITOR to list lines 0 through 100 on the display. However, the 
extra blank spaces between + and 100 cause the EDITOR to misinterpret the second 
command. 


In some cases, adding one more blank space can completely change the meaning of a 
command. For instance, the commands shown below are not the same: 


SEARCH “97062" 
SEARCH "97862" b 


The character 6 appearing at the end of the second command indicates that a space was 
entered by pressing the SPACE bar before the RETURN key. The space is an edit delimiter, and 
completely changes the meaning of the command. Without the extra space, the command asks 
the EDITOR for a list of all lines found to contain the string 97062. But when the space (6b) is 
added onto the end of the command, the EDITOR reprints the lines one by one, recalling each 
one to the line buffer and stopping each time to allow the line to be edited. 
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When entering the command, do not press the SPACE bar before RETURN unless you want the 
SEARCH command to perform a different function. This shows how important the addition of 
one edit delimiter can be. 


When a Space Follows an Edit Delimiter 


The EDITOR ignores spaces that immediately follow an edit delimiter. For instance, a comma 
followed by aspaceinacommandis interpreted as one delimiter, acomma. Similarly, a space 
followed by one or more blank spaces is taken to be one edit delimiter, a space. This can be 
important when two successive edit delimiters are required. For example, if starting and ending 
line numbers are omitted in the SORT command, two successive edit delimiters are required 
after the keyword: 


SORT ss 1 


This command tells the EDITOR to rearrange all lines in the text buffer according to the ASCII 
value of the character found in the first position in each line. The two commas placed side by 
side within the command are counted as two edit delimiters by the EDITOR. 


Normally, commas can be replaced by other edit delimiters. However, because the EDITOR 
ignores spaces that follow edit delimiters, the following versions of the command are not ast 
correct and cause a syntax error: 


SORT, 1 
SORT. 1 
SORT; 1 
SORT: 1 
SORT= 


o— 


In each case, the space within the command is ignored because it immediately follows another 
edit delimiter. The EDITOR counts only one delimiter, and returns an error if any of these 
commands are executed. 


When a Space Follows a Command Keyword 


The EDITOR ignores spaces that immediately follow a command keyword. This means that for 
the SORT command described above, the following versions are not correct: 
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SORT wi 
SURT .1 
SORT 31 
SORT 31 
SORT =1 


tn each case, the space following the keyword SORT is ignored. The EDITOR only sees one 
edit delimiter, and returns a syntax error. 


String Delimiters 


The second type of delimiter that may appear in an EDITOR command is called a string 
delimiter, and is used to enclose character strings specified in a command. Although the 
command syntax forms show quotation marks (”) as the string delimiter, any keyboard 
character that causes a printed character to appear on the display may be used to enciose 
strings. 


The same string delimiter must be used to mark the beginning and the end of a string. For 


example: 


SEARCH ~VARIANCE~ 


In this example, the delimiter ~ is used to mark the beginning and the end of the word 
VARIANCE. 


When two strings are specified in an EDITOR command, the delimiter for the first string need 


not be the same as the delimiter for the second string. For instance, both of the commands 
shown below are valid: 


SEARCH "ON ERROR", "ON SIZE" 
SEARCH +0N ERROR*, “ON SIZE- 


A character used to delimit a string must not occur within the string. Forexample, the character 
' cannot be used to delimit the string WON'T WORK : 
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SEARCH “WON’T WORK’ = 
EDITOR ERROR 

Suntax - error number 138 

SEARCH “WON’T WORK’ 


When the command SEARCH 'WON’T WORK’ is executed, the EDITOR returns a syntax 
error, and reprints the incorrect command. The syntax error occurs because thedelimiter ‘ 
is one of the characters enclosed in the string. 


Using an Edit Delimiter Character as a String Delimiter _ 


Normally, any edit delimiter character except a space may be used as a string delimiter. For 
example, the following command uses an edit delimiter (:) to enclose a string: 


SEARCH 1.160 :END: 


However, if the edit line numbers are omitted in the command, and only a blank space appears 
in their place, a syntax error occurs. The EDITOR returns an error message and reprints the 
incorrect command: 


SEARCH : END: ay = 
EDITOR ERROR 

Suntax - error number 148 

SEARCH : END: 


The rule to remember is that when entering the SEARCH and NLSEARCH commands with only 
a space between the keyword and the first string delimiter, do not choose the string delimiter to 
be one of the characters set aside as edit delimiters. For instance, all of the commands shown 
below cause syntax errors: 


SEARCH .END. 

SEARCH =END= 

NLSERRCH SEND; - 
NLSEARCH END, 


The above commands cause syntax errors because the delimiter used to enclose the target 
String is one of the edit delimiters. 
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Using a Number as a String Delimiter 


lf the edit line numbers are omitted ina SEARCH or NLSEARCH command, the delimiter used 
to enclose the target string must not be anumber. For example, the following command causes 
a syntax error: 


SEARCH 1LIENDi1 

EBITGR ERRGR 

Syntax - error number 138 
SEARCH 11ENDIi 


The error shown above occurs because the number 11 is used to enclose the string END. 


EDIT LINE NUMBERS IN THE COMMAND 
What Edit Line Numbers Are 


The EDITOR allows line numbers to be specified as parameters in most commands. The line 
numbers are called edit line numbers, and are assigned to lines of text by the EDIT OR when the 
RENUMBER commandis executed. Edit line numbers appear to the left of the lines of text, and 
are separated from the text by a colon: 


LIST 
1:106 DIM AC16; 16> 
2.116 FOR I=1 TO 19 
3:126 FOR J=1 TO 18 
45138 ACT, Jesivci+J-1) 
9: 148 NEAT J 
6:15@ NEXT I 
7:16@ PRINT "THE 18418 HILBERT MATRIX I[S:" 
8:17 PRINT A 
9:18@ END 


Edit line numbers are not the same as program line numbers. In the sample text shown above, 
program line numbers 100, 110, 120, ... are part of the text, and may be edited using EDITOR 
commands. But the editline numbers 1,2,3,... arenot considered to be part of the text: they are 
used to refer to specific lines of text, and cannot be changed except by the RENUMBER 
command. 


Edit line numbers may be four digits long, ranging from 0 to 9999. The parameters of the 
RENUMBER command determine the line numbers that are assigned to the text. For instance, 
the command RENUMBER50,5,0 giveseditline numbers 50, 55, 60, ... to each line of text, 
beginning with the first line in the text buffer. 
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When Lines of Text Do Not Have Edit Line Numbers 


Lines in the text buffer only receive edit line numbers when the RENUMBER command is 
executed. This means that newly created lines inserted into the text using the INSERT 
command do not have edit iine numbers. Also, previously stored lines brought into the text 
buffer using OLD or APPEND, do not have edit line numbers. 


The Output commands PRINT, SAVE, and WRITE remove edit line numbers before sending 
lines to a device. Although SWN (Save With Number) saves edit line numbers along with the 
text, the numbers are stored as part of the text, and do not function as edit line numbers when 
brought back into the text buffer. 


How Edit Line Numbers Are Affected by EDITOR Commands 


Although edit line numbers can only be created or altered by the RENUMBER command, some 
EDITOR commands remove edit line numbers from parts of the text. Copied or moved lines 
(lines sent to a new location by the COPY or MOVE command) lose their edit line numbers 
upon arriving at their destination. The commands SORT and REVSORT also strip line numbers 
from lines of text that are sent to a new location. 


The following is an example of how this happens: 


LIST 
LSEDITOR 1/0 COMMANDS 
2: SAVE 


fom Peete 


1: 0LD 
12: PRINT 


MOVE 7,125;2 


oT 
L;EDITOR I”0 COMMANDS 
> APPEND 


*FIND 
¢ INPUT 
*LIST 
OLD 
*PRINT 
2: SAVE 
3: SEARCH 
4: SKIP 
5: SWN 
6: WRITE 
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The first listing shows a piece of text consisting of twelve numbered lines. The command 
MOVE 7,12,2 tells the EDITOR to move lines 7 through 12, and place them just before line 2. 
After the command is executed, a new listing shows that the moved lines no longer have edit 
line numbers. 


The EDITOR removes the numbers in order to keep the edit line numbers in an increasing 
sequence. Even though some lines are unnumbered, you may continue to execute EDITOR 
commands, referring to the unnumbered fines as 1+1, 1+2, 1+3, and so on. 


How to Use Edit Line Numbers in a Command 


Edit line numbers appear after the command keyword, and are separated by edit delimiters. 
Many EDITOR commands allow a starting edit line number and an ending edit line number to 
be specified. The commands APPEND, INSERT, MOVE, and COPY ask for a third edit line 
number, a destination line number. For example, the following command tells the EDITOR to 
copy lines 1 through 10 of the text buffer and place the copied lines of text just before line 18: 


COPY 1510.18 


How to Refer to an Unnumbered Line of Text 


Because some EDITOR commands remove edit line numbers from parts of the text, the text 
buffer may include both numbered and unnumbered lines. For example: 


1;OUTPUT COMMANDS 
“LIST 


>PRINT 
: SAVE 
4: SEARCH 
: SWN 
6: WRITE 


When a portion of the text is unnumbered, you may execute the RENUMBER command to 
obtain an edit line number for each line of text. Or, you may continue to perform editing 
functions, referring to the unnumbered lines by using an “offset.” 


An offset is a count of the number of lines between a numbered and an unnumbered line. The 
count begins after any numbered line and continues until the desired unnumbered line is 
reached. An offset is positive or negative, depending on whether the unnumbered line falls 
before or after the numbered line. 
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For example, in the preceding text, the unnumbered line consisting of the word SAVE may be 
referred to in an EDITOR command as line number 1+3, or 4—1: 


LIST 1+3 
: SAVE 


LIST 4-1 
: SAVE 


In this example, the EDITOR responds with the same line when asked to list edit line numbers 
1+3 and 4-1. 


Any line in the text buffer may be identified according to its distance from edit line number 1: 


LIST i+] 
:LIST 


LIST i+2 
¢PRINT 


LIST i+3 
s SAVE 


LIST 1+4 
4° SEARCH 


LIST 1+5 
: SAN 


LIST 1+6 
6: WRITE 


Or, you may count upward from edit line number 6, using negative values for the offset: 
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LIST 6-1 
> SWN 


LIST 6-2 
4° SEARCH 


LIST 6-3 
> SAUE 


LIST 6-4 
: PRINT 


LIST 6-3 
sLIST 


LIST 6-6 
1: OUTPUT COMMANDS 


An offset may be used when referring to anumbered line. For instance, in the last example, the 
line consisting of OUTPUT COMMANDS has an edit line number (1), but can also be identified 
as line 6—6: 


LIST 6-6 
1;OUTPUT COMMANDS 


A line number with an offset is not a sum. That is 3+1 does not necessarily refer to line 4. 
Likewise, in the last example shown above, 6—6 refers to edit line number 1, not Q. 


Using an Offset in an EDITOR Command. 


Whenever the term “edit line number” appears in asyntax form, you may specify a line number 
with an offset of the kind shown above. Here are some sample commands that use offsets to 
refer to unnumbered lines of text: 


DEL @,8+18 

SAVE G@+1, 1068 
LIST 4+1,0+8 

COPY 6:6+10, 32 
MOVE U+2;0+6, 6+18 
SORT +7,416,1 
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In the last command shown above, the numbers +7 and +10 are equivalent to 0+7 and 0+10, 
where 0 refers to the first line of text in the buffer. 


NOTE 


The RENUMBER command can be executed at any time. If you prefer not to use 
offsets to refer to unnumbered lines of text, execute a RENUMBER command and 
obtain an edit line number for each fine in the text buffer. 


Specifying a Non-Existent Line Number in a Command 


The commands DELETE, NLSEARCH and Delete Line, and SEARCH ana Delete Line remove 
lines of text and their edit line numbers from the buffer. For this reason, some line numbers do 
not exist that you normally expect to be in the text. For example: 


LIST 
160:REM THIS IS A TABLE OF SQUARE ROOTS 
120:PRI "NUMBER", "SQUARE ROOT" 
13@:FOR I=1 TO 108 
140:PRI I, SQR¢1) 
i7G:NEXT I 
18@: END 


In this example, editline numbers 110,150,and160 have been previously deleted from the text 
buffer and are missing from the normal sequence 100,110,120,... If you specify any of these 
non-existent line numbers as a parameter in a command, the EDITOR automatically 
substitutes the line of text having the next largest edit line number. If no Jarger edit line number 
exists, the EDITOR assumes that you are referring to some location beyond the end of the text. 


Often it is faster and more convenient to specify a non-existent line number when referring to 
the first line of text, the last line of text, or a location after the last line of text. 
The First Line of Text. Edit line number 0 always refers to the first line tn the text buffer, whether 


or not the line is numbered. For example: 


Example 1 


75: -RADIX 


LIST @ 
> ODD 
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Example 2 


LIST 
508: . WORD 
501i: .BYTE 
902: .ASCII 


LIST 8 
368; . WORD 


Beyond the Last Line of Text. When specifying edit line numbers in a command, you 
sometimes need to refer to a location beyond the last line of the text. For instance, you may 
want moved, copied, or inserted lines to be placed after the last line of text. In this case, you can 
always refer to a point beyond the end of the text by specifying edit line number 10000. (Edit 
line number 10000 is always beyond the end of the text, and never exists in the text, because 
edit line numbers can only be four digits long.) 


Any other number that is larger than the largest edit line number in the text may also be used to 
indicate a point past the end of the text. For instance, if the largest edit line number in the textis 
50, any number from 51 to 10000 may be used to refer to a point beyond the last line of text. 


For example: 


Example 1 


LIST 
151.1 INTRODUCTION 
2:1.2 EMPIRICAL DISTRIBUTIONS 
321.3 MEASURES OF CENTRAL TENDENCY 


INSERT 10086 
71.4 MEASURES OF VARIATION 


1 INTRODUCTION 

2 EMPIRICAL DISTRIBUTIONS 

3 MEASURES OF CENTRAL TENDENCY 
4 MEASURES OF VARIATION 
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Example 2 


LIST 


1°1.1 INTRODUCTION 
231.2 EMPIRICAL DISTRIBUTIONS 
3¢1.3 MEASURES OF CENTRAL TENDENCY 
71.4 MEASURES OF VARIATION 
INSERT 4 
¢1.5 COMPUTATION OF THE MEAN 
1:1.1 INTRODUCTIGN 
2:1.2 EMPIRICAL DISTRIBUTIONS 
351.3 MEASURES OF CENTRAL TENDENCY 
1.4 MEASURES OF VARIATION 
71.5 COMPUTATION OF THE MEAN 


When the INSERT command is executed, the EDITOR responds by typing acolon and waiting 
for a new line to be entered. in both examples shown above, the inserted line is placed after the 
last line of text, because line numbers 10000 and 4 both refer to a point beyond the end of the 


text. 


The Last Line of Text. While 10000 always refers to a location after the last line of text, 10000-1 
always refers to the last line of text. This is true whether the last line is numbered or not. An 
example is shown below: 


LIST 


98:1.1 INTRODUCTION 
9921.2 EMPIRICAL DISTRIBUTIONS 
68:1.3 MEASURES OF CENTRAL TENDENCY 
65°1.4 MEASURES OF VARIATION 
7621.5 COMPUTATION OF THE MEAN 

T 19696- 

7621.5 COMPUTATION GF THE MEAN 


Any number larger than the largest edit line number in the text, may be used with an offset of —1 
to indicate the last line of the text: 
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INTRODUCTION 

EMPIRICAL DISTRIBUTIONS 
MEASURES OF CENTRAL TENDENCY 
MEASURES OF VARIATION 
COMPUTATION OF THE MEAN 


a ee 
CAS GSMs 


LIST 


2a put 
me A 


=| 
.5 COMPUTATION OF THE MEAN 


HOW MUCH TEXT IS AFFECTED BY AN EDITOR COMMAND 
Starting and Ending Lines 


When a starting line number and an ending line number are specified in a command, the 
EDITOR acts upon the portion of the text buffer from the beginning of the starting line to the 
end of the ending line. All lines of text between and including the starting line and ending line 
are affected by the command. Unnumbered lines are affected as well as numbered lines. For 
example: 


LIST 

COMPUTE THE SQUARES AND PRINT 
DIMENSION X¢16),¥C18) 

DO 20 1=1,16 

READ (5,188) ACI? 
YCDT BXC 1) kk2 

WRITE (6,260) X¢(I)s CID 

7328 CONTINUE 

82108 FORMAT (F18.2> 

9:20@ FORMAT (1H, 15X, 2¢F28.5 9) 


DELETE 157 


m 


— 
ae e28b 86 @8 20 as 


8:10@ FORMAT (F18.2) 
9:20@ FORMAT (1H, 15%, 2¢F28.5)> 


In this example, the command DELETE 1,7 deletes ail numbered and unnumbered lines 
between and including lines 1 and 7 of the text buffer. 
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The parameters of the following EDITOR commands include a starting line and an ending line: 


CASE 
DELETE 
LIST 
MOVE 
NLSEARCH 
SEARCH 
SORT 
REVSORT 
SAVE 
SWN 
WRITE 


Destination Lines 


The four EDITOR commands INSERT, COPY, MOVE, and APPEND allow a destination line to 
be specified. The destination line number tells the EDITOR where to place lines that are being 
repositioned or added to the text buffer. Inserted, copied, moved, or appended lines of text are 
always placed immediately before the destination line. For example: 


REM xX SUBROUTINE 


@ FOR I=1 TO 
B PRINT "BC"SI3"3=" 
8 INPUT BCT) 
8 RETURN 
: EXT 1 


CON CH Ee OG) Ps 


REM ** SUBROUTINE 


PRINT "BC"3 13" 92" 
INPUT BCI) 


CT de Gd Tr 


— 
cn 
& 


6:178 RETURN 


In this example, the command MOVE 7,8,6 


PRINT A ist CONSTANTS: * 


PRINT "END OF INPUT" 


8 
@ PRINT "ENTER CONSTANTS: ° 
; FOR I=i TO WN 


NEXT I 
PRINT "END OF INPUT" 


specifies 7 as a starting line number, 8 as an 


ending line number, and 6 as a destination line number. After the command is executed, a 
listing of the text shows that lines 7 and 8 have been moved and placed just before line number 


6. 
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What Happens When a Non-Existent Line Number is Specified in a Command 


It is best not to deliberately specify a non-existent line number inan EDITOR command, except 
when referring to the first line of text, the last line of text, or a location beyond the last line of 
text. However, knowing how the EDITOR handles non-existent line numbers can be important, 
especially if you inadvertently specify a non-existent line number in a command. 


When a non-existent edit line number is specified as a starting line, ending line, or destination 
line, the EDITOR searches for a larger edit line number. The next largest edit line number found 
in the text is automatically substituted as the command parameter. 


This influences the amount of text that is affected by the command, and in what manner. The 
following examples illustrate what happens when a non-existent starting, ending, or 
destination line number is specified: 


Example 1 


Lis] 
"BUCKNER. STEVEN 
“SHERMAN, NANCY 
S°SMITH. JACKE L. 
4: TURNER. NELL E. 


CHSE 1a4 


LTS 

WCKHER. STEVEN 
ERMAN, HANCY 

aith, jack |. 

rfers nell) b. 


+? 


rt 


eh oo fO 
es 


$e fs] 


Example 2 


1: BUCKHER, STEVEN 
SCALLAHAH, LISA 
2: SHERMAN, HANDY 
4: SMITH. JACE L, 
So: TURNER, NELL 6B. 


LIST Lvetl 

1; BUCKNER, STEVEX 
> CALLAHAN. LISA 
- SHERMAN, HARCY 
©SMITH, JALE L. 


3 
A 
= 
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Example 3 


LTS 
BUCKNER, STEVEN 
SHERMAN, NANCY 
SiSMITHs JACK L. 
4; TURNER. NELL B. 


INSERT 2 
ae 


+I 


LLAHAN, LISA 


rs 


List 
‘BUCKNER, STEVEN 
:SHERMAH, NANCY 
‘CALLAHAN, LISA 
ZISMITHs JACK L. 
4: TUPNER, NELL 2. 


In the first example, the command CASE 1,4_ is given. The EDITOR is unable to find the 
starting line number 1, and begins looking for an edit line number larger than 1. The next 
largest line number in the text is 3, so the command acts on the portion of the text that starts 
with edit line number 3. After the command is executed, a listing shows that lines 3 and 4 have 
been changed from upper case to lower case. 


The second example shows the LIST command entered with starting line number 1 and ending 
line number 2+1. However, 2 does not appear as a line number in the text. Since the next largest 
edit line number in the text is 3, the EDIT OR uses 3+ for the ending line number, and ltsts the 
first four lines on the display. 


In the third example, edit line number 2 is given as the destination line for the INSERT 
command. The EDITOR is unable to find line number 2, and goes on to use line 3 as the 
destination line. A later listing shows that the line of text created using the INSERT command, 
is inserted just before line 3 in the text buffer. 


Special Cases 


The EDITOR handles non-existent line numbers in the manner described above, exceptin the 
following instances: 


—The number 0, which never appears as an edit line number in the text, always 
refers to the first line in the text buffer. (See "The First Line of Text” on the 
preceding pages.) 


—lf a non-existent line number is specified in a command and no larger edit line 
number can be found in the text, the EDITOR assumes the specified line refers toa 
location beyond the end of the text. (See "Beyond the Last Line of Text” on the 
preceding pages.) 
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—If a non-existent ending line number is specified without an offset in the DELETE 
command, the EDITOR deletes all numbered and unnumbered lines up to, but not 
including, the next largest line number found in the text. 


OMITTING A PARAMETER IN A COMMAND: DEFAULT VALUES 


EDITOR command parameters include I/O addresses, character strings, edit line numbers, 
and other numeric constants. Most of these parameters are optional, and if one or more of the 
parameters is omitted when entering acommand, the EDITOR supplies a predetermined value 
by default. A table of the EDITOR commands and their default parameter values appears on the 
following pages. 


Optional Edit Line Numbers 


More than half of the EDITOR commands allow edit line numbers to be given as parameters. All 
of these edit line numbers are optional, and may be omitted when entering a command. The 
only exception to this rule is the DELETE command, which requires at least a starting line 
number to be specified. 


Default Values for Optional Edit Line Numbers. 


The default values for optional starting, ending, and destination tine numbers are described in 
the following paragraphs. The information also appears on the table of default parameter 
values on the following pages. 


The Starting Line Number. If the starting /ine number is omitted in a command, the command 
begins acting on the first line of text in the buffer. For example, the command SAVE, 100 
saves lines of text from the first line through line 100. 


The Ending Line Number. If the ending line number is not specified, the last line affected by the 
commandis the last line in the text buffer. Forinstance LIST 3, jiststhecontents of the text 
buffer from line 3 to the end of the text. 


The only exception to this rule is the DELETE command. The command DELETE 3, 
deletes only line 3, instead of deleting all lines in the text buffer from line 3 on. This is for your 
protection, to prevent you from accidentally wiping out large portions of the text buffer. If you 
want to delete ali lines in the text buffer from line 3 on, you may do so by entering a command 
such as DELETE 3,10000 
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When the Starting and Ending Line Numbers Are Both Omitted. When the starting line number 
and the ending line number are both omitted, the command acts upon the entire text buffer. For 
example, the command LIST tells the EDITOR to list all lines in the text buffer, and the 
command SEARCH "A$=" or SEARCH,, “A$=" tells the EDITOR to search all lines 
in the text buffer for the string A$= 


The Destination Line Number. If a destination line is omitted in an EDITOR command, the 
default destination is before the first line of text for the INSERT command, and beyond the end 
of the text for the MOVE, COPY, and APPEND commands. For exampie, the command 
INSERT places newly created tines just before the first line of text; but the command 
COPY 1,10, duplicates line 1 through 10 and piaces the copy after the last line of text. 


Differences between BASIC and EDITOR Commands 


BASIC commands do not allow an ending tine number to be specified by itself. For instance, 

thecommand SAVE ,100 causesasyntaxerrorin BASIC. Likewise, BASIC does not allow 
a starting line number to be followed only by adelimiter: the command SAVE 3, causesa 
syntax error. 


The EDITOR, however, allows you to give a starting line number by itself, or a starting line 
number followed by a delimiter. You may specify an ending line number alone, or give a 
destination line number without any starting or ending line number. 


How to Take Advantage of the Default Values 


Being able to specify a starting, ending, or destination line number by itself helps speed the 
entry of EDITOR commands. If you want to move the first 10 lines of text to the end of the text 
buffer, for instance, you need only enter MOVE ,10, from the keyboard. To save the 
contents of the text buffer from line 10 on, enter SAVE10, or WRITE 10, . Relying on 
the default values in this way saves you from having to either keep track of the edit line numbers 
assigned to the first and last line of text or specify 0 and 10000 in the command. 


Starting, ending, and destination line numbers can appear in any combination in a command. 
That is, the following commands are all syntactically correct: 
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COPY 

COPY »; 

COPY 25; 

COPY 55; 

COPY ;,, 16089 
COPY 255; 
COPY 55; 38 
COPY 2,5 16088 
COPY 255,38 


These COPY commands show that an edit line number can appear alone or in combination 
with the other edit line numbers. 


Optional Edit Delimiters 


In any EDITOR command, the number and placement of delimiters is important. Especially 
when omitting edit line numbers in a command, you must be careful to leave in enough 
correctly placed delimiters to make the meaning of the command clear to the EDITOR. For 
example, the SORT commands shown below have different meanings: 


SORT 5152 
SORT 1:2 


Both commands are valid, but one of the edit delimiters (,) is omitted in the second command. 
The first command tells the EDITOR to sort all lines in the text buffer according to the ASCII 
value of characters found in the first two positions in each line. The second command, 
however, tells the EDITOR to sort lines up to and including edit line number 1, according to the 
ASCII value of characters found in the second character position in each line. 


When Edit Delimiters May Be Omitted 


Because of their effect on the meaning of commands, you must be careful when leaving out 
edit delimiters. However, it is useful and convenient to omit edit delimiters in the situations 
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described below: 


—No edit delimiters are required when all command parameters are omitted and 
only the keyword is entered. 


—When omitting the starting and ending line numbers in the SEARCH and 
NLSEARCH commands, the two edit delimiters may be replaced by a blank space. 
For example: 


SEARCH, s "TEKTRONIA" 


can be shortened to 


SEARCH "TEKTRONIX" 


—When a command ends ina line number followed by an edit delimiter, the delimiter 
may be omitted without altering the meaning of the command: 


Example 1 
COPY 4,28 is equivalent to COPY 4,26, 


Example 2 
SAVE 5 is equivalent to SAVE 5, 


The commands in Example 1 tell the EDITOR to place a copy of lines 4 through 20 after the last 
line of text. The commands in Example 2 cause the contents of the text buffer from line 5 on to 


be stored on magnetic tape. 


The EDITOR does not interpret the command SAVE5_ inthe same manner as BASIC. In 
BASIC thecommand SAVE5_ saves program line 5on the internal magnetic tape. Only one 
line is saved, line 5. But when executed under EDITOR control, SAVES5_ saves ail lines of 
text from edit line 5 through the end of the text. 


When a Starting Line is Given Alone and is Not Followed by an Edit Delimiter. 


Whenever an EDITOR command is entered with only a starting line number, the command 
affects the text buffer from the starting line number through the end of the text. The following 
commands act upon ail lines in the text buffer from line 50 on: 
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CASE 3@ 
WRITE 36 
COPY 56 


lf you want an EDITOR command to affect only one line of text, you must enter that line as the 
starting and ending line numbers: 


SAVE 355 

WRITE 115,11 
CASE 36, 36 
SEARCH 1,1 "“%" 
COPY 18,18;22 


All of these commands act upon only one line of text, the one given as the starting and ending 
line number. 


Exceptions. Normally, commands entered with only a starting line number affect all tines of 
text from the starting line number on. However, there are two exceptions to this rule. When a 
starting line number is given alone and is not followed by an edit delimiter, the LIST and 
DELETE commands only affect the starting line: 


LIST 
1:108 INIT 
2:118 WBYTE vid ala 
32128 RBYTE X 
4°136 WBYTE het 
2: 148 M$=CHRCX 
6:156 PRINT NS. 
7: 166 END 
LIST 3 
3°:128 RBYTE xX 
DELETE 3 
LIST 


1:168 INIT 

2:116 WBYTE @86, 188: 
4:130 WBYTE @63,95: 
32148 MESCHR(X> 
6:158 PRINT M$ 
7166 END 
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2-32 


The above example shows thatthe command LIST 3 lists only line 3, notall text from line 3 
on. Likewise, after the command DELETE 3 is executed, a listing shows that only one line 
has been deleted, line 3. 


In summary, when only astarting line number is specified, and no edit delimiter follows the line 
number, the LIST and DELETE commands only act upon one line of text. This is to prevent you 
from accidentally listing or deleting a large portion of the text buffer. 


Other Optional Parameters 

Other EDITOR command parameters include I/O addresses, ASCII characters, and numeric 
constants. Most of these parameters are optional. A table of default values for all of the EDITOR 
commands is presented on the following pages. The table gives each EDITOR command 
name, a descriptive form of its syntax showing how the parameters are used in the command, 
and default values for each optional parameter. 
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EDITOR COMMAND SYNTAX 


The explanation of each command in Sections 4, 5, and6 begins with the command syntax and 
a descriptive form of the syntax. These expressions are constructed in the same manner as the 
syntax and descriptive forms of BASIC commands described in the 4051 Graphic System 
Reference Manual. 


Optional Entries 


Items enclosed in square brackets are optional. For instance: 


Syntax Form: 


SK [(1/OQ address] [ numeric constant ] 


Descriptive Form: 


SKIP [1/Oaddress] [ number of logical records to advance the READ/WRITE heads } 





This command can be entered in any of the following forms: 


SKIP 

SKIP #29: 
SKIP @23:3 
SKIP 3 


Choices 


Items enclosed in braces make up a selection list from which one item must be selected. For 
example: 


4051R06 EDITOR @ 2-35 


General Information 


Syntax Forms: 


NL [ [ edit line number ] , [ edit line number | | b * string ” ie etring: @ \ 


Descriptive Forms: 


NLSEARCH [ [ starting line number ] , { ending line number ] , ] space ‘’ target string °’ 


x 
i ; ** replacement string ” 





Two ways this command may be used are: 


NLSEARCH “pd. "% 
NLSEARCH "pd. "sy "PAID" 


Embedded Optional Entries 


Embedded optional entries cannot be entered by themselves. For example: 


Syntax Form: 


cS [ 1/O address ] [ { edit line number ] , [ edit tine number ] , | b “ string * 


Descriptive Form: 


SEARCH [ 1/O address | [ starting ine number ] , [ ending line number ] , ] space “ target string ”’ 





These commands are valid: 


SEARCH 1.1088 "RETURN" 
SEARCH 1s, “RETURN” 
SEARCH »1, "RETURN" 
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However, the following command is not valid: 


SEARCH 3 "RETURN" 


This command causes asyntax error, because the optional starting line number cannot appear 
without the two edit delimiters (commas) that are enclosed in the larger set of brackets. 


An Example of EDITOR Syntax 


The commands having the most optional entries are COPY, MOVE, and RENUMBER. The 
syntax and descriptive forms for the COPY command appear below: 


Syntax Form: 


Cc [ edit line number ] [ ; [ edit line number | [ , [edit line number | ] | 


Descriptive Form: 


COPY [ Starting line number ] | : [ ending line number ] [ , [ destination for copied text |] ] 





Using the rules for interpreting optional entries and embedded optional entries, the COPY 
command may be entered in any of these ways: 
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COPY 
COPY 
COPY 
COPY 
COPY 
COPY 
COPY 
COPY 


COPY 5, or 
COPY ,1@ 


bo or 
18, or 
13 38 
3:18, or 
318, 36 
33338 

73 18,38 


COPY 5 


COPY 5,18 


@ 2-37 


_—_—_ 


Section 3 


SPECIAL KEYS 


INTRODUCTION 


This section describes the operation of the keys on the Graphic System keyboard while the 
system is under EDITOR control. Certain keys function in a slightly different manner under 
EDITOR contro! than in BASIC: these are explained fully in this section. Other keyboard keys 
that function under EDITOR control as in BASIC are mentioned briefly in this section; a more 
complete description may be found in the Graphic System Operator's Manual. 


All of the keyboard keys except AUTO LOAD and AUTO NUMBER still function after the 
EDITOR is called. The alphanumeric keys, LINE EDITOR keys, and peripheral control keys 
perform the same or similar functions as they do in BASIC. tn addition, some of the user- 
definable keys have special meanings to the EDITOR. 


THE USER-DEFINABLE KEYS 


Five of the user-definable keys have predefined uses while the EDITOR is in control. The keys 
are labeted on the user-definable key overlay as shown below: 





RETURN TO BASIC 


Pressing the RETURN TO BASIC overlay key returns control of the system to the BASIC 
Interpreter. EDITOR commands can no longer be executed. The text buffer is cleared, and 
becomes part of the system RAM space. 
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Because the text buffer disappears when control is returned to BASIC, you should save — 
important lines of text on magnetic tape before pressing the RETURN TO BASIC key. 


RUBOUT CHARACTER 


Pressing the RUBOUT CHARACTER key causes the symbol | to appear on the display. The 
symbol | represents the ASCII character "RUBOUT,” and is not provided by any of the other 
keyboard keys. It is an extra character that may be used in lines of text. = 


The MARGIN Keys: MARGIN OFF, MARGIN 1, and MARGIN 2 . 


User-definable keys MARGIN OFF, MARGIN 1, and MARGIN 2 control the number of columns 
of text that appear on the display and what happens when a PAGE FULL condition occurs. 


MARGIN OFF 


Once the MARGIN OFF key has been pressed, information entered from the keyboard or listed 
on the display appears in two columns. The first column may fill all 72 character positions of the 
35 lines on the display. The second column may occupy character positions 37 through 72 of 
each line on the display. 


The first column is filled first, then the second column. Characters begin to fill the second 
column after the last line of the display is filled, or a CARRIAGE RETURN occurs while the 

cursor is in the last line. If text is being displayed, lines of text must be less than 36 characters 
long, to keep the second column of text from overwriting the first column. 


When a PAGE FULL condition occurs, no blinking F appears in the upper left corner of the 
screen. Instead, the cursor returns to the HOME position and begins overwriting what is 
already on the screen. 


Upon powering up and calling the EDITOR, the system is automatically set to MARGIN OFF. 


MARGIN 1 


Once MARGIN 1 has been pressed, information from the keyboard or listed on the display 
appears in one column. When the screen is full, a blinking F appears in the upper left corner of ses 
the display, and the HOME/PAGE key must be pressed for writing to continue. 


MARGIN 2 


Once the MARGIN 2 key is pressed, information appears on the display in two columns, as it 
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does after MARGIN OFF. However, when the screen is full, the blinking F appears in the upper 
left corner, prompting you to press HOME/PAGE. 


Resetting the MARGIN Parameter 


The EDITOR “remembers” the choice of MARGIN OFF, MARGIN 1, or MARGIN 2 until the 
system is powered down, or a different MARGIN key is pressed. Returning control of the 

system to BASIC does not affect the MARGIN choice. If you press MARGIN 1, for example, 
returning to BASIC does not reset the MARGIN parameter: the next time you call the EDITOR, 
it "remembers” your selection of MARGIN 1. 


Although returning control of the system to BASIC does not affect the MARGIN choice, 
turning the system power off resets the MARGIN parameter to MARGIN OFF by default. 


KEYBOARD KEYS 


THE ALPHANUMERIC KEYS 


The alphanumeric keys operate under EDITOR control, including special keys HOME/PAGE, 
ESC, TAB, TTY LOCK, CTRL, SHIFT, BACK SPACE, LF, RETURN, RUBOUT, BREAK, and the 
SPACE bar. All of these keys function under EDITOR control as they do in BASIC, with the 
exception of RETURN and BREAK. 


The RETURN Key 


When RETURN is pressed, the EDITOR examines the current contents of the line buffer. Ifthe 
information contained in the line buffer is a command, the EDITOR immediately executes the 
command. However, if the data is a line of text the EDITOR sends it to the text buffer. 


The BREAK Key 


The BREAK key has several uses. The functions provided by BREAK are summarized as 
follows: 


—After the INSERT command is executed or one of the RECALL keys is used, 
pressing BREAK causes the current contents of the line buffer to be loaded into 
the text buffer. At the same time, the EDITOR is removed from insert mode 
(prompt mode) and returned to normal command mode. 


—-BREAK may be used to interrupt listing (LIST and SEARCH commands) or 
searching operations (NLSEARCH and SEARCH commands). 
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—While the Search and Edit Line command is executing, pressing BREAK tells the 
EDITOR to begin searching for the next occurrence of the target string. 


—Pressing BREAK twice provides an immediate exit from a BUSY condition. This 
operation should be used with caution and only as a last resort. 


THE LINE EDITOR KEYS 


All ofthe LINE EDITOR keys may be used while the system is under EDITOR control. Although 
RUBOUT—/BACKSPACE and RUBOUT-—/SPACE function exactly as they do in BASIC, the 
other three LINE EDITOR keys work somewhat differently under EDITOR control. 


The COMPRESS/EXPAND Key 
The EXPAND Function 


The EXPAND function is used to create space for inserting new characters within a line of text. 
Asin BASIC, you bring the line into the line buffer using the RECALL keys, position the cursor 
over the first character to be shifted to the right side of the display, and press the 
COMPRESS/EXPAND key. 


What happens next depends on the number of characters currently being held in the line 
buffer, and on the position of the "end-of-line marker.” 


The End-of-Line Marker. Unlike BASIC’s 72-byte line buffer, the EDITOR line buffer is 396 
bytes long, and holds up to 396 characters (a character occupies 1 byte of space). The EDITOR 
line buffer consists of six units of 66 bytes each, with an “end-of-line marker" positioned over 
the last byte in one of the six units. The end-of-line marker plays an important role in how the 
EXPAND and COMPRESS functions operate. 


immediately after the EDITOR is called, the end-of-line marker is at the end of the first unit: 


byte 0 65 131 197 263 329 395 


However, the position of the marker may change, depending on the number of characters 
entered in the line buffer. 
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What Causes the End-of-Line Marker to Move. The position of the end-of-line marker depends 
on the length of the largest line that has been entered in the line buffer since the EDITOR was 
called. If all of the lines entered in the line buffer have been less than 66 characters long, the 
marker remains at the end of the first unit. However, as soon as a line having 66 or more 
characters is placed in the line buffer, the marker jumps to the end of the second unit: 


byte 0 65 131 197 263 329 395 


If a line containing 132 or more characters is placed in the line buffer, the end-of-line marker 
moves to the end of the third unit. And if a line having 330 or more characters is placed in the 
line buffer, the end-of-line marker moves to the end of the buffer: 


byte 0 65 131 197 263 329 395 


The EDITOR “remembers” the length of the iargest line entered in the line buffer. Thatis, once 
the marker is moved to the right by a long line, subsequent shorter lines do not affect the 
marker. 


Pressing the COMPRESS/EXPAND key can also cause the end-of-line marker to change 
position. The marker may move to the right after EXPAND, or to the left after COMPRESS. 


What Happens When EXPAND is Performed. When the COMPRESS/EXPAND key is pressed 
without pressing the SHIFT key, the EDITOR checks the line buffer and notes the current 
position of the end-of-line marker. Then the EDITOR examines the 10 character positions 
(bytes) immediately preceding the marker. If there are any non-blank characters in these 
positions, the EDITOR moves the end-of-line marker to the end of the next unit. 


Next the EDITOR performs the expansion. All characters to the right of the cursor, including 
the character underneath the cursor, are moved to the right, until the end-of-line marker is 
reached. On the screen the line appears to be split into left and right portions separated by a 
gap. Additional characters may now be inserted into the gap. 
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The COMPRESS Function 


Once you have finished inserting characters into an expanded line, you may close the gap by 
performing the COMPRESS function. Just as for EXPAND, what happens when COMPRESS is 
performed depends on the number of characters currently in the line buffer, and on the 
position of the end-of-line marker. 


What Happens When COMPRESS is Performed. When the COMPRESS/EXPAND key and the 
SHIFT key are pressed at the same time, the EDITOR checks the line buffer and notes the 
current position of the end-of-line marker. Then the EDITOR examines the unit (66 bytes) that 
immediately precedes the marker. If there are only blank characters in these positions, the 
EDITOR moves the end-of-line marker one unit to the left, and repeats the procedure for the 
next unit. 


Once a unit containing some non-blank characters is reached, the EDITOR performs the 
compression. The portion of the line that appears to the right on the screen is shifted to the 
current position of the cursor. 


An Example 


Suppose you want to add a character after the word "OF" in line 2 shown below: 


ST 
Li XRXKKAARAAAAAAAA AA AAR AREA AAT AA AAAAA ATTA A ESAS ARISE LEAT ALATA ET TTF 
XEXAAAAAA TAKARA AAA ALAA AR AKA KEATS AAAS AAAS LASERS TS TITS 
e:SOLUTION OF LINEAR EQUATIONS 


The first step is to enter 2 from the keyboard and press RECALL LINE. Line 2 is reprinted and 
recalled to the line buffer with the cursor over the first character in the line: 


2:;SOLUTION OF LINEAR EQUATIONS 


Next you position the cursor after the word ”OF,” and press EXPAND. 


The EDITOR looks for the end-of-line marker. Suppose in this example that the end-of-line 
marker is at the end of the second unit. The EDITOR then examines the 10 bytes of the line 
buffer that precede the end-of-line marker, bytes 122 through 131 in this case. Since bytes 122 
through 131 are blank, the end-of-line marker does not move. 


The EDITOR expands the line, moving the right portion to the right until the end-of-line marker 
is reached. Since the end-of-line marker is at the end of the second unit, the last character in 
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the line moves to the 131st position in the line buffer. On the screen the right portion of the line 
appears to have moved. Since the end-of-line marker 's at the end of the second unit, the last 
character in the line moves to the 131st position in the line buffer. On the screen the right 
portion of the line appears to have moved to the right, and down one line: 


TION OF: 
SOLU LINEAR EQUATIONS 


You now insert characters into the line: 


SOLUTION OF WN. 
LINEAR EQUATIONS 


Finally, you reposition the cursor and press the COMPRESS key. Because the end-of-line 
marker is still at the end of the second unit, the EDITOR examines the second unit (bytes 66 
through 131} for non-blank characters. The second unit does contain some non-blank 
characters, so the EDITOR does not move the marker, and goes on to perform the 
compression: 


SOLUTION OF N LINEAR EQUATIONS 


The REPRINT/CLEAR Key 
The REPRINT Function 


Pressing the REPRINT/CLEAR key and the SHIFT key at the same time causes the current 
contents of the line buffer to appear on the screen immediately below the last line dispiayed. 
The cursor moves down one line, retaining its position in the line. 


If the line buffer currently contains a line of text, pressing REPRINT causes the line to be 

reprinted without an edit line number, and without the colon (:) that normally precedes a line of 
text. After the line of text is reprinted, the EDITOR remains in “insert” mode. Pressing RETURN 
causes the prompt character (:) to appear, asking you to enter a new line of text. If you do not 
want to create a new line of text, pressing BREAK removes the EDITOR from “insert” mode. 


If the line buffer has been cleared by pressing RETURN, BREAK, or CLEAR, the REPRINT 
function reprints the line most recently held in the line buffer. After a line of text is reprinted, 
pressing RETURN causes the prompt character (:) to appear if the EDITOR was in “insert” 
mode before performing REPRINT. (Refer to the INSERT command for an explanation of the 
“insert” mode.) 
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Asin BASIC, the REPRINT function is most useful for displaying a clear copy ofa line that has 
been made unreadable by type-over corrections and RUBOUT symbols. 


The CLEAR Function 


Pressing the REPRINT/CLEAR key without pressing the SHIFT key causes the contents of the 
line buffer to be erased (cleared). if CLEAR is performed after a previously stored line is 
brought back into the line buffer by using RECALL or RECALL NEXT LINE, the contents of the 
line is lost. The line is erased from both the line buffer and the text buffer. A listing of the text 
buffer shows a blank line (a colon followed by blanks) where the erased line was previously 
stored. Likewise, if CLEAR is pressed when the Search and Edit Line command pauses for you 
to edit a line, the line disappears from the line buffer and the text buffer. A blank line remains In 
the text buffer where the erased line previously appeared. 


If you inadvertently delete a line of text by pressing CLEAR while the line is in the line buffer, 
you may recover the line by immediately pressing REPRINT, then BREAK or RETURN. 
Immediately pressing REPRINT recalls a “backup” copy of the deleted line to the line buffer. 
Pressing BREAK or RETURN then returns the line to the text buffer. 


The RECALL NEXT LINE/RECALL LINE Key 
The RECALL LINE Function 


The RECALL LINE function is performed after entering an edit line number from the keyboard. 
Pressing the RECALL NEXT LINE/RECALL LINE key without pressing the SHIFT key causes 
the specified line of text to be pulled from the text buffer and loaded into the line buffer. The 
cursor is positioned at the beginning of the recalled line. 


The line may now be altered or edited using the keyboard keys and the other LINE EDITOR 
keys. As in BASIC, you simply space forward or backspace to incorrect characters, and type 
over the errors with correct information. You may use the RUBOUT, RUBOUT-, and 
RUBOUT-— keys to delete characters, and the COMPRESS/EXPAND key to allow additional 
characters to be inserted within the line. 


When you have finished editing, press BREAK to return the corrected line to the text buffer. 


Pressing RETURN also returns the corrected line to the text buffer, but leaves the EDITOR in 
insert mode (prompt mode) until BREAK is pressed. This provides an alternate way to insert 
new lines of text into the text buffer. For instance, to add a new line of text immediately after line 
50 inthe text buffer, enter 50 from the keyboard, press RECALL LINE, and then RETURN. The 
EDITOR returns a colon, prompting the entry of new text. You then enter a line of text, press 
BREAK, and the newly created line is inserted in the text buffer immediately following edit line 
number 50. 


‘This is slightly different from the way the CLEAR key works in BASIC. In BASIC, if the CLEAR key is pressed after a 
previously stored line is recalled to the line buffer, the line is claared from the line buffer, but not deleted fram memory. 
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The RECALL NEXT LINE Function 


Like RECALL LINE, RECALL NEXT LINE is performed after entering an edit line number from 
the keyboard. However, instead of returning the line having the specified edit line number, 
RECALL NEXT LINE returns the next line in the text buffer (whether it is numbered or not). For 

instance, entering 50 and then pressing the SHIFT and RECALL NEXT LINE/RECALL LINE 

keys, recalis the line of text that immediately follows line 50 in the text buffer. 


After a RECALL LINE or RECALL NEXT LINE is performed and before BREAK is pressed, 
either RECALL LINE or RECALL NEXT LINE may be performed again. In either case, the 
current contents of the line buffer are returned to the text buffer, and the next line in the text 
buffer is recalled. RECALL LINE or RECALL NEXT LINE may be performed repeatedly in this 
manner without entering any edit line number, in order to recall consecutive lines for editing. 


The STEP PROGRAM Key (RECALL PREVIOUS LINE) 


The STEP PROGRAM key functions in a completely different manner under EDITOR control 
than in BASIC. The STEP PROGRAM key is pressed after an edit line number is entered from 
the keyboard. The line that immediately precedes the specified line in the text buffer is recalled 
to the tine buffer. For example, entering 50 and pressing STEP PROGRAM causes the line of 
text immediately preceding line 50 in the text buffer, to be recalled to the line buffer for editing. 


A line that has been recalled to the line buffer using the STEP PROGRAM key can be altered 
with the help of the keyboard and LINE EDITOR keys. As when using RECALL LINE or 
RECALL NEXT LINE, you press BREAK to send the corrected line to the text buffer. Pressing 
RETURN also sends the corrected line to the text buffer, but leaves the EDITOR in insert mode. 


After RECALL LINE, RECALL NEXT LINE, or STEP PROGRAM and before BREAK is pressed, 
STEP PROGRAM may be pressed again. The line currently in the line buffer is returned to the 
text buffer, and the preceding line is recalled to the line buffer. STEP PROGRAM may be 
pressed repeatedly in this way without entering an edit line number, in order to recall lines one 
by one for editing. 


Peripheral Control Keys 


Peripheral control keys REWIND and MAKE COPY function under EDITOR control as they do 
in BASIC. Pressing REWIND causes the EDITOR to rewind the tape cartridge in the internal 
magnetic tape unit, and pressing MAKE COPY causes an attached Hard Copy Unit to make a 
copy of the information currently displayed on the screen. 
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The CARD Command 


Syntax Form: 


CA [ numeric constant ] [ , [numeric constant | ] 


Descriptive Form: 


CARD [ number of characters ] [ , [ fill character (decimal equivalent) 1 | 





PURPOSE 


The CARD command formats text into lines of a specified length. Lines of text that are longer 
than the desired length are split into two or more lines, and lines of text that are too short are 
filled out to the desired length with a specified ASCII character. 


EXAMPLES 


cy 
a 62 


| 
IT 


wiak 
146 


SH, 46 


7 
I: 


ft 
TY: 


EXPLANATION 


The CARD command formats all lines in the text buffer to a uniform Jength. Two parameters 
may be entered after the keyword CARD. The first parameter specifies the number of 
characters each line is to contain. The second parameter is the decimal code number for an 
ASCIil character. The ASCII character ts called the "fill character,” because it is used when 
needed to fill out lines of text to the desired length. 


For example, the command CA 50,46 tells the EDITOR to format the current contents of the 


text buffer into lines that are 50 characters long. Lines having fewer than 50 characters are 
“filled out” using the ASCII character . (decimal equivalent 46). That is, when a line is found 
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to have fewer than 50 characters, character positions to the right of the last character in the line 
are filled with the character . until the length of the line is increased to 50 characters.’ 


If any line has more than the specified number of characters, the CARD command is not 
immediately executed. Instead, the EDITOR lists on the display the edit line numbers of ail 
lines found to be longer than the desired length. (Ifthe lines are unnumbered, no list appears. A 
blank line is printed on the display for each line found to be too long.) Then the EDITOR prints a 
message on the screen, instructing you to type “C” if you wish to continue. 


lf you enter an uppercase C from the keyboard, the CARD command is executed. Lines shorter 
than the specified line length are filled out to the desired length using the ASCII fill character. 
However, lines previously found to be longer than the specified length, are split into two or 
more lines. When two or more lines are created in this way, the fill character is used if needed to 
fill out the last of the new lines. 


If you do not want long tines of text to be split in the manner described above, respond to the 
message Type "C” to continue by pressing RETURN or entering any character other than 
uppercase C. This prevents the EDITOR from executing the CARD command. The text remains 
unchanged, and all lines are intact. 


Default Values 


Both parameters for the CARD command are optional. The examples listed above show that 
both parameters may be omitted, asin the command CA .The number of characters may be 
specified and the fill character omitted, as in CA 50, . Or, the fill character may be given 
alone, as in the command CA ,46 . 


When the number of characters is omitted in a CARD command, the EDITOR supplies the 
value 80 by default. When the fill character is omitted, the EDITOR supplies the value 32, the 

ASCll code foraspace. Thusthecommand CA isequivalentto CA 80,32 .Thecommands 
CA 50, and CA 50,32 are the same; and CA ,46 is equivalent to CA 80,46 . 


Notes on the Command Syntax 


As indicated in the syntax form, the edit delimiter (,) is optional when the fill character is 
omitted. For example, the commands CA 50, and CA 50 are the same. Both commands tell 
the EDITOR to format the text into lines that are 50 characters long, using spaces as needed to 
fill lines to 50 characters. 


1 : 
Not including the end-of-record character at the end of the fine. 
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An Editing Example 


The following examples show the CARD command being used to format a sample piece of text. 


Example 1 


LIST 

Machine dependent binary code 
Magnetic tape format compatibility 
Magnetic tape statements 

Math functions 

Matrix addition 

Matrix assianment 

Minus print fields 

Modular design of basic statements 
Nesting 

Numeric constants 

Numeric variables 

Operators, logical 

Output to printer, formatted 
Peripheral device nunbers 


AGIN = OW OrHHA& GIhor 


pm Pee fons Pa Pa 


CARD 43,45 


LIST 

i:Machine dependent binary code-------------- 
2:Magnetic tape format compatibility--------- 
3:Magnetic tape statenents---~-~------------~- 
4°*Math func tions--<-~-~<7- - <9 2 nn 
S:Matrix addi tion----------------—------------~ 
6:Matrix assiqnnent--~----------------------- 
7:Minus print fields------------------------- 
8: Modular design of basic statenents--------- 
9: Nesting~----~---~-------------------~-------- 
@:Numeric cons tants--~----<-----~--------------- 
i:Numeric variables--------------------------~ 
2:Operators, logical ------------------------- 
3:Output to printer, formatted~------~------- 
4:Peripheral device numbers-------9---------- 


i 
1 
i 
i 
} 
Example 1 shows the CARD command being used to format lines of free text. The com- 


mand CA 43,45 tells the EDITOR to format the text into lines of 43 characters, using a hyphen 
(ASCII code 45) as a fill character. 


Since all of the lines have fewer than 43 characters, no message appears on the display, and the 


CARD command is immediately executed. After the command is executed, a listing of the text 
shows that hyphens (-) have been added to fill each line to a uniform length of 43 characters. 
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Example 2 


LsMachine dependent kinary code 

2: Magnetic tape format compatibility 
3sMagnetic tape statements 

4:Math functions 

5:Matrix addition 

6:Matrix assignment 

?:Minus print fields 

S:Modular design of program statements 
9; Nesting 

ti:Numeric variables 

12: 0peratore;, ltogical 

{3:Output to printer, formatted 
14:Peripheral device numbers 


i ad al 

Type "C" to continue 

LIST 
isMachine dependent binary code----- 
2:Magnetic tape format compatibility 
Si:Magnetic tape statenents---------- 
4°*Math func tions-------------------- 
S:Matrix addi tion--------------- moos 
6:Matrix assignment----------------~- 
7:Minus print fields---------------- 
eet design of program statemen 

€ (genmnc ec en eer neeentenannanenannene 

9: Nes ti nge- ~~ - - - - - - - - - + 
1i:Numeric variables----------------- 
i2:Operators, logica)—----------~----- 
i3:Output to printer, formatted------ 
14:Peripheral device numbers--------- 


Example 2 illustrates what happens when one or more of the lines of text is longer than the line 
length specified in the CARD command. The same sample piece of text is used, but this time 
the command CA 34,45 is entered. 


Because line 8 has more than 34 characters, the CARD command is not immediately executed. 
instead, the EDITOR prints the number 8 on the display, and a message appears, asking fora 
"C” as a signal to continue. 


Entering an uppercase C causes the cursor to reappear at the beginning of the next line. The 
character C does not appear on the display. The CARD command has been executed. 
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A listing of the text shows that lines having fewer than 34 characters are filled out to the 34th 
character position using hyphens (-). Line 8 is now split into two lines of 34 characters each, 
with the second line filled to the 34th position by the character - . Thenewly created tine that 
appears after line 8 has no edit line number. 


lf an uppercase C had not been entered from the keyboard after the message appeared, the 
CARD command would not have been executed. 


Special Uses For the CARD Command 


A CARD command that specifies 80 as the first parameter is used to format text into "card 
images,” lines having 80 characters each. Lines formatted into card images may be sent to a 
device that asks for 80-character records and accepts the 80th character as the end-of-record 
character.’ 


The CARD command may also be executed before text is rearranged by SORT or REVSORT 
commands. A CARD command that specifies a fill character having a decimal equivalent less 
than 33, formats text so that the REVSORT command is the inverse of the SORT command. 
(Refer to the explanations of the SORT and REVSORT commands Iater in this section.) 


An ASCII code chart is included in Appendix B, for use in finding the decimal equivalents of 
ASCII characters. 


2 after a CARD command formats text into lines of 80 characters, a CR (CARRIAGE RETURN) character remains in 
the 81st position of each tine. The final CR character can be removed before sending the lines to an externa! device. 
The method of removing CR characters depends on how the lines ara sent to the device. For instance, if the lines are 
transmitted using the 4051 Data Communications Interface, a parameter of the CALL “TCRLEF” routine signals the 
Interface to remove the final CR character from each line. 
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The CASE Command 


Syntax Form: 


CAS [ edit line number ] [ , { edit line number } | 


Descriptive Form: 


CASE [ starting line number ] [ , [ending line number ) ] 





PURPOSE 


The CASE command changes lowercase text characters a-z into their uppercase equivalents 
A-Z if the uppercase flag has been set. If the lowercase flag has been set, the CASE command 
changes uppercase text characters A-Z into their lowercase equivalents a-z. 


EXAMPLES 


CAS 

CAS 3G; 
CAS .5B 
CAS 1,166 
CAS 8,8+56 


EXPLANATION 


The CASE command allows a starting edit line number and an ending edit line number to be 

specified. The starting and ending line numbers may be entered with an offset as in the com- 
mand CAS 0,0+50 ,orwithoutan offsetasin CAS 1,100 .Thecommand acts upon all lines 
of text between and including the starting and ending lines. For instance, the com- 

mand CAS 0,0+50 affects the first 51 lines (lines 0 through 0+50) of the text buffer. 


What happens when the CASE command is executed depends on whether the uppercase or 


lowercase flag is set (refer to the explanations of the UPPERCASE and LOWERCASE 
commands). If the uppercase flag is set, the EDITOR examines the current contents of the text 
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buffer from the starting line through the ending line, and changes lowercase characters a-z 
into their uppercase equivalents A-Z. If the lowercase flag is set, the EDITOR changes 
uppercase characters A-Z into lowercase characters a-z. 


Default Values 


Both the starting and ending lines are optional. The examples listed above show that the 
starting line number, ending line number, or both, may be omitted when entering the 
command. When the starting line number is omitted, the CASE command begins acting on the 
first line in the text buffer. When the ending line number is omitted, the last line affected by the 
command is the last line in the text buffer. 


For example, the command CAS acts upon ail lines in the text buffer. The com- 
mand CAS 50, acts upon all lines from line 50 on, and CAS ,50 affects all lines up to and 
including edit tine 50. 


Notes on the Command Syntax 

As indicated in the syntax form, the edit delimiter (,) is optional when the ending line number is 

omitted. For example, the command CAS 50, and CAS 50 are the same. Both commands 
tell the EDITOR to check for a lowercase or uppercase flag, then make appropriate changes in 

all lines of text from edit line 50 on. 


Command Semantics 


The ending line number should be at least as large as the starting line number. If the ending line 
number is smaller than the starting line number, the command either has no effect, or causes a 
semantic error as in the following example: 


CAS Faz 

EDITOR ERROR 

Semantic - error number 1239 
CAS PeZ 


The correct way to enter the command is as follows: 


cs 
I; 
wn 
fy.) 
“J 
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An Editing Example 


The following examples show how the CASE command changes characters in a sample piece 
of text. 


Example 1 


LIST 
1;CRT and shield assembly removal 
2:This procedure requires two people and should 
3ibe carried out only by qualified service 
4:personnel. A crt is a high vacuum device and 
S:is dangerous if not handled properly. 
 p- Warning 
8:The crt may implode if it is scratched or 
9:struck severely. Do not handle the crt by its 
1@:neck. Weer protective clothing and a face 
li:sshield when handling the crt. 


UPPERCASE 

CASE 1,1 

CASE 7,11 

LIST 
i:CRT AND SHIELD ASSEMBLY REMOVAL 
2:This procedure requires two people and should 
3:be carried out only by qualified service 
4:personnel. A crt is a high vacuum device and 
S:is dangerous if not handled properly. 
?: HARNIN 
8: THE CRT MAY IMPLODE IF IT IS SCRATCHED OR 
9:STRUCK SEVERELY. DO NOT HANDLE THE CRT BY ITS 
1@:NECK. WEAR PROTECTIVE CLOTHING AND A FACE 
112:SHIELD WHEN HANDLING THE CRT. 


The first listing in Example 1 shows 11 lines of text containing lowercase characters. The 
command UPPERCASE is entered to set the uppercase flag. Next the commands 
CASE 1,1 and CASE 7,11 are executed. 


Because the uppercase flag is set, the EDITOR changes lowercase characters a-z into 


uppercase characters A-Z. A listing of the text after the two CASE commands are executed 
shows only uppercase characters in line 1 and in lines 7 through 11 of the text buffer. 
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Example 2 


LIST 

INDICATORS 14-9, 1-1/1 
INDICATOR, SPARE 1-13 
INITI@L CONDITION 1-14 

INPUT FIELD 2-? 

INPUTZOUTPUT 3-1 

INSERT CHARACTER 1-22, 2-2 

INSERT LINE 1-23, 2-3, 2-6 
>INSTALLATION 2-14 

: INTERFACE 1-3, i- 4, 1-6; 2-16; 2-21 
>JOIN TYPES, RULINGS 2-1 

* KEYBOARD FUNCTION (PURPOSE OF> 1-18 
>KEYBOARD, NUMERIC 1t-21 

sLINE FEED 1-24, 2-1, 2-3, 2-7 
>LOCAL OPERATION 1-7 


LOWERCASE 
CASE 
LIST 


indicators 1-9, i- 
indicator; spare i- 

sinitial condition 1 

sinput field 2-7 

sinput/output 3-1 

insert character 1-22, 2-3 

sinsert tine 1-23, 2-3, 2-6 

sinstallation 2-14 

sinterface 1-3, 1-4, 1-6, 2-16, 2-21 

sjoin types, rulings 2-18 

keyboard function (purpose of)? 1-18 

skeyboard, numeric t-21 

cline feed 1-24, 2-1, 2-3, 2-7 

stocal operation i-7 


The first line in Example 2 shows unnumbered lines of text containing only uppercase 
characters. The command LOWERCASE is entered to set the lowercase flag, then the com- 
mand CASE is executed. 


Because the lowercase flag is set, the EDITOR changes uppercase characters into lowercase 
characters. The command CASE tells the EDITOR to change characters to Jowercase in all 

lines of text. Alisting after the command is executed shows that all uppercase characters have 

been changed to !owercase. 


Special Uses for the CASE Command 


Some specialized systems are designed to accept only uppercase characters. The CASE 
command may be used to convert characters to uppercase before sending them to a 
specialized system. 
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COPY 
The COPY Command 
Syntax Form: 
C [ edit line number ] [ . [ edit line number | [ , [edit line number ] | ] 
Descriptive Form: 
COPY | starting line number ] [ : [ ending line number ] [ . [destination for copied text 1] ] 
PURPOSE 
The COPY command duplicates specified lines of text, and sends the copied lines toa desired 
location in the text buffer. 
EXAMPLES 
C 
C3 
C 59 
C 355 
C 55933258 
C 166,506,1235 
EXPLANATION 
The COPY command allows a starting line number, an ending tine number, and a destination 
line number to be specified. When the COPY command is executed, all lines of text between 
and including the starting and ending lines are copied, and placed immediately before the 
specified destination line. For instance, theexample C 100,500,1235 listed above copies text 
lines 100 through 500, and inserts the copy immediately before line 1235. The com- 
mand C 5,5,250 copies line 5, placing the copy immediately before line 250. 
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Default Values 


The starting, ending, and destination line numbers are optional, and may be omitted or entered 
in any combination. Several examples are listed above. 


When the starting line number is omitted, the first line copied by the COPY command is the first 
line of text. When the ending line number is omitted in the command, the last line copied is the 
last line of text. When the destination line is omitted, copied text is placed after the last line of 
text. 


Inthe examples listed above, thecommand C copiesallofthe current text. The copy appears 
below the original text. Thecommand C5 makesacopy ofall text from line 5 on, placing the 
copy after the last line of text. C ,5 copiesall text up to and including line 5, placing the copy 
after the last line of text. 


Notes on the Command Syntax 


As indicated by the brackets in the syntax form, final edit delimiters (,) are optional. When an 
edit delimiter is the last entry in the command, it may be omitted without changing the meaning 
of the command. Thatis, the commandsC 5,, andC 5, andC 5 areequivalent,andC 1,3, is 
the same as C1,3 . 


Command Semantics 


The ending line number should be at least as large as the starting line number. If the ending line 
number is smaller than the starting line number, the command makes no sense, and has no 

effect on the text buffer. Forexample, the command C 4,2,8 has noeffect onthe current text. 

The correct way to enter the command is C 2,4,8 . 


When only a destination line is specified, the line number must be larger than the largest line 
number currently assigned to the text. For instance, the command C ,,3 causes a semantic 
error if the text buffer contains lines numbered 14 through 8: 


LIST 

REAL FUNCTION RSCALECIFACTS 

COMMON “BTESTY ERROR. CEBUG,EOM, HHDSHK, 
® COMPECZ593.SUBSTRCLL> MASTER, OPSEQCS?, 
& LINTRM,BLETRM, INBIT, QUTBIT, TRCOUN, BUFP, 
& WAMBUFC239,FAULT 

INTEGER ERROR, DEBUG.-EOMN, HNDSHK. COMPB, 
«  SUBSTR MASTER, OUPSEG, LINTTMN, BLETRM, 
&  TRCOUN,BUFP.FAULT, INBIT.OUTBIT, NSHBUF 


fo] Cn & GI 
ae@neeepeowpaeae A2@eunmntre 


Coast 


ELITOR ERROR 
senantic - error number | 
ar 


isJ 
bya 
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The reason for the semantic error is that the command C ,,3 asks the EDITOR to copy the 
entire text, and insert the copy before line 3. However, line 3 lies within the portion of text to be 
copied. 


Althoughthe command C ,,3 issyntactically correct, itdoes not make sense in this particular 
example. The EDITOR assumes the command does not convey the meaning you intend, and 
returns a semantic error. 


The above example illustrates a general rule. The destination line must not lie between the 
starting and ending lines in the text buffer, or a semantic error occurs. For example, the com- 
mand C 1,10,3 causes asemantic error, because the destination tine (edit line number 3) falls 
between the starting and ending lines (edit lines 1 and 10). 


An Editing Example 


The following example shows the COPY command being used to duplicate parts of a sample 
FORTRAN program. 


Example 1 
LIST 
1: REAL FUNCTION RSCALECIFACT> 

2% COMMON “BTEST’ ERROR, DEBUG, EOM,HNDSHK, 

3: & COMPBC259>,SUBSTR(11>,MASTER, GPSEQCS), 

4: & LINTRM,BLKTRM, INBIT, OUTBIT, TRCOUN, BUFP, 

a: & NAMBUFC23>,FAULT 

6; INTEGER ERROR, DEBUG; EOM; HNDSHK; COMPB, 

re & SUBSTR,MASTER, OPSEG, LINTTM,BLKTRM; 

8; & TRCOUN, BUFP,FAULT, INBIT, OUTBIT, NAMBUF 

9: RSCALE=FLOATCIFACT) 256.6 

10: RETURN 

Li; END 

12% REAL FUNCTION RANGLECIDEGR> 

13: RANGLE=FLOAT ¢ IDEGRD 4180. 6/32767.8 

14: SUBROUTINE MQUECK, Y> 

is: INTEGER X./ 

16: CALL OPAIR(28;%; > 
C 16,11,14 
C 10,t1,17 
C 2,8:13 
C 238515 


(continued on next page) 
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LIST 
REAL FUNCTION RSCALECIFACT> 
COMMON “BTEST’ ERROR, DEBUG, EOM,HNDSHK, 
& COMPB(259>,SUBSTR¢11),MASTER, OPSEQ(S); 
& LINTRM,BLKTRM, INBIT; OUTBIT, TRCOUN, BUFP, 
& NAMBUF (23>, FAULT 
INTEGER ERROR, DEBUG, EOM, HNDSHK, COMPEB, 
& SUBSTR; MASTER; OPSEG, LINTTM, BLKTRM; 
& TRCOUN;, BUFP, FAULT, INBIT, OUTBIT; NAMBUF 
SE uEAT =FLOAT(IFACT>/256. 8 


EHD 

REAL FUNCTION RANGLECIDEGR)> 

: COMMON “BTEST~ ERROR, DEBUG, EOM,HNDSHK, 
COMPB< 259), SUBSTR(11), MASTER, OPSEQCS), 
LINTRM, BLKTRM; INBITs OUTBITs TRCOUN, BUFP» 
NAMBUF (23), FAULT 

INTEGER ERROR; DEBUG. EOM, HNDSHK,; COMPB, 
SUBSTR:s MASTER; OPSEQ; LINTTM, BLKTRM, 
TRCOUN, BUFP, FAULT, INBIT,OUTBIT, NAMBUF 

sella =FLOAT(IDEGR)*18@, 632767 .8 


END 
SUBROUTINE MOVE(X,Y) 
COMMOH /BTEST/ ERROR, DEBUG, EOM, HNDSHK ; 
& COMPB<259>,; SUBSTR(11), MASTER, OPSEQ(S), 
& LINTRM, BLKTRM, INBIT, OUTBIT, TRCGUN, BUFP, 
& NAMBUF C23), FAULT 
& 
& 


em pom pat 
for ® WoO On & Of 
GE Ae GE RO Qe 


—_ 
<ul 
Be san @e ee 8 


_— 
y - 


INTEGER ERROR; DEBUG, EOM, HNDSHK, COMPS, 
SUBSTR; MASTER, OPSEQ,LINTTM, BLKTRM, 
TRCGUN; i FAULT, INBIT, OUTBIT, NAMBUF 

INTEGER KY 

CALL OPAIR(28; XV? 

RETURN 


a 
ay cH 


Four COPY commands are executed in Example 1. The commands C 10,11,14 and 

C 10,11,17 tell the EDITOR to copy lines 10 and 11, inserting the copies before lines 14 and 17, 
respectively. Next the commands C 2,8,13 and C 2,8,15 tell the EDITOR to place a copy of 
lines 2 through 8 immediately before lines 13 and 15, respectively. 


A second listing of the text shows that copies of the specified lines have been sent to the 
desired locations. The lines generated by the four COPY commands are the unnumbered lines 
in the new listing. (Newly created lines are not given edit line numbers until a RENUMBER 
command is executed.) 


The new listing shows that the RETURN and END statements (lines 10 and 11) now appear in 
three places in the text, as do the COMMON and INTEGER statements (lines 2 through 8). 
Using the COPY command to generate the lines is quicker and simpier than entering 18 lines 
from the keyboard. 
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Special Uses for the COPY Command 


COMMON and INTEGER statements like those shown in Example 1 often appear in FORTRAN 
programs. COMMON and iNTEGER statements can be many lines long, and the same 
statements are usually repeated many times in one program. Using the COPY command is the 
easiest way to duplicate groups of lines such as COMMON and INTEGER statements, which 


must appear in many locations. 
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The DELETE Command 


Syntax Form: 


D edit line number [ , (edit line number ] ] 


Descriptive Form: 


DELETE - starting line number [ , [ending line number |] ] 





PURPOSE 
The DELETE command erases specified lines from the text buffer. 


EXAMPLES 


DEL 5% 

CEL 358,66 
DEL @, 18688 
DEL B,8+46 


EXPLANATION 


The DELETE command allows a starting and ending line number to be specified. When the 
DELETE command is executed, all lines of text between and including the starting and ending 
lines are deleted from the text buffer. For instance, the example DEL 50,60 listed above 
detetes lines 50 through 60 from the text buffer. Just as for the other EDITOR commands, 
starting and ending line numbers may be expressed using an offset, as in the example 
DEL 0,0+40 listed above. 


Since edit line number 0 always refers to the first line of text, and 10000 always refers to the last 
line of text, the command DEL 0,10000 listed above deletes the entire contents of the text 
buffer. This command is equivalent to the BASIC statement DEL ALL , which cannot be 
executed under EDITOR control. 


4051R06 EDITOR @ 4-19 


Editing Commands 
DELETE 


4-20 


Default Values 


The DELETE command is the only EDITOR command that requires at least a starting line 
number to be specified. Entering only the keyword DEL causes a syntax error. This is for 
your protection, so that you cannot wipe out the entire text buffer by entering DEL and 
accidentally pressing RETURN. 


The ending line number is optional. When the ending line number is omitted in a DELETE 
command, the EDITOR deletes only the starting line. This is also for your protection, to keep 
you from inadvertently deleting large portions of text. 


Notes on the Command Syntax 


As indicated by the brackets in the syntax form, the edit delimiter (,) may be omitted when the 
ending line is not specified. The meaning of the command its not changed: that is, 
both DEL 5 and DEL 5, delete only line 5 from the text buffer. 


If anegative number is entered as the starting or ending line number, the EDITOR supplies the 
value 0. Thus the command DEL —3 deletes the first line of text. 


Command Semantics 


If the ending line number is larger than the starting line number, the EDITOR normally returns a 
semantic error. For example: 


DEL 8.6 

ERITOR ERROR 

Semantic - error number 139 
DEL 8.6 


Thecommand DEL 8,6 is syntactically correct. However, the meaning of the command is not 
clear, because the ending line precedes the starting line in the text buffer. 
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An Editing Example 
The following example shows the DELETE command being used to erase specified lines froma 
sample BASIC program. 


Example 1 


LIST 
SS@:REM *% END OF INITIALIZATION +x 
S6@:REM XX BEGINNING OF MAIN CODE xx 
S7@REM ** ROW INTERCHANGE IF L<>K &% 
580: TRACE ON 
S9BSFOR P21 TO N+1 
600: T2ACK,P> 
6iBS ACK; PACL, P) 
7A P)=7 


p 
640: REM *% KEEP TRACK OF ROK PERMUTATIONS *% 
658: T=P1¢K> 
660: P1¢K>=P1¢L) 
6785 P1(L=T 


698: :REM $x REDUCTION SUBROUTINE x% 
DEL 358,588 
DEL 648 
DEL 688, 


LIST 
396: FOR gt: TO Nei 
608: T#ACK,P> 
1B: ACKyPIZACLs P) 
620: ACLs P)=7 
630: NEXT P 
6350: T=P1¢K> 
660: P1(K>=Pi(L) 
670: P1i<L>=T 
698:REM *% REDUCTION SUBROUTINE 2% 


Three DELETE commands are executed in Example 1. The command DEL 550,580 deletes 
lines 550 through 580. The commands DEL 640 and DEt 680, delete line 640 and line 680, 
respectively. A new listing shows that the REM, TRACE ON, and TRACE OFF statements have 


been deleted. 
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The INSERT Command 


Syntax Form: 


| { edit tine number ] 


Descriptive Form: 


INSERT [ destination for inserted lines of text ] 


PURPOSE 


The INSERT command prepares the EDITOR for new lines to be entered from the keyboard 
and sent to a specified location in the text. Executing the INSERT command places the 
EDITOR in “insert” mode. A colon (:) appears on the display, signaling that the EDITOR is 
ready to receive new lines of text. After the new lines are entered, pressing the BREAK key 
returns the EDITOR to normal command mode. 


EXAMPLES 


I8 

+18 
18068 
18865~1 


—— eb sy 


+ 


EXPLANATION 


The INSERT command is used to enter new lines from the keyboard and add them to the text 
buffer. The INSERT command has only one parameter, a destination line number. When an 
INSERT commmand is executed, the EDITOR is placed in “insert mode” and is ready to receive 
new text. Lines entered from the keyboard after the command is executed and before the 
BREAK key is pressed, are inserted in the text buffer immediately before the specified 
destination line. 
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For example, the command | 50 listed above prepares the EDITOR to receive new text from 
the keyboard. Lines entered after the command is executed and before BREAK is pressed, are 
inserted immediately before line 50 in the current text. Similariy, the command | +10 listed 
above prepares the EDITOR to receive new lines and insert them before the 11th line of text 
(line +10 is the same as line 0+10, the 11th line of text). 


Insert Mode 


Executing an INSERT command places the EDITOR in insert mode. When the EDITOR is in 
insert mode, pressing RETURN causes a colon (:) to appear in the sixth character position of 
the next line on the display. The cursor appears one character position to the right of the colon. 


The colon is the EDITOR’s prompt character, and signals that you may begin entering new text 
from the keyboard. Characters entered immediately after the colon are part of a new line of 
text. Pressing the RETURN key ends the line. When RETURN is pressed, the new line is sent 
from the line buffer to the text buffer, where it is inserted just before the destination line 
specified in the INSERT command. 


After RETURN is pressed, another colon appears on the display immediately below the 
previous one. This means that the EDITOR is ready to receive another new line. You may 
continue to create new lines in this manner, pressing RETURN to mark the end of a line and 
cause another colon prompt to appear on the display. Each time RETURN is pressed, the 
current line is inserted immediately before the destination line in the text buffer. 


The LINE EDITOR keys COMPRESS/EXPAND, RUBOUT-/BACKSPACE, 
RUBOUT—/SPACE, and REPRINT/CLEAR function while the EDITOR is in insert mode. That 
is, if you make an error while entering a new line of text, you may correct the line using these 
keys, and you may backspace and type over incorrect characters. 


The RECALL NEXT LINE/RECALL LINE and STEP PROGRAM keys do not function while the 
INSERT command is being used to create new lines of text. 


Removing the EDITOR from Insert Mode 


When you are finished entering new lines, press the BREAK key to remove the EDITOR from 

insert mode. Pressing BREAK causes the cursor to reappear (without a colon) at the beginning 
of the next line on the display. Ail newly created lines have now been inserted in the text buffer, 
and the system is prepared to receive EDITOR commands. 
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When BREAK is pressed, the current line is sent to the text buffer, and placed before the 
destination line in the text buffer. Thus, although you can press RETURN before BREAK, you 
are not required to press RETURN after entering the last of the newly created lines. If the 
BREAK key is pressed tmmediately after the last character of the line is entered, the EDITOR 
automatically adds an end-of-record character to the end of the line. 


Normally, pressing BREAK after the colon prompt appears removes the EDITOR from insert 
mode without adding a blank line after the inserted lines. However, if an INSERT command is 
executed and BREAK is pressed immediately after the colon appears for the first time, a blank 
line is inserted in the text buffer just before the specified destination line. 


The CLEAR Function 


Pressing the REPRINT/CLEAR key while the EDITOR is in insert mode, clears the contents of 
the current tine from the line buffer and the text buffer. A blank line remains in the text. (If the 
line was numbered, the edit line number remains in the text buffer.) The cursor reappears in the 
seventh character position of the next line on the display. New characters can be entered from 
the keyboard, and inserted into the empty line by pressing RETURN or BREAK. As always 
when the EDITOR is ininsert mode, pressing RETURN causes another colon prompt to appear 
on the display, and pressing BREAK ends execution of the INSERT command. 


Default Values 


The destination line may be omitted when entering the INSERT command. When no 
destination line is specified, newly created lines are inserted at the beginning of the current 
text. Thatis, thecommand | listedin the examples above places the EDITOR in insert mode, 
and tells the EDITOR to insert new lines before the first line of the current text. 


Thecommand | tells the EDITOR to place newly created lines of text before the beginning of 
the text. If you want to add lines onto the end of the text, you must specify a destination line that 
is beyond the end of the text. For instance, the command | 10000 in the examples listed 
above, may be used to insert lines after the last line of text, because 10000 is always larger than 
the largest edit line number in the text. (See ” How to Use Edit Line Numbers in a Command” in 
Section 2 for a more complete description.) 


By contrast, the command | 10000-1 inserts new lines just before the last line of the current 
text, because 10000-1 always refers to the last tine of text. 
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The following example shows the INSERT command being used to add new statements toa 
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Example 1 


LIST 


LIST 


BASIC program. 


66 
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INPUT W 

INPUT F$ 

INPUT N 

FIND W 

PRINT @33: "DEF FNFCKI="5F$ 
FING W 


APPEND 290 

PRINT "ENTER WORK FILE HUMBER: "5 

PRINT "ENTER FUNCTION, FOX: "3 

PRINT “ENTER # OF POINTS TO BE GRAPHED: "5 


REM xxx USER FUNCTION APPEHDED HERE *%*% 
nce Ps BEGINNING X VALUE: ": 


PRINT "ENTER WORK FILE NUMBER: "5 
INPUT W 

PRINT "ENTER FUNCTION, FCH#ot"S 

INPUT F$ 

PRINT "ENTER # OF POINTS TO BE GRAPHED: "5 
Sod N 


IND W 
PRINT @33: "DEF FNFCKO="SF$ 
IND W 
APPEND 29@ 
REM *x* USER FUNCTION APPENDED HERE ¥%% 


PRINT "ENTER BEGINNING & UALUE: "5 
INPUT x1 
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Four INSERT commands are executed in Example 1.Firstthe command | placesthe EDITOR 
in insert mode, and causes the colon prompt to appear on the next line of the display. The 
characters that appear on the same line and to the right of the colon are entered from the 
keyboard before pressing BREAK. 


Next the command |2 is executed, and another colon appears on the display. As before, 
characters are entered from the keyboard and BREAK is pressed to remove the EDITOR from 
insert mode. Then |3 is executed, another new line entered, and BREAK pressed again. 


Finatly the command 18 is executed. This time, the INSERT command is used to add three 
new lines to the text buffer. After the first and second lines are entered, RETURN is pressed, 
causing the colon prompt to reappear in the next line. After the third line is entered, however, 

BREAK is pressed to remove the EDITOR from tnsert mode. 


After the INSERT commands are completed, a listing shows the six newly created lines in the 
desired locations in the text buffer. The line created using the command | appears at the 
beginning of the text; the lines created using the commands |2 and |I3 appearbefore lines 2 
and 3, respectively. 


The three tines inserted using the command (8 appear at the very end of the text. This is 
because edit line number 8 is larger than the /argest line number in the current text, and 
therefore refers to a location beyond the end of the text. 


All of the newly created lines of text remain unnumbered until a RENUMBER command is 
executed. 
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The LIST Command 


“rar 


Syntax Form: 


e [ 1/0 address } [ edit fine number | [ | Ledit line number | | 


Descriptive Form: 


LIST [ 1/O address ] [ starting line number ] [ , [ending line number | 





PURPOSE 


The LIST command lists lines of text on the specified peripheral device. If a peripheral device is 
not specified, the list is printed on the display. 


EXAMPLES 


Lis 

LIS oe 

LIS 3G; 

LIS 58 

LIS 488,506 
LIS@23: 
LTS@23: 408; 
LIS@29:. 308 
LIS@29: 408,588 


EXPLANATION 


The LIST command allows an I/O address, a starting line number, and an ending line number 

to be specified. When the LIST command is executed, edit line numbers and text between and 

including the starting and ending line are listed on the specified peripheral device. For 

instance, the example LIS@29:400,500 shown above causes lines 400 through 500 of the 
a current text to be listed on peripheral device 29. 
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When listing text on the display or any peripheral device, the EDITOR inserts a colon (:) before 
the first text character in each fine. The colon is used to mark the beginning of each line and to 
separate edit line numbers from text. 


Executing a LIST command does not change the current contents of the text buffer. When a 
copy of the text is transmitted to the display or another device, the EDITOR places a colon 
before the first text character in each line, and inserts an end-of-record character for each line 
of text. If the device is a magnetic tape, the EDITOR also places an end-of-file mark after the 
last line recorded on the tape. 


A list of the current text can be sent to any device on the General Purpose Interface Bus by 
specifying the appropriate primary address in the LIST command. For example, the com- 
mand LIS@29: sends a copy of the current edit line numbers and text to device 29 on the 
GPIB (General Purpose Interface Bus). A primary address is the only requirement for an I/O 
address: the EDITOR automatically issues secondary address 19, which tells the peripheral 
device that the incoming ASCII strings are lines of text to be listed. 


Specifying a tape device ina LIST command when the tape head is positioned to the beginning 
of the open file, changes the file header name to ASCII TEXT . 


Default Values 


Alt of the LIST command parameters are optional. When no I/O address is specified, edit line 
numbers and text are listed on the display. When the starting line number is omitted, the first 
line listed is the first line of text, and when the ending tine number is omitted, the last line listed 
is the last line of text. 


For instance, the command LIS shown above lists all of the current text on the display. 
LIS 50, lists from line 50 on, and LIS,50 lists all lines up to and including line 50. Like- 
wise, LIS@29:400, sends a list to device 29 of the current text from line 400 on, and 
LIS@29:,500 lists on device 29 all text up to and including tine 500. 


The command LIS 50 shown above, causes only line 50 to be listed on the display (see 
“Notes on the Command Syntax"). 


Omitting the Keyword 


Even the keyword LIST is optional, as long as at least one etement of the syntax is specified. An 
I/O address, an edit line number, or an edit delimiter suffices wnen entering aLIST command.’ 
For instance, the command LIS 400, may be shortened to 400, and the command 

LIS ,500 may be shortened to ,500 . Similarly, LIS 400,500 is the same as 400,500 . 


since a space is an edit delimiter, this means that pressing the SPACE bar, then RETURN, is the same as entering the 
keyword LIS and pressing RETURN. Both commands cause all of the current text to be listed on the display. 
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To list one line of text on the display, you need only enter the desired line number, then press 
RETURN. Thus the command 50 is equivalent to LIS 50 . 


Notes on the Command Syntax 


As for many other EDITOR commands, the edit delimiter (,) may be omitted if the ending line 
number is omitted. However, omitting the edit delimiter changes the meaning of the command. 
That is, the commands LIS 50 and LIS 50, are not the same. 


When a starting line is given alone and is not followed by a delimiter, the LIST command lists 
only one line of text, the starting line. Thus LIS 50, lists from line 50 through the end of the 
text, but LIS 50 lists only line 50 on the display. 


1/O Addresses. When specifying a peripheral device, do not enter blank spaces within the I/O 
address, or immediately before or after the colon (:) that ends the I/O address. For example, the 
command LIS@29: ,500 causes an error, because a space appears immediately after the 
colon: 


LiS@29: ,508 
EDITOR ERROR 
Syntax - error number 138 
LIS@29: ,58@ 


The correct way to enter the above command is LIS@29:,500 . 


Command Semantics 


The ending line number specified in the LIST command should be at least as large as the 
starting line number. If the ending line number is smailer than the starting line number, the 
command makes no sense, and has no effect on the text buffer. For example, the command 
LIS 5,1 has no effect on the current text. The correct way to enter the commandis LIS 1,5 . 
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An Editing Example 
The following example shows the LIST command being used to display lines of text on the 


screen. 
Example 1 

LIS 
{: DIMENSION AC20),.B°20) 
2 L=0 
3: WRITE (6,10) 
4:18 FORMAT (’ ENTER DEGREE OF POLYNOMIAL: “> 
5: READ (5,%) K 
gic ENTER COEFFICIENTS OF POLYNOMIAL, PCH? 
9:20 FORMAT (” ENTER COEFFICIENTS OF %:°> 

: aK + 

18: DO 160 I=t,N 
112108 READ (5,*) ACN-I41 
{2:C ENTER BEST GUESS APPROXIMATION FOR ROOT 
13: WRITE (6, 30) 
{4:30 FORMAT ¢° ENTER APPROXIMATE ROOT: *> 
iS: READ (5,%) X@ 

LIS ,4 
13 DIMENSION AC20),BC28) 
3: WRITE (6,10) 
4:10 FORMAT (’ ENTER DEGREE OF POLYNOMIAL: ‘> 

LIS 13; 
13: WRITE (6,38) 
14:30 FORMAT (’ ENTER APPROXIMATE ROOT: “> 
15: READ (5,%) X@ 

LIS 7pit 

WRITE (6,20) 

8:28 FORMAT (” ENTER COEFFICIENTS OF X:°) 
18: DO 1@@ I=1,H 


115108 READ (5,%) ACN-I+1) 


Inthe example shown above, the command LIS causes the entire text to be displayed on the 
screen. Next, the command LIS ,4 tells the EDITOR to list all lines up to and including line 4. 
Then LIS 13, tells the EDITOR to lists all lines from 13 on. Finally, the command 

LIS 7,11 causes lines 7 through 11 to be listed on the disptay. 
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Listing Text on a Magnetic Tape Device 


Before specifying a tape device in a LIST command, a file must be opened on the device by 
executing a FIND command. Once a fife is open, the tape may be repositioned using SKIP or 
INPUT commands. (Refer to the SKIP and INPUT commands for detaited explanations.) 
Whether the tape is positioned to the beginning of the file or to a particular logical record, the 
LIST command stores text on the tape beginning at the current position of the tape head. Any 
previously recorded information that lies beyond the tape head is lost. 


After the LIST command is executed, the fife remains open and available to Output operations. 
Subsequent Output commands overwrite the end-of-file mark left by the last command, and 
insert a new end-of-file mark when the operation is finished. 


After executing a LIST command and before turning the system power off, it is advisable to 
close the file by executing a FIND command or pressing the RETURN TO BASIC overlay key. 
Closing the file ensures that all transmitted text reaches the tape. 


Format. When text is fisted on a magnetic tape file, edit line numbers stored by the LIST 
command become part of the text and no longer serve as edit line numbers. When the text is 
brought into the text buffer and listed on the display, the display format is as follows: each line 
onthe display begins with a colon followed by a blank space. The next four character positions 
in the line contain the edit line number stored by the LIST command. One or more of these 
positions may be biank, depending on the number of digits in the line number, and all four 
positions are blank if the line was unnumbered. A colon follows, then text characters begin in 
the seventh position. For example: 


List 
LIFFORD 
THER IOGE 


MIM CH $e GO) fos 


Error Messages. If a LIST command attempts to output text to the internal magnetic tape and 
no file is open on the tape, a MT File error message appears on the display. 


Ifa LIST command specifies a magnetic tape device and the file is not large enough to hold all 
of the text,a Device at EOF error occurs. When this happens, text is written on the tape file 
untit the last byte before the physical end of the file is reached. The EDITOR places a logical 
end-of-file mark in the last byte of the file, and returnsthe Device at EOF errormessage. The 
remainder of the text transmitted by the LIST command is not stored on the tape. 
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After a LIST command is executed, the file remains open to Output operations only. 
Attempting to execute an APPEND, OLD, INPUT, or SKIP command without reopening the file 
causes an error. A Device Access or Buffer Access error message appears on the display. 
Both messages mean that the specified device is not available for access by Input operations, 
and that the magnetic tape buffer cannot receive information from the device. 
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The MOVE Command 






Syntax Form: 





M [ edit line number ] | ; [ edit line number ] [ , L edit line number } }] 


Descriptive Form: 





MOVE | starting line number | [ ; [ ending line number ] [ . [ destination for moved text ] ] ] 


PURPOSE 


The MOVE command moves specified lines of text to a new location in the text buffer. 


EXAMPLES 


M 153,16 
M355 38 
M isd; 

M .56,125 
M 5166, 


EXPLANATION 


The MOVE command allows a starting line number, an ending line number, and a destination 
line number to be specified. When the MOVE command is executed, ail lines of text between 
and including the starting and ending lines are moved, and placed immediately before the 
specified destination line. For instance, the example M 1,3,10 listed above moves text lines 1 
through 3, and inserts them immediately before line 10. The command M 5,5,30 movesline5, 
and places the line immediately before line 30. 
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The Difference Between MOVE and COPY 


The MOVE and COPY commands are alike in syntax and perform similar functions. Both 
commands send an already existing portion of text to a new location in the text buffer. The only 
difference between MOVE and COPY is in how the original lines are affected by the command. 
The COPY command leaves the original lines intact, sending a copy of the lines to the new 
location. The MOVE comman4d, however, actually moves the original lines by rearranging the 
text buffer and placing the lines in the new location. The moved lines appear in the new 
location, but no longer appear in their former position. 


Default Values 


The starting, ending, and destination line numbers for the MOVE command are optional, and 
may be omitted or entered in any combination. Several examples are listed above. 


When the starting line number is omitted, the first line relocated by the MOVE command is the 

first line of text. When the ending tine number is omitted in the command, the last line moved is 
the last line of text. When the destination line is omitted, moved lines are placed after the last 
line of text. 


In the examples listed above, the command M 1,3, moves lines 1 through 3 to the end of the 
currenttext. Thecommand M ,50,125 moves all lines up to and inctuding line 50, placing the 
moved text just before line 125. Finally, the command M ,100, sends all lines up to and 
including line 100 to the end of the text. 


Notes on the Command Syntax 


Just as for the COPY command, final edit delimiters (,) are optional. When an edit delimiter is 
the last entry in the command, it may be omitted without changing the meaning of the 
command. That is, the commands M1,3, and M1,3 are equivalent. 


Command Semantics 


Just as for the COPY command, the ending line number should be at least as large as the 
starting line number. If the ending line number is smaller than the starting line number, the 
command makes no sense, and has no effect on the text buffer. For example, the command 
M 7,1,10 has no effect on the current text. The correct way to enter the command 

is M1,7,10 . 


A semantic error occurs if the specified destination line lies between the starting and ending 


lines. Forexample, the command M 1,10,3 causes a semantic error, because the destination 
line (edit line number 3) falls between the starting and ending lines (edit tines 1 and 10). 
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An Editing Example 


The following example shows the MOVE command being used to move statements of a sample 
FORTRAN program. 


Example 1 


‘ann 

-—e 

ad 
4 


CEFINE FORTRAN FUNCTIUN BFS Xs 
FUNCTION DFCR > 
DF = 34XXk¥2-2.94644-5,. 738 
END 


RETURN 

DEFINE FORTRAN FUNCTION FCH> 
FUNCTION FCAD 
Faxtt3-1.4734X442-5. 738KK+6, 762 


e#eeee#*¢ 
ee 


Owco~JNNAnb amy - 
@® @@en @ Bea 
C4 


: RETURH 
10: END 
MOVE 6.16.1 
LIST 
*¢ «DEFINE FORTRAN FUNCTION FeXx> 
; FUNCTION FCx%o 
; F=K**3-1, 47 3XUAK2-5. 73BIK+6. 763 
; oe 
i! C DEFINE FORTRAN oe DF CK? 
2% FUNCT DFC 
3% OF = JKKKK2- 2 946%*X-5.738 
4; END 
Js RETURN 
MOVE 5,554 


LIST 
:C OGEFINE FORTRAN FUNCTION FCA) 


: FUNCTION FCAD 
: F=XX43-1,.4738%4%2-5, P38RKt6. 768 
: RETURN 
: END 
1:C DEFINE FORTRAN oe DF CX) 
25 FUNCTION DFCX) 
35 DF = 3XXKK2-2.946%4-5. 738 
: RETURN 
4; EHD 


Two MOVE commands are executed in Example 1.The command M 6,10,1 tells the EDITOR 
to move lines 6 through 10, inserting them just before line 1. After the command is executed, a 
new listing shows that the statements defining FUNCTION F(X), originally lines 6 through 10, 
have been moved to the beginning of the text. The lines relocated by the MOVE command are 
the unnumbered lines in the new listing. (Moved lines are not given edit line numbers until a 
RENUMBER command is executed.) 
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Next the command M 5,5,4 tells the EDITOR to move line 5 and place it immediately before 
line 4. Anew listing shows that the RETURN statement (originally line 5) has been moved, and 
now appears as an unnumbered line immediately before the END statement (line 4). 


The MOVE Command and BASIC Programs 


After using the MOVE command to rearrange statements in a BASIC program, you must edit 
the program line numbers to be consistent with the changes. This is important if you plan to 
return to BASIC and execute the program, because BASIC’s OLD command reorders 
statements according to program line numbers. In other words, the program line numbers 
must be in ascending order, or BASIC’s OLD command will rearrange the statements again. 
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The NLSEARCH (No List SEARCH) Command 


Syntax Forms: 


NL [ [ adit lina number ] , [ edit line number | | b “ string “ 7 ” string ” \ 


Descriptive Forms: 


NLSEARCH [ [ starting line number ]_ , [ ending line number ] , ] space * target string °" 


og 
: ‘* raplacement string s 





PURPOSE 


The NLSEARCH command searches a portion of the current text for a specified “target” string. 
What happens when an occurrence of the string is found, depends on which form of the 
command is entered. If the target string is immediately followed by an asterisk ( * ), lines found 
to contain the string are deleted from the text buffer. However, if a replacement string is 
specified after the target string, occurrences of the target string in the text are overwritten by 
the replacement string. 


Because the two functions performed by NLSEARCH are different, each is treated as a 
separate command on the following pages. The two commands are named according to the 
function they perform: NLSEARCH and Delete Line, and NLSEARCH and Replace String. 


INTRODUCTION 
How Searching Occurs 


When an NLSEARCH and Delete Line or NLSEARCH and Replace String command is 
executed, the EDITOR scans the current text from the starting line through the ending line for 
an occurrence of the specified “target” string. The first character scanned is the end-of-record 
character that immediately precedes the starting line, and the last character scanned is the 
end-of-record character that immediately follows the ending line. 
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What Happens When an Occurrence of the Target String is Found 


As soon as an occurrence of the target string is found, the EDITOR performs the required 
function. Thatis, foran NLSEARCH and Delete Line command, the EDITOR deletes the line of 
text that contains the occurrence of the target string. For an NUSEARCH and Replace String 
command, the EDITOR overwrites the occurrence of the target string in the text with the 
“replacement” string specified by the command. 


Continuing the Search 


The search continues after the line containing the target string is deleted, or after the target 
string is overwritten by a replacement string. For an NLSEARCH and Delete Line command, 
the new search begins after the deleted line. That is, the first character scanned is the end-of- 
record character that precedes the next line of text. 


For an NLSEARCH and Replace String command, the search resumes after the replacement 
procedure. The first character scanned is 1) the character that immediately follows the 
replacement string in the text, if the target string was shorter than the replacement string; or 

2) the last character of the replacement string, if the target string was longer than the replacement 


string. 


The EDITOR continues to search the text in the manner described above, deleting lines or 
replacing occurrences of the target string. When the end-of-record character that immediately 
follows the ending line is reached, the EDITOR stops searching and ends execution of the 


command. 


4-40 @ 4051R06 EDITOR 


Editing Commands 
NLSEARCH and Delete Line 


The NLSEARCH and Delete Line Command 


Syntax Form: 


NL [ { edit tine number | , [ edit line number ] , ] b *“ string “” & 


Descriptive Form: 


NLSEARCH [ [ starting line number ] , [ ending line number ]_ , ] space * target string “' * 





PURPOSE 


The NLSEARCH and Delete Line command searches a portion of the current text for a 
specified target string. Lines found to contain the string are deleted from the text buffer. 


EXAMPLES 


NHL "MOVED, LEFT NO ADDRESS "# 
NL "INSUFFICIENT FUNDS" 

NL 18G., “UE"s 

NL 20G,. "OF 

Hi «566 "NARGIN'S 

Ni 56.1256 "TRACE 

NL 1666,560@ "REM" 


EXPLANATION 


The NLSEARCH and Delete Line command allows a starting line number, an ending line 
number, and an ASCII character string to be specified. The string is enclosed in quotation 
marks (or another string delimiter) and the last entry in the command is an asterisk ( * ). When 
the NLSEARCH and Delete Line command is executed, the EDITOR searches the current text 
from the starting line through the ending tine for the specified "target" string, and deletes lines 
found to contain the string. 
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For example, the command NL 1000,5000 “REM” * searches Jines 1000 through 5000 for 
occurrences of the target string REM . Lines found to contain the string REM are deleted 
from the text buffer. Similarly, the command NL 50,1250 “TRACE” * searches lines 50 
through 1250, and deletes lines found to contain the string TRACE . 


The NLSEARCH and Delete Line command is the same as the SEARCH and Delete Line 
command, except that no I/O address is specified in the command, and no list is made of the 


deleted lines. 


Default Values 


When the starting line number is omitted in an NLSEARCH and Delete Line command, the 
EDITOR starts the search at the beginning of the first line of text. For example, the command 
NL 5000 "MARGIN"“* searches all lines up through 5000 and deletes lines found to contain 
thetarget string MARGIN .When the ending line number is omitted, the search ends after the 
last line of text. For example, the command NL 200,, "VO" * searches from the beginning of 
line 200 through the end of the text, and deletes line found to contain VO . 


When both the starting and ending line numbers are omitted, the EDITOR searches the entire 
text. For example, the command NL "INSUFFICIENT FUNDS” * deletes all lines containing 
the string INSUFFICIENT FUNDS . 


Notes on the Command Syntax 


When entering an NLSEARCH and Deiete Line command, do not enter any blank spaces 
immediately before the asterisk (* ). For example: 


HL "Ke" & 

EGITGR ERROR 

Syntax ~- error tumber 138 
NL "S2" X 


This command causes a syntax error because a blank space appears between the second 
quotation mark (") and the asterisk (* ). 


Edit Delimiters in the Command. The syntax and descriptive forms show three edit delimiters, 
represented by two commas (,) and a space (6). The commas may be replaced by another edit 
delimiter (such as . or : orin some circumstances, a space’). The space (b) shown in the 
syntax and descriptive forms is not meant to be replaced by another edit delimiter: for example, 
the command NL,,,“REM"* causes a syntax error. 


The second edit delimiter cannot be a space if the ending fine number is omitted. This is because spaces immediately 
following another edit delimiter are ignored. For more information about edit delimiters, refer to “Edit Delimiters” 


in Section 2. 
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You can specify the edit delimiters in the manner indicated in the syntax and descriptive forms, 
or abbreviate the NLSEARCH and Delete Line command according to the following rules: 


—jf an ending line number is specified, you need only enter one edit delimiter 
between the ending line number and the target string. For example, the 
following commands are valid: 


NL 1,3, "REM" 
NE 1.3 "REM" 


Several sample commands in this explanation foltow the format of the last 
command shown above. The space immediately following the key- 

word NL is ignored by the EDITOR, and is entered only for the sake of 
appearance. 


—When omitting both the starting line number and the ending line number, 
you may enter two non-blank edit delimiters between the keyword and the 
target string. For example: 


NLss"REM"* 


Or, you may replace the two edit delimiters with a blank space: 


HL "REM" 


This last command illustrates the simplest way to enter an NLSEARCH and 
Delete Line command without specifying edit line numbers. Several sample 
commands in this explanation are of this format. 


String Delimiters in the Command. The target string of an NLSEARCH and Delete Line 
command must be enclosed in a string delimiter, or a syntax error occurs. A string delimiter 
can be any keyboard character that causes a printed character to appear on the display except 
1) aspace; 2) one of the characters in the target string, or 3) a number or an edit delimiter, if 
no edit line numbers are specified and a space appears in their place. For more detailed 
explanations, refer to "String Delimiters” in Section 2. 
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Command Semantics 


Omitting the asterisk ( + ) at the end of an NLSEARCH and Delete Line command causes a 
semantic error. Replacing the asterisk with acomma or any other edit delimiter such as a space 
also Causes a semantic error. 


The EDITOR returns a semantic error in these two instances because the incorrect command 
resembles a SEARCH and List Line or SEARCH and Edit Line command. Since the NLSEARCH 
command makes no list of affected lines, it makes no sense to tell the EDITOR to perform a 
function similar to that of aSEARCH and List Line or SEARCH and Edit Line command. The 
EDITOR assumes you have misunderstood the function of the NLSEARCH command, and 
returns a semantic error. 


The ending line number specifted in an NLSEARCH and Delete Line command should be at 
least as large as the starting line number. If the ending tine number is smatler than the starting 
line number, the command either has no effect, or causes a semantic error as in the following 
example: 


HL 10,2 "REM" 

EDITOR ERROR 

Semantic - error number 129 
NL 16.2 “REM"* 


The correct way to enter the command is as follows: 


HL 2,16 “RKEM"X 


Differences Between NLSEARCH and Delete Line and SEARCH and Delete 
Line 
The NLSEARCH and Delete Line command is the same as the SEARCH and Delete Line 


command, except that no I/O address is specified in the command, and no list is made of the 
deleted lines. 
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The following example illustrates the use of the NLSEARCH and Delete Line command. 


Example 1 
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REM ** BEGIN LOOP *% 

SET TRACE 

UG=0 

FOR K=1 TO 2tW-1 STEP 2 
A=At+KAH 

S4=S4+FHF CX) 

NEAT K 
12=H“3%¢S8+2¥S2+4k54) 
SET NORMAL 

REM ** USE CORRECTION FACTOR X% 
[2=(16%x1]2-183-15 

UB=I2 

PRINT 

PRINT [2 

IF ABSCT2-I162<E THEN 548 
[Q=12 


4 


“TN 
REM *xX PRINT FINAL YALUE X% 
PRINT 
PRINT "FINAL VALUE IS"s Te 


2, 14 "UA" * 


12s; 


“PRINTI"% 


NL ;1@ "SET" 


5 ean) 
i's 
aa 


Co 5 7 OF ee CO Te 
fa 
w Ny 
& 


[> > > poe pod Pee 


HEXT KE 

T2=H/3kK¢ $8425 2444543 
12=(16412-18)-15 

PRINT 12 

IF ABS(T2-109<E THEN 546 
Ig=12 

HEAT WH 

PRINT "FINAL VALUE IS"3le2 
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The initiat listing in Example 1 shows that the text consists of twenty BASIC program 
statements. Then four NLSEARCH and Delete Line commands are executed. 


The command NL "REM" teils the EDITOR to delete all lines in the current text that 
contain the string REM .Thecommand NL 2,14 "VO" tells the EDITOR to search lines 2 
through 14 and delete lines found to contain the string VO . 


The command NL 12,, “PRINT]"* searches from line 12 through the end of the text for the 
word PRINT followed by an end-of-record character. (Refer to the explanation of the 

]J= command.) When such a string is found, the line containing the word PRINT ts deleted 
from the text buffer. 


Thecommand NL ,10 "SET"* tells the EDITOR to search through line 10 and delete lines 
containing the string SET . 


After the four commands are executed, a new listing shows that the REMARK statements 
(BASIC program lines 340, 430, and 510) have been deleted, as well as statements containing 
the variable name VO (program lines 360 and 450), statements ending with the key- 

word PRINT (program line numbers 460 and 520), and statements containing SET (state- 
ments 350 and 420, SET TRACE and SET NORMAL ). 
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a The NLSEARCH and Replace String Command 


Syntax Form: 


NL [ { edit line number ] , [ edit line number] , ] b “ string " , 


Descriptive Form: 


NLSEARCH [ ( starting line number ]_ , [ ending line number ] , ] Space “ target string ”’ 


“ replacement string ” 





PURPOSE 


The NLSEARCH and Replace String command searches a portion of the current text for a 
specified target string, and replaces occurrences of the string with the desired replacement 
string. 


EXAMPLES 


NL "INPUT#L."="INPUT@33:" 

NL “END #1". "EQFC G2" 

NL 188,, "CHANGE A$ TO A". "A=ASCCAS)" 
NL 453. "CHANGE A TO Ag", "AS=CHRCAD" 
HL ,288 "RND"s"INTC2L¥RND+1@)" 

NL .5006 "MAT A=B4C", "S28 MPY C" 

NL 45,200 "ON ERROR", "ON SIZE" 


HL 16.5000 "MAT ~RINUC.3%,"  weawannal 


EXPLANATION 


The NLSEARCH and Replace String command allows a starting line number, an ending line 
number, and two ASCII character strings to be specified. The first string is the “target” string 
and the second string is the “replacement” string. Both strings are enclosed in quotation marks 
or another string delimiter. 
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When the NLSEARCH and Replace String command is executed, the EDITOR searches the 
current text from the starting line through the ending line for the target string. Occurrences of 
the target string in the text are overwritten by the replacement string in the following manner: 
the first character of the replacement string overwrites the first character of the target string, 
the second character of the replacement string overwrites the second character of the target 
string, and so on. 


For example, the command NL 45,200 "END #1”,”EOF(0)” tells the EDITOR to search lines 
45 through 200 of the currenttext forthe string END #1 .Occurrences ofthis target string are 
overwritten by the replacement string EOF(Q) . 


The replacement string need not have the same number of characters as the target string. If the 
replacement string is longer than the target string, the NLSEARCH and Replace String 
command lengthens the text. For example: 


LIST 
oiCear Mr. Doe: 
‘It has come to our attention that you recently purchased 


NL "foe", "Johnson" 
LIST 


es Johnsons 
as come to our attention that you recently purchased 


La) I 


In this example the command NL “Doe",”Johnson” specifies a replacement string that has 
more characters than the target string. When the command is executed, the EDITOR locates an 
occurrence of the target string in fine 2, and overwrites it with the replacement string. The 
characters JOH replace DOE and are immediately followed by NSON . A later listing 
shows that the length of line 2 has increased by four characters, andthe word JOHNSON ap- 
pears instead of DOE . 


If the replacement string is shorter than the target string, the NLSEARCH and Replace String 
command shortens the text. For example: 


r Mr. McGrath? 
has come to our attention that you recently purchased 


rath", “Ank" 


ear fr. aAnks 
t has come to our attention that you recently purchased 


oe 
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In this example the command NL "McGrath","Ank” specifies a replacement string that has 
fewer characters than the target string. When the command is executed, the EDITOR locates 
an occurrence of the target string in line 2, and overwrites it with the replacement string. The 
characters Ank overwrite McG , and the remainder of the target string, rath is deleted 
from the text buffer. A later listing shows that the length of line 2 has decreased by four 
characters, and the word Ank appears instead of McGrath . 


The Difference Between NLSEARCH and Replace String and SEARCH and 


Replace String 


The NLSEARCH and Replace String command is the same as the SEARCH and Replace String 
command, except that no I/O address is specified, and no list is made of the changed lines. 


Default Values 


When the starting line number is omitted in an NLSEARCH and Replace String command, the 
EDITOR starts the search at the beginning of the first line of text. For example, the com- 
mand NL 5000 “MAT A=B * C”,”A=B MPY C" searches all lines up through 5000, and 
replaces occurrences of the string MAT A=B*C with A=B MPYC . 


When the ending line is omitted, the search ends after the last line of text. For example, the 
command NL 45,, “CHANGE A TO A$",”A$=CHR{A)” searches from the beginning of line 
45 through the end of the text, and overwrites occurrences of CHANGE A TO A$ with 
A$=CHR{A) . 


When both the starting and ending line numbers are omitted, the EDITOR searches the entire 
text. For example, the command NL "END #1”,"EOF(Q)" searches the entire text, and 
replaces all occurrences of END#1 with EOF(O) . 


Notes on the Command Syntax 


When entering an NLSEARCH and Replace String command, use only one edit delimiter 
between the target and replacement strings. Entering more than one delimiter causes a syntax 
error. For example: 


Hi ie188 "PRINT" . "FRIHT #23: " 
EVITUR ERROR 

Syntax - error number £32 

Ni 1.168 "PRIHT" « "PRINT ©3932" 


The correct way to enter the command is as follows: 


NL 1.100 "PRINT". "PRINT @223:" 
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Edit Delimiters in the Command. Just as for other searching commands, the syntax and 
descriptive forms show three edit delimiters, represented by two commas (,) and a space (b). 
The two commas may be replaced by another edit delimiter, with the following exception: the 
second comma cannot be replaced by a space if the ending line number is omitted, orasyntax 
error occurs. This is because the EDITOR ignores spaces that immediately follow another edit 
delimiter. (For more information, refer to “Edit Delimiters” in Section 2. ) 


The space (b) in the syntax and descriptive forms is not meant to be replaced by another edit 
delimiter. For example, the command NL,,,”“@33","@29" causes a syntax error. 


Just as for the other searching commands, you can specify the edit delimiters in the manner 
indicated in the syntax and descriptive forms, or abbreviate the NLSEARCH and Replace 
String command according to these rules: 


—If an ending line number is specified, you need only enter one edit delimiter between the 
ending line number and the target string. For example, the commands NL 1,3,"S1","S2" 
and NL 1,3 "S1","S2" are valid. 


Several of the sample commands in this explanation are of the format of the last 
command. The space immediately following the keyword NL isignored by the EDITOR, 
and is entered only for the sake of appearance. 


—When omitting both the starting and ending line numbers, you may enter two non-blank 
edit delimiters between the keyword NL and the target string, as in the command 
NL,,”S1",”S2” . Or, you may replace the two edit delimiters with a blank space, as 

in NL "S1",“S2" .The format of this last command is more convenient, and is 
emphasized in the examples. 


String Delimiters in the Command. As for all searching commands, the target and replacement 
strings must be enclosed in a string delimiter, or a syntax error occurs. The delimiter used to 
enclose the target string need not be the same as the delimiter used to enclose the repiacement 
string. 


A string delimiter can be any keyboard character that causes a printed character to appear on 
the display except 1) a space; 2) one of the characters in the target or replacement 

string; or 3) a number or edit delimiter, if no edit line numbers are specified and a space 
appears in their place. For more information, refer to "String Delimiters” in Section 2. 


Command Semantics 


The ending line number specified inan NLSEARCH and Replace String command should be at 
least as large as the starting line number. if the ending !ine number is smaller than the starting 
line number, the command either has no effect, or causes a semantic error. 
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Special Uses for the NLSEARCH and Replace String Command: 
Deleting Specified Strings 


If the replacement string is empty (has no characters), the NLSEARCH and Replace String 
command deletes occurrences of the target string from the text buffer. This is not the same as 
deleting the /ine in which the target string occurs (the function provided by the NLSEARCH 
and Delete Line and SEARCH and Delete Line commands). For example: 


NE it Myy! ' tt HP 


This command locates and deletes all occurrences of the string MAT inthecurrenttext. The 
target string is empty—no characters are enclosed in the quotation marks used as the string 
delimiter. When the command is executed, each occurrence of the string MAT in the text is 
replaced by a “null” string, and disappears from the text. For every occurrence of 

MAT. deleted from the text buffer, the text is three characters shorter. For an illustration of how 
this command acts on a sample piece of text, see "An Editing Example” in this explanation. 


NOTE 


Anempty replacement string may be specified in an NLSEARCH and Replace String 
or SEARCH and Replace String command. However, specifying an empty target 
string in any NLSEARCH or SEARCH command makes no sense, and causes a 
semantic error. 
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An Editing Example 
The following example illustrates the use of the NLSEARCH and Replace String command. 


Example 1 


LIST 
1:308 IF END #1 THEN 1508 
2.318 REM *xX INITIALIZATION ** 
32328 DIM ACS1,S29,B°6S3,S43,QCK1,X13,REK2, K2) 
42330 DIM SCK3sX32,TOR1 ys KE>,UCK2, X29, UCK3, X3> 
9: 348 MAT A=ZER 
65358 MAT B=ZER 
73360 MAT C=ZER( 10,18) 
8:378 REM xx USER ENTERS THE THREE MATRICES Xx 
3:388 PRINT “ENTER FIRST MATRIX: " 
6:396 MAT INPUT @ 
-480 PRINT "ENTER SECOND MATRIX: " 
41@ MAT INPUT R 
426 PRINT “ENTER THIRD MATRIX: “ 
438 MAT INPUT S$ 
4460 REM ** INVERT THE MATRICES *x 
456 MAT T=INHUCQ) 
469 MAT U=INUCR> 
478 MAT V=INUCS) 
480 MAT C=ZER(X1,X1) 
496 PRINT "ENTER A 10 BY 10 MATRIX: " 
>368 MAT INPUT 2¢16, 18) 


NL 5,10 “IF END ~~","ON EOFCO)" 

HL 2155 "MAT INPUT 2¢16,105", "DIM 2¢16,10)3516 INPUT 2" 
NL 757 "MAT C=ZER(10,10>",°DIM C(10, 1093365 C=0" 

NL “MAT ","" 

NL "ZER","@" 


{continued on next page) 
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LIST 

1:308 ON EOF<@> THEN 1566 
2-318 REM XX INITIALIZATION x 
33328 DIM ACSL;S2>,B6S3,S4),GCK1, 419s RCX2, X2) 
453389 DIM SCK3,X%33,TCX1 sK1),UCK2, 229 VCKSy XS) 
3: 348 A=8 

6:356 B=@ 
72368 DIM C(16,18> 

i370 REM XX USER 

: * USER ENTERS THE THREE MATRICES xx 

9:388 PRINT "ENTER FIRST MATRIX: “ 

10:398 INPUT Q 

11:408 PRINT “ENTER SECOND MATRIX:" 

12:418 INPUT R 

132428 PRINT "ENTER THIRD MATRIX: " 

14:43@ INPUT S$ 

13°440 REM *£% INYERT THE MATRICES xx 

165458 T=INVCQ> 

173468 U=INUCR) 

182478 V=INUCS) 

193480 C=6(K1,%1) 

20:498 PRINT "ENTER A 16 BY 16 MATRIX: " 

213508 DIM 2(18,18> 


518 INPUT 2 


Example 1 shows the NLSEARCH and Replace String command being used to make a 
foreign” BASIC program compatible with TEKTRONIX 4051 BASIC. An initial listing shows 
that the text consists of 21 BASIC program statements. Then five NLSEARCH and Replace 
String commands are executed. 


The first NLSEARCH and Replace String command tells the EDITOR to search the current text 
up through line 10 for a string consisting of IF END immediately followed by a space, 
immediately followed by any two ASCII characters. The two unspecified ASCII characters are 
represented in the target string by the symbol ~, the wildcard character by default. (For an 
explanation of what the wildcard character means when used ina target or replacement string, 
refer to the ~= command in Section 5.) The command also specifies that occurrences of the 
target string in the text are to be overwritten by the replacement string ON EOF(O) . 


The second NLSEARCH and Replace String command tells the EDITOR to search the current 

text from line 21 on for occurrences of the string MAT INPUT Z(10,10) . Occurrences of the 
string are to be overwritten by a string consisting of DIM Z(10,10) immediately followed by 
the beginning of a new line and the string 510 INPUT Z . The beginning of the new tine is 

represented in the replacement string by the symbol |] , the current "END-OF-RECORD" 

character by default. (For an explanation of what the "END-OF-RECORD" character means 
when used in a target or replacement string, refer to the J= command in Section 5.) 
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The third NLSEARCH and Replace String command is similar to the second, but specifies that 
the EDITOR is to search only line 7: 7 is both the starting and ending line number. The 
command tells the EDITOR to overwrite occurrences of the string MAT C=ZER(10,10) in 
line 7 with the string DIM C(10,10) followed by the beginning of a new tine and the 
string 365 C=0 . Asin the last command, the beginning of the new line is represented in the 
replacement string by the symbol] 


The fourth NLSEARCH and Replace String command tells the EDITOR to search the entire text 
forthe string MAT .Occurrences of MAT are to be replaced by an empty string. This is the 
same as telling the EDITOR to delete all occurrences of the string MAT . 


Finally, the fifth NLSEARCH and Replace String command specifies that all occurrences 
of ZER in the program are to be replaced by the character O . 


After the NLSEARCH and Replace String commands are executed, a new listing is made to 
show the changed text. The statement 300 IF END #1 THEN 1500 is now 

300 ON EOF(0) THEN 1500 . The statement 500 MAT INPUT 2(10,10) Is replaced by 
500 DIM Z(10,10) andimmediately followed by the new statement 510 INPUT Z .Thestate- 
ment 360 MAT C=ZER(10,10) is replaced by 360 DIM C(10,10) and immediately followed 
by the new statement 510 INPUT Z . 


Alt occurrences of the string MAT have been deleted from the text. For example, the state- 
ment 450 MAT T=INV(Q) has beenchanged to 450 T=INV(Q) .Occurrencesof ZER have 
been overwritten by 0 : for example, statement 340 is now A=0 . 
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The SEARCH Command 


Syntax Forms: 


Ss [ 1/O address | [ [ edit line number } , [ edit line number ] eS b “ string “ E 7 ee gern a} | 


Descriptive Forms: 


SEARCH [ 1/O address ] [ [ starting line number | , [ ending line number | , | space ‘ target string °’ 


{ * 
F . [* replacement string } 





PURPOSE 


The SEARCH command searches a portion of the current text for lines containing a specified 
“target” string. What happens when an occurrence of the string is found, depends on which 
form of the command is entered. If the command is entered with only the keyword SEARCH 
and a target string, lines containing the string are listed on a peripheral device. But if an asterisk 
immediately follows the target string, lines found to contain the string are listed on the device, 
then deleted from the text buffer. 


lf the target string is followed by an edit delimiter such as a comma, lines of text found to 
contain the string are recalled one by one to the line buffer, and wait to be edited from the 
keyboard. And finally, if the command specifies a replacement string after the target string, 
occurrences of the target string in the text are overwritten by the replacment string, and 
changed lines are listed on a peripheral device. 


Because such different functions are performed by the four variations of the SEARCH 
command, each one is treated as a separate command on the following pages. The SEARCH 
commands are named according to the function they perform: SEARCH and List Line, 
SEARCH and Edit Line, SEARCH and Delete Line, and SEARCH and Replace String. 
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INTRODUCTION 


How Searching Occurs 


When a SEARCH command is executed, the EDITOR scans the text for the target string in the 
same manner as for the NLSEARCH command. That is, the search begins with the end-of- 
record character that precedes the starting line, and ends with the end-of-record character that 
follows the ending line. Upon finding an occurrence of the target string, the EDITOR performs 
the required function: listing, deleting, or recalling to the line buffer the line that contains the 
target string (SEARCH and List Line, SEARCH and Edit Line, SEARCH and Delete Line); or 
overwriting an occurrence of the target string in the text with a replacement string (SEARCH 
and Replace String). 


The search then continues, starting with the end-of-record character that precedes the next 
tine of text (SEARCH and Edit Line, SEARCH and Delete Line) or with the next text character 
after the target string (SEARCH and List Line). Like the NLSEARCH and Replace String 
command, the SEARCH and Replace String command resumes the search with 1) the 
character that immediately follows the replacement string in the text, if the target string was 
shorter than the replacement string; or 2) the last character of the replacement string, if the 
target string was longer than the replacement string. 


The SEARCH Command as an Input/Output Command 


SEARCH and List Line, SEARCH and Delete Line, and SEARCH and Replace String are 
Input/Output commands. Information concerning I/O addresses, and the syntax and 
semantics of EDITOR Input/Output commands is provided at the beginning of Section 6. Other 
important information is summarized below. 


Before specifying a magnetic tape device in a SEARCH command, a file on the chosen 
peripheral device must be opened by executing a FIND command. If no file is open on the 
specified device, executing a SEARCH command causesa MT File error. After executing a 
FIND command, you may position the tape to a particular logical record within the file by 
executing a SKIP or INPUT command. Whether the tape is positioned to the beginning of the 
file using the FIND command or to a particular logical record using FIND and then SKIP or 
INPUT, the SEARCH command stores text on the tape beginning at the current position of the 
tape head. Any previously recorded information that lies beyond the tape head, is lost. 


Aftera SEARCH command is executed, the file remains open for access by Output commands. 
That is, after executing a SEARCH command, you may execute any EDITOR Output command 
without reopening the file. However, before turning the system power off or removing the 
internal magnetic tape unit, you shoutd close the file by executing a FIND command that 
specifies a different file number. Closing the file in this way is important to ensure that all 
transmitted text reaches the tape. 
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Executing aSEARCH command when the tape is positioned to the beginning of a file changes 
the file header name to ASCII TEXT (if this has not been previously done). 


A Special Note About Syntax. When specifying an I/O address in a SEARCH command, do not 
enter any blank spaces between the I/O address and the target string, or asyntax error occurs. 
That is, if you specify an 1/O address, you must omit the space (6) that appears in the syntax 
and descriptive forms. This is also mentioned in the explanations of the individual SEARCH 
commands on the following pages. 
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The SEARCH and List Line Command 


Syntax Form: 


Ss [ 1/O address ] [ [ edit line number} , [ edit tine number | , ] b ” string “ 


Descriptive Form: 


SEARCH [ 1/O address ] [1 starting line number ] , [ ending line number |] , ] space *' target string “ 





PURPOSE 


The SEARCH and List Line command searches a portion of the text fora specified target string, 
and lists on a peripheral device all lines found to contain the string. If no peripheral device is 
specified, lines containing the target string are listed on the display. 


EXAMPLES 


"ON ~ GO TO" 
1aa.. "pO" 
; 35888 "CONTINUE" 
1ee, 5000 "41" 
3:" JONES" 
S@26:106,, "EOF" 
$033:,5000 "NEW ADDRESS" 


105,500a "E23-" 


tte Css ers 


Cm 


Swe 


Sh? 


1s 


EXPLANATION 


The SEARCH and List Line command allows an I/O address, a starting line number, an ending 
line number, and an ASCII character string to be specified. The string must be enclosed in 
quotation marks (or another string delimiter). When the SEARCH and List Line command is 
executed, the EDITOR searches the current text from the starting line through the ending line 
for the specified “target” string. Lines found to contain the string are listed on the specified 
peripheral device. The contents of the text buffer are not changed by the command. 
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For example, the command $@33:100,5000 "638-" searches lines 100 through 5000 of the 
current text for occurrences ofthe target string 638- .Linesfoundtocontainthestring 638- 
are listed on the file that is currently open.on device 33 (the internal magnetic tape). 


If a line contains more than one occurrence of the target string, the line is listed more than 
once. Forexample, aline containing three occurrences of the target string is listed three times 
on the specified peripheral device. 


Default Values 


When no I/O address is specified ina SEARCH and List Line command, lines found to contain 
the target string are listed on the system display by default. For example, the command 
S 100,5000 "X1" searches lines 100 through 5000 for the string X1 . Lines found to 
contain X1 are listed on the display. 


When the starting line number is omitted in a SEARCH and List Line command, the EDITOR 
starts the search at the beginning of the first line of text. For example, the command 

S ,5000 “NEW ADDRESS” searches all lines up through 5000 for the string 

NEW ADDRESS , and lists lines found to contain the string on the system display. 


When the ending line number is omitted, the search ends after the last line of text. For example, 
the command S 100,, "DO" searches from the beginnning of line 100 through the end of the 
text, and lists on the display the lines found to contain the string DO . 

When both the starting and ending line numbers are omitted, the EDITOR searches the entire 


text. For example, the command S “CONTINUE” lists on the system display all lines in the 
current text that contain the string CONTINUE . 


Notes on the Command Syntax 


When entering a SEARCH and List Line command, do not enter any blank spaces immediately 
after the I/O address. For example, the following command causes a syntax error: 


S@S27 188.568 "CONTINUE" 


The correct way to enter the command is as follows: 


SU3S°5108,586 "CONTINUE" 
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Edit Delimiters in the Command. Just as for other searching commands, the syntax and 
descriptive forms show three edit delimiters, represented by two commas (,) and a space (Bb). 
The two commas may.be replaced by another edit delimiter, with the following exception: the 
second comma cannot be replaced by a space if the ending line number is omitted, ora syntax 
error occurs. This is because the EDITOR ignores spaces that immediately follow another edit 
delimiter. (For more information, refer to "Edit Delimiters” in Section 2.) 


The space (6) in the syntax and descriptive forms is not meant to be replaced by another edit 
delimiter. For example, the command S,,,"GO TO" causes a syntax error. 


Just as for the other searching commands, you can specify the edit delimiters in the manner 
indicated in the syntax and descriptive forms, or abbreviate the SEARCH and List Line 
command according to these rules: 


—lf an ending line number is specified, you need only enter one edit delimiter between the 
ending line number and the target string. For example, the commands 
S 100,500,",EOF” and S 100,500 “EOF” are valid. 


Several of the sample commands in this explanation are of the format of this last 
command. The space immediately following the keyword S_ is ignored by the EDITOR, 
and is entered only for the sake of appearance. 


—When omitting both the starting and ending line numbers, you may enter two non-blank 
edit delimiters between the keyword S and the target string, as in the command 
S,,,EOF” . Or, you may replace the two edit delimiters with a blank space, as 

in S"EOF” . The format ofthis last command is more convenient, and is emphasized in 
the examples. 


String Delimiters in the Command. As for all searching commands, the target string must be 
enclosed in a string delimiter, or a syntax error occurs. The string delimiter can be any 
keyboard character that causes a printed character to appear onthe displayexcept 1) aspace; 
2) one of the characters in the target or replacement string; or 3) anumber or edit delimiter, if 
no edit line numbers are specified and a space appears in their place. For more information, 
refer to “String Delimiters” in Section 2. 
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Command Semantics 


When specifying a peripheral device in a SEARCH and List Line command, do not enter any 
blank spaces immediately before the colon (:), or a semantic error occurs.’ For example: 


Sess s"Co" 
ECITOrP ERRUR 

Semantic -— error nunber 
Seas aaa Hb 


The correct way to enter the command is as follows: 


cr 


WSSS "G0" 


{29 


- 


The ending line number specified in a SEARCH and List Line command should be at least as 
large as the starting line number. If the ending line number is smaller than the starting line 
number, the command either has no effect, or causes a semantic error as in the following 


example: 


16,2 "REM" 
iTOR ERROR 
mantec - error nunber 
10.2 "REM" 


f 
Ti: 


ose tr a, Ufa 


The correct way to enter the command is as follows: 


S 23:16 "REM" 


NOTE 


When entering a SEARCH and List Line command, do not press the SPACE bar 
immediately before RETURN. If the final entry is a space, the EDITOR interprets the 
command to be a SEARCH and Edit Line command, not a SEARCH and List Line 
command. This is because a space is an edit delimiter. (Refer to the explanation of 


the SEARCH and Edit Line command.) 


oT his is true for atl EDITOR Input/Output commands. 


4-62 @ 


4051R06 EDITOR 


An Editing Example 


Editing Commands 
SEARCH and List Line 


In the following example, the SEARCH and List Line command is used to locate and list lines 
containing a specified target string. The initial listing shows twenty-six ficticious names and 
telephone numbers. The command S "638-" tells the EDITOR to locate and list all lines 
containing the string 638- .Whenthe command is executed, the EDITOR lists on the display 
five lines found to contain telephone numbers that begin with the prefix 638- . 


Example 1 
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LTS) 


fEvans, John 


CHEK INS 
: Carne, 


Bruce 
Jack L 


;Peitzs Lule 


eGetratis 


Stanley 


tHerriott. Thomas W 
‘Estes, Marlene 
‘Hugee, Cars] 


SKotrps J 


Kenneth 


Mill, Fogger H 


eCarlsons 
Conners 
Millers 
SHelsotre 
SOteys F 


EW 
Beatrice 
BE. 
Elroy C 


somiths. FL 


Overby. 
‘Patter. 


Robinson 


» Shertbys 


Pierre 

William TFT 
CH 

Kevith 


Shea, Francine 
sonow,s Caniel K 


t Thompsons 


Isabel 


‘Trujillo, Leona 


sWetzel, 


5 "638-" 
sEvans, John 
sHerriott, Thomas W 
‘Augee, Carol 


*Carleons 


>Fotter', 


Maude 


EW 
Willian T 


‘aay concen 


CH Onl de fx 


“JNO SJ on 


620-1353 
644-8535 
$9r-S1l22 
638-3158 
643-5648 
t27-6991 
635-8683 
620-4144 
649-1768 
646-7291 
337-4388 


638-2382 
638-1134 
638-3639 
638-P251 
638-3158 
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The SEARCH and Edit Line Command 


Syntax Form: 


$ [ [ adit line number ! , [ edit line number ] , ] b “ string * 


Descriptive Form: 


SEARCH [ { starting tine number ] , [ ending line number ] , ] space *’ target string ” , 





PURPOSE 


The SEARCH and Edit Line command searches a portion of the text for a specified target 
string. One by one, lines found to contain the string are recalled to the line buffer for editing. 
After a line containing the string is recalled and edited, the BREAK key is pressed to return the 
corrected line to the text buffer and to tell the EDITOR to begin searching for the next 
occurrence of the target string. 


EXAMPLES 


S "IF BREAK THEN", 
“HAT ~=ZER", 

160,. "CALL WARN", 

S 50; "BATH", 

69086 “PRINT USING", 
52066 "MAT": 
160,5609 "MR."s 
11,2006 “NUM", 

6,185 °*", 


an 


if 


an 


crs 


9 cq Ga 
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EXPLANATION 


The SEARCH and Edit Line command allows a starting line number, an ending line number, 
and an ASCII character string to be specified. The string must be enclosed in quotation marks 
or another string delimiter, and the !ast entry in the command is an edit delimiter (a comma or 
one of the other five edit delimiters). When the SEARCH and Edit Line command is executed, 
the EDITOR searches the current text from the starting line through the ending line for the 
specified “target” string. One by one, lines found to contain the string are listed on the display, 
and recalled to the line buffer for editing.” 


For example, the command S$ 100,5000 "NUM", searches lines 100 through 5000 of the 
current text for occurrences of the target string NUM . Lines found to contain the 

string NUM are listed on the display, and recalled to the line buffer for editing. Lines 
containing more than one occurrence of the target string are listed and recalled to the line 
buffer only once. 


Lines containing the target string are recalled to the line buffer in the following manner: 
executing the SEARCH and Edit Line command by pressing RETURN causes the line that 
contains the first occurrence of the target string to appear on the display. The cursor is 
positioned over the Jast character of the target string. For example: 


List 

1:3°0 REM ** USER ENTERS THE THREE MATRICES *% 
2:480 PRINT "ENTER FIRST MATRIX: " 

3: 398 INPUT 6 

45406 PRINT "ENTER SECOND MATRIX: " 

23410 INPUT FR 

6:426 PRINT "ENTER THIRD MATRIX: " 

P3436 INPUT $ 


S 45 ? "PRINT" : 
4:406 PRINT "ENTER SECOND MATRIX!" 


The line may now be edited using the keyboard and LINE EDITOR keys. (Refer to Section 3 for 
information about how the system keyboard operates under EDITOR control.) 


After the line is edited, pressing the BREAK key returns the corrected line to the text buffer. At 
the same time, the line containing the next occurrence of the target string is recalled to the line 
buffer, and listed on the display with the cursor positioned over the last character of the target 
string. The line is now ready for keyboard editing. 


Bio 1/O address is specified in the SEARCH and Edit Line command. Recalled lines are always listed on the system 
display. 


4-66 @ 4051R06 EDITOR 


Editing Commands 
SEARCH and Edit Line 


You may continue to edit lines in this manner, pressing BREAK each time to return a corrected 
line to the text buffer and signal the EDITOR to list and recall the next line that contains an 
occurrence of the target string. After the last line containing the target string ts listed on the 
display and recalled to the line buffer, pressing BREAK ends execution of the SEARCH and 
Edit Line command, and causes the cursor to reappear at the beginning of the next line on the 
display. 


The RETURN and REPRINT/CLEAR Keys 


Pressing RETURN during execution of the SEARCH and Edit Line command causes a colon 
prompt (:} to appear on the display. After the colon appears you may create a newline of text by 
entering characters from the keyboard, then pressing RETURN or BREAK. Pressing RETURN 
or BREAK inserts the new line into the text immediately following the last line recalled by the 
SEARCH and Edit Line command. Pressing RETURN also causes a new colon prompt to 
appear on the display; and pressing BREAK signals the EDITOR to search for the next 
occurrence of the target string. 


While the line buffer contains a line recalled by the SEARCH and Edit Line command, pressing 
the REPRINT/CLEAR key without pressing the SHIFT key clears the line from the line buffer 
and the text buffer. A blank line remains in the text, and the cursor reappears in the seventh 
character position of the next line on the display. New characters can be entered from the 
keyboard, and inserted into the empty line by pressing RETURN or the BREAK key. As always 
during the execution of the SEARCH and Edit Line command, pressing RETURN causes a 
colon prompt to appear on the display, and pressing BREAK signals the EDITOR to search for 
the next occurrence of the target string. 


The RECALL NEXT LINE/RECALL LINE and STEP PROGRAM Keys 


The RECALL NEXT LINE/RECALL LINE and STEP PROGRAM keys function during the 
execution of the SEARCH and Edit Line command. This allows you to edit text that precedes or 
follows lines containing the specified target string. While the line buffer contains a line recalled 
by the SEARCH and Edit Line command, the RECALL NEXT LINE and RECALL LINE functions 
return the recalled line to the text buffer. At the same time, the next line of text is recalied to the 
line buffer and listed on the display. Similarly, pressing the STEP PROGRAM key returns the 
current line to the text buffer, and recalls the preceding tine to the tine buffer. 


Default Values 


When the starting line number is omitted in a SEARCH and Edit Line command, the EDITOR 
starts the search at the beginning of the first line of text. For example, the command 

S 500 “PRINF USING”, searches all fines up through 500 forthe string PRINT USING . 
Linesfoundtocontain PRINT USING arelisted onthe system display and recalled to the line 
buffer for editing. 
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When the ending line number is omitted, the search ends after the last line of text. For example, 
the command § 100,, "CALL WARN", searches from the beginning of line 100 through the 
end of the text forthestring CALL WARN .Linesfoundtocontain CALL WARN are listed on 
the display, and recalled to the line buffer for editing. 


When both line numbers are omitted, the EDITOR searches the entire text. For example, the 
command S "IF BREAK THEN”, lists and recalls all lines in the current text that contain the 
string IF BREAK THEN . 


Notes on the Command Syntax 


The last entry in the SEARCH and Edit Line command can be any edit delimiter: a comma, a 
colon, asemicolon, an equals sign, or a space. If the edit delimiter is not a space, do not enter 
blank spaces immediately before the edit delimiter. For example: 


S "DATA" , 

EDITOR ERROR 

Suntax - error number 138 
S "DATA" 5, 


The correct way to enter the command ts as follows: 


S "DATA"; 


Edit Delimiters in the Command. Just as for other searching commands, the two commas in the 
syntax and descriptive forms may be replaced by another edit delimiter, with the following 
exception: the second comma cannot be replaced by a space if the ending line number is 
omitted, or a syntax error occurs. Also, the space (#) in the syntax and descriptive forms is not 
meant to be replaced by another edit delimiter. 


Just as for the other searching commands, you can specify the edit delimiters in the manner 
indicated in the syntax and descriptive forms, or abbreviate the SEARCH and Edit Line 


command as in the following examples: 


1, 1e, "MAT", 

1.18 "HAT"; 
es HUM", 

"NUM" y 


cris (fi ars 


cfs 


As always, spaces immediately following the keyword are not required, and are ignored by the 
EDITOR. 
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String Delimiters in the Command. As for all searching commands, the target string must be 
enclosed in a string delimiter, or a syntax error occurs. The string delimiter can be any 
keyboard character that causes a printed character to appear on the display except 1) a space; 
2) one of the characters in the target or replacement string; or 3) anumber or edit delimiter, if 
no edit line numbers are specified and a space appears in their place. For more information, 
refer to "String Delimiters” in Section 2. 


Command Semantics 


The ending line number specified in a SEARCH and Edit Line command should be at least as 
large as the starting line number. If the ending jine number is smaller than the starting line 
number, the command either has no effect, or causes a semantic error. 


An Editing Example 
The following example illustrates the use of the SEARCH and Edit Line command. 


Example 1 


tr 
pe 
iss 
— 


30 PRINTO332 "A="5A 

44 TRACE ON 

J8 FOR J=i TO N-i 

66 FOR I=J+i TO N 

7B ACIgN+L FACTS JOKAC Ie Ht1D 

88 NEAT I 

NEAT J 

68 TRACE OFF 

160 PRINT@33: "R="sA 

38 DIM BOM. Mo, CCM, MD 

40 MAT C=CON “ ALL THE ELEMENTS OF C ARE 1 
38 MAT B=IDN ”° B IS THE Nx IDENTITY MATRIX 
MAT A=INUCAD 


OP &* 10 00 98 Oy Ch Se Gl I 


BigP Pir rah cd A eda 
& 


a nr od 
am | 
& 


Goarn, 
11:748 MAT C=COW §j 
2:798 MAT B=ICN &§ 


5 "MOT sar 

:°46 §88 C=C8 
740 C=1 

:750 BALLH*IDN",B 


:770 BBR A=INUCAD 
778 G=INUCA) 


S$ ,16 "PRINT"; 
1:638 PRINTEGER"A="3A 
6380 PRINT “A="5A 
9:716 PRINT§QRRA="5A 
71@ PRINT “A="5A 





(fy 


i 
11 
i 


3 

1 
ic 
13 


(continued on next page} 
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S$ 259 "TRACE", 
2:64@ SRAGERQRE 
8: 708 SRAGSOSAAL 


LIST 

638 PRINT "A="5A 

648 SET TRACE 

650 FOR J=1 TO N-1 
666 FOR J=J+1 TO N 
670 ACI N+12=8¢61, JACI, N413 
686 NEXT I 

HEXT J 

706 SET NORMAL 

71@ PRINT "“A="5A 

738 DIM BCM.M>, CCM, MM 


740 C=1 
798 CALL “IDN",B 
778 AZINVCAD 


We O10 CA NO CAS GIR 


mH 
Ls * 
& 


The initial listing in Example 1 shows that the text consists of a portion ofa BASIC program. 
Then four SEARCH and Edit Line commands are executed. The firstcommand S“’", tells the 
EDITOR to list and recall to the line buffer ail lines containing the character ' . When the 
command is executed, lines 11 and 12 are recalled to the line buffer and listed on the display. As 
shown in the example, the RUBOUT~— key is pressed repeatedly to delete characters from the 
right hand portion of line 11. The BREAK key is then pressed to return the edited line to the text 
buffer and tell the EDITOR to continue the search. Line 12 is recalled and listed, and corrected 
using the RUBOUT-— key, and BREAK is pressed again. Since all occurrences of the 


character ’ have been located, pressing BREAK ends execution of the command. 


The command S$ 11,, "MAT", tells the EDITOR to search from line 11 on for the 

string MAT .Linescontaining MAT aretobelisted and recalled to the line buffer. When the 
command is executed, lines 11, 12, and 13 are recalled to the line buffer and listed on the 
display. As in the last command, keyboard corrections are made to the lines, by pressing the 
RUBOUT keys and typing over incorrect characters. After lines 11 and 13 are corrected, a 
REPRINT function is performed to obtain a clean copy of the edited line. (Refer to the 
explanation of the REPRINT/CLEAR key in Section 3.) After each line is corrected, BREAK is 
pressed to return the line to the text buffer and resume the search. Execution ends after the 
BREAK key is pressed the third time. 


The command S10 "PRINT”, tells the EDITOR to search up through line 10 for the 
string PRINT .Linescontaining PRINT aretobelisted and recalled to the line buffer. When 
the command is executed, lines 1 and 9 are recalled and listed on the display. For each line, the 
RUBOUT— key is pressed to delete certain characters; a COMPRESS function is performed to 
delete blank spaces; and a clean copy of the line is obtained by performing a REPRINT 
function. The BREAK key is pressed after each line is corrected. Execution ends the second 
time the BREAK key is pressed. 
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The command S$ 2,9 "TRACE", tells the EDITOR to search lines 2 through 9 for the 
string TRACE . Lines containing TRACE are to be listed and recalled to the line buffer. 
When the command is executed, lines 2 and 8 are recalled to the line buffer and listed on the 
display. Line 2 appears first and is corrected by typing over incorrect characters and by 
pressing the RUBOUT key. The line is returned to the text buffer by pressing BREAK. Line 8 
appears next and is corrected and returned to the text buffer by pressing BREAK again. This 
time, pressing BREAK ends execution of the command. 


Finally, a new listing shows how the text has been modified by the SEARCH and Edit Line 
commands. 
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The SEARCH and Delete Line Command 


Syntax Form: 


S [ 1/O address | [ [ edit line number ] , [ edit line number ] , ] b “” string "x 


Descriptive Form: 


SEARCH [ I/O address | [ [ starting line number ] , [ ending line number ] , ] space ‘‘ target string ""* 





PURPOSE 


The SEARCH and Delete Line command searches a portion of the current text for lines 
containing a specified target string. Lines found to contain the string are listed on a peripheral 
device, and deleted from the text buffer. If no peripheral device is specified, the lines are 
printed on the display, then deleted. 


EXAMPLES 


Cts 


"transferred" * 
148,, "GPTION"* 
,2HHE "TRACE" * 
18,5880 “pd. "4 
SR26; "REMN'S 
S@20:,5908 "H1"% 
S029:160,5880 """% 


tts 


is} 


rts 


EXPLANATION 


The SEARCH and Delete Line command allows an I/O address, a starting tine number, an 
ending line number, and an ASCII character string to be specified. The string ts enclosed in 
quotation marks {or another string delimiter) and the last entry in the command is an asterisk 
{ * ). When the SEARCH and Delete Line command is executed, the EDITOR searches the 
current text from the starting line through the ending tine for the specified “target” string, and 
deletes lines found to contain the string. 
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The deleted lines are listed on the peripheral device specified by the command. Lines found to 
contain more than one occurrence of the target string are only listed once. 


For example, the command S$ 100,500 “pd.” * searches lines 100 through 500 for 
occurrences of the target string pd. .Lines found to contain the string pd. are listed on the 
system display by default, and deleted from the text buffer. Similarly, the command 

S 100,5000 “'” * searches lines 100 through 5000, listing and deleting lines found to contain 
the character ' 


Default Values 


When no I/O address is specified in a SEARCH and Delete Line command, deleted lines are 
listed on the system display by default. For example, the command S 100,5000 “REM” * 
searches lines 100 through 500 for the string REM . Lines found to contain REM are listed 
on the system display, and deleted from the text buffer. 


When the starting line number is omitted, the EDITOR starts the search at the beginning of the 

first line of text. For example, the command §$ ,500 "TRACE”* searches the current text 
through line 500 for the string TRACE . Lines found to contain TRACE are listed on the 
system display and deleted from the text buffer. 


When the ending line number is omitted, the search ends after the last line of text. For example, 
the command S 100,,,OPTION" * searches from the beginning of line 100 through the end 
ofthetextforthestring OPTION .Linesfoundtocontain OPTION arelisted onthe system 
display and deleted from the text buffer. 


When both the starting and ending line numbers are omitted, the EDITOR searches the entire 
text. For example, the command S “transferred” * lists and deletes all lines containing the 
string transferred . 


Notes on the Command Syntax 


When entering a SEARCH and Delete Line command, do not enter any blank spaces 
immediately before the asterisk ( * ). For example: 


GC he” 

EDITOR ERRUR 

oat - error Tunpber i 
pe eh : 


t~J 
co 


This command causes a syntax error because a blank space appears between the string 
delimiter (‘') and the asterisk (+ }. 
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When specifying a peripheral device ina SEARCH and Delete Line command, do not enter any 
blank spaces immediately after the I/O address. For example, the command 

S @29: “REM” * causes a syntax error. The correct way to enter the command 

is S @29:"REM" * 


Edit Delimiters in the Command. Just as for other searching commands, the syntax and 
descriptive forms show three edit delimiters, represented by two commas (,) and a space (6). 
The two commas may be replaced by another edit delimiter, with the following exception: the 
second comma cannot be replaced by a space if the ending line number is omitted, or a syntax 
error occurs. 


The space (6) in the syntax and descriptive forms is not meant to be replaced by another edit 
delimiter. For example, the command S,,,"REM”* causes a syntax error. 


Just as for the other searching commands, you can specify the edit delimiters in the manner 
indicated in the syntax and descriptive forms, or abbreviate the NLSEARCH and Replace 
String command according to these rules: 


—If an ending line number is specified, you need only enter one edit delimiter between the 
ending line number and the target string. For example, the command S 1,100 “REM" * 
is valid. Several of the sample commands in this explanation are of this format. The space 
immediately following the keyword S is not required, and is entered only for the sake 
of appearance. 


—When omitting both the starting and ending line numbers, you may enter two non-blank 
edit delimiters between the keyword S and the target string, as in the command 
S,,"REM’ * . Or, you may replace the two edit delimiters with a blank space, as 

in S “REM” *_ . The format ofthis last command is more convenient, and is emphasized 
in the examples. 


String Delimiters in the Command. As for all searching commands, the target string must be 
enclosed in a string delimiter, or a syntax error occurs. The string delimiter can be any 
keyboard character that causes a printed character to appear onthe display except 1) aspace; 
2) one of the characters in the target or replacement string; or 3) anumber or edit delimiter, if 
no edit line numbers are specified and a space appears in the their place. For more information, 
refer to "String Delimiters” in Section 2. 


Command Semantics 


When specifying a peripheral device ina SEARCH and Delete Line command, do not enter any 
blank spaces immediately before the colon {:) or a semantic error occurs. For example, the 
command S@33 :"OPTION” * causes a semantic error. 
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The ending line number specified ina SEARCH and Delete Line command should be at least as 
large as the starting line number. If the ending line number is smaller than the starting line 


number, the command either has no effect, or causes a semantic error. 


An Editing Example 


The following example illustrates the use of the SEARCH and Delete Line command. 


Example 1 


4-76 


LIST 


Tae 


CJ OJ GO) nb Gl 
sO Ct Se 
Cr es GS 


@ Wc - 


SSG agVeQVoagasaaaogan 


NO 9 Sd OP CA Ee OI TD 


US=T2 
PRIWT 


AWN O10 = Oy Che ON 


@ 


“4 
“4 
:4 
4 
“4 
°45 
-4 
= 47 
"4 
4c 
a 
29 
a 
+ 
. 


NT I"% 
468 PRINT 
:328 PRINT 


2368 Ya=8 
12:438 Ve=I2 


S 2s5 "SET" 


ws 
® 


— pe “TO a el ed oe ed 
oe | 


GA] b> NO OI BNO CON CHA OST 


Cry 
AO 


Sere 


2.358 SET TRACE 
9:426 SET NORMAL 


S s19 "REM"X 


1:340 REM XX BEGIN LOOP +x 
ie 438 REN *% USE CORRECTION FACTOR x* 
182218 REM ** PRINT FINAL VALUE ¥x 


REM ** BEGIN LOOP xx 
TRACE 


FOR K=1 TO 2tN-1 STEP 2 

A=A+KTH 

S4=S4+FHF CX) 

NEXT K 

T2=H/ 3% (S8+2%S2444S4) 

SET NORMAL 

REM *% USE CORRECTION FACTOR xx 
T2=€16k12~-189715 


PRINT I2 
IF ABS(I2-I@9<E THEN 540 
1§=I2 


HEXT W 
REM *# PRINT FINAL VALUE x 
PRINT 


PRINT “FINAL VALUE IS*sIz2 


(continued on next page) 
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4:376 FOR K=1 TO 2TN-1 STEP 2 
5: 386 K=A+K*H 

6:396 S4=S4+FNF CX) 

72400 HERKT EK 


S418 [2=H73kCSA+2452+44549 
11°:446 [T2=(16é*e12-1@9715 

14:4°6 PRINT Ife 

15:488 IF ABS¢I2-169<E THEN 546 
162496 lb=I2 

17:566 HEAT W 
26:536 PRINT "FINAL VALUE [S"3I2 


Example 1 shows the SEARCH and Delete Line command being used to edita BASIC program. 
An initial listing shows that the text consists of twenty BASIC program statements. Then four 
SEARCH and Delete Line commands are executed. 


The command S "PRINT]” * tells the EDITOR to list and delete all lines that end with the 

string PRINT . The end of the tine is represented in the target string by the symbol ] , the 
current "END-OF-RECORD” character by default. (For more information, refer to 

the J= commandin Section 5.) When the command is executed, the EDITOR lists and deletes 
two lines found to contain the target string, tines 13 and 19. 


The command S 2,15 "V0" * searches lines 2 through 15 for the string VO . Lines 
containing VO are to be listed on the display, and deleted from the text buffer. When the 
command is executed, the EDITOR lists and deletes lines 3 and 12. 


The command S 2,, "SET" * searches from line 2 on for the string SET . When the 
command is executed, the EDITOR lists and deletes two fines found to contain the 
string SET , lines 2 and 9. 


The command § ,19 "REM" * searches up through fine 19 for the string REM .When the 
command is executed, the EDITOR lists and deletes three lines found to contain the target 


string, lines 1, 10, and 18. 


Finally, a complete listing shows how the program has been modified by the four SEARCH and 
Delete Line commands. 
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The SEARCH and Replace String Command 


Syntax Form: 


s [ 1/0 address | [ { edit line number ] , [ edit jing number J , ] b “string “ , ” string " 


Descriptive Form: 


SEARCH [ i/o address | [ [ starting line number ] , [ ending tine number ] , ] space ‘" target string “’ 


, °* replacement string “ 





PURPOSE 


The SEARCH and Replace String command searches a portion of the current text for a 
specified target string, and replaces occurrences of the string with the desired replacement 
string. Changed lines are listed on a peripheral device, or on the display if no device is 
specified. 


EXAMPLES 


uw 


“MAT BEIQNC3.329%5/0IM BCS, 359CALL "ION". B/ 
10635 “MAT C=CONCN, NI, 701M CON No IC=17 
s9888 "MAT INPUT ALC". "INPUT A” 

108,;5660 "# “","~ REM" 

S@33: "TRACE ON", "SET TRACE" 

S@23510G0. "PRINT ~i"s "PRINT ~," 

S033°,5886G "READ#15". “READ@3S: " 
S022°166,5860 "PRINT", "PRINT@3: " 


fi 


(a fs 
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EXPLANATION 


The SEARCH and Replace String command allows an I/O address, a starting Jine number, an 
ending line number, and two ASCII character strings to be specified. The first string is the 
“target” string and the second string is the “replacement” string. Both strings must be 
enclosed in quotation marks or another string delimiter. 


When the SEARCH and Replace String command is executed, the EDITOR searches the 
current text from the starting line through the ending line for the target string. Occurrences of 
the target string in the text are overwritten by the replacement string in the following manner: 
the first character of the replacement string overwrites the first character of the target string, 
the second character of the replacement string overwrites the second character of the target 
string, and so on. 


Each time an occurrence of the target string is overwritten by the replacement string, the 
changed line is listed on the peripheral device specified by the command. If a line contains 
more than one occurrence of the target string, the line is listed more than once. For example, a 
line containing three occurrences of the target string is listed three times on the specified 
peripheral device. 


The replacement string need not have the same number of characters as the target string. If the 
replacement string is longer than the target string, the SEARCH and Replace String command 
lengthens the text; but if the replacement string is shorter than the target string, the command 
shortens the text. 


For example, the command S 100,5000 "PRINT”,"PRINT@3:” tells the EDITOR to search 
lines 100 through 5000 of the current text for the target string PRINT . Occurrences of 
PRINT are overwritten by PRINT@3: and changed lines are listed on the system display by 
default. Each time an occurrence of PRINT is replaced by PRINT@3: the text increases by 
three characters. 


Default Values 


When no |/O address is specified in a SEARCH and Replace String command, changed tines 
are listed on the system display by default. For example, the command 

S 100,5000 "TRACE ON”,”"SET TRACE” searches fines 100 through 5000 for the 

string TRACE ON . Occurrences of the string TRACE ON are replaced by 

SET TRACE and the changed lines are tisted on the system display. 


When the starting line number is omitted, the EDITOR starts the search at the beginning of the 

first line of text. For example, the command S ,5000 "MAT INPUT” ,"INPUT" searches the 
current text through tine 5000 forthestring MAT INPUT .Occurrencesof MAT INPUT are 
replaced by INPUT and changed lines are listed on the system display. 
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When the ending line number is omitted, the search ends after the last line of text. For example, 
the command S 100,, /MAT C=CON/,/C=1/ searches from the beginning of line 100 
through the end of the text forthe string MAT C=CON .Occurrencesof MAT C=CON are 
replaced by C=1 and changed lines are listed on the system display. 


Notes on the Command Syntax 


When entering a SEARCH and Replace String command, use only one edit delimiter between 
the target and replacement strings. Entering more than one delimiter causes a syntax error. For 
example: 


S$ 1,186 "PRINT" .« "FRIWT @333 " 
EDITUR ERROR 

Suntax - error number 

S 1,186 “FRIWT" « "PRIH 


—j 
al 

as | 
nd 


The correct way to enter the command is as follows: 


S$ 1.168 "PRINT". "PRINT @22:' 


When specifying a peripheral device ina SEARCH and Replace String command, do notenter 
any blank spaces immediately after the I/O address. For example, the command 

S@33: 1,100 "TRACE ON",”"SET TRACE” causes a syntax error. The correct way to enter 
the command is S@33:1,100 "TRACE ON",”SET TRACE” . 


Edit Delimiters in the Command. Just as for other searching commands, the syntax and 
descriptive forms show three edit delimiters, represented by two commas (,) and a space (6). 
The two commas may be replaced by another edit delimiter, with the following exception: the 
second comma cannot be replaced by a space if the ending line number is omitted, ora syntax 
error occurs. 


The space (6) in the syntax and descriptive forms is not meant to be replaced by another edit 
delimiter. For example, the command §&,,,"@33","@29" causes a syntax error. 


Just as for the other searching commands, you can specify the edit delimiters in the manner 
indicated in the syntax and descriptive forms, or abbreviate the NLSEARCH and Replace 
String command according to these rules: 


—I|f an ending line number is specified, you need only enter one edit delimiter between the 
ending line number and the target string. For example, the command 

S 1,100 “A0”,”A2" is valid. Several of the sample commands in this explanation are of 
this format. The space immediately following the keyword S is not required and is 
entered only for the sake of appearance. 
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—When omitting both the starting and ending line numbers, you may enter two non-blank 
edit delimiters between the keyword S and the target string, as in the command 
S,,"A0","A2" . Or, you may replace the two edit delimiters with a blank space, as 

in S"AQ",”A2" . The format of this last command is more convenient, and is 
emphasized in the exampies. 


String Delimiters in the Command. As for all searching commands, the target and replacement 
strings must be enclosed in a string delimiter, or a syntax error occurs. The delimiter used to 
enclose the target string need not be the same as the delimiter used to enclose the replacement 


string. 


A string delimiter can be any keyboard character that causes a printed character to appear on 
the display except 1) a space; 2) one of the characters in the target or replacement string; 
or 3) anumber or edit delimiter, if no edit line numbers are specified and a space appears in 
their place. For more information, refer to "String Delimiters” in Section 2. 


Command Semantics 


The ending line number specified in a SEARCH and Replace String command should be at 
least as large as the starting line number. If the ending line number is smalier than the starting 
tine number, the command either has no effect, or causes a semantic error. 


When specifying a peripheral device ina SEARCH and Replace String command, do not enter 
any blank spaces immediately before the colon (:) ora semantic error occurs. For example, the 
command S@33 :"MAT INPUT","INPUT” causes a semantic error. 


Special Uses for the SEARCH and Replace String Command: 
Deleting Specified Strings 


If the replacement string is empty (has no characters), the SEARCH and Replace String 
command deletes occurrences of the target string from the text buffer. This is not the same as 
deleting the /ine in which the target string occurs (the function provided by the NLSEARCH 
and Delete Line and SEARCH and Delete Line commands). 


For example, the command S /MAT/,// locates and deletes all occurrences of the 
string MAT in the current text. 
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The following example illustrates the use of the SEARCH and Replace String command. 


Example 1 
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{f) 


Crs 


Ta3 


“MAT 


“MAT 


12628 
25638 


bh bm Dae pe 
G) he O40 OO AI OY CO 


33649 
9: 7°88 


2:638 
18: 7186 


12620 
11:72 


2° Je 


LIST 


COI Oy CA Se OP 
ny 
Nn 
Mw 
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“CORRECT MATRIX A 
PRINT@33:"A="3A 

TRACE ON 

FOR J=i1 TO N-1 

FOR T=J+1 TO H 
ACIgN4+1>=ACTy JOXAC Sy N4+4> 
NEXT I 

NEXT J 

TRACE OFF 

PRINT@33: "A="50 
“INITIALIZE MATRICES B,C 
MAT C=CONCN; WN? 

MAT B=IDNCN,ND 


> "TRACE ON", "SET TRACE" 


SET TRACE 


"TRACE OFF", "SET NORMAL" 


SET NORMAL 


"O33: ne | 


PRINT "A="§A 
PRINT “Az"5A 


"S fu Le REM it 


REM CORRECT MATRIX A 


8 REM INITIALIZE MATRICES B,C 
C=CONCHs Nos “DIM CONSNI9735 C17 

2f 39 Cal 
B=IDNCNsND~, Mt BCNsND3758 CALL “IDH",B- 


CALL "IDK" 


REM CORRECT MATRIK A 
PRINT “A="3A 

SET TRACE 

FOR J=1 TO N-1 

FOR [=J+1 TON 
ACIsN+1>=ACT, JOKACI,NFLD 
NEXT I 

NEXT J 

SET NORMAL 

PRINT "AQ="58 

REM INITIALIZE MATRICES B,C 
DIM CCN,ND 

C=} 

DIM BCH, ND 

CALL "IBN",B 
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Example 1 shows the SEARCH and Replace String command being used to locate and replace 
specified strings, and make a “foreign” BASIC program compatible with 4051 BASIC. An initial 
listing shows that the text consists of thirteen BASIC program statements. Then six SEARCH 
and Replace String commands are executed. 


Thecommand S 5 "TRACE ON”,”“SET TRACE” tells the EDITOR tosearch the current text 
up to and including edit line5 forthestring TRACE ON .Occurrencesof TRACE ON areto 
be replaced by SET TRACE and the changed lines listed on the display. 


When the command is executed, an occurrence of the target string is located in line 3 and 
overwritten with the string SET TRACE . A listing of line 3 as changed by the replacement 
procedure appears on the next line of the display. 


The command S5,, "TRACE OFF”,"SET NORMAL" tells the EDITOR to search from line 5 
on for the string TRACE OFF . Occurrences of TRACE OFF are to be replaced 
by SET NORMAL and the changed lines listed on the display. 


When the command is executed, an occurrence of the target string is jocated in line 9 and 
overwritten with SET NORMAL . Alisting of line 9 as changed by the replacement procedure 
appears on the display. 


Next the command S "@33:"," " tells the EDITOR to locate all occurrences of @33: inthe 
text. The string @33: is to be replaced by a space (the replacement string consists of one 
blank space) and the changed lines are to be listed on the display. When the command is 
executed, occurrences of @33: are located and replaced in lines 2 and 10. After the 
replacement procedure, a listing of lines 2 and 10 appears on the next lines of the display. 


Then the command S “#'",”~ REM” is executed. At the time the command is executed, the 
symbol # isthe “any digit” characterand ~ isthe wildcard character:no #= or ~= com- 
mands have been previously executed. The command S "#°",”~ REM” tells the EDITOR to 
search the entire text for a string consisting of a digit immediately followed by a space and an 
apostrophe (') . Occurrences of this string are to be overwritten with a five-character string 
consisting of the first character of the target string, immediately followed by a space 

and REM . 


When the command is executed, the EDITOR locates the target string in lines 1 and 11. After 
the replacement procedure, a new listing of the two lines appears on the display. 


Next the command S /MAT C=CON(N,N)/,/DIM C(N,N)]735 C=1/ tells the EDITOR to 
replace all occurrences of MAT C=CON(N,N) with the string DIM C(N,N) immediately 
followed by a new line that begins with 735 C=1 . The beginning of the new line is 
represented by the symbol ] , the current "END-OF-RECORD” character by default. When 
the command is executed, the EDITOR locates and overwrites an occurrence of the target 
string in edit line 12. The replacement procedure results in a new line. A listing of the new 
line 735 C=1 appears on the display. 
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Finally the command S /MAT B=IDN(N,N)/,/DIM B(N,N)}J750 CALL "IDN”,B/ is executed. 
The EDITOR locates an occurrence ofthestring MAT B=/JDN(N,N) intine 13, and overwrites 
the string with DIM B(N,N) followed by a new line that begins with 750 CALL "IDN’,B . 

A listing of the new line appears on the display. 


After all of the SEARCH and Replace String commands are executed, a listing of the entire text 
shows all the changes that have been made. 
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The SORT Command 


Syntax Form: 


SO [ edit line number ] : [ edit line number ] , Numeric constant [ , Numericconstant [,.. .] ] 


Descriptive Form: 


SORT [starting line number | : [ ending line number ] , character position [ , Character position 


Vy 





PURPOSE 


The SORT command rearranges lines of text, sorting “alphabetically” according to the ASCII 
values of characters found in specified positions within each tine. 


EXAMPLES 


30 syt 

SO ashs2s3 

SO tyshs2 

SO 1106,152 

SO 1,1608,1,.2 

50 1510085 1.253154,55.6 


EXPLANATION 


The SORT command allows a starting line number, an ending line number, and character 
positions to be specified. When the SORT command is executed, the EDITOR rearranges the 
text between and including the starting and ending line numbers using a “selection sort” 
procedure. Lines are rearranged in the text buffer according to the ASCII value of characters 
found in the positions specified by the command. For example, the command 

SO 1,1000,1,2 tetls the EDITOR to rearrange lines 1 through 1000 of the text buffer according 
to the ASCII value of characters found in the first two character positions in each line. 
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Lines are rearranged in order of increasing ASCII value. For example, the command 

SO 500,600,1 rearranges lines 500 through 600 of the text so that the ASCII code values of 

characters found in the first character position increase. That is, a line beginning with A is 
placed before a line beginning with C ; anda line beginning with 0 is placed before a line 
beginning with 3 . 


Sorting begins with the last character position specified in the command, and ends with the 
first character position specified in the command. For example, the command 

SO 1,1000,1,2,3 sorts lines 1 through 1000 according to the ASCII value of characters found 
in the third character position in each line, then the second character position, then the first 
character position. This has the effect of "alphabetizing" lines on the basis of their first three 
characters. 


The I/O tight on the system front panel lights up briefly each time the SORT command moves a 
line of text. When the text is completely sorted, the I/O light stops blinking and the cursor 
reappears on the next line of the display. 


To stop the execution of a SORT command, you may press the BREAK key twice. 


What Happens When a Specified Character Position is Empty 


Since text rearranged by the SORT command may consist of lines of varying lengths, one or 

more lines may be empty (have no character) in the specified character position.’ When the 
SORT command rearranges lines according to characters in a certain position, lines that are 

empty in that position move to the top of the text buffer. 


For example, the command SO 100,500:1,2,3,4 begins sorting on the fourth character 
position. Any lines having fewer than four characters are moved to the top of the text buffer. 
When the command sorts on the third character position, lines having fewer than four 
characters move to the top of the text buffer; and so on. 


When sorting is complete, the lines are “alphabetized.” For example, the line CAR precedes 
CART ,the line TO precedes TOP , and A precedes ART . 


Default Values 


When the starting line number is omitted in a SORT command, the first line involved in the 
sorting process is the first line of the current text. Thatis, the command SO ,100,1,2 sorts all 
tines up to and including line 100 according to the ASCII value of characters found in the first 
two character positions in each line. 


"Don't confuse an empty character position with a character position containing a space, the character SP (ASCII 32). 
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When the ending line number is omitted tn a SORT command, the last line involved in the 
sorting process is the last line of the current text. For example, the command SO 1,,1,2 sorts 
from line 1 through the end of the text, according to the ASCI! value of characters found in the 
first two character positions. 


When both the starting and ending line numbers are omitted, the command acts upon the 
entire text. That is, the commmand SO,,1,2,3 sorts all lines of text according to the ASCII value 
of characters found in the first three character positions. 


Notes on the Command Syntax 


Interpreting the SORT Command. The EDITOR interprets the SORT command in the following 
way: the number that precedes the first edit delimiter (,) is a starting line number. The number 
that immediately precedes the second edit delimiter is an ending line number. Numbers that 
immediately precede any subsequent edit delimiters are character positions. 


Default values are supplied if one or both of the starting and ending line numbers are omitted in 
the command. Some sample SORT commands are shown below, along with their interpreta- 
tions. The commands specify 5, 6, and 7 as parameters, but differ in their interpretations 
because of the number and placement of the edit delimiters. 


Command Interpretation 
SO 5.6,7 Sort lines 5 through 6 on character position 7. 
SO 55,637 Sort up through line 5 on character positions 7 and 6. 
SOs35s657 Sort all lines of text, on character positions 7, 6, and 5. 
SO 359697 Sort from line 5 on, on character positions 7 and 6. 


To help you remember the interpretation of a SORT command, you may separate edit line 
numbers from character positions using an edit delimiter other than a comma, as in the com- 
mand SO 50,60:1,2,3 . 


Syntax Errors. A minimum of two edit delimiters and one character position must be specified 
ina SORT command, or a syntax error occurs. For example, all of the following commands 
cause syntax errors: 


90 Ss 

30 5108, 
SO lye 

50 180,586; 
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These commands cause syntax errors because they do not specify at least two edit delimiters 
(,)and one character position. For instance, the firstcommand SO 5, specifies only one edit 
delimiter and no character position: 5 is interpreted as a starting line number. The last 
command SO 100,500, specifies two edit delimiters, but no character position: 100 and 
500 are interpreted as starting and ending line numbers, respectively. 


Character Positions. A character position can be any digit from 1 through 9999. The character 
positions specified ina SORT command are generally entered consecutively, and in increasing 
order, as in the command SO,,1,2,3,4,5,6 . However, the following commands are 
syntactically correct: 


SO 108,200:5, 1525354 
SO 106,206: 7,12 


Commands of this type are useful in certain circumstances. (Refer to "Special Uses for the 
SORT Command” in this explanation.) 


Command Semantics 


The ending line number specified in a SORT command should be at least as large as the 
starting line number. If the ending line number is smaller than the starting line number, the 
command either has no effect, or causes a semantic error. 


How the SORT Command is Affected by the Lowercase or Uppercase Flag 


Calling the EDITOR or executing the LOWERCASE command sets a “lowercase flag.” Setting 

the lowercase flag enables the EDITOR to distinguish between lowercase and uppercase text 
characters during the sorting process. For example, when sorting lines according to the ASCI| 
value of characters in the first position, the EDITOR places a line beginning with b (ASCII 98) 
after a line beginning with B (ASCII 66). 


Executing the UPPERCASE command sets an "uppercase flag.” Setting the uppercase flag 
causes the EDITOR to treat all lowercase text characters as uppercase characters during the 
sorting process. For example, when sorting lines according to the ASCII value of characters in 
the first character position, the EDITOR treats a line beginning with b as if it began 

with B (ASCII 66). 


For illustrations of how the lowercase and uppercase flags affect the result of the SORT 


command, refer to “An Editing Example” in the explanations of the LOWERCASE and 
UPPERCASE commands. 
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Special Uses for the SORT Command 


Alphabetizing Using the SORT Command. The SORT command may be used to alphabetize 
lists of names or words that begin in the same character position and contain the characters 
A-Z and/or a-z. An illustration is provided in "An Editing Example” in this explanation. The 
SORT command should specify enough character positions to completely alphabetize the list. 
For example, if the longest name in the list has six characters, the command 
SO,,1,2,3,4,5,6 completely alphabetizes the list. 


The list may be in lowercase letters, or uppercase, or both. For instance, the first character in 
each line may be uppercase, and the rest of the characters lowercase. However, keep in mind 
that when the lowercase flag is set, the EDITOR distinguishes between lowercase and 
uppercase characters. For example, if the lowercase flag is set, the EDITOR moves the 
line art toalocationaftertheline Art ,andplaces art after Zap .If youdonotwantlines 
to be "alphabetized" in this manner, you may execute the UPPERCASE command to make the 
EDITOR treat all text characters as uppercase. 


Words or names to be alphabetized should begin in the same character position. This is 
because blank spaces preceding the word are the character SP (ASCII 32). When the 
EDITOR sorts ona particular character position, a line having a space in that position is placed 
above a line having any other alphanumeric character: all ASCI| characters except control 
characters have a higher ASCII code value than SP . 


Arranging Numbers in Increasing Order. The SORT command can be used to arrange 
numbers in increasing order. The numbers need not all have the same number of digits. For 


example: 

LIST 
> il 
73126 
; 643 
: g 

$0s331:2,3,4 

LIST 
° g 
: tt 
: 643 
23126 


If the numbers to be arranged in increasing order contain a decimal point (.}, the decimal point 
must appear in the same character position in each line. 
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The numbers to be arranged in increasing order should either all begin in the same character 
position, or all end inthe same character position. Ifthe numbers all end in the same character 
position, you should execute a SORT command that specifies the appropriate character 
positions consecutively and in increasing order, as in the command SO,,1,2,3,4,5,6 . 


If the numbers to be arranged in increasing order all begin in the same character position, you 
should execute a different SORT command. For example: 


ELS! 


“~} = {ap es ay 

GI mm 
nr, fu 
La 


Ch fe ry CTY 


Sy e Sate gale 


LIST 


IN ONO ON 
wad one MY ON Col 
Typ we OJ 


hh Ih 


- The SORT command in this example first specifies character positions that are empty in one or 


more of the lines to be sorted. The character positions are entered consecutively and in 
decreasing order: 5,4,3 . Next the command specifies the remaining character positions 
consecutively and in increasing order: 1,2 . 


Only a SORT command of the type described in this example can correctly arrange numbers 
that begin in the same character position, and do not ali have the same number of digits. 
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An Editing Example 


The following example illustrates the SORT command being used to alphabetize a list of 
names. Because all of the names begin in the same character position and have nineteen or 
fewer characters, a SORT command that specifies the first nineteen character positions 
completely alphabetizes the list.’ 


Example 1 


*cimmerman,. Neil OD. 
>Hillstroms,s A. fA. 
‘Carmichael. David 
sBrockway,s Marius &£. 
sHarveys Richard 4A. 
sTaytors Owen 
:Gardner, Keith W. 
sFoster, Alice 
*Siebold, William 6. 
sLentz, John F. 
‘Sloan, [Irene 
SPollock, Robert 
‘Kearney, John 0. 
sEtliss Terry L. 
‘Keller, Suzanne 


SORT 5 91323394559 Gu 7s SeFy 1Gyd1512, 135 14515, 16,17518 519 


LIST 

Brockway, Marius E. 
Carmichael, David 
Ellis, Terry L. 
Foster, Alice 
Gardner, Keith W. 
Harvey, Richard A. 
Hilistrom,; A. A. 
Kearney, John D. 
Keller, Suzanne 
‘Lentz; John F. 
sPollocks Robert 
*Siebold, William B. 
‘Sloan; Irene 
sTaylors Owen — 
‘Zimmerman, Neil D. 


8 actually for this particular list of names, the command SO.,,1,2 would suffice to completely aiphabetize the list, 
because no two names ara identical in the first three or more positions. 
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Timing Information 


The SORT command uses a “selection sort” algorithm.’ The amount of time required to sort 
the text depends on the number of lines to be sorted, the number of characters per line, and the 
number of character positions specified in the command. 


The execution time for a SORT command may be approximated by the following formula: 


Time {in seconds) = (2.02E-5)*S *C *LI2.016 


where S = the number of character positions specified in the SORT command 
the average number of characters per line 


If 


the number of lines of randomly ordered text 


‘cal 
II 


For example, executing the command SO,,1 takes about six seconds if the text consists of 
100 randomly arranged lines having an average of 63 characters per line. 


An alternative formula is as follows: 


Time (in seconds) = {2.02E-5)* S* T *L11.016 


where S = the number of character positions specified in the SORT command 
= the total number of characters to be sorted 
L = the number of lines of randomly arranged text 


Both of the above formulas assume the text is randomly ordered. Execution times are much 
shorter, and will be minimal, if the text is already fairly well sorted. 


Sor information about sorting by selection, refer to Donald E. Knuth, The Art of Computer Programming, Vol. 3, 
“Sorting and Searching,’ Addisan-Westey Publishing Company, 1973, p. 139. 
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The REVSORT Command 


Syntax Form: 


REV [edit line number | : [ edit line number ] , numeric constant [ , numeric constant [, .. 1] 


Descriptive Form: 


REVSORT [ starting line number | : [ ending line number | , character position [. character position 


1 | 





PURPOSE 


The REVSORT command rearranges lines of text, sorting “alphabetically in reverse" 
according to the ASCII values of characters found in specified positions within each line. 


EXAMPLES 


REU gal 

REU syhadyd 

REV isslse 

REY ,1060,1;52 

REV 1,100,152 

REY 1516065 19253949556 


EXPLANATION 


Like the SORT command, the REVSORT command allows a starting line number, an ending 
line number, and character positions to be specified. When the REVSORT command is 
executed, the EDITOR rearranges the text between and including the starting and ending line 
numbers using a "selection sort” procedure. Lines are rearranged in the text buffer according 
to the ASCII value of characters found in the positions specified by the command. For example, 
the command REV 1,1000,1,2 tells the EDITOR to rearrange tines 1 through 1000 of the text 
buffer according to the ASCII value of characters found in the first two character positions in 
each line. 
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Unlike the SORT command, the REVSORT command rearranges lines in order of decreasing 
ASCII value. For example, the command REV 500,600,1 rearranges lines 500 through 600 of 
the text so that the ASCII code values of characters found in the first character position 
decrease. Thatis, aline beginning with A is ptaced aftera line beginning with C ;andaline 
beginning with 0 is placed after a line beginning with 3 . 


Sorting begins with the last character position specified in the command, and ends with the 
first character position specified in the command. For example, the command 

REV 1,1000,1,2,3 sorts lines 1 through 1000 according to the ASCII value of characters found 
in the third character position in each line, then the second character position, then the first 
character position. This has the effect of "reverse alphabetizing” lines on the basis of their first 
three characters. 


The I/O light on the system front panel lights up briefly each time the REVSORT command 
moves a line of text. When the text is completely sorted, the I/O light stops blinking and the 
cursor reappears on the next line of the display. 


To stop the execution of a REVSORT command, you may press the BREAK key twice. 


What Happens When a Specified Character Position is Empty 


Since text rearranged by the REVSORT command may consist of lines of varying lengths, one 
or more lines may be empty (have no character) in the specified character position.’ When the 
REVSORT command rearranges lines according to characters in a certain position, lines that 
are empty in that position move to the top of the text buffer. 


For example, the command REV 100,500:1,2,3,4 begins sorting on the fourth character 
position. Any lines having fewer than four characters are moved to the top of the text buffer. 
When the command sorts on the third character position, lines having fewer than four 
characters move to the top of the text buffer; and so on. 


When the REVSORT Command is the Inverse of the SORT Command 


The REVSORT command performs the inverse of the SORT command if the lines being sorted 
all have characters (are non-empty) in the specified positions. For example, if all lines have at 
least five characters, the command REV,,1,2,3,4,5 rearranges the text in reverse order from 
the command SO,,1,2,3,4,5 . 


If one or more lines is empty in a position specified by the command, the REVSORT command 
may not perform the inverse of the SORT command.’° For example, if one of the lines has only 
three characters, the command REV,,1,2,3,4,5 may not rearrange the text in reverse order 
from the command SO,,1,2,3,4,5 . 


105 on't confuse an empty character position with a character position containing a space, the character SP (ASCII 32). 
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Default Values 


When the starting line number is omitted in a REVSORT command, the first line involved in the 
sorting process is the first line of the current text. Thatis, the command REV ,100,1,2 sorts all 
lines up to and including line 100 according to the ASCII value of characters found in the first 


two character positions in each line. 


When the ending line number is omitted ina REVSORT command, the last line involved in the 
sorting process is the last line of the current text. For example, the command REV 1,,1,2 sorts 
from line 1 through the end of the text, according to the ASCII value of characters found in the 


first two character positions. 


When both the starting and ending line numbers are omitted, the command acts upon the 
entire text. That is, the command REV,,1,2,3 sorts ail lines of text according to the ASCII 
value of characters found in the first three character positions. 


Notes on the Command Syntax 


Interpreting the REVSORT Command. The number that precedes the first edit delimiter (,)ina 
REVSORT command is a starting line number. The number that immediately precedes the 
second edit delimiter is an ending line number, and numbers that immediately precede any 
subsequent edit delimiters are characters positions. Default values are supplied if one or both 
of the starting and ending line numbers are omitted in the command. For example, the 
command REV 5,6,7 tells the EDITOR to “reverse” sort lines 5 through 6 on character 
position 7, but the command REV,,5,6,7 tells the EDITOR to “reverse” sort all lines, on 
character positions 7, 6, and 5. 


To help you remember the interpretation of aREVSORT command, you may separate edit line 
numbers from character positions using an edit delimiter other than a comma, as in the com- 
mand REV 50,60:1,2,3 . 


Syntax Errors. Like the SORT command, the REVSORT command requires a minimum of two 
edit delimiters and one character position to be specified, or a syntax error occurs. For 
example, all of the following commands cause syntax errors: 


RE 

REW Sy 

REU «100, 
REV 100,586 


These commands cause syntax errors because they do not specify at least two edit delimiters 
(,) and one character position. 
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Character Positions. A character position can be any digit from 1 through 9999. The character 
positions specified in a REVSORT command are generally entered consecutively and in 
increasing order, as in the command REV,,1,2,3,4,5,6 . However, the following commands 
are syntactically correct: 


REV 106, 26835,1,2.3,4 
RE 108,280: 7.12 


Command Semantics 


The ending line number specified ina REVSORT command should be at least as large as the 
starting line number. If the ending line number is smaller than the starting tine number, the 
command either has no effect, or causes a semantic error. 


How the REVSORT Command is Affected by the Lowercase or Uppercase Flag 


Calling the EDITOR or executing the LOWERCASE command sets a "lowercase flag.” Setting 
the lowercase flag enables the EDITOR to distinguish between lowercase and uppercase text 
characters during the sorting process. For example, when the REVSORT command sorts lines 
according to the ASCI! vaiue of characters in the first position, a line beginning with 

b (ASCII 98) is placed before a line beginning with B (ASCII 66). 


Executing the UPPERCASE command sets an “uppercase flag.” Setting the uppercase flag 
causes the EDITOR to treat all lowercase text characters as uppercase characters during the 
sorting process. For example, when the REVSORT command sorts lines according to the 
ASCII value of characters in the first character position, aline beginning with b istreated as if 
it began with B (ASCII 66). 


For illustrations of how the lowercase and uppercase flags affect the result of the REVSORT 
command, refer to “An Editing Example” in the explanations of the LOWERCASE and 
UPPERCASE commands. 


Special Uses for the REVSORT Command 


“Reverse Alphabetizing” Using the REVSORT Command. The REVSORT command may be 
used to “reverse alphabetize” lists of names or words that contain the characters A-Z and/or a- 
z. The REVSORT command should specify enough character positions to completely sort the 
list. For example, if the longest name in the list has six characters, the command 
REV,,1,2,3,4,.5,6 completely “reverse alphabetizes” the list. 


4-98 @ 4051R06 EDITOR 


Editing Commands 
REVSORT 


The list may be in lowercase letters, or uppercase, or both. For instance, the first character in 
each line may be uppercase, and the rest of the characters lowercase. However, keep in mind 
that when the lowercase flag is set, the EDITOR distinguishes between lowercase and 
uppercase characters. For example, if the lowercase flag is set, the REVSORT command 
places the line art before the line ART ,and places art before Zap . If you do not want 
lines to be "reverse alphabetized” in this manner, you may execute the UPPERCASE command 
to make the EDITOR treat af] text characters as uppercase. 


Words or names to be “reverse alphabetized” should either all begin in the same character 
position, or all end in the same character position. If the names all end in the same character 
position, you should execute a REVSORT command that specifies the appropriate character 
positions consecutively and in increasing order, asinthe command REV,,1,2,3,4,5,6 . Ifthe 
names ail begin in the same character position, you should first execute a CARD command that 
specifies 32 (SP) as the fill character and fitls out all lines to the same character position. Then 
execute a REVSORT command that specifies the appropriate character positions 
consecutively and in increasing order as in the command REV,,1,2,3,4,5,6 . Executing a 
CARD command to fill out the lines to a uniform length ensures that the REVSORT command 
correctly “reverse alphabetizes” the list (in the sense of performing the inverse of the SORT 
command). 


Arranging Numbers in Decreasing Order. The REVSORT command can be used to arrange 
numbers in decreasing order. An illustration is provided in “An Editing Example” in this 
explanation. Numbers to be arranged in decreasing order by the REVSORT command need 
not all have the same number of digits, but if the numbers contain a decimal point (.) the 
decimal point must appear in the same character position in each line. 


An example is shown below: 


LIST 


Sere hn eutesnee 
cn 

Lp Wy 

Ito —— fa 

ii Oy Co oJ 


REUssto2e 30455 


LIST 


| 

4D 

ae ee AY 
Sy Cj be Ca CT 
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Numbers to be arranged in decreasing order should either all begin in the same character 
position, or all end in the same character position. If the numbers end in the same character 
position, you should execute a REVSORT command that specifies the appropriate character 

positions consecutively and in increasing order, as in the command REV,,1,2,3,4 . 


Ifthe numbers to be arranged in decreasing order ail beginin the same character position and 
do not all have the same number of digits, you should first execute a CARD command, thena 
REVSORT command. The CARD command should use ASCII code value 32 (SP) as the fill 
character. The REVSORT command should specify the appropriate character positions in the 
following order: first specify character positions that have no digit in one or more of the lines to 
be sorted. Enter these positions consecutively and in decreasing order. Then specify the 
remaining character positions consecutively and in increasing order. 


An example is shown below: 


oa 


1 
Pus 


~.J sh LJ | en “~j 
m6’ 
i™ 


Cl fw 


IOLA Se OH omN 


CA 5,32 
REUs Sede SaleZ 


List 


Ty cy 
Ce 


4% 71D OF ON 
Kad mJ AS RR ee 
i. 


In this example the numbers to be arranged in decreasing order all begin in the first character 
position, and do not all have the same number of digits. Executing the command CA 5 for- 
mats the text into lines of five characters, using SP (a space) as the fill character by default. 


Because one or more of the lines has no digit in character positions 5, 4, and 3, the REVSORT 
command is enteredas REV,,5,4,3,1,2 . After the command is executed, a new listing shows 
that the five numbers have been correctly arranged in decreasing order. 
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The following example shows the REVSORT command being used to arrange numbers in 
decreasing order. The numbers are found in character positions 33 through 41, and all end in 
the same character position (41). The REVSORT command executed in the example tells the 
EDITOR to rearrange lines 3 through 14, on the basis of the ASCII value of characters found in 
positions 33 through 41. After the command is executed, a new listing shows that the lines have 
been rearranged so that the numbers in the “Amount Sold” column are in decreasing order. 


Example 1 


REY 


LIST 


4051R06 EDITOR 


pm pa fe Ged Ge ad 
& AN OO ONAN S Wife: 


: SALESMAN 
» CLIFFORD 
> ETHERIDGE 
> GLINES 
sKINTC 


SAUER 
THOMPSON 
-UAH DYKE 
VERMIERE 
WENTWORTH 


a 
Psy 
v4, 
Po 
m 
AD 


su = @ 


3514533534. 35, 365375 355 39,40, 41 


> SALESMAN 


1 
2 


K 

‘ THOMPSON 
SWAN DYKE 
eVERMIERE 
*NOAKES 
*GLINES 
‘ETHERIDGE 


AMGUNT SOLD 


oe we oe oe oe oo ee oe OP oe ee oe 


A AAA H EHR 
oS 


1s 182, 080 


AMOUNT SOLD 
$ 1,578,088 
$ 1,328,500 
$ 1,182,880 
g 958,380 
$ 928, 606 
$ $26, 088 
$ 720,498 
$ 565, 380 
$ 450, 800 
$ 433,680 
$ 245, 808 
$ 156,996 
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Timing information 


Like the SORT command, the REVSORT command uses a “selection sort” algorithm. The 
execution time fora REVSORT command depends on the number of lines to be sorted, the 
number of characters per line, and the number of character positions specified in the 
command. Execution times may be approximated using the formulas provided for the SORT 
command. (Refer to "Timing Information” in the explanation of the SORT command.) 
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The LASTLINE Command 


Syntax Form: 


LA 


Descriptive Form: 


LASTLINE 





PURPOSE 


The LASTLINE command returns the following information about the current status of the text 
buffer: 


—- The edit line number of the last line in the text buffer (including an offset if the last line 
does not have a number). 

— The total number of lines in the text buffer. 

— The number of bytes needed to save the current contents of the text buffer on a storage 
device. 

— The number of unused bytes remaining in the text buffer. 


EXAMPLE 


LA 


EXPLANATION 


The LASTLINE command has no parameters. Only the keyword LA is entered from the 
keyboard, as shown in the example above. When the LASTLINE command is executed, the 
EDITOR returns information about the current contents of the text buffer. 


The Last Line of Text 


When the LASTLINE command is executed, information about the text buffer is printed on the 
next four lines of the display. The first number printed on the display is the edit line number of 
the last line in the current text. The edit line number may be expressed using an offset, as in +10 
or 1200-+5. If the text buffer is empty, no number is printed, and a blank line appears on the 
display. 
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The Number of Lines in the Current Text 


The next line on the display shows the number of lines in the current text. For example, if the 
text buffer currently contains 12 lines of text, the words 12 Lines appear on the display. 


The Number of Characters in the Current Text 


The next line on the display gives the number of characters in the current text. For example, if 
the text buffer currently contains 303 characters, the information 303 Characters appears on 
the display. 


The number of characters includes a count of end-of-record characters (usually CARRIAGE 
RETURNS) used to delimit lines of text upon output. However, edit line numbers do not 
contribute to the count, nor do the colons (:) that mark the beginning of text in listings.’ 


Because each character requires one byte of storage space on a peripheral device, the number 
of characters returned by the LASTLINE command is the amount of space (in bytes} required 
to store the current text. 


This number determines how large a file must be marked to store the current text. To mark a file 
large enough to store the text using the SAVE or WRITE command, mark the file to have one 
more byte than the number of characters returned by the LASTLINE command. The extra byte 
must be reserved for storing an end-of-file mark, which the EDITOR adds after the last 
character when outputting text. 


For instance, if the LASTLINE command returns 1536 Characters , and you intend to store 
the entire text on magnetic tape using the SAVE or WRITE command, the file must be marked 
to have at least 1537 bytes. (Refer to the MARK command for an explanation of how to mark a 
tape file under EDITOR control.) 


lf you intend to store the text using the SWN (Save With Number) command, you must mark the 
file to be somewhat larger. This is because the count of characters returned by the LASTLINE 
command does not include the number of bytes needed to store edit line numbers (the SWN 
command saves edit line numbers along with the text). If the SWN command is used to store 
the texton magnetic tape, you must mark a tape file large enough to hold the edit line numbers 
and text. To compute the number of bytes required, count approximately seven bytes per line 
of text, for storing edit {ine numbers; add the number of characters returned by the LASTLINE 
command; then add one byte for the end-of-file mark. The result of this calculation is the 
minimum number of bytes that should be specified when marking a file to hold edit line 
numbers and text. 


For instance, if the LASTLINE command returns 100 Lines and 1537 Characters , and you 
want to save the current text using the SWN command, you should mark the magnetic tape file 
to have at least 7*100 + 1537 + 1 = 2238 bytes. 


1 ; ae : ; 
The EDITOR inserts the colons when listing text on the display or another device. The colons appear only in the listing, 


ang are not stored in the text buffer. 
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The Number of Free Bytes in the Text Buffer 


The last line of information printed on the display is the number of free (Unused) bytes in the 
text buffer. For example, ifthe LASTLINE command returnstheinformation 318 Free , there 

are 318 bytes available in the text buffer for storing edit line numbers and text. This helps you 
keep track of how much more text may be entered without overflowing the text buffer. 


When calculating how much space a particular line of text will occupy in the text buffer, count 
one byte per text character, then add two extra bytes. Tne two extra bytes precede the line in 
the text buffer, and are used to store the edit line number. Even if the tine is unnumbered, two 
bytes are still reserved in the text buffer, in case an edit line number is assigned later. 
Thus any line of text occupies a minimum of two bytes in the text buffer, and a blank line 
occupies exactly two bytes. 


When calculating how much space text occupies in the text buffer, do not count end-of-record 
characters. End-of-record (CARRIAGE RETURN) characters are not stored in the text buffer. 
The two-byte pairs used to store edit line numbers serve to delimit the lines of text, so that end- 
of-record characters need not be stored in the buffer. When the EDITOR outputs text to a 
peripheral device, it recognizes an edit line number to be the beginning of a new line of text, 
and automatically inserts the end-of-record character before sending a line to the specified 
device.’ 


When the LASTLINE command returns the information 318 Free , you may actually only 
enter a maximum of 316 new text characters. Exactly how many text characters can be entered, 
depends on how many newlines, and therefore how many pairs of extra bytes, will be stored in 
the text buffer. Forexample, if 318 bytes are free in the text buffer, you might only be able to add 
212 new text characters, ifthe 212 characters are entered as 53 lines of 4 characters each. This 
is because the 53 lines require 2%*53 = 106 additional bytes of space in the text buffer for 
storing edit line numbers. In this case, the new text occupies 212 + 106 = 318 bytes, all of the 
remaining space in the text buffer. 


An Editing Example 


The following examples show how the LASTL!INE command provides information about the 
current contents of the text buffer. 


2 althou gh end-of-record characters are not stored in the text buffer, you must enter end-of-record characters from the 
keyboard or press RETURN to end the current line. Entering an end-of-racord character marks the end of a line, and 
prompts the EDITOR to reserve two bytes in the text buffer to precede the next new line of text. 
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Example 1 


CALL "EDITOR" 
LA 


@ Lines 
@ Characters 
30218 Free 


Example 2 
LA 
1354 
1354 Lines 
28838 Characters 
18 Free 


Example 3 


LIST 
DATA BCTABC1>/1H 
DATA DCTABCZ>/1H 
DCTABC3>/1H 
CATA DCTAB(4)71H 
DATA DCTABCS)71H 
: DATA DCTAB(6)/1H 
: DATA DCTABC?7)71H 
: DATA DCTABCS8)/1H 
: DATA DCTABC9)/1H 
: DATA DCTABC1@>-1H ~ 


o 
m 
4 
> 


~WAN™N MN OHONON 


LA 

+9 

iG Lines 

251 Characters 
29949 Free 


R 2860, 188,9 


251 Characters 
29949 Free 


I 3060 
: DATA DCTABCILDZIH 7 
° DATA DCTABC12)>-1H 


LA 
2900 
12 Lines 


303 Characters 
29895 Free 
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In Example 1, the LASTLINE command is executed immediately after the EDITOR is called. 
Since the text buffer is empty, the EDITOR prints a blank line on the display, then returns 
the information that there are no lines currently in the text buffer, no characters to be stored on 
magnetic tape, and 30210 unused bytes remaining in the text buffer. 


InExample2 the LASTLINE command Is executed while the text buffer contains a 
piece of text. After the command Is executed, the EDITOR returns the following information: 


— The last line of text has edit line number 1354. 

— The current text consists of 1354 lines. 

— There are 28838 characters to be stored on magnetic tape. 
— 18 unused bytes remain in the text buffer. 


In Example 3 the LASTLINE command Is executed before and aftera RENUMBER command, 
then is executed a third time after new text is added to the text buffer. 


Before the command LA is entered, a listing shows that the text buffer contains ten 
unnumbered lines of text. Then the LASTLINE command is executed, and the EDITOR returns 
the information that the last line of text is edit line +9 (the same as edit line 0+9); that there are 
10 lines of text consisting of 251 characters; and that there are 29949 unused bytes remaining in 
the text buffer. 


Next a RENUMBER command is executed, and the command LA is entered and executed 
again. The information returned by the LASTLINE command is the same as before, except for 
the edit line number of the last line of text. The last line now has edit line number 2900, because 

the RENUMBER command assigned the numbers 2000, 2100, 2200, ... to the text. 


The number of free bytes in the text buffer does not change after a RENUMBER command is 
executed. This is because two bytes per line have already been automatically reserved in the 
text buffer, for later use in storing edit !ine numbers. 


Next the INSERT command is used to add two new lines to the text buffer. The new lines are 
inserted at the end of the text, because the command | 3000 specifies a destination beyond 
the last line of text (refer to the INSERT command for an explanation of how to specify a 
destination). 


Finally, the LASTLINE command is executed again. Because of the two unnumbered lines of 
text inserted after line 2900, the number of lines has changed from 10 to 12; the number of 
characters to be stored on magnetic tape has increased to 303; and the number of unused bytes 
in the text buffer is now 29895. 
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The number of characters to be stored on magnetic tape has increased to 303 because of the 
two new lines of text. Each line contributes 25 new text characters (including the 7 biank 
characters entered by pressing the SPACE bar), and one end-of-record character. 

Thus there are 25*2 + 2 = 52 new characters to be stored on magnetic tape. 


The number of free bytes in the text buffer has decreased to 29895 because of the new lines of 
text. Each of the two new lines reserves 2 bytes in the text buffer for later use in storing an edit 
line number, and 25 bytes to store the new text characters. Thus the number of free bytes in the 
text buffer has decreased by 2*2 + 2#25 = 54 bytes. 
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The LOWERCASE Command 


Syntax Form: 


LO 


Descriptive Form: 


LOWERCASE 





PURPOSE 


The LOWERCASE command enables the EDITOR to distinguish between lowercase 
characters a-z and their uppercase equivalents A-Z during searching and sorting operations 
(NLSEARCH, SEARCH, REVSORT, and SORT commands). The LOWERCASE command also 
prepares the EDITOR to change uppercase characters into lowercase characters if the CASE 
command is executed. 


EXAMPLE 


LG 


EXPLANATION 


The LOWERCASE command has no parameters. Only the keyword LO is entered from the 
keyboard, as shown in the example above. Executing the LOWERCASE command has no 
immediate effect on the contents of the text buffer. Instead, asystem environmental parameter 
is assigned a value that prepares the EDITOR for subsequent commands. 


Changing the value of the environmental parameter by executing the LOWERCASE command, 
sets a “lowercase flag.” Once the lowercase flag is set, the EDITOR is able to recognize the 
difference between lowercase and uppercase characters in the text buffer. Forexample, when 

the lowercase flag is set, the EDITOR recognizes the character b to be different from the 
character B . Thisaffects the operation of the commands NLSERACH, SEARCH, REVSORT, 


SORT, and CASE. 
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The NLSEARCH and SEARCH Commands 


When the lowercase flag is set, a lowercase character in the text buffer cannot “match” or 
satisfy a search for an uppercase character specified in a target string. Likewise, an uppercase 
character in the text cannot ’match” or satisfy a search for a lowercase character. 


For example, when the lowercase flagisset thecommand NL’A”,”” deletes all occurrences of 
the character A (ASCII equivalent 65) from the text buffer. Occurrences of the charac- — 
ter a (ASCII equivalent 97) are not changed by the command. Likewise, when the lowercase 
flag is set the command NL "a",”" deletes all occurrences of the character a (ASCII 
equivalent 97), and ignores the character A (ASCH equivalent 65). 


The REVSORT and SORT Commands 


Setting the lowercase flag enables the EDITOR to disinguish between lowercase and 
uppercase characters during sorting operations. For example, if a REVSORT or SORT 
command is executed while the lowercase flag is set, a line containing the character B ina 
specified character position is not treated the same as aline containing the character b inthe 
same position. This is because the uppercase character B does not have the same ASCII 
code value as its lowercase equivalent b . (Refer to the ASCII code chart provided in 
Appendix B.) 


For an illustration of how REVSORT and SORT operate after the LOWERCASE command is 
executed, refer to “An Editing Example” on the following pages. 


The CASE Command 


While the lowercase command is set, executing a CASE command causes uppercase 
characters A-Z to be replaced by their lowercase equivalents a-z. The reverse operation is 
performed if the uppercase flag is set. (Refer to the explanation of the UPPERCASE command.) 


Default Value 


Calling the EDITOR automatically sets the lowercase flag. The lowercase flag is set until the 
UPPERCASE command is executed. The UPPERCASE command sets an "uppercase flag,” by 
changing the value of the environmental parameter. (Refer to the explanation of the 
UPPERCASE command.) 


Because the lowercase flag is set by default, you need only execute the LOWERCASE 
command if the UPPERCASE command has been executed since the last time the EDITOR 
was called. 
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An Editing Example 


The following examples show how the SEARCH, CASE, SORT, and REVSORT commands 
operate while the lowercase flag is set. 


Example 1 LIST 
sAbernathy, Tod 
;Brockways Marius E. 
sCarmichael, David 
-Elliss Terry L, 
:Foster, Alice 
;Hilistroms. A. 
:Kearneys, John OD, 
sKeller, Suzanne 
sLentzs, John F. 
:Pollocks Robert 
-Siebold.s William B. 
:faylor. Owen 
-2immMerman, Neil D0, 


LO 


S oll * th 
:Abernathy, Tod 
:Foster, Alice 
sHillstrom, A. 


‘Abernathy, Tod 
‘Brockway, Marius E. 
>Brockway, Marius E. 
:Carmichael, David 
:Carmichael, David 
:Carmichael, David 
>Kearneys John D. 
-Keller, Suzanne 
>Siebolds William 6B. 
:Taylor, Gwen 
scimmerman, Neil D. 


CASE 


LIST 
:akernathy:. tod 
:brockways marius e. 
:carmichael, david 
:ellis, terry 1, 
:foster, alice 
shillstroms a. 
:kearneys John d. 
:keller. suzanne 
:pollocks robert 
-f1ebold, william b. 
staylors owen 
;zimmermans neil d. 
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Example 2 LO 

LIST 
7A 
2a 
76 
th 
-C 
sC 
:D 
2d 
:E 
22 
°F 
es 

SORT;,1 

LIST 
2A 
‘6 
:C 
°0 
cE 
cP 
7a 
Hs 
Cc 
Pa 
7e 
°f 

Example 3 LO 

LIST 
7A 
2a 
°B 
Pa) 
eC 
2c 
°D 
:d 
cE 
2:2 
sF 
:f 


REVUSORT; » 1 


{continued on next page) 
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LIST 


es SP SR oe se eee Be ee ee eee 
PHAOOMMNA TAA wh 


Example 1 illustrates how the SEARCH and CASE commands operate while the lowercase flag 
is set. An initial listing shows that the text buffer contains a list of thirteen names. The 
command LO is executed to ensure that the lowercase flat is set, then the com- 

mand S "A" tells the EDITOR to search the text and list lines found to contain the charac- 


ter A. 


Because the lowercase flag is set, the EDITOR is able to distinguish between lowercase and 
Uppercase characters, and searches only for the uppercase character A (ASCIi value 65). A 
lowercase character a inthe text does not match” the target string, and so does not satisfy 


the search.’ 


After the command S "A" is executed, the EDITOR lists three lines found to contain the 
character A . 


Next,the command S "a" isexecuted. Again the EDITOR recognizes the difference between 
lowercase and uppercase characters in the text, and searches only for the lowercase 
character a (ASCII value 97). After the command is executed, eight lines found to contain the 
characer a are printed on the display. Several lines are listed more than once, because they 
contain more than one occurrence of the character a . 


Next the command CASE is executed. Because the lowercase flag is set, the EDITOR 
replaces ail uppercase characters in the text with their lowercase equivalents. A new listing 
shows that the buffer now contains only lowercase characters. 


Example 2 illustrates how the SORT command operates while the lowercase flag is set. As in 

the previous example, the command LO is executed to make sure that the lowercase flag is 

set. Then a listing shows uppercase characters A-F and the lowercase equivalents a-f in lines 
consisting of one character each. The command S0O,,1 tells the EDITOR to rearrange the 
lines according to the ASCII value of the character found in the first position in each line. Lines. 
are to be rearranged so that the ASCII code values are in increasing order. 


Sthis is not the way the SEARCH command operates if the uppercase flag is set. 
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Because the lowercase flag is set, the EDITOR is able to distinguish lowercase characters from 
uppercase characters. After the SORT command is executed, a new listing shows that lines 
consisting of lowercase characters have been moved to a lower location in the text buffer than 

those consisting of the uppercase equivalents. This is because lowercase characters have 

higher ASCII code values than uppercase characters. (Refer to the ASCII code chart provided 

in Appendix B.) 


Example 3is similar to Example 2, butexecutes the command REV,,1 .Thistimethe lines are 
rearranged in decreasing ASCII code value. Again, jowercase and uppercase characters are 
seen as different; but this time, uppercase characters are moved to a /ower location in the text 
buffer, because their ASC!] values are lower than those of the lowercase equivalents. 
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—_ The RENUMBER Command 


Syntax Form: 


R | edit line number ] | , [ numeric constant ] [ , [ edit line number |] ] ] 


Descriptive Form: 


RENUMBER [ new starting line number ] [ , [ increment between new line numbers ] [ ; 


[ fine in the current text where renumbering is to begin | ] ] 





PURPOSE 


The RENUMBER command assigns a new set of edit line numbers to some or all of the lines in 
the current text. The parameters for the command include a new starting edit line number, the 
increment between new edit line numbers, and the line in the current text where renumbering is 
ore to begin. If none of these parameters are specified, the command assigns new edit line 
numbers 1, 2, 3, ... and renumbers the entire text. 


EXAMPLES 


35s 

95s 

+3 1868 
108,18 
1985575 
523288 
9855:1090 
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EXPLANATION 


The parameters of the RENUMBER command specify which lines of text are to be renumbered, 
and how they are to be renumbered. The first parameter is the first new edit line number, the 
second parameter is the increment between new edit line numbers, and the third parameter is 
the line in the current text where renumbering is to begin. For example, the com- 

mand RF 50,5,100 listed in the examples above renumbers the text buffer, beginning with the 
line currently number 100. New edit line numbers are assigned in increments of 5, starting with 
new edit line number 50. 


The RENUMBER command is an important and useful command. Assigning edit line numbers 
to the text makes it easy to refer to specific lines in subsequent EDITOR commands. Unless 
edit line numbers are assigned, lines must be referred to using offsets, as in 0+10 or 250+3. 
Although you are free to use offsets to identify lines of text, it is simpler to refer to lines using 
edit line numbers assigned by the RENUMBER command. 


For this reason, you will probably want to execute a RENUMBER command immediately after 
creating a new piece of text using the INSERT command, or after inputting the contents of a 
tape file into the text buffer. 


Once a RENUMBER command has been executed, editing the text may cause some lines to 

lose their edit line numbers. For instance, lines affected by the MOVE and COPY commands, or 

rearranged by the SORT and REVSORT commands, are stripped of their edit line numbers. pee 
When this happens, you may execute a RENUMBER command again and obtain a new set of 

edit line numbers. The RENUMBER command can be executed as often as needed during 

editing, to help avoid confusion and keep the lines numbered. 


Default Values 


Just as for the COPY and MOVE commands, the three parameters of the RENUMBER 
command are optional, and may be omitted or entered in any combination. Some examples are 
listed above. 


When the new starting line number is omitted, the RENUMBER command assigns new edit line 
number 1 to the first renumbered line of text. When the increment between new line numbers is 
omitted in the command, the value used for the increment is 1. If the ine where renumbering is 

to begin is not specified, the entire text is renumbered. 


For instance, in the examples listed above, the command R_ renumbers all of the current text, 
assigning new edit line numbers 1, 2, 3,.... The command R ,5, also renumbers the entire 
text, but assigns new line numbers 5, 10, 15,.... Thecommand R 100,10 renumbers the entire 
text with the following numbers: 100, 110, 120, ... . 


Thecommand R ,,100 renumbers the text from the line currently numbered 100 on. The new 

edit line numbers assigned are 1, 2, 3, .... R 100,,75 renumbers the text from line 75 on, 

assigning the line numbers 100, 101, 102, .... Finally R ,2,2000 renumbers from line 2000 on, = 
assigning the numbers 1, 3, 5, ... . 
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Notes on the Command Syntax 


When an edit delimiter is the last entry ina RENUMBER command, it may be omitted without 
altering the meaning of the command. Thatis, the commands R3,, and R3 areequivalent. 
The command R.5, isthe same as R,5 and R 10,10, may be shortened to R10,10 . 


The Line # Too Large Error Message 


tf a RENUMBER command tries to assign a number larger than 9999 to one or more lines of 
text, the EDITOR returns a Line # Too Large error message. An example is shown below: 


LIST 

REM xX SUBROUTINE 

PRINT “ENTER CONSTANTS: " 
FOR f= TO N 

PRINT "BCS I3 “d="5 

INPUT BCI> 

NEXT I 

PRINT "END OF INPUT" 
RETURN 


CO NO CO & GIF 


R 39566, 198,1 
EDITOR ERROR 
Line # Too Large - error number i132 


LIST 
9500: REM xx SUBROUTINE 
9600: PRINT “ENTER CONSTANTS: " 
9700: FOR I= TO N 
9800: PRINT “BC"s1;">="5 
9960: INPUT BCID 


NEAT I 
PRINT "END OF INPUT" 
RETURH 


In the above example, the command R 9500,100,1 tells the EDITOR to renumber the current 
text, assigning edit line numbers in increments of 100, and assigning new edit line number 
9500 to the first line of text. 


When the RENUMBER command is executed, the EDITOR removes all previous edit line 
numbers, and begins assigning the new numbers: 9500, 9600, 9700, ... . However, after 
assigning line number 9900 to the fifth line of text, the EDITOR stops. The next line number in 
the sequence would be 10000, but edit line numbers can only be four digits long. The EDITOR 
returns the message Line # Too Large , and stops executing the RENUMBER command. 
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A new listing of the text shows that the EDITOR has renumbered the text as directed, until the 
next edit line number to be assigned is more than four digits long. To obtain an edit line number 
for every line of text, you may execute another RENUMBER command that specifies either a 


An Editing Example 


smaller increment, or a smaller first new edit line number. 


The following example shows the RENUMBER command being used to assign new edit line 


numbers. 


Example 1 


LIST 

189 

118 
28 


> 
& 


CA & GJ AG 
ev ea seus cn 


FOR P={ TO N+! 
=ACK,P) 
ACKsPISACL,P3 


1 
pt ACL, P3=T 


¢ 4 = 
Pp 


FOR P=1 TO Nei 
TRACK, P) 
Ape dete 


yP)= 


FOR P=1 TO Nei 
T=ACKyP> 
ACK, PZACL,P>D 
ACL, P)=T 


44:148 NEXT P 


R 58,16, 


LIST 
58: 168 
68: 116 
70:126 
86: 138 
96: 140 


FOR P=i TO N+1 
TRACK, P> 
ACKsP=ACL,P> 
ACL,P)=T 

NEXT P 


(continued on next page) 
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R 609,535,508 


LIST 
698:100 FOR P=1 TO Net 
6855110 T=ACK,P> 
618:128 ACKsP=ACL,P2 
6152138 ACL,Pd=T 
620:148 NEAT P 


16:196 FOR P={ TO N+i 
113118 T=ACK,P> 
12:128 ACKsP>I=ACL,PD 
{3:13 ACL, Pd=T 
14:14@ NEXT P 


Five RENUMBER commands are executed in the example shown above. Each time, a new 
listing of the text shows how the text has been renumbered. The command KF assigns 
numbers 1, 2, 3, 4, and 5 to the previously unnumbered fines. Next, R 40,, renumbers all the 
lines,using an increment of 1 by default and assigning 40 as the first new edit line number. 


The command R 50,10, renumbers the lines using 10 as the increment, and assigns edit line 
number 50 to the first line of text. Then R 600,5,50 renumbers the text from the current line 50 
on, assigning to line 50 the new edit line number 600, and renumbering the rest of the lines in 
increments of 5. 


Finally, the command R 10,,60 renumbers all the lines, assigning 10 as the first new edit line 
number, and using an increment of 1 by default. 


Special Uses for the RENUMBER Command 


When using the EDITOR to create a BASIC program, you may use the RENUMBER and SWN 
(Save With Number) commands together to make BASIC program line numbers. This is done 
by entering BASIC statements from the keyboard without program line numbers, then 
executing a RENUMBER command such as R 100,10,0 . The command causes edit line 
numbers 100, 110, 120, ... to appear before the colon in each line of text. 


Next, open a magnetic tape file and execute a SWN command. The SWN command saves the 
edit line number along with each statement. The next time the file is brought back into the text 
buffer, numbers previously assigned as edit line numbers, now appear as program line 
numbers preceding each statement. This method saves you the trouble of entering BASIC 
program line numbers along with each statement. 


For an illustration of the procedure described above, refer to "An Editing Example” in the 
explanation of the SWN command. 
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The UPPERCASE Command 


Syntax Form: 


U 


Descriptive Form: 


UPPERCASE 





PURPOSE 


The UPPERCASE command causes the EDITOR to treat lowercase characters a-z in the text 
buffer as uppercase characters A-Z during searching and sorting operations (NLSEARCH, 
SEARCH, REVSORT, and SORT commands). The UPPERCASE command also prepares the 
EDITOR to change lowercase characters into uppercase characters if the CASE command is 
executed. 


EXAMPLE 


EXPLANATION 


The UPPERCASE command has no parameters. Only the keyword U is entered from the 
keyboard, as shown in the example above. Executing the UPPERCASE command has no 

immediate effect on the text buffer. Instead, a system environmental parameter is assigned a 
value that prepares the EDITOR for subsequent commands. 


Changing the value of the environ mental parameter by executing the UPPERCASE command 
disables the lowercase flag, and sets an “uppercase flag." (Refer to the LOWERCASE 
command for an explanation of the lowercase flag.) Once the uppercase flag is set, the 
EDITOR perceives all characters in the text buffer to be uppercase characters. For example, 
when the uppercase flag is set the EDITOR considers a lowercase b foundin the textto be the 
sameasanuppercase B . This affects the operation of the NLSEARCH, SEARCH, REVSORT, 
SORT, and CASE commands. 
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The NLSEARCH and SEARCH Commands 


When the uppercase flag is set, a lowercase character in the text buffer “matches” or satisfies a 

search for the equivalent uppercase character specified in a target string. Conversely, since ail 

characters in the text are perceived as being uppercase, no character in the text can “match” or 
satisfy a search for a lowercase character. 


For example, when the uppercase flag issetthe command NL "A”,""* deletes all occurrences 
of the character A (ASCIt equivalent 65) from the text buffer. Occurrences of the charac- 
ter a are also deleted from the text buffer, because the EDITOR considers every a to be 
identical to A . Conversely, the command NL "a”* has no effect on the text, because the 
EDITOR sees no lowercase characters while the uppercase flag is set. 


The REVSORT and SORT Commands 


When the uppercase flag is set, the EDITOR considers all characters in the text buffer to be 
uppercase characters. Ifa REVSORT or SORT command is executed while the uppercase flag 

is set, a line of text containing the character b in aspecified character position is treated the 
same as a line containing the character B in the same position. This is because when the 
uppercase flag is set, the characters b and B are treated as having the same ASCII code 

value, 66. 


For an itlustration of how the REVSORT and SORT commands operate after the UPPERCASE 
command is executed, refer to "An Editing Example” on the following pages. 


The CASE Command 


While the uppercase flag is set, executing a CASE command causes lowercase characters a-z 
to be replaced by their uppercase equivalents A-Z. This is the inverse of the function performed 
by the CASE command if the lowercase command is set. 


Default Value 


Calling the EDITOR automatically sets the lowercase flag. To set the uppercase flag, you must 
execute the UPPERCASE command. 


An Editing Example 


The following examples show how the SEARCH, CASE, SORT, and REVSORT commands 
operate while the uppercase flag is set. The examples are analagous to those used to illustrate 
the effect of setting the lowercase flag. To compare the results shown below with the results 
when the lowercase flag is set, refer to "An Editing Example” in the explanation of the 
LOWERCASE command. 
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LIST 

t:Abernathy, Tod 

2:Brockway, Marius E. 
StEllis, Terry L. 
4:Foster, Alice 
SeHillstronm, A. 
6:Kellers Suzanne 
fsLentz, John F., 
S:Pollocks Robert 
9:Siebold, William B. 
16: Taytor, Owen 


U 
S we" 


S a © te 
i:A@bernathy;, Tod 
1:Abernathy;, Tod 
2:Brockway, Marius €E. 
2:Brockway, Marius E. 
4:Foster,; Alice 
S:Hiltstrom; A. 
6:Keller, Suzanne 
9:Siebold, William B. 
16: Taylor; Owen 
CASE 


LIST 

L;ABERNATHY, TOD 
2:BROCKWAY, MARIUS E. 
S;ELLIS, TERRY L. 
4;FOSTER,; ALICE 
J:HILLSTROM, A. 

6: KELLER, SUZANNE 
?sLENTZs JOHN F,. 

€: POLLOCK, ROBERT 
oe cece WILLIAM B. 


16: TAYLOR; OWEN 
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NAMAVIOMD GW ao we G 


ev 2@@ ae 


30551 


LIST 


AAMAVIAOA OT Pea 


Example 3 LIST 


TMAVOIMDP nM aa we 


U 


REW sf 1 (continued on next page) 
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LIST 


Pree OMMs Aa 


Example 1 illustrates how the SEARCH and CASE commands operate while the uppercase flag 
is set. An initial listing shows that the text buffer contains a list of ten names. The com- 
mand U is executed to set the uppercase ftag, then the command S$ "a" tells the 
EDITOR to search the text and list lines found to contain the character a . 


Because the uppercase flag is set, the EDITOR perceives all characters in the text to be 
uppercase characters, and so is unable to find any occurrences of the character a (ASCII 
value 97). Since no occurrences of the target string are found, no lines are listed on the display 
after the SEARCH command is executed. 


Next the command S “A” tells the EDITOR to search the text and list lines found to contain 
the character A . Because the uppercase flag is set, the EDITOR does not distinguish 
between lowercase and uppercase characters in the text. Both the lowercase character a and 
the uppercase character A “match” the target string and satisfy the search. 


After the command is executed, the EDITOR lists seven lines found to contain the charac- 
ters A or a .Lines1 and 2are printed twice, because they contain two occurrences of the 
target string. 


Next the command CASE is executed. Because the uppercase flag is set, the EDITOR 
reptaces all lowercase characters in the text with their lowercase equivalents. A new listing 
shows that the text buffer now contains only uppercase characters. 


Example 2 illustrates how the SORT command operates while the uppercase flag is set. Asin 
the previous example, the command U is executed to set the uppercase flag. Then a listing 
shows uppercase characters A-F and their lowercase equivalents a-f in lines consisting of one 
charactereach. Thecommand S0O,,1 tells the EDITOR to rearrange the lines according to the 
ASCII value of the character found in the first position in each line. Lines are to be rearanged so 
that the ASCII code values are in increasing order. 
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Because the uppercase flag is set, the EDITOR treats lowercase characters in the text as 
uppercase characters. After the SORT command is executed, a new listing shows that lines 
consisting of lowercase characters are next to those consisting of their uppercase equivalents. 
This is because lowercase characters are treated as having the same ASCII code values as their 
uppercase equivalents. 


Example 3is similar to Example 2, butexecutes the command REV,,1 .Thistimethe lines are 
rearranged in decreasing ASCII code value. Again, lowercase characters are seen as 
uppercase: a new listing shows that each line consisting of a lowercase character is next to the 
line consisting of its uppercase equivalent. 
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The # = Command (A Character to mean “DIGIT”) 


Syntax Form: 


[ ASCH character ] 





PURPOSE 


The #= commandassigns the meaning “any digit 0 through 9” to a specified ASCII character. 
Once the new meaning is assigned, the specified ASCII character may be used in the target 
string of any SEARCH or NLSEARCH command. Immediately after the EDITOR is called, the 
meaning “any digit 0 through 9” is assigned to the character # by default. 


EXAMPLES 


NOTE 


The most important aspect of the #= command is its effect on subsequent 
searching operations. It may be helpful to be familiar with the NLSEARCH and 
SEARCH commands before reading about the #= command. 


EXPLANATION 


The #= command specifies an ASCil character that will represent any digit (0, 1, 2, 3, 4, 5, 6, 7, 
8, or 9) in subsequent searching operations. Aftera #= command is executed, the specified 
ASCIl character can be used to locate lines or strings that contain one or more digits. For 
example, after the command #=* is executed, the character * is assigned the special 
meaning “any digit 0 through 9,” and can be used to locate digits in text. 
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ASCII Character Symbols _ 


Any ASCII character may be specified ina #= command except CR (ASCII 13) and 
SP (ASCII 32). CR and SP cannot be assigned the meaning “any digit”: pressing RETURN 
ends the command, and spaces after the keyboard #= are ignored. 


An ASCII chartis provided in Appendix B. As in BASIC, the symbol for each control character 

in the first or second column of the chart is entered by pressing the CTRL key and the 
corresponding character in the fifth or sixth column of the chart. For example, the symbol for 
BEL (ASCII 7) is entered as G, and the symbol for ESC (ASCII 27) is entered as [ . The only 
exception is control character CR (ASCII! 13), which cannot be represented by the symbol M. 
Pressing CTRL and M has the same effect as pressing the RETURN key, and does not cause the 
symbol M to appear on the display. 


The symbol for the character RUBOUT (ASCII 127) is entered from the keyboard by pressing 
the RUBOUT CHARACTER overlay key. 


Locating Digits in the Text 


The ASCII character specified in the #= command can be used in subsequent searching 

commands to locate digits in the text. If the character appears in the target string of aSEARCH 

or NLSEARCH command, the EDITOR understands the character to mean “any digit.” When — 
scanning the text to find a “match” for that character, the EDITOR looksfora 0,1,2,3,4,5,6, 7, 

8, or 9. The first occurrence of one of these digits is considered to be a match and ends the 

search. 


Forexample, afterthe command #=* isexecuted,thecharacter * canbe used inatarget 
string to mean "any digit.” When scanning the text to find a match for the target string, the = 
EDITOR considers the first occurrence of a digit to match the character * 


After the command #=* is executed, the character * may appear anywhere in a target 
string, and may appear more than once in a target string. For example, the com- 

mand S "V*" locates and lists lines that contain the character V_ followed by a digit (such 
as VO or V1 ). The command S “***A” searches for lines containing three digits 
followed by the character A (such as 100A or 201B )}. 


NOTE 


The “all but” pretix should not immediately precede the “any digit” character in a 

target string. For example, if the character _ currently has the meaning “all but” 

and the character # currently means “any digit,” the character _ should not = 
immediately precede # in the target string ofa SEARCH or NLSEARCH command. 

(Refer to the explanation of the _= command.) 
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Once a character is assigned the meaning “any digit,” only a digit can satisfy a search for that 
character. For example, after the command #=* is executed, the command § "x*" looks 
only for digits in the text. Occurrences of the character * do not satisfy the search. 


The character specified in the #= command represents “any digit” until the RETURN TO 
BASIC key is pressed or another #= command is executed that specifies a different ASCII 
character. Pressing the RETURN TO BASIC key and calling the EDITOR again, has the same 
effect as executing the command #=# (refer to "Default Values” in this explanation). 


Syntax Errors. The ASCH character that currently represents “any digit” cannot appear in the 
replacement string of a NLSEARCH and Replace String or SEARCH and Replace String 
command, or a syntax error occurs. For example: 


#=x 


S "Ua", "Ux" 
EDITOR ERROR 


Syntax - error number 138 
S "UB", "Ux" 


The syntax error shown in the example occurs because the character assigned the meaning 
"any digit” appears in the target string of a SEARCH and Replace String command. 


Although the character currently assigned the meaning “any digit” cannot be used in a 
replacement string, you may insert the character into the text during line editing and while 
entering new text from the keyboard. 


Default Values 


Calling the EDITOR assigns the meaning “any digit" to the character # by default. Until 
a #= command is executed that specifies a different ASCII character, the EDITOR 
understands # to mean “digit” in the target string of a SEARCH or NLSEARCH command. 


When the parameter of the #= command is omitted, no character is assigned the meaning 
“any digit.” Thatis, entering #= and pressing RETURN cancels the previously chosen “any 
digit” character, and makes no new assignment. You should execute the command #= ifyou 
want to make sure that no ASCII character means "digit" in a target string. At any time after the 
command #= is executed, you are free to choose a “digit” character again by executing a 
command such as #=# or #=—* . 
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When to Execute the #= Command 


Because calling the EDITOR assigns the character # asthe "any digit” character, you must 
execute a #= command that specifies a character other than # if you want to search for 
occurrences of the symbol # in the text. - 


An Editing Exampie 


The following example illustrates the use of the #= command. 


Example 1 


] 

Soma Geet rete Pret frend Gents eet pee pty fe fe Qe 
fw 
=J 
& 


5-30 


PRINT "ENTER # OF VALUES: "5 

INPUT x 

GOSUB 1668 7 
ae THEN 1446 


N= 

Ni=@ 

GO TO 1638 

Eg=2 

GOSUB 2636 = 


GO TO 1656 
BC 4)=B(4)+1 


GOSUB 1666 
IF E=i THEN 1448 
GO TO 1638 
GOSUB 2636 
GO TO 1858 


GOSUB 1668 
IF —=1 THEN 1448 
GO TG 1638 
GOSUB 2638 
GO T0 1858 


IF E=1 THEN 1448 

N=@ _ 
Ni=@ 

E8=2 


(continued on next page) 
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Sy ge 
$1220 PRINT “ENTER # OF VALUES: "$ 
$#=# 
S "TO # 
:1298 GO TO 1836 
°1326 GO TO 1856 
#= 
G "gn 


51226 PRINT "ENTER # OF VALUES: "3 


Example 1 shows three #= commands and their effect on subsequent searching operations. 
The initial listing in the example shows that the text consists of twelve BASIC program 
statements. At the time of the listing, the character # is the “any digit” character by default: 
no #= commands have been previously executed. 


Then the command S” #” is executed. Because the character # currently represents “any 
digit,” the EDITOR searches the text for lines containing a digit preceded by a blank space. 


The EDITOR finds four occurrences of the target string. A listing appears on the display of the 
lines found to contain a digit preceded by a space. The four listed lines are the BASIC program 
statements that specify a "destination" line number: GOSUB, IF...THEN, and GO TO 
statements. The four occurrences of the target string are shaded below: 


LIST 
©1240 GOSUB: £668 
£1256 IF E=1 THEN: 1448 
71296 GO TO::!830 
£1310 GOSUB:2636 
©1328 GO TO 2856 


Next thecommand #=* is executed. After the command is executed, thesymbol * isthe 
“any digit” character, and the symbol! # no longer has any special meaning. 


Because * is the current “digit” character, the command S$" *” searches for a digit 
preceded by a space, and produces the same results as the previous command S” #” did 
when # was the “digit” character. The command S "=*" searches for a digit preceded by 
the symbol = , and lists four jines found to contain equalities. 


Next the command S” #” is executed a second time. This time, the character # has no 


special meaning, so the EDITOR searches for the symbol # preceded by a space. One 
occurrence of the target string is found and the line in which it occurs is listed on the display. 
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Thenthecommand #=# isexecuted to reassign the meaning “any digit” tothe character # . 
The subsequent command S"TO #” specifies the character # in a target string to mean 
“digit.” The command locates and lists the two GO TO statements of the program. 


Finally, the command #= is executed. The comand #= cancels the previous 
assignment #-# ,and makes no new assignment. No ASCII character represents "any digit." 
The command S$ "“#" locates and lists the one line that contains the symbol # , illustrating 
that the character # no ionger means “any digit.” 
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The ~ = Command (A “WILDCARD” Character) 


Syntax Form: 


[ ASCII character |] 





PURPOSE 


The ~= command assigns the meaning “wildcard” to a specified ASCII character. Once the 
new meaning is assigned, the specified ASCil character may be used in the target or 
replacement string of a SEARCH or NLSEARCH command. Immediately after the EDITOR is 
called, the meaning “wildcard” is assigned to the character ~ by default. 


EXAMPLES 

wa 

ar? f 

te SS de 

NOTE 

The most important aspect of the ~= command is its effect on subsequent 
searching operations. It may be helpful to be familiar with the NLSEARCH and 
SEARCH commands before reading about the ~= command. 


EXPLANATION 


The ~= command specifies an ASCII character to be used as a “wildcard” character in 
subsequent searching operations. For example, the command ~=? specifies the 
character ? to be a “wildcard” character for subsequent searching operations. 


The wildcard character may appear in the target string or replacement string of a NLSEARCH 
or SEARCH command. When specified in a target string, the wildcard character has the special 
meaning “any character.” When specified in a replacement string, the wildcard character 
means "no change.” 
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The character specified in the ~= command is the wildcard character until the RETURN TO 


BASIC key is pressed or another ~= command is executed that specifies a different ASCI! 
character. Pressing the RETURN TO BASIC key and calling the EDITOR again, has the same 
effect as executing the command ~=~ (refer to "Default Values” in this explanation). 


ASCIl Character Symbols 


Any ASCIl character may be specified ina ~= command except CR (ASCII 13) and SP 
(ASCII 32). CR and SP cannot be the wildcard character, because pressing RETURN ends the 
command, and spaces after the keyword ~— are ignored. 


An ASCll chart is provided in Appendix B. As in BASIC, the symbol for each control character 

in the first or second column of the chart is entered by pressing the CTRL key and the 
corresponding character in the fith or sixth column of the chart. For example, the symbol for 
BEL {ASCII 7) is entered as G, and the symboi for ESC (ASCII 27) is entered as [ . The only 
exception is control character CR (ASCII 13), which cannot be represented by the symbol M. 
Pressing CTRL and M has the same effect as pressing the RETURN key, and does not cause the 
symbol M to appear on the display. 


The symbol for the character RUBOUT (ASCII 127) is entered from the keyboard by pressing 
the RUBOUT CHARACTER overlay key. 


Using the Wildcard Character in a Target String 


The ASCII character specified in the ~= command can appear in the target string of 
subsequent SEARCH or NLSEARCH commands. When used in the target string of aSEARCH 
or NLSEARCH command, the wildcard character means “any character.” That is, any ASCII 
character in the text is a “match” for a wildcard character in the target string. 


For example, after the command ~=? is executed, the character ? means “any character’ 
when it appears in the target string of aSEARCH or NLSEARCH command. When scanning the 
text to find a match for the target string, the EDITOR considers any ASCII character to match 
the character ? . Even blank spaces entered by pressing the SPACE bar, CARRIAGE 
RETURN characters entered by pressing RETURN, and occurrences of the symbol ? inthe 
text satisfy a search for the wildcard character ? . 


The wildcard character may be specified anywhere in a target string, and may be specified 
more than once in a target string. For example, after the command ~=? is executed, the 
wildcard character ? means”any character’ incommandssuchas S$ "B(?,L)” or S "B(K,?)” 
or S$" (?,?)" . 
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NOTE 


The “all but” prefix should not immediately precede the wildcard character in a 
target string. For example, if the character _ currently means “all but” and the 


character ~ is the wildcard character, _ should not immediately precede ~ in 
the target string of a SEARCH or NLSEARCH commana. (Refer to the explanation of 
the = command.) 


Using the Wildcard Character in a Replacement String 


The ASCII character specified in the ~= command can appear in the replacement string of 
subsequent NLSEARCH and Replace String or SEARCH and Replace String commands. 
When used in a replacement string, the wildcard character means "no change.” That is, a 
wildcard character in the replacement string tells the EDITOR that the character found in that 
position should not be overwritten during the replacement procedure. For example, if the 
character # means "digit” and ? is the wildcard character, the command NL “X#",”V?" 
changes occurrences of XO to VO , X1 to V1 , X2 to V2 , and so on. Each time an 
occurrence of the target string is found in the text, the EDITOR overwrites the first character of 
the target string with the character V , and leaves the second character of the target string 
unchanged. 


The wildcard character may be specified anywhere in a replacement string, and may be 
specified more than once in a replacement string. Also, the wildcard character may be 
specified in both the target and replacement string of a NLSEARCH and Replace String or 
SEARCH and Repiace String command. This is a useful tool for specifying that no matter what 
ASCII character occupies a certain postion in the target string, that character should remain 
unchanged by the replacement procedure. 


Forexample, after the command ~=? isexecuted, the command NL"?33","729" overwrites 
%33 with %29 , and @33 with @29. Similarly, NL “GOTO~~~~” ,“GOSUB~~~~" 
overwrites GO TO 1040 with GOSUB 1040 , GO TO 1580 with GOSUB 1580 , and so on. 


A wildcard character in the replacement string actually indicates a position in the target string 

that is to remain unchanged. ff the fourth character in a replacement string is the wildcard 
character, the fourth character in occurrences of the target string should be unchanged by the 
replacement procedure. For example, if ~ is the wildcard character, the command 

NL “31~0","1~-0" replaces 3120 with 110 ,not 120. 
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Default Values 


Calling the EDITOR assigns the character ~ to be the “wildcard” character by default. Until 
a ~= command is executed that specifies a different ASCII character, the EDITOR under- 
stands ~ to mean “any ASCII character” in the target string of a SEARCH or NLSEARCH 

command, and "no change” in the replacement string of aSEARCH or NLSEARCH command. 


When the parameter of the ~= commandis omitted, no wildcard character is assigned. That 
is, entering ~= and pressing RETURN cancels the previously chosen wildcard character, 
and makes no new assignment. You should execute the command ~=— if you want to make 
sure that no ASCII character means “any digit” when used in a target string, or that no 
character means “no change” when used in a replacement string. At any time after the 
command ~= is executed, you are free to choose a wildcard character again by executing a 
command such as ~=~ or ~=? . 


When to Execute the ~= Command 


Because calling the EDITOR assigns ~ as the wildcard character, you must execute 

a ~= commandthe specifies a character otherthan ~ if you wantto search specifically for 
occurrences of the symbol ~ in the text, or if you want to use the character ~ ina 
replacement string without the special meaning “no change.” 


An Editing Example 


The following examples illustrate the use of the ~ command. 


Example 1 
LIST 
; 1768 PRINT “IS THIS ® CONTINUATION OF THE SAME PROBLEM?"; 
: 1778 INPUT A$ 
: 1°88 IF A$="Y" THEN 2148 
: 1796 GOSUB 438 
: 18660 PRINT “IS DATA ON PROGRAM TAPE*"S 
: 1816 INPUT B$ 
: 1826 K=29 
: 1836 IF BS="V"" THEN 1958 
> 1844 EC7>=1 
: 1856 PRINT "IS DATA TO BE READ FROM EXTERNAL DEVICE?"; 
: 1866 INPUT C$ 
: 1876 IF C$="H"* THEN 1936 


HL Hag, fege 


(continued on next page) 
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LIST 
1760 PRINT "IS THIS A CONTINUATION OF THE SAME PROBLEM?"S 

INPUT E$ 
: 1788 IF E$="¥" THEN 2148 
: 1798 GOSUB 436 
: 1866 PRINT “IS DATA ON PROGRAM TAPE?"$ 

1916 INPUT E$ 

1826 #=293 

1836 IF E$S=""" THEN 195¢ 


EC? >=1 
- 1858 PRINT "IS DATA TO BE READ FROM EXTERNAL DEVICE?" 
1866 INPUT E$ 
1876 IF E$="N" THEN 1936 


pa 
~ 
™ 
ce 


pew 
te) 
oh 
& 


Example 2 


LIST 
~ SUBROUTINE 


(1,1) 
T "DO YOU NEED INSTRUCTIONS?" 3 


X$ 
$="'" THEN 788 


eae geaeeuseesda@tvt #88 &@ 
CA CA CHCA CHCA CH 
MAh Gh r- @ 
Ooggd& @® @® @® 
= re OO OC XAT 
MNTABMNM—Qom 

TH Ut WS 


we? 


NL "X#", "U7 


LIST 
:560 REM ~ SUBROUTINE 
2316 VO=0 
soc8 Vie} 
$530 U2"XC 1,1? 
7540 PRINT "DO YOU NEED INSTRUCTIONS?"5 
:55@ INPUT X$ 
2566 IF X$="Y¥" THEN 780 


Wa, m 


*500 REM ~ SUBROUTINE 
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Example 3 


LIST 


200g 


REM ~*~ SUBROUTINE ~~~ 
FOR T=i TG L¢(18) 
TACLOSTICLO4+BCI, I) 
T1¢2)= T1(234B(2, I) 
Ti¢So= =11(3)+B(3, 1) 
T1649=7164)4B(4, 2) 
NEXT I 
GOSUB 37986 
INPUT K 

1,L34+D3kxX1 


Bil, L>»=B¢ 
@ BC2,L)=B(2, oo 
BC3sL>=B(3,L>4+D3 


HL "BC+ Lo" sy "Bw eK” 


LIST 


Example 1 illustrates the use of the wildcard character in a target string. The initial listing 
shows that the text consists of a portion of a BASIC program. At the time of the listing, the 
character ~ is the wildcard character by default: no ~= commands have been previously 
executed. 


Then the command NL "~$","E$” 
means “any character,” 


REM ~~~ SUBROUTINE ~+« 
FOR I=1 TO L¢18) 

TIL =TICL4BC1, 1) 
T(2)eT1(294B(2, 1) 
T163)2T1(394B(3, 1) 
T1(452T1(4)4BC4, I> 
NEXT I 


GOSUB 3798 
INPUT K 
B(1,K>=BC1,K>+D3%x1 


BC2,K3=BC2,K > +D3KK1 4X1 
B(3,K=B(3,K>+4D3 


variable name E$ . 


is executed. Because the character ~ ina target string 
the EDITOR looks for two-character strings consisting of any ASCII 
character immediately followed by $ . Occurrences of the two-character string are over- 

writtenbythestring E$ .Afterthecommand NL "~$","E$" 
that occurrences of the variable names A$ , 


is executed, anew listing shows 


B$ , and C$ have been replaced with the 


Environmental Commands 


~~ 


Example 2 illustrates the use of the wildcard character in a replacement string. The initial 
listing shows several statements of a BASIC program. Thecommand ~=? assigns ? asthe 
wildcard character, then the command NL ’X#", "V?" is executed. 


At the time the command is executed, the character # means “any digit” :no #= com- 

mands have been previously executed. (Refertothe #= command for information about the 
"any digit” character.) Occurrences of such a two-character pair in the text are replaced by 

another two-character string consisting of the character V followed by the second character 
of the target string. After the command NL “X#’,"V?" is executed, a new listing shows that 
occurrences of the variable names XO , X1 ,and X2 have been replaced by the variable 
names VO , V1 ,and V2 , respectively. 


Finally the command S$ "~” is executed to illustrate that once the command ~=? assigns 
the character ? as the wildcard character, the character ~ no longer means “any 
character” when used in a target string. The command S"~" locates and lists the one line 


that contains the symbol ~ . 


Example 3 illustrates the use of the wildcard character in both the target and replacement 
string. The initial listing shows that the text consists of a portion of a BASIC program. At the 


time of the listing ~ is the wildcard character: no ~= commands have been previously 
executed. 
Then the command NL "“B(~,L)”’,”B(~,K)” is executed. Because ~ Is the wildcard 


character, the EDITOR looks for a five-character string consisting of B( followed by any 
ASCll character, followed by ,L) . Occurrences of such a five-character string are overwritten 
by a string that is similar but specifies K) instead of L) as the last two characters. 


After the command is executed, a new listing shows that the variable names B(1,L) ,B(2,L) , 
and B(3,L) have been changed to B(1,K) , B(2,K) , and B(3,K) , respectively. 
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The __ = Command (An "ALL BUT” Prefix) 


Syntax Form: 


_ = [ASCII character ] 





PURPOSE 


The _= command assigns the meaning “all but" to aspecified ASCII character. Once the new 
meaning is assigned, the specified ASCII character may be used as a prefix to another 
character in the target string of a SEARCH or NLSEARCH command. Immediately after the 
EDITOR is called, the meaning “all but” is assigned to the character — by default. 


EXAMPLES 


NOTE 


The most important aspect of the = command is its effect on subsequent 
searching operations. It may be helpful to be familiar with the NLSEARCH and 


SEARCH commands before reading about the _= command. 


EXPLANATION 


The _= command specifies an ASCil character that will mean “all but the following charac- 
ter" in the target string of subsequent searching commands. For example, the command 

_=' assignsthecharacter ' tobe usedasan “all but” prefix in the target string ofa SEARCH or 
NLSEARCH command. 


Any ASCII character may be specifiedina _= command except CR (ASCII 13) and SP (ASCII 
32). The symbol for the character RUBOUT (ASCII 127) is entered from the keyboard by 
pressing the RUBOUT CHARACTER overlay key. 
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Using the "Ali But” Prefix in a Target String 


When the “all but” prefix precedes another character in the target string of a SEARCH or 
NLSEARCH command, the EDITOR looks for any ASCil character except the one immediately 
following the prefix. For example, afterthe command _=' assigns the character ’ to be the 
"all but” prefix, the command S "’B” tells the EDITOR to search for all ASCII characters 
except B .The command S"A’0" tells the EDITOR to locate all two-character strings 
consisting of A followed by any ASCII character except 0 . 


The “all but” prefix may appear anywhere within a target string, but cannot be the last 
character in the target string (refer to "Syntax Errors” in this explanation). The "all but” prefix 
may appear more than once in a target string. For example, if — is the “all but” prefix, the 
command S$ "5.3_2” searches for three-character strings consisting of the character 5 , 
followed by any ASCH character except 3 , followed by any character except 2 . Strings 
such as 501 or 598 match the target string, but 532 , 538 , or 572 do not satisfy the 
search. 


The “all but" prefix may appear in successive positions in a target string. However, even- 
numbered occurrences of the character ina set of successive “all but” prefixes do not have the 
speciai meaning “ail but the character foliowing this one.” For example, if X is the “atl but’ 
prefix, the command S "XXXA” searches for a two-character string consisting of any ASCI! 
character except X followed by any ASCII character except A . Likewise, the 

comand S "XXXX" searches for a two-character string consisting of any character 
except X followed by any character except X . 


NOTE 


The “all but” pretix should not immediately precede the “digit,” wildcard, or “END- 
OF-RECORD" character in a target string. For example, if _ is the “all but” prefix, 

# isthe “any digit” character, ~ isthe wildcard characterand | isthe "END-OF- 
RECORD” character, the EDITOR cannot interpret commands suchas S “_#” or 
S$ "=" or S "#". 


The character specified in the _= command may be used in the replacement string of a 
subsequent SEARCH or NLSEARCH command. However, the character has no special 
meaning when used in a replacement string. For example, after the command _=- is 
executed, the command NL "100A”,"100-A” replaces occurrences of the string 100A with 
the string 100-A . 
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The character specified in the _= command is the “all but” prefix until the RETURN TO 


BASIC key is pressed or another _= command is executed that specifies a different ASCII 
character. Pressing the RETURN TO BASIC key and calling the EDITOR again, has the same 
effect as executing the command _=_ (refer to "Default Values” in this explanation). 


Syntax Errors 

The “all but” prefix must precede another character in the target string. Entering the “all but” 
prefix as the Jast character of the target string causes a syntax error. For example, if — isthe 
“all but” prefix, attempting to execute S"_" or S"A_" causes a syntax error message to 
appear on the display. 


Default Values 


Calling the EDITOR assigns the character _ as the "all but” prefix by default. Until a 
_= command is executed that specifies a different ASCII character, the EDITOR under- 
stands _ to mean “all but the following character” in the target string of a SEARCH or 
NLSEARCH command. 


When the parameter of the _= command is omitted, no character is assigned to be the “all 
but” prefix. That is, entering _= and pressing RETURN cancels the previously chosen “ail 
but” prefix, and makes no new assignment. You should execute the command _= ifyou want 
to make sure that no ASCII character means “ail but the following character” in the target 
string. Atany time after the command _= is executed, you are free to chose an “ail but” prefix 
again by executing a command such as _=_ of —=" 

When to Execute the _= Command 


Because calling the EDITOR assigns _ as the “all but” prefix, you must execute a _ = 
command that specifies a character other than — if you want to search for occurrences of 
the symbol _ in the text. 


An Editing Example 


The following example illustrates the use of the _= command. 
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Example 1 LIST 
babe 3) at _. USER“S INPUT CONTINUES __ 
-o/°@ PRINT "BG YOU WISH TO GO ON?"$ 
:988 INPUT A$ 
7099 IF A@$="N" THEN 1208 
;668 PRINT “ENTER FIRST NUMBER: "3 
°618 INPUT AQ 
7626 PRINT “ENTER SECOND NUMBER: "$ 
7636 INPUT Al 
-646 DELETE A;B 
°65@ DIM ACN3,BCN> 
°666 FOR I=1 TO N 
7670 ACI! 
°686 NEXT J 


S gs * 
:J08 INPUT A$ 
:398 IF AS="N" THEN 1286 
-616 INPUT 96 
-639 INPUT Al 
-648 DELETE A;B 


NL ga fe? 


LIST 
2958 REM *¥k USER’S INPUT CONTINUES 4%% 
5368 REM XXXXKAAAAKAKEAALARA AAA KATES 
-3°@ PRINT “DO YOU WISH TO GO ON?"; 
:J86 INPUT A$ 
;J96 IF A$="N" THEN 1206 
7-606 PRINT “ENTER FIRST NUMBER: "5 
:616 INPUT AQ 
:620 PRINT “ENTER SECOND NUMBER: "5 
:63@ INPUT Al 
648 DELETE A568 
7698 DIM ACN) .BCH> 
-66@8 FOR I=1 TO N 
°678 ACT)=I 
7686 HEAT I 


Ss "A‘Q" 
;388 INPUT AS 
7998 IF A$="N" THEN 1206 
7636 IHMPUT Al 
7640 DELETE A,8 
7658 DIM ACH); BCH? 
678 ACTI=] 


7556 REM **k USER’S INPUT CONTINUES %% 
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Example 1 shows three _= commands and their effect on subsequent SEARCH and 
NLSEARCH commands. The initial listing shows that the text consists of a portion of a BASIC 
program. At the time of the listing, the character _ is the “all but" prefix: no _= commands 
have been previously executed. 


Then the command _= is executed. Because no ASCII character is specified in the 
command, the EDITOR cancels the previous assignment of _ as the "all but” prefix, and 
makes no new assignment. Because _ is no longer the “ali but" prefix, the command 
NL’. “.”*" overwrites occurrences of the symbol — with the symbol x 


Next the command _=" specifies the character ‘ to be the “all but” prefix. Since the 
character ’ now means "any character but the following one,” the command S “A’0” tells 
the EDITOR to locate and list lines containing a two-character string consisting of the 
character A followed by any ASCII character except 0 . The EDITOR locates and lists six 
lines found to contain a “match” for the target string. The “matches” are shown below: 


A$ 

At 

A, 

A( 
Finally the command _=_ is executed to re-establish _ as the “all but" prefix. Since _ is 
now the "all but” prefix, the character ' no longer has any special meaning, as illustrated by 
the fact that the command S"’" locates and lists a line that contains the symbol ‘ . 
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The ] = Command (A Character to mean "“END-OF-RECORD’) 


Syntax Form: 


] = [ ASCII character ] 





PURPOSE 

The ]= command assigns the meaning "END-OF-RECORD* to a specified ASCII character. 
Once the new meaning is assigned, the specified ASCII character string may be used to insert 
end-of-record characters (usually carriage returns) into the text. The character may 

also be used in target and replacement strings in the SEARCH and NLSEARCH commands. 
Immediately after the EDITOR is called, the meaning “END-OF-RECORD" is assigned to the 
character ] by default. 


EXAMPLES 


NOTE 


An important aspect of the J= command is its effect on subsequent searching 
operations. It may be helpful to be familiar with the SEARCH and NLSEARCH 
commands before reading about the J= command. 


EXPLANATION 


The J= command specifies an ASCII character to mean "END-OF-RECORD" during 
subsequent editing or searching operations. For example, the command ]=/ assigns the 
special meaning "END-OF-RECORD"” to the character / . 
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The ASCII character specified ina J= command means ”END-OF-RECORD” when used in i 
the target or replacement string of subsquent SEARCH or NLSEARCH commands. The 

character also means "END-OF-RECORD"” if entered from the keyboard while the line buffer 

contains a recalled line (a line recalled from the text buffer to the line buffer by the SEARCH 

and Edit Line command or by the RECALL NEXT LINE/RECALL LINE or STEP PROGRAM 

keys). 


Any ASCII character may be specifiedina ]= command except CR (ASCII 13) and SP (ASCII 
32). The character specified inthe ]= command is the "END-OF-RECORD” character until 
the RETURN TO BASIC key is pressed or another ]= command is executed that specifies a 
different ASCII character. Pressing the RETURN TO BASIC key and calling the EDITOR again, 
has the same effect as executing the command ]=] (refer to “Default Values” in this 
explanation). 


The Difference Between the "END-OF-RECORD” Character and CR (ASCII 13) 


The “END-OF-RECORD”" character is used to locate, insert, or delete end-of-record 
characters. However, the “END-OF-RECORD" character does not represent the ASCII 
character CR {ASCII code 13). The distinction is as follows: 


End-of-record characters are not stored in the text buffer. The two bytes that precede each line 

of text in the text buffer store the edit line number and also serve as a “flag” to mark the P 
beginning of the line. Because the flag serves the same purpose as an end-of-record character, 

the character CR (ASCII 13) is not needed and not stored in the text buffer. 


Pressing RETURN while the system in under EDITOR control sets the flag, but does notinserta 
CR into the text. Inputting a stored line from a peripheral device removes the CR (ASCII 13) 
character, and sets the flag: outputting the line disables the flag and reinserts the CR (ASCII 
13) character.’ 


This means that the character CR (ASCII 13) can only occur in text brought in by an Input 
command that specifies a % symbolin the I/O address. If the alternate Input/Output format 
specifies an end-of-record character other than CR, the symbol M represents CR characters 
in listings of the inputted text. But even then, the ’END-OF-RECORD" character represents 
the alternate end-of-record character, and cannot locate the character CR : that is, the 
symbol M does not satisfy a search for the "END-OF-RECORD”" character. 


In summary, the "END-OF-RECORD” character specified by the J= command represents a 
flag and not CR (ASCII 13). Using the “END-OF-RECORD” character to locate, insert, or 
delete end-of-record characters, actually locates, sets, or disables a flag in the text buffer. For 
the sake of simplicity the term ”“end-of-record character” instead of “flag” will be used in the 
remainder of this discussion: but keep in mind that in this explanation, the term "end-of-record 
character” does not refer to the ASCII character CR. 


4h the symbol % instead of @ appears in the |/O address of an input/Output command, the EDITOR removes or inserts 
a previously specified ‘‘alternate’’ end-of-record character. 
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Using the "END-OF-RECORD” Character in a Target String 


The "END-OF-RECORD” character may be specified in the target string of a SEARCH or 
NLSEARCH command. When scanning the text for the target string, the EDITOR considers an 
end-of-record character to “match” the "END-OF-RECORD” character. 


This allows you to locate lines that begin or end with a specified string. For example, after the 
command ]=/ is executed, the command S "/1650"* locates and deletes lines that begin 
with the string 1650 .The command S”MD/", locates lines that end with the 

string MD and recalls the lines one by one to the line buffer for editing. 


The "END-OF-RECORD” character can be specified anywhere ina target string. Forexample, 
if ] isthe "END-OF-RECORD" character, the command S "|]STOP]” locates and lists lines 
consisting of the string STOP . 


The “END-OF-RECORD” character may appear in successive positions in a target string. For 
example, if J] is the "END-OF-RECORD"” character, the command NL “"])"* deletes blank 
lines. (Two successive end-of-record characters constitute a blank line. A blank line can be 
created by pressing RETURN twice while entering text from the keyboard. ) 


NOTE 


The “all but” prefix should not immediately precede the “END-OF-RECORD” 
character in a target or replacement string. For example, ifthe character — currently 
means “all but” and the character ] is the “END-OF-RECORAD” character, — 
should not immedately precede | inthe target or replacement string ofaSEARCH 
or NLSEARCH command. (Refer to the explanation of the _= command.) 


If the "END-OF-RECORD"” character appears in the target string of aSEARCH and Delete Line 
or NLSEARCH and Delete Line command, the command deletes the line that contains the last 

character of the target string. For example, if ] is the "END-OF-RECORD"” character, the 
command NL "0]1"* deletes lines that begin with 1 and are immediately preceded by a 
line that ends with O . 


However, if the “"END-OF-RECORD” character is the last character of the target string, the 
NLSEARCH and Delete Line or SEARCH and Delete Line command deletes the line that 
contains the next to last character of the target string. For example, if ] is the “END-OF- 
RECORD” character the command NL "1650]” * deletes lines that end with the 

string 1650 . 
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Using the "END-OF-RECORD” Character in a Replacement String 


The “END-OF-RECORD" character can be specified in the replacement string of a SEARCH 
and Replace String or NLSEARCH and Replace String command. This allows you to insert or 
delete end-of-record characters. Forexample, if ] isthe "END-OF-RECORD” character, the 
command S "“STOP",”"STOP]” inserts an end-of-record character after the string STOP . 
The command S "PJA",”“PA” deletes end-of-record characters found immediately after the 
character P and before the character A . 


The “END-OF-RECORD" character may appear anywhere in a repiacement string, and may 
appear more than once in areplacementstring. Forexample, if / isthe "“END-OF-RECORD"” 
character, the command S "> * %& % 2 2","//2 & * *& *«//" inserts two end-of-record 
characters before and after a string consisting of six successive * characters. 


The “END-OF-RECORD" character may appear in successive positions in a replacement 
string. For example, if ] is the "END-OF-RECORD" character and ~ is the wildcard 
character,thecommand NL "~]”,”~]]” creates a blank line after each line in the current text. 


Entering the "END-OF-RECORD” Character From the Keyboard 


While the INSERT command is being used to create new text, the character specified in 
the J= command does not have the special meaning "END-OF-RECORD." For example, 
if ] is the “END-OF-RECORD” character and the INSERT command is being used to enter 
new lines, typing ] inserts the symbol ] into the text. 


However, if the line buffer currently contains a line recalled to the line buffer by the SEARCH 
and Edit Line command or by the RECALL NEXT LINE/RECALL LINE or STEP PROGRAM 
keys, entering the "END-OF-RECORD" character from the keyboard enters an end-of-record 
character into the text. The “END-OF-RECORD” character appears on the display when it is 
typed from the keyboard, but is converted to an end-of-record character when the line is 
placed back in the text buffer. Subsequent listings show the beginning of a new line instead of 
the "END-OF-RECORD” symbol. 


Thus you may split up a recalled line by entering an “"END-OF-RECORD” character from the 
keyboard while the cursor is in the appropriate position. 


Deleting “"END-OF-RECORD” Characters From the Keyboard 


When certain searching operations locate and list a line containing an end-of-record 
character, the end-of-record character is represented on the display by the “END-OF- 
RECORD” character. 
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For example, if the "END-OF-RECORD" character assigned by the J= com mand appears in 
the target string of a SEARCH and Edit Line command, listings of recalled lines show the 
"END-OF-RECORD" character in the appropriate position. The end-of-record character may 
be deleted from the recalled line by typing over the "END-OF-RECORD” symbol with a new 
character, or by pressing the RUBOUT key while the cursor is positioned over the "END-OF- 
RECORD" symbol. This allows you to concatenate lines by deleting end-of-record characters 
from the keyboard. 


For example, if # is the "any digit” character and / is the "END-OF-RECORD" character, 
the command S "#/R", tells the EDITOR to locate lines that end with a digit and are 
immediately followed by aline beginning with R_ .Whensucha pair oflines is found, both the 
line ending with a digit and the line beginning with R are recalled to the line buffer, and listed on 
the display as one line separated by an end-of-record character. The end-of-record character 
is represented on the display by the symbol / . For example: 


S "BR", 
°1324-RETURH 
: 1658’RETURN 


The end-of-record character may now be deleted by typing over the symbol / with a new 
character or by pressing the RUBOUT key while the cursor is positioned over the / . This 
deletes the end-of-record character, and concatenates the two lines. 


Default Values 

Calling the EDITOR assigns the character ] to be the “END-OF-RECORD" character by 
default. Until a ]= command is executed that specifies a different ASCII character, the 
EDITOR understands ] to mean "END-OF-RECORD” when used in a target or replacement 
string or when entered from the keyboard after a line is recalled to the line buffer. 


When the parameter of the J= command is omitted, no ”“END-OF-RECORD" character is 
assigned. Thatis, entering J= and pressing RETURN cancels the previously chosen 
“END-OF-RECORD” character, and makes no new assignment. You should execute the 
command J= if you want to make sure that no ASCII character means "END-OF-RECORD" 
when used in a target or replacement string or when inserted into a recalled line. At any time 
afterthe command ]= is executed, you are free to choose an "END-OF-RECORD" character 
again by executing a command such as |=] or ]=/ . 
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When to Execute the J= Command 


Because calling the EDITOR assigns the character ] asthe "END-OF-RECORD" character, 
you must execute a J= command that specifies a character other than ] if you intend to 
search for occurrences of the symbol ] in the text, or if you want to use the symbol ] ina 
replacement string without the special meaning "END-OF-RECORD." 


You may also want to assign a different "END-OF-RECORD" character before recaliing a line 
to the text buffer that contains the symbol ] . Otherwise, returning the line to the text buffer 
would delete the symbol ] and add an end-of-record character in its place. 


An Editing Example 
The following examples illustrate the use of the ]= command. 


Example 1 
LIST 
‘THIS 
1S 
“A 
TEST 
NEL veges 
LetST 
 XTHISKISKAXTEST 
HE iF Boe ; 1 4 it 
LIST 
: LXTHISKISKAXTEST 
Example 2 
LIST 
1:506 DO 208 I=1,500 
2s BCND=ACHD 
C=BCND 
5: 00 250 J=2,N 
2250 = BCN-J+ 1 =ACN-J41 9 +X¥BCN-J42) 
if Ki=N-1 
9: DO 300 J=2,K1 
10: 300 C=B(K1-J4+2)4+¥xC 
2: MB=Y=BCLIVC 
13: wg=y 
NHL "JJ"% (continued on next page} 
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LIST 
1:506 00 20@ I=1,586 
2: BCNX=ACN) 
33 C=BCN) 
5: 00 256 J=2;,N 
cre ee ee 
9: DO 300 J=2,K1 
186: 388 C=BCKiL-J+2>4K4C 
12: ¥6=X-BC157C 
i3: XG=xX 
Example 3 
LIST 
*TAPE VERIFICATION EC SECTION $ J 
‘Description 
Hardware Requirements 
‘Program Limitations 
‘Operating Instructions 
‘Variables 
HL I", "F) || 
LIST 
“TAPE VERIFICATION EC SECTION 5 J 
: Description 
Hardware Requirements 
: Program Limitations 
: Operating Instructions 
: Variables 
J=/ 
S “7” 


TAPE VERIFICATION C SECTION 5 J 
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Example 4 
LIST 
TAPE VERIFICATION C SECTION 5 J 
Description 
; Hardware Requirements 
: Program Limitations 
: Operating Instructions- Methodology 
J=/ 


Sc onus 
: Methodology 


S "Description’","Description-~" | 
: Description~ Hardware Requirements 


LIST 
TAPE VERIFICATION C SECTION 5 J 


: Description- Hardware Requirements 
: Program Limitations 

: Operating Instructions 

: Methodology 


Example 1 shows the location of end-of-record characters in a short sample text. At the time of 
the initial listing, the character ] is the "END-OF-RECORD” character: no J= commands 
have been previously executed. 


Because the character ] means "END-OF-RECORD,” the command NL "]",“*" tells the 
EDITOR to repiace all end-of-record characters with the symbol * . A subsequent listing 
shows the text concatenated into one line, with the symbol * in positions previously 
occupied by end-of-record characters. The *’s indicate that lines of text are considered to 
begin with an end-of-record character. This is because the end-of-record character is actually 
a flag stored in the two bytes that precede the line in the text buffer.’ 


Example 2 shows the "END-OF-RECORD" character being used to delete blank lines. The 
initial listing shows that the text consists of thirteen lines of FORTRAN code, including two 
blank lines (lines 4 and 11). At the time of the listing, the character ] is the "END-OF- 
RECORD” character: no J]= commands have been previously executed. 


Although the ¥ at the beginning of the line in the new listing shows that the initial end-of-record character has been 
replaced by the character #, the EDITOR has automatically reinserted an end-of-record character at the beginning of 
the line, Thus text always begins with an end-of-record character (and never ends with one). 
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Then the command NL “}]"* is executed. Because ] is the "END-OF-RECORD”" charac- 
ter, the command tells the EDITOR to locate and delete blank lines (lines consisting of two 
successive end-of-record characters). After the command is executed, a new listing shows that 
the two blank lines (lines 4 and 11) have been deleted from the text buffer. 


Example 3 shows the "END-OF-RECORD" character being used to indent certain lines of text. 
At the time of the initial listing, ] is the “END-OF-RECORD” character. The com- 

mand NL “}]"],”}]] “tells the EDITOR to locate two successive end-of-record characters, 
and overwrite them with two end-of-record characters followed by five blank spaces. This is 
the same as adding five spaces to the beginning of every line that immediately follows a blank 
line. After the command is executed, a new listing shows the indented lines are those that 
immediately follow a blank line in the text. 


Next the command ]=/ is executed to assign / as the "END-OF-RECORD” character. 
Since / is now the “END-OF-RECORD” character, the character |} no longer has any 
special meaning, and may be used to locate thesymbol ] inthetext. Thisis illustrated by the 
fact that the command S”]" locates and lists a line that contains the symbol ] . 


Example 4 shows the "END-OF-RECORD" character being used to insert and delete end-of- 
record characters. After an initial listing, the command j=/ is executed to assign / as the 
"END-OF-RECORD" character. The commands § “-","/" and S “Description/”,”Description-" 
are then executed. 


Thecommand S “-","/" tells the EDITOR to overwrite occurrences of thesymbol - withan 
end-of-record character, and to list changed lines on the display. The text contains an 
occurrence of the symbol - in the last line of the text. The EDITOR replaces the symbol - 
with an end-of-record character, splitting the last line into two lines consisting of Operating 
Instructions and Methodology .A listing of the new line Methodology appears on the 
display. 


The command S "Description/”,”Description-” tells the EDITOR to overwrite occurrences 
of Description/ with Description- . The third line together with the end-of-record character 
that precedes the fourth line, matches the target string and is overwritten by the replacement 

string. This has the effect of concatenating the third and fourth lines and inserting a hyphen (-) 

between them. The newline is listed on the display, and a complete listing is made to show how 
the text has been changed. 
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INTRODUCTION 


Section 6 describes ten EDITOR commands used for transmitting text to and from storage 
devices, for positioning the magnetic tape head, and for marking new files. The commands are 

APPEND, FIND, MARK, OLD, PRINT, SAVE, SKIP, SWN (Save With Number), and WRITE. 
Many of these commands have the same keyword as a BASIC Input/Output command, but 
differ slightly from BASIC. Important differences between EDITOR Input/Output commands 
and their BASIC counterparts are included in the explanation of the commands. 


1/0 ADDRESSES 


Asin BASIC, anl/O address consists of thesymbo! @ or % , followed by aprimary address, 
a comma, a secondary address, and a colon (:). The symbol @ or % specifies the 
Input/Output format to be used (refer to "Specifying an Alternate Input/Output Format” in the 
explanation of the PRINT commana). 


The primary address is a peripheral device number between 1 and 255. As in BASIC, when an 
Input/Output command is executed, the peripheral device is converted to a primary talk or 
listen address, whichever is appropriate for the keyword. The primary address tells the 
peripheral device whether it has been selected to send or receive information from the text 
buffer. 


Preassigned peripheral device numbers are the same as in BASIC. For example, device 32 is 
the system display, device 33 is the internal magnetic tape, and device 37 addresses 
microprocessor status parameters. Device numbers 1 through 30 are used for external devices 
on the General Purpose Interface Bus. 


A secondary address is specified as a number between 0 and 31. Each number has a predefined 
meaning that tells the EDITOR what type of operation is being performed. For example, 
secondary address 27 means that the EDITOR is executing a FIND command; secondary 
address 4 means that the EDITOR is executing an APPEND or OLD command. 


The colon (:) following the secondary address marks the end of the I/O address. 


DEFAULT VALUES 


I/O addresses in EDITOR commands are optional. If an 1/O address is not specified, the 
EDITOR automatically inserts a default |/O address appropriate for the keyword. If only a 
primary address Is specified, the EDITOR automatically issues a default secondary address. 


The following tabie lists the default primary and secondary addresses for EDITOR 
Input/Output commands. 
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TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES 
FOR EDITOR INPUT/OUTPUT COMMANDS 


1/0 Command Default I/O Address 
APPEND @33,4: 
FIND @33,27: 
INPUT @33,13: 
LIST @32,19: 
OLD @33,4: 
PRINT @32,12: 
SAVE @33,12: 
SEARCH (@32,19: 
SKIP @33,13: 
SWN (Save with Number) @33,12: 
WRITE 033,12: 


32 = GS display 
33 = internal magnetic tape 


ENTERING EDITOR INPUT/OUTPUT COMMANDS FROM THE KEYBOARD 


When entering an Input/Output command, do not enter any blank spaces within the I/O 
address or immediately before or after the colon (:) that ends the I/O address. Extra blank 
spaces can cause a syntax error, semantic error, or INVALID 1/O OPERATION error. some 
examples are shown below: 


SAuUP ZS: 168.588 

EDITOR ERROR 

Suntax - error number 13% 
SHUue33: 168,566 


Saue@29 :166,548 
EDITOR ERROR ; 
Semantic - error nunber 139 
SAuUe3% $1080.56 


SAUe 23: 168, 508 
EGITOR ERROR 


[INUALID I“G OPERATION IN IMMEDIATE LINE ~ MESSAGE NUMBER 67 
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The correct way to enter the command is as follows: 
SAUPSS: 100, 508 


Just as for all EDITOR commands, spaces may be entered immediately after the keyword. That 
is, the following command is also valid: 


SAU B29) 168,506 


COMMAND SEMANTICS 


The ending line number specified in an Input/Output command should be as large as the 
starting fine number. If the ending tine number is smaller than the starting line number, the 
command either has no effect, or causes a semantic error as in the following example: 


SAU PS 

EDITOR ERROR 

semantic - error number 1239 ~ 
SAU FAS 


The correct way to enter the command is as follows: 


SAU 3a? 


MAGNETIC TAPE MOVEMENT 


EDITOR Input/Output commands that specify a tape device in the I/O address cause the 
magnetic tape to move (advance or rewind). After tape movement stops, the magnetic tape 
head points to a particular logical record on the file. For example, the command FIN6 ad- 
vances or rewinds the internal magnetic tape until the tape head points to the first logical 
record on file 6. 


For the sake of simplicity in these explanations, the phrase “positioning the tape to a particular 
logical record” is used instead of “positioning the tape so that the tape head points to a 
particular logical record.” References to the tape head are omitted, except when needed to 
emphasize the exact position of the magnetic tape. 
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The APPEND Command 


Syntax Form: 


A [t/Oaddress ] [ edit line number } 


Descriptive Form: 


APPEND [1/Oaddress] [ destination for appended text ] 





PURPOSE 


The APPEND command brings logical records into the text buffer from the file currently open 
on a peripheral device. If no peripheral device is specified, the APPEND command inputs 
logical records (stored lines) from a file on the internal magnetic tape. Incoming lines are 
added to the current text immediately before the line number specified in the command. 


EXAMPLES 


EXPLANATION 


The APPEND command allows an I/O address and a destination line number to be specified. 
When the APPEND command is executed, the EDITOR inputs logical records from the 
specified peripheral device, and adds them to the text buffer immediately before the 
destination line in the current text. For example, the command A@29:0 listed above inputs 
logical records from the file currently open on device 29, and places the lines before the first 
line of text (line Q). 


Before the APPEND command is executed, a file on the chosen peripheral device must be 
"opened" by executing a FIND command. The FIND command positions the READ/WRITE 
{magnetic tape) head to the beginning of the file, and opens the file for access by Input/Output 
commands. After executing a FIND command, you may position the tape to a particular logical 
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record within the file by executing a SKIP command. Using the SKIP command to position the 
tape to a particular logical record, allows you to append part of amag netic tape file instead of 
the entire file. (Refer to the FIND and SKIP commands for more detailed explanations.) 


Whether the tape is positioned to the beginning of the file using the FIND command, ortoa 
particular logical record using FIND and then SKIP, the APPEND command inputs all logical 
records from the current position of the tape head to the end of the file. After the APPEND 
command is executed, the file is closed and no longer available for access by Input/Output 
commands. 


Default Values 


Both the I/O address and the destination line number are optional. When the I/O address is 
omitted in an APPEND command, the peripheral device is the internal magnetic tape by 
default. When the destination line is omitted, appended lines are added after the last line of the 
current text. : 


For instance, thecommand A listed above brings logical records into the text buffer from the 
file currently open on the internal magnetic tape. Appended lines are inserted at the end of the 
text. The command A 50 also inputs logical records from the internal magnetic tape, but 
places incoming lines immediately before line 50 in the text buffer. The command A@29: 
inputs logical records from the open file on peripheral device 29, and sends incoming lines 

to the end of the current text. 


Notes on the Command Syntax 

When entering an APPEND command from the keyboard, do not enter any blank spaces 
between the I/O address and the destination line number. For example, a command such 
as A@29: O causes a syntax error. 


Differences between BASIC APPEND and EDITOR APPEND 


The differences between the BASIC command APPEND and the EDITOR command APPEND 
are as fotlows: 


—. When an APPEND command is executed under EDITOR control, incoming lines do 
not overwrite a “dummy” line as they do in BASIC. Instead, appended lines are placed 
before the destination line, without destroying the line. 


— Partial files may be appended under EDITOR control, by using SKIP or INPUT 
commands to position the magnetic tape to a particular logical record within a file. In 
BASIC this can only be done using INPUT commands. 
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— BASIC’s APPEND command assigns new program line numbers to BASIC program 
statements brought into memory. However, the EDITOR’s APPEND command does 
not alter BASIC program line numbers, nor does it assign edit line numbers to newly 
appended lines of text. 


— BASIC’s APPEND command cannot input lines that are more than 72 characters jong. 
Attempting to append a line that has more than 72 characters causes a NO PRO- 
GRAM FOUND or STATEMENT TOO LONG error message to appear on the 
display. However, the EDITOR’s APPEND command can input lines of any length (up 
to the current size of the text buffer). 


Error Messages 


If no file is open on the specified device, attempting to execute an APPEND command causes 
a MT File error message to appear on the display. 


Attempting to execute an APPEND command causesa Device Access errorifthe file is open 
to Output operations only — thatis, ifa LIST,PRINT, SEARCH, or WRITE command has been 
executed since the last time the file was opened. 


Attempting to execute an APPEND command while the tape is positioned to the beginning ofa 
file marked NEW, LAST, or SECRET causes a MT File error message to appear on the 
display. 


If the APPEND command attempts to input a line that exceeds the current length of the text 
buffer, execution is terminated and a Text Buf. Overflow error message is printed on the 
display. After the message appears, the text buffer contains inputted lines up to, but not 
including, the line that overflowed the text buffer. 


An Editing Example 


The following example shows how the APPEND command adds previously stored lines to the 
current text. 
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LIST 
SO: FOR K=1 TO N-1 
66:FOR I=K+i TON 
POSMFACT KO“ ACK 9K) 
SBS ACT, K=M 
SO;FOR J=K+i TO N+1 
LBOI ACT, JO=ACTs JO-MKACKs JD 
LiG: NEAT J 
120:NEXT I 
13Q° NEXT K 


FINI 
A 36 


LIST 
> PRINT Walt SIZE OF MATRIX- ROWS, COLUMNS: "; 


i eee 2 ee be 


60:FOR I=K+1 TO N 

AE ah a 
SG:ACI,K I= 

98: FGR exe TO H+i 
10O2:ACI,J9=ACI, JO-MEACK, UD 
118; NEXT J 

126: NEXT I 

13@:WHEXT K 


The initial listing in Example 1 shows that the text buffer contains nine lines of text. The lines 
are BASIC program statements entered without program line numbers. 


Thecommand FIN1 is executed to open file 1 on the internal magnetic tape and position the 
tape head to the beginning of the file. Then the command A 50 is executed. 


When the APPEND command is executed, the contents of file 1 are brought into the text buffer 
and placed immediately before line 50 of the current text. A new listing shows that ten lines 
have been added to the text buffer. The appended lines are the unnumbered lines in the new 
listing. 
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None of the BASIC statements in Example 1 have BASIC program line numbers. The program 
line numbers were omitted from the statements in the text buffer and on file 1 to avoid the 
problem of keeping line numbers in sequence (the EDITOR command APPEND does not 
resequence BASIC program line numbers). After the APPEND command is executed and all 
editing is complete, you may create BASIC program tine numbers by executing an appropriate 
RENUMBER command, then the SWN (Save With Number) command. For more information 
on how to create BASIC program line numbers in this way, refer to the explanation of the SWN 
command. 


4051R06 EDITOR @ 6-9 


6-10 


NOTES 


4051R06 EDITOR 


1/O Commands 
FIND 


= The FIND Command 


Syntax Form: 


F [1/O address] [numeric constant | 


Descriptive Form: 


FIND [1/Oaddress} [ file number ] 





PURPOSE 


The FIND command positions the magnetic tape to the beginning of a specified file on a 
peripheral device, and opens the file for access by Input/Output operations. 


EXAMPLES 


FIN 

FINS 
FIN@23°5 
FIN@2Z9, 2725 


EXPLANATION 


The FIND command allows an I/O address and a file number to be specified.’ The FIND 
command positions the tape so that the READ/WRITE (magnetic tape) head is at the beginning 
of the desired file on the peripheral device, and “opens” the file for access by Input/Output 
operations. For example, the command FIN@29:5 listed above positions the tape to the 
beginning of the storage area on file 5 of device 29, and opens the file for access by 
Input/Output operations. 


Ta fila name cannot be specified. The EDITOR is not intended for use with “file management” devices, that is, 
devices that require file names and passwords. 
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Default Values 


If the |1/O address is omitted in a FIND command, the internal magnetic tape is selected as the 
peripheral device by default. if the file number is omitted, the EDITOR supplies the vaiue 0 by 
default, and performs a REWIND function on the specified device. 


Forexample, thecommand FINS positions the internal magnetic tape to the beginning of file 
5 and opens the file for access by Input/Output operations. Thecommand FIN@29: rewinds 
the magnetic tape on device 29, and the command FIN rewinds the internal magnetic tape. 


Notes on the Command Syntax 


When entering a FIND command from the keyboard, do not enter any blank spaces between 
the I/O address and the file number. For example, the command FIN@29: 5 causes asyntax 
error. 


Error Messages 


if a non-existent internal magnetic tape file is specified in a FIND command, the EDITOR 
returns a MAG TAPE FILE NOT FOUND error message. 


Finding the LAST File 


As in BASIC, the magnetic tape head may be positioned to the LAST (dummy) file by 
specifying the appropriate file number in a FIND command. The tape is automatically 
positioned to the beginning of the file header in preparation for creating new files with the 
MARK command. When a MARK command is executed after finding the LAST file, the dummy 
file is overwritten with new files as they are created, and anew dummy file is created on tape as 
the LAST file. 


Accessing the Tape File Header 


As in BASIC, ifa magnetic tape status parameter is changed by a special PRINT command, the 
FIND command positions the tape to the beginning of the specified file header instead of to the 
beginning of the storage area. This allows direct access to the file header. Information in the 
header can be changed or deleted, or new information can be added.’ For example, when the 
following EDITOR commands are executed, all of file 1 beginning with the file header is loaded 
into the text buffer and printed on the display: 


PRI@33.058.5. 1 
FINI 

OLD 

LIS 


2 A tape fila header can be changed as long as the header meets the minimum format requirements described in 
the Graphic System Reference Manual under the topic ‘‘Changing a Tape File Header’ in the explanation of the 
FIND command. 
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The first command shown above changes the internal magnetic status parameter to “no 
header” format. This causes the EDITOR to position the tape to the beginning of the header on 
file number 1 when the command FIN1 is executed. (The EDITOR assumes that the file 
header is the first logical record in the storage area because a "no header” format has been 


specified.) 


Executing the command OLD brings the file header into the text buffer along with the 
contents of file 1. The file header is now available for editing using the keyboard and LINE 
EDITOR keys. 


After a file header is changed, the new information can be stored on the tape file using an 
EDITOR SAVE, SWN, or WRITE command. Executing the EDITOR command PRI@33,0:0,0,0 
returns the internal magnetic tape status parameter to its normal vatue. 


Opening a Magnetic Tape File 


Opening atape file by specifying the file number in a FIND command makes the contents ofthe 
file available to EDITOR Input/Output commands APPEND, OLD, INPUT, MARK, PRINT, 
SAVE, SKIP, SWN, or WRITE. For example, after file 5 on device 29 is opened by executing the 
command FIN@29:5 , file 5 is prepared for access by Input/Output commands that specify 
peripheral device 29. 


Once a file is open, it remains open until a subsequent EDITOR command closes the file. 


Closing a Magnetic Tape File 


Certain EDITOR Input/Output commands automatically “close” the file that is currently open 
on the specified peripheral device. After a file is closed, it is unavailable to Input/Output 
operations until it is reopened by a FIND command. 


Closing a file places an end-of-file mark after the last record in the file. If the command that 
closes the file is an Output command, closing the file also forces any information remaining in 
the magnetic tape buffer onto the tape file.” 


The following EDITOR commands close the current file after the Input or Output operation is 
completed: 


APPEND 
FIND* 
OLD 
MARK 
SAVE 
SWN 


3 . , , ‘ : ‘ 
The magnetic tape buffer is a portion of memory used for intermediary storage of text during Input/Output 
operations. 


“when the FIND command is executed, the EDITOR closes the file that is currently open on the device, and opens 
the file specified by the command. 
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After any of the above commands are executed, the open file on the specified device is closed 
and unavailable for access. Before another I/O operation is performed on the file, the file must 
be reopened by executing the FIND command again. 


If one of these commands specifies a device other than the internal magnetic tape, the 
command closes any open file on the internal magnetic tape as well as on the specified external 
device. Pressing user-definable key 5 (the RETURN TO BASIC overlay key) closes all open 
files in the system. 


The INPUT and SKIP commands also close the current file if an attempt is made to read beyond 
the physical or logical end of the file (refer to the explanations of the INPUT and SKIP 
commands). 


EDITOR Input/Output Commands that Do Not Close the Current File 
The following commands do not close the open file on the specified peripheral device: 


INPUT 

LIST 

PRINT 

SEARCH 

SKIP aa 
WRITE 


After any of these commands are executed, the file involved in the I/O operation is still open 
and available for another Input or Output operation. For example, after the WRITE command 

outputs text to a tape file, the file remains open for Output operations. Thus you may execute 
WRITE commands repeatedly without executing the FIND command again, or execute a SAVE 
after a WRITE command without having to reopen the file. 


The commands LIST, PRINT, and WRITE piace a logical end-of-file mark after the last record 
stored on the tape, but do notclose the file. Ifanother Output command is executed, lines sent 
to the file overwrite that end-of-file mark, and anew end-of-file mark is placed at the end of the 
newly stored lines. 


Special Uses for the FIND Command 


To close an open file on a particular device, you need only execute a FIND command that 
specifies a different file on the device. The reason for this is that the FIND command closes any 
open file on the device before opening the file specified in the command. 
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For instance, after the WRITE command is used to output text to file 5 on device 29, you may 
close the file by executing acommand suchas FIN@29:1 .Whenthecommand FIN@29:1 Is 
executed, file 5 is closed and file 1 is opened. 


It can be important to close a file in this manner, since closing a file forces the last information 
in the magnetic tape buffer onto the tape file. If the system power is turned off or the internal 
tape unit removed while a file is still open, text remaining in the magnetic tape buffer does not 
reach the file and is lost. Closing the file ensures that all transmitted text reaches the tape. 
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a, The INPUT Command 


Syntax Form: 


INP {1/0 address ] 


Descriptive Form: 


INPUT [ 1/O address |] 





PURPOSE 


The INPUT command displays one logical record from the file currently open on a specified 
peripheral device, and advances the magnetic tape to the next record on the file. 


EXAMPLES 


INP 

INP@29: 
INP@239, 13: 
INP@29, 38: 


EXPLANATION 


When the INPUT command is executed, the EDITOR brings one logical record (stored line) 
from a magnetic tape file into a temporary buffer, then displays the line on the screen. At the 
same time, the magnetic tape is positioned to the next record on the file. 


The current text is not affected by the INPUT command, since the displayed line is held ina 
temporary buffer and is not sent to the text buffer. 


Before the INPUT command is executed, a file must be opened on the desired peripheral 
device by executing a FIND command. When the INPUT command is executed immediately 
after the FIND command, the first logical record of the open file appears on the display, and the 
tape advances one logical record on the file. 
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After the INPUT command is executed, the file remains open for access by EDITOR 
Input/Output commands. For example, another INPUT command can be executed without 
executing the FIND command again. This time, the second logical record of the open file 
appears on the display, and the tape moves forward one more record, 


You may execute the INPUT command repeatedly, to display successive logical records and 
advance the tape one logical record ata time. Or, you may use the FIND and SKIP commands 
to position the tape toa particular logical record, then execute an INPUT command to display 
the record on the screen. 


Whether the tape is positioned to the beginning of a file using the FIND command, or to a 
particular logical! record using FIND and then INPUT or SKIP, the INPUT command displays 
the logical record that is currently positioned at the tape head. 


Default Values 

When no I/O address is specified in the INPUT command, the peripheral device is the internal 
magnetic tape by default. Thatis, thecommand INP displays one logical record from the file 
currently open on the internal magnetic tape, and positions the tape to the beginning of the 
next record on the file. 


The Difference Between SKIP and INPUT 


Both the SKIP and INPUT commands reposition the magnetic tapeona peripheral device. The 
INPUT command displays one logical record, and moves the tape to the beginning of the next 
record on the file. However, the SKIP command is used to move the tape forward a specified 
number of logical records, and does not display records on the screen. {Refer to the 
explanation of the SKIP command.) 


The Difference Between BASIC INPUT and EDITOR INPUT 


Like the EDITOR INPUT command, the BASIC INPUT command inputs one logical record 
from a specified device, and positions the tape head to the beginning of the next record. 
However, instead of being held in a temporary buffer, the data is brought into memory and 
assigned to a variable specified in the INPUT command. 


Executing the command INP@29:A$ andthen PRI A$ in BASIC is analagous to executing 


thecommand INP@29: under EDITOR contro!. The only difference is that the EDITOR com- 
mand INP@29: displays a line on the screen, but does not store it for later use. 
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Error Messages 

Ifthe INPUT command attempts to input a logical record from an empty internal magnetic tape 
file or an internal magnetic tape file that has a header marked NEW, SECRET, or LAST, the 
EDITOR returns a MT File error message. 


If no file is open on the peripheral device, executing an INPUT Command causes a 
MT File error. 


Attempting to execute an INPUT command causesa Buffer Access error if the file is open to 
Output operations only—that is, if a LIST, PRINT, SEARCH, or WRITE command has been 
executed since the last time the file was opened. 


Ifthe INPUT command attempts to move the tape beyond the physical or logical end of the file, 
a Device at EOF error message appears on the display, and the file is closed to Input/Output 


operations. 


Special Uses for the INPUT Command 


The INPUT command may be used to check the position of the tape after SKIP or INPUT 
commands have repositioned the tape. 


The INPUT command allows you to view the first line of a file without bringing the file into the 
text buffer. 


The INPUT command may be used to position the magnetic tape to a particular logical record 
within a file before performing an Input/Output operation. The INPUT command may be used 
before any of the following EDITOR Input/Output commands: APPEND, INPUT, LIST, OLD, 
PRINT, SEARCH, SKIP, SAVE, SWN, and WRITE. 


NOTE 


INPUT is not intended for use before the MARK command. Attempting to execute a 
MARK command can destroy the contents of the magnetic tape if the tape is not 
positioned to the beginning of a file. 


The INPUT command can be used to read the status of an external peripheral device or to clear 
an error condition that has occurred onthe device. For example, if device 29 on the GPIB is the 
TEKTRONIX 4924 Digital Cartridge Tape Drive, you may execute the command INP @29,30: 
to obtain an error message number and clear the error. 
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An Editing Example 


The following example shows the INPUT command being used to move the tape and display 
lines on the screen. 


Example 1 — 

FINS 

ULD 

LIST 
; 166 REM #% SUBROUTINE 
7116 FRINT “ENTER CONSTANTS: " 
-iz6 FUR I=1 TO K 
"120 PRINT "Bc"E ts" os"s. 
©1486 INPUT BCT; 
©1506 NEXT I 
:1e8 PEIHT "END OF INPUT" 
;irfh RETURN 

FIN? 

INP 

lobe REM ¥* SUBROUTINE 

INP 

116 PRINT “ENTER CONSTANTS: “ 

INP 

126 FOR I =1%TON 

INP 

136 PRINT "Beovs Tg" oe"s 

INF 

146 INPUT BCT: 

IHP 

{156 WEXT I 

IHF 


164 PRINT “END OF INPUT" 


INP 
176 RETURN 


fn Example 1 the commands FIN2 , OLD , and LIST are executed to open file 2 on the 
magnetic tape, bring the file into the text buffer, and list the lines on the display. Then the com- 
mand FIN2 is executed to reopen file 2, and the INPUT command is executed eight times. 
Each time the INPUT command is executed, the EDITOR displays a logical record from file 2, 
and positions the tape head to the beginning of the next record. Lines displayed on the screen 
by the INPUT command are not preceded by an EDITOR colon (:) 
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The MARK Command 


Syntax Form: 


MA [ numeric constant ] [ , UE numeric constant 1] 


Descriptive Form: 


MARK [ number of files ] [ . [number of bytes per file ] ] 





PURPOSE 


The MARK command reserves space on the internal magnetic tape for a specified number of 
files. 


EXAMPLES 


MA 

MA 10s; 

MA 55128 
MA 255128 


EXPLANATION 


The MARK command is almost identical to its BASIC counterpart. Just as in BASIC, files are 
formatted in 256-byte physical records unless a special PRINT command instructs the 
EDITOR to mark files in 128-byte physical records. The first physical record of each file serves 
as the file header, and the fiie storage area begins with the second physical record. 


When the MARK command ts executed, the specified number of files are created on the 
internal magnetic tape, starting at the current position of the magnetic tape head. The file 
header for each newly created file is marked NEW, and the final “dummy” file has a file header 
marked "LAST." 


Files are marked to have a minimum of 768 bytes. The exact iength of the new files is 
determined by the number of bytes specified as the second parameter in the MARK command. 
Ifthe specified number of bytes is nota multiple of 256, the EDITOR takes the new file size to be 
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the next highest multiple of 256. forexample, when the command MA 2,2000 is executed, the 
EDITOR marks two files having 2048 bytes each, because 2048 is the next highest multiple of 
256. 


After the MARK command is executed, the tape is positioned to the beginning of the LAST file 
just created. If another MARK command is immediately executed, additional files are marked 
on the tape. 


You may execute a MARK command while the tape is positioned to the beginning of any file on 
the internal magnetic tape. As in BASIC, however, any old information stored underneath and 
beyond the newly marked files, is lost. 


NOTE 


Execute the MARK command only when the tape is positioned to the beginning ofa 
file. Executing a MARK command after a SKIP or INPUT command can destroy the 
contents of the tape. If this happens, the tape must be re-marked. 


Changing the Tape Format 


internal status parameters can be changed to give a different file marking format. If the special 
PRINT command PRI@33,0:1,1,1 is executed, files are created without a file header; are 
marked in 128-byte physical records; and are marked without using the "Checksum" error 
checking technique. This allows the EDITOR to make digital tape recordings in a format 
compatible with other recording devices—a TEKTRONIX 4923 Digital Tape Recorder, for 
example. (Refer to the PRINT command for more information about changing the tape format.) 


Default Values 

When the number of bytes is not specified ina MARK command, the EDITOR marks files to be 
768 bytes long. If the number of files is not specified, only a LAST file is marked, and no new 
files are created. 


For instance, the command MA creates a LAST file that is 768 bytes long. The com- 
mand MA 10, marks ten files of 768 bytes each, andthe command MA ,5120 marks one file 
of 5120 bytes. 


Notes on the Command Syntax 


When only the first parameter is entered, the delimiter may be omitted without altering the 
meaning of the command. For example, the command MA5, isthe same as MAS5 . Both 
commands tell the EDITOR to mark five new files of 768 bytes each. 
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Differences Between BASIC MARK and EDITOR MARK 


— BASIC requires both the number of files and the number of bytes per file to be 
specified ina MARK command. The EDITOR aliows these parameters to be omitted. 


— TheEDITOR command MARK does not allow an I/O address to be specified. Files are 
marked on an external device by executing a PRINT command (see “Marking Files on 
an External Device’). 


Marking Files on an External Device 


To mark new files on a peripheral device other than the internal magnetic tape, execute a 
PRINT command that specifies 28 as the secondary address. For instance, the command 
PRI@3,28:5,2048 creates five new files of 2048 bytes each on device 3 on the GPIB (General 
Purpose Interface Bus). This enables you to mark files on any device (a 4924 Digital Cartridge 
Tape Drive, for example) while the system is under EDITOR control. 
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The OLD Command 


Syntax Form: 


O [1/O address ] 


Descriptive Form: 


OLD [1/O address |] 





PURPOSE 


The OLD command clears the text buffer, then brings logical records into the text buffer from 
the file currently open on a peripheral device. If no peripheral device is specified, the OLD 
command inputs logical records (stored lines) from a file on the internal magnetic tape. 


EXAMPLES 


NLD 
OLBEZS: 
OLD@29.4: 


EXPLANATION 


The OLD command allows an I/O address to be specified. When the OLD command is 
executed the EDITOR clears (erases) the text buffer, then loads logical records into the text 
buffer from the specified peripheral device. For example, the command OLD@2z9: listed 
above clears the text buffer, then inputs stored lines from the file currently open on device 29. 


Before the OLD command is executed, a file on the chosen peripheral device must be 
“opened” by executing a FIND command. The FIND command positions the READ/WRITE 
(magnetic tape) head to the beginning of the file, and opens the file for access by Input/Output 
commands. Unless a FIND command is executed to position the tape and open a file, 
attempting to execute the OLD command erases the text buffer and causes a MT File error 
message to appear on the display.” 


5 : F : ; ; 
For this reason, you must be careful not to execute an OLD command unintentionally by entering © and pressing 
RETURN. (f a FIND command has not been executed, an error message appears and the entire contents of the 
text buffer are lost. 
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After executing a FIND command, you may position the tape to a particular togical record 
within the file by executing a SKIP command. Using the SKIP command to position the tape to 
a particular logical record, allows you to input part of a magnetic tape file instead of the entire 
file. (Refer to the FIND and SKIP commands for more detailed explanations.) 


Whether the tape is positioned to the beginning of the file using the FIND command, or toa 
particular logical record using FIND and then SKIP, the OLD command inputs all logical 
records from the current position of the tape head to the end of the file. After the OLD 
command is executed, the file is closed and no longer available for access by Input/Output 
commands. 


Default Values 


When no 1/O address is specified in the OLD command, the peripherai device is the internal 
magnetic tape by default. Thatis, the command O clears the text buffer, then brings logical 
records into the text buffer from the file currently open on the internal magnetic tape. 


The Difference Between OLD and APPEND 


The OLD command deletes the current contents of the text buffer before inputting lines, but 
the APPEND command does not. That is, APPEND is used to add lines to the current text, but 
OLD is used to replace the current text with previously stored lines. 


The Differences Between BASIC OLD and EDITOR OLD 


The differences between the BASIC command OLD and the EDITOR command OLD are as 
follows: 
— Partial files may be brought in under EDITOR control, by using SKIP or INPUT 


commands to position the tape to a particular logical record within a file. In BASIC this 
can only be done using INPUT commands. 


— BASIC’s OLD command examines program statements for syntax errors, and 
rearranges statements according to their BASIC program line numbers. Also, if two 
statements have the same program line number, BASIC’s OLD command inputs only 
the second of the statements. 


The EDITOR’s OLD command does not perform these functions. The EDITOR sees 
BASIC program line numbers and statements as free text, and does not recognize 
BASIC syntax errors. 
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— Attempting to execute an OLD command when no file is open on the specified device, 
causes an error both in BASIC and under EDITOR control. In BASIC, the error does 
not affect the program currently stored in memory, but under EDITOR control, the 
entire text is deleted. 


— BASIC’s OLD command cannot input lines that are more than 72 characters long. 
Attempting to input a line that has more than 72 characters causes a NO PROGRAM 
FOUND or STATEMENT TOO LONG error message to appear on the display. 
However, the EDITOR’s OLD command can input lines of any length (up to the current 
size of the text buffer). 


Error Messages 


If no file is open on the specified device, attempting to execute an OLD command causes 
a MT FILE error message to appear on the display. 


Attempting to execute an OLD command causes a Device Access error if the file is open to 
Output operations only—that is, if a LIST, PRINT, SEARCH, or WRITE command has been 
executed since the last time the file was opened. 


lf an OLD command attempts to input logical records from an internal magnetic tape file 
marked NEW, SECRET, or LAST, a MT File error message appears on the display. 


ifthe OLD command attempts to input a line that exceeds the current length of the text buffer, 
execution is terminated and a Text Buf. Overfiow error message is printed on the display. 
After the message appears, the text buffer contains inputted lines up to, but not including, the 
line that overflowed the text buffer. 


An Editing Example 


The following example shows how the OLD command Ciears the text buffer, then brings 
previously stored lines into the text buffer. 
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Example 1 

LIST 
°FOR K=1 TO N-1 
“FOR I=K+1 TO WN 
SM=ACI AK) 7ACKs KD 
SACI, K>=M 
SFOR J=K+1 TO N+1 
SACL JD=ACTs J-MKACKs JD 
sHEXT J 
>NEXT I 
:NEXT K 

FIN4 

OLD 

LIST 


° K=8 

71806 FORMAT <F6.1> 

: READ (5,100) x6 

18 REXO-F CKOd “DE CKD 

IF CABSCFCK)>.LT.CO.5E-39) GO TO 36 


K=K+1 
IF (K.GT.5686) GO TO 26 
XO=X 


GO TO 18 
8 WRITE (6,28) 
: 288 Beet 1X, 4HPROG,4HRAM ,»4HABOR, 4HTED. D 


: 38 WRITE (6,360) 
: 388 Bay C1Xs4HROOT, 4H IS ,F9.4) 


END 

FUNCTION FCX) 
Fexexk3~-1.4738XKK2~-5. 73EKK+6. 763 
RETURN 


END 

FUNCTION DFCX) 

DF = SkX4K2-2.946%4-5,. 738 
RETURN 

END 


The initial listing in Example 1 shows that the text buffer contains nine lines of text. Then the 
command FIN4 is executed to open file 4 on the internal magnetic tape and position the tape 
to the beginning of the file. 


Next the command OLD is executed. The text buffer is cleared of its previous contents, and 
file 4 of the internal magnetic tape is loaded into the text buffer. 


Anew listing shows that the lines of text that appeared in the first listing have been deleted, and 
the text now consists of the lines stored in file 4. 
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= The PRINT Command 


Syntax Form: 


P [t/Oaddress] { string] 


Descriptive Form: 


PRINT [1/OQaddress] { ASCII character string } 





PURPOSE 


The PRINT command outputs an ASCII character string to a specified peripheral device. If no 
peripheral device is specified, the string is printed on the display by default. 


EXAMPLES 


nay 
emmy -— 


PRI CHAPTER 2 
PRI@Z9: CHAPTER 2 
PRIS, 2851,5120 
PRI@S7.6218,452 
PRI@37.26: 1 
PRI@3S.05i,131 


EXPLANATION 


The PRINT command allows an I/O address and an ASCII string to be specified. When the 
PRINT command is executed, the parameter string is sent to the specified peripheral device. 
For example, the command PRI@29:CHAPTER 2 transmits the string CHAPTER 2 to the 
open file on device 29. 


Executing a PRINT command does not change the current contents of the text buffer. When 

the specified string is transmitted to a magnetic tape device, the EDIT OR records the string on 

the tape and places an end-of-record character and an end-of-file mark after the string. if the 

peripheral device is the system display, the string is displayed on the screen, but does not enter 
~ the text buffer. 
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Executing the PRINT command when the tape is positioned to the beginning of the file 
changes the file header name to ASCII TEXT (if this has not been previously done). 


Before executing the PRINT command, you must open a file on the chosen peripheral device 
by executing a FIND command. The FIND command positions the magnetic tape to the 
beginning of the file, and opens the file for access. Unless a file is open on the peripheral 
device, attempting to execute a PRINT statement causes a MT File error message to appear 
on the display. 


Once the file is open, you may position the tape to a particular logical record within the file by 
executing aSKIPorINPUT command. Using SKIP or INPUT commands to position the tape to 
a particular logical record allows you to output the ASCII string to a particular focation in the 
file. (Refer to the SKIP and INPUT commands for more detailed explanations. } 


Whether the tape is positioned to the beginning of the file orto a particular logical record within 
the file, the PRINT command stores the specified string on the tape beginning at the current 
position of the tape head. Any previously recorded information that lies beyond the tape head 
is lost. 


After the PRINT command is executed, the file remains open and avaiiabie for access to Output 
operations. Subsequent Output commands overwrite the end-of-file mark left by the PRINT 
command, and insert a new end-of-file mark when the operation is finished. 


For example, a SAVE command can be executed after a PRINT command, without reopening 
the file. The SAVE command overwrites the previous end-of-file mark, and places a new end- 
of-file mark at the end of the saved lines. 


The PRINT command can be executed repeatedly to output strings toa device. Once aPRINT 
command has been executed, each subsequent PRINT command overwrites the end-of-file 
mark left by the previous PRINT command, and begins storing the parameter string at the 
current position of the tape head. : 


After executing a PRINT command and before turning the system power off or removing the 
internal magnetic tape unit, close the file by executing a FIND command or pressing the 
RETURN TO BASIC overlay key. Closing the file forces any information remaining in the 
magnetic tape buffer onto the tape, so that no part of the string is lost. 


Default Values 


When no I/O address is specified ina PRINT command, the peripheral device is selected to be 
the system display by default. For example, the command PRI@33:CHAPTER 2 records the 
string CHAPTER 2 on the file currently open on the internal magnetic tape. 


@ 4051R06 EDITOR 


1/0 Commands 
PRINT 


When no string is specified in a PRINT command, a blank tine is stored on the peripheral 
device. For example, the command PRI@33: saves a blank line on the file currently open on 
the internal magnetic tape. 


Notes on the Command Syntax 


The EDITOR PRINT command does not require the parameter string to be enclosed in 
quotation marks as the BASIC PRINT command does. That is, the EDITOR command 
PRI@33:CHAPTER 2 is equivalent to the BASIC command PRI@33:"CHAPTER 2” . Both 
commands print the string CHAPTER 2 on the internal magnetic tape. 


When entering a PRINT command from the keyboard, do not enter any blank spaces between 
the |/O address and the parameter string. For example, a command such as 
PRI@33: CHAPTER 2 causes a syntax error. 


Error Messages 


If no file is open on the internal magnetic tape, attempting to output a string to the tape by 
executing a PRINT command causes a MT File error message to appear on the display. 


Executing the PRINT command causesa Device at EOF error message to appear if the file is 
not large enough to hold all of the specified string. When this happens, string characters are 
written on the tape file until the fast byte before the physical end of the file is reached. The 
EDITOR places a logical end-of-file mark in the last byte of the file, and returns the 
Device at EOF error message. The remainder of the string transmitted by the PRINT 
command is not stored on the tape. 


After a PRINT command is executed, the fite remains open to Output operations only. 
Attempting to execute an APPEND, OLD, INPUT, or SKIP command without reopening the file 
causes anerror.A Device Access or Buffer Access error message appears on the display. 
Both messages mean that the specified device is not available for access by Input operations, 
and that the magnetic tape buffer cannot receive information from the device. 
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An Editing Example 
The following examples show the PRINT command being used to output a specified string. 


Example 1 


PRI SECTION C 
SECTION C 


Example 2 


FINS 

PRI@33: SECTION C 
FINIS 

OLD 


LIST 
“SECTION C 


In Example 1 the command PRI SECTION C tells the EDITOR to display the string 
SECTION C on the screen. In Example 2 the command PRI@33:SECTION C tells the 
EDITOR to write the same string on the internal magnetic tape. First the command 

FIN15 opensfile 15 on the internal magnetic tape, then the PRINT command is executed. To 
display the result, the commands FIN15 , OLD , and LIST are executed. The new listing 
shows that file 15 now contains the logical record SECTION C . 
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Duplicating Other Editor Commands 


As in BASIC, the PRINT command can be used to duplicate commands such as FIND, MARK, 
and LIST by specifying the appropriate secondary address.° For example, the EDITOR 
command PRI@20,27:5 is equivalent to the command FIN@20:5 because secondary address 
27 in the PRINT command is secondary address for the FIND operation. 


Marking Files on an External Device 


The MARK command can also be duplicated by a PRINT command that specifies 28 as the 
secondary address. For example, the command PR!@3,28:5,2048 creates five new files on 
device 3. 


Because the EDITOR MARK command does not allow an I/O address to be specified, 
executing a PRINT command with secondary address 28 is the only way to mark files on an 
external device. 


SPECIAL PRINT COMMANDS 


The EDITOR atlows three specia! PRINT commands to be executed in order to change internal 
Status parameters. The first special PRINT command changes the internal magnetic tape 
Status, and affects how files are marked and read. The other special! PRINT commands change 
the status of the microprocessor, and affect the results of Input/Output operations. 


Internal Magnetic Tape Status 


The status byte for the internal magnetic tape unit is changed by a special PRINT command 
that specifies 33 as the primary address, and 0 as the secondary address. The command sends 
information to the EDITOR for later use in marking and reading files. Changing the status byte 
allows the EDITOR to read tapes recorded on external recording equipment. For example, the 
command PRI@33,0:1,1,1 allows the EDITOR to read and write in a format compatible with 
that of the TEKTRONIX 4923 Digital Cartridge Tape Recorder. 


As in BASIC, the special PRINT command consists of the keyword PRINT and the I/O ad- 
dress @33,0: followed by three parameters. Each parameter must be assigned a value of 0or 
1. The value assigned to each parameter determines how files are marked and read until the 
system power is turned off or another PRINT command is executed with different values. The 
first parameter in the PRINT command represents the physical record length; the second 
parameter specifies whether or not the magnetic tape unit is to use the checksum error 
checking technique; and the third parameter selects file header format or non-header format. 


Siepending on the device involved in the operation, other EDITOR Gutput commands may be duplicated by a 
PRINT command. 
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Physical Record Length 


When the MARK command creates files on the internal magnetic tape, the file is divided into 
physical records. The number of bytes in a physical record is determined by the first parameter 
in the special PRINT command. If the value assigned to the first parameter is 1, a physical 
record consists of 256 bytes: if the value assigned is 0, a physical record consists of 128 bytes. If 
no value is specified, the parameter is set to 0 by default. 


lf the first parameter is set to 1, the EDITOR can only read magnetic tapes marked in 128-byte 
physical records. If the parameter is set to 0, the EDITOR can only read tapes marked in 256- 
byte physical records. If the parameter is not set to the appropriate value, attempting to reada 
tape causes a MAG TAPE READ ERROR IN IMMEDIATE LINE error message {to appear on 
the display. 


Checksum 


As in BASIC, “checksum” is a technique used to check for errors when tapes are read or 
recorded.’ If the second parameter in the special PRINT command is assigned the value 0, the 
EDITOR uses the checksum technique during subsequent Input/Output operations. However, 
if the parameter is assigned the value 1, the EDITOR does not use the checksum technique. If 
no value is specified, the parameter is set to 0 by default. 


Once the second parameter is set to 1, the EDITOR can only read tapes recorded without using 
the checksum technique; and after the parameter is reset to 0, the EDITOR can only read tapes 
recorded using the checksum technique. Attempting to read a tape causes a MAG TAPE 
READ ERROR if the parameter is not set to the appropriate value. 


Header Format 


lf the third parameter of the PRINT command is set to 1, the EDITOR marks files in “no header” 
format—that is, the first logical record on the file is treated as a file header, and the second 
logical record on the file is considered to be the beginning of the storage area. 


If an ASCII file has been marked in header format, the tape file header may be accessed by 
setting the third parameter to 1, then executing an OLD command to bring the file into the 
buffer. The first logical record brought into the text buffer is the file header. (Refer to the FIND 
command for more information about accessing a file header.) 


The value 0 or 1 assigned to each parameter in the PRINT command determines how files are 
marked and read until the system power is turned off or another PRINT command is executed 
to assign new values. Turning the system power off resets the parameters to 0, and has the 
same effect as executing the command PRI@33,0:0,0,0 or PRI@33: . Pressing the RETURN 
TO BASIC overlay key does not alter the values assigned to the magnetic tape status 
parameters. 


"The checksum technique is described in the section on Magnetic Tape Status in the Graphic System Reference 
Manual. 
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Some examples of the special PRINT command are given below, with a summary of their effect 
on subsequent magnetic tape operations. 


PRI@0O,0:1,1,1 — 128-byte physical record 
— no checksum 
— non-header format 


PRI@33,0:0,0,0 — 256-byte physical record 
— checksum 
— header format 


PRI@33,0:1,0,1 — 128-byte physical record 
— checksum 
— non-header format 


Microprocessor Status Parameters 


Input and output delimiters are controlled by assigning values to microprocessor status 
parameters in two special PRINT commands. The first special PRINT command specifies the 
/O address @37,26: andcontrols the input and output delimiters (end-of-record characters) 
used during APPEND, OLD, LIST, and SEARCH commands. The second special PRINT 
command specifies the !/O address @37,0: and determines the delimiters that are used when 
a percent sign (%) appears instead of thesymbol @ insubsequent Input/Output commands. 


Changing the ASCII Input/Output Delimiter from CR to CR/LF 


The ASCII Input/Output delimiter is controlled by a special PRINT command. As in BASIC, the 
PRINT command consists of the keyword PRINT and the I/O address @37,26: followed by 
one parameter. The parameter must be assigned a value of 0 or 1. The value 0 or 1 determines 
the Input/Output delimiter to be used until the system power is turned off or the value of the 
parameter is changed by executing another PRINT command. 


Assigning the viaue 1 to the parameter by executing the command PRI@37,26:1 tells the 
EDITOR to insert a LF (LINE FEED) character after each CR (CARRIAGE RETURN) in the text 
when subsequent LIST or SEARCH command output text to a device other than the system 
display. The command also tells the EDITOR to delimit incoming logical records on aLF (LINE 
FEED) character instead of a CR character during subsequent APPEND or OLD operations 
that specify a device other than the internal magnetic tape." 


8 actually each incoming record begins with a LF character and ends with a CR. The EDITOR ignores any char- 
acters found after the CR and before the LF. For exampla: 


Logical Record 1 Logical Record 2 


L Cc L Cc 
elede|}edet:toimfoltete}eteto|e |e 


When an APPEND or OLD command is executed, the EDITOR inputs two logical records (the strings aaa and bbb) but 
does not input the string IGNORE. 
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Assigning the value 0 to the parameter by executing the command PRI@37,26:0 tells the 
EDITOR to use a CR (CARRIAGE RETURN) character as the end-of-record character during 
all Input/Output operations. 


Tapes recorded while the parameter is set to 0 cannot be read while the parameter is set to 1. 


The value 0 or 1 assigned to the parameter in the PRINT command determines the 
Input/Output delimiters until the system power is turned off or another PRINT command is 
executed to assign a different value. Turning the system power off resets the parameter to 0, 
and has the same effect as executing the command PRI@37,26:0 .Pressing the RETURN TO 
BASIC overlay key does not alter the value assigned to the status parameter. 


Selecting an Alternate Input/Output Format 


When the symbol @ appears in an Input/Output command, the EDITOR uses a CR 
(CARRIAGE RETURN) character for the end-of-record character; 255 (hexadecimal FF) for 
the end-of-file mark; and 255 for a character to be deleted upon input or output (255 does not 
represent an ASCII character, so no ASCII character is deleted). 


Whenthesymbol % appearsinthel/O addressinsteadof @ ,the EDITOR uses an alternate 
1/O format that has been established in a special PRINT command. The special PRINT 
command consists of the |/O address (@37,0: followed by three parameters. 


The parameters represent the desired end-of-record character, end-of-file character, and 

character to be ignored (removed from the text upon input or output). The values assigned to 
the first two parameters are ASCII code numbers, and must be in the range 0-255. The value 
assigned to the third parameter may be an ASCII code number, or may be in the range 128-255. 
If the number falls in the range 128-255, no ASCII character is deleted upon input or output. 


For example, executing the command PRI@37,0:10,4,13 prepares the EDITOR for requests 
for an alternate Input/Output format. If subsequent commands specify the symbol % in- 

stead of @ inthe I/O address, the EDITOR uses a LF (ASCII code 10) for the end-of-record 
character; EOT (ASCII code 4) for the end-of-file mark; and CR (ASCII code 13) for the 

character to be removed from incoming or outgoing text. 
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Differences Between BASIC and the EDITOR. BASIC only permits alternate Input/Output 
formats to be used during Input operations, by specifying a% sign in APPEND, OLD, or INPUT 
commands. The EDITOR, however, allows alternate Input/Output formats to be used during 
Output operations PRINT, SAVE, WRITE, SWN, as well as Input Operations APPEND, OLD, 
SKIP, and INPUT. Only the EDITOR commands LIST and SEARCH are not affected by 
specifying an alternate format and entering a % sign in the l/O address. 


Another difference between BASIC and the EDITOR is the treatment of CR (CARRIAGE 
RETURN) characters upon input. BASIC cannot store CR characters in memory. When an 
alternate format is used and an incoming string contains a CR character, BASIC inputs 
characters up to the CR; but the CR character and the remainder of that logical record are lost. 


However, when an alternate Input/Output format is used and the end-of-record character is a 
character other than CR, the EDITOR treats incoming CR characters as text characters. CR 
characters are stored in the text buffer, but are not treated as end-of-record characters and are 
not represented by the symbol specified in the ]= command. 


Resetting the Status Parameters. Once the three parameters have been assigned values ina 
special PRINT command, the aiternate Input/Output format is determined until the system 
power is turned off or another PRINT command is executed to change the values. Pressing the 
RETURN TO BASIC overlay key does not affect the values assigned to the three parameters. 
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The SAVE Command 


Syntax Form: 


SA [ 1/0 address ] [ edit line number ] [ , [ edit line number |] j 


Descriptive Form: 


SAVE [ 1/O address ] [ Starting line number ] i , Lending line number |] ] 





PURPOSE 


The SAVE command outputs a copy of some or all of the current text to a specified peripheral 
device. If no peripheral device is specified, the command saves text on the file that is currently 
open on the internal magnetic tape. 


EXAMPLES 


SAU 
SAU ibs 
SAW 368 
SAU 100. SGU 
SAUE?S 
SHUBES, 188, 


EXPLANATION 

The SAVE commandallows an I/O address, a starting line number, and an ending line number 
to be specified. When the SAVE command is executed, a Copy ofthe current text between and 
including the starting and ending lines is sent to the specified peripheral device. For example, 
the command SAV@29:100,500 transmits lines 100 through 500 of the current text to the 
open file on device 29. 
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Executing a SAVE command does not change the current contents of the text buffer. When a 

copy of the text is transmitted to an output device, the EDITOR removes tne edit line number 

from each line of text, and inserts an end-of-record character. The EDITOR also places an end- 
of-fite mark after the last line recorded on the tape. 


Executing the SAVE command when the tape head is positioned to the beginning of the file 
changes the file header name to ASCII TEXT (if this has not been previously done}. 


Before the SAVE command is executed, a file on the chosen peripheral device must be opened 
by executing a FIND command. The FIND command positions the magnetic tape to the 
beginning of the file, and opens the file for access. Unless a file ts open on the specified device, 
attempting to execute the SAVE command causesa MT File errormessage to appear on the 
display. 


Once the file is open, you may position the tape to a particular logical record within the file by 
executing aSKIP or INPUT command. Using SKIP or INPUT commands to position the tape to 
a particular logical record, allows you to output text to a particular location in the file. (Refer to 
the SKIP and INPUT commands for more detailed explanations.) 


Whether the tape is positioned to the beginning of the file using the FIND command or to a 
particular logical record using FIND and then SKIP or INPUT, the SAVE command stores text 
on the tape beginning at the current position of the tape head. Any previously recorded 
information that lies beyond the tape head, is lost. 


After the SAVE command is executed, the file is closed and no longer available for access by 
Input/Output commands.’ 


Default Values 


When no I/O address is specified ina SAVE command, the peripheral device is selected to be 
the internal magnetic tape by default. If the starting line number is not specified, the first line 
sent to the tape is the first line in the current text. If the ending line number is omitted, the last 
line transmitted is the last tine in the current text. 


Forexample, thecommand SAV outputs acopy ofthe entire text to the file currently open on 
the internal magnetic tape. SAV 100, outputs all text from line 100 on, and SAV ,500 saves 
text up to and including tine 500. 


a the device specified in the SAVE command is the TEKTRONIX 4924 tape unit, the fite is not closed. You 


should close the file by pressing the RETURN TO BASIC key or executing a FINO command that specifies the 
4924 tape unit as the peripherai device. 
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Notes on the Command Syntax 


The edit delimiter (,) may be omitted if the ending line number is not specified. That is, the com- 
mands SAV100, and SAV100 arethesame. Both commands tell the EDITOR to output the 
current text from line 100 on, and store the text on the internal magnetic tape. To store only line 
100 on the tape, you must specify 100 as both the starting and ending line number, and enter 
the command SAV 100,100 . 


When specifying a peripheral device in a SAVE command, do not enter any blank spaces 
between the I/O address and the starting line number. For example, a command such 
as SAV@29: 500 causes a syntax error. 


The Difference Between BASIC SAVE and EDITOR SAVE 


Under EDITOR control you may send lines to a particular location on a tape file by using SKIP 
or INPUT commands to position the tape, then executing a SAVE command. In BASIC this can 
only be done using INPUT commands. 


Error Messages 


If no file is open on the specified peripheral device, attempting to execute a SAVE command 
causes a MT File error message to appear on the display. 


Executing the SAVE command causesa Device atEOF error message to appear if the file is 
not large enough to hold all of the text. When this happens, text is written on the tape file until 
the last byte before the physical end of the file is reached. The EDITOR places a logical end-of- 
file mark in the jast byte of the file, and returns the Device at EOF error message. The 
remainder of the text transmitted by the SAVE command is not stored on the tape. 


The Differences Between LIST and SAVE 


— Asin BASIC, the LIST and SAVE commands differ in their treatment of control 
characters. The LIST command converts the control character to a printable symbol 
before sending it to the specified peripheral device; but the SAVE command does not. 


— Executing the special PRINT command PRI@37,26:1 affects the operation of the 
LIST command, but not the SAVE command (refer to the PRINT command for more 
information). 


— When no I/O address is specified in a LIST command, the display is chosen to be the 
peripheral device by default. But when the peripheral device is omitted in a SAVE 
command, the internal magnetic tape is chosen by default. 
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— When the SAVE command is executed, the EDITOR removes all edit line numbers, 
and transmits only text characters to the specified device. However when the LIST 
command is executed, the EDITOR transmits both edit line numbers and text, and 
inserts a colon (:) immediately before the first text character in each line. 


An Editing Example 


The following example shows the SAVE command being used to output specified lines of text. 


Example 1 


Tr 
—? 
(fa 
—4 


— 


FINS 
SAY 


FINS 


OLE 
LIST 


DAES ORNS tees EGE ee Oe BOS 
Cee ee ee ee ee ee ee ee 


as 


| wi 


DEFINE FORTRAN FUNCTIONS FCK> SAND DFCX> 


FUNCTION FCX) 
FUARRS-1L. 4° SERERS~-5, PSERKFE. PES 
RETURH 
NE 
FUMCTION DECK) 
DF= ZEKE Lo. S4EKK— 5. SE 
FETURN 
EHD 


END OF FORTRAN FUNCTION GEFINITIONS 


FUNCTIUN FOX) 
FHREXS-L FP SRKEKS-O. PSEKK+G. 76S 
RETURN 

END 

FUNCTION DFCH > 

OF = ZeR4K2-2. 9468%-35. 758 

FETURN 

END 


The initia} listing in Example 1 shows that the text buffer contains ten lines of FORTRAN code. 
Thecommand FINS is executed to open file 5 on the internal magnetic tape and position the 
tape to the beginning of the file. Then the command SAV 2,9 instructs the EDITOR to store 
lines 2 through 9 on file 5 of the internal magnetic tape. 


The next three commands input and display the contents of file 5. Because the SAVE command 
closed the file, another FIND command is executed, then the OLD command. A new listing 
shows that lines 2 through 9 of the text have been saved on file 5 as requested. 
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SKIP 
The SKIP Command 
Syntax Form: 
SK [lt/Oaddress] [ numeric constant ] 
Descriptive Form: 
SKIP [1/Oaddress] [ number of logical records to advance the READ/WRITE heads | 
PURPOSE 
The SKIP command moves the magnetic tape forward a specified number of logical records on 
a peripheral device. If no device is specified, the internal magnetic tape is chosen by default. 
EXAMPLES 
SK 
SK 16 
SK¥29: 18 
SK@29,13:18 
EXPLANATION 
The SKIP command is used to position the magnetic tape to a particular logical record within a 
file before performing an Input/Output operation. Executing the SKIP command before an 
Input command allows a portion of a file to be brought into the text buffer: executing the SKIP 
command before an Output command allows text to be sent to a particular location in a file. 
The SKIP command may be executed before any of the following EDITOR Input/Output 
commands: APPEND, INPUT, LIST, OLD, PRINT, SEARCH, SKIP, SAVE, SWN, and WRITE. 
NOTE 
SKIP is not intended for use before the MARK command. Attempting to execute a 
MARK command can destroy the contents of the magnetic tape if the tape is not 
positioned to the beginning of a file. 
4051R06 EDITOR @ 6-43 


1/0 Commands 


SKIP 


6-44 


The SKIP command allows an I/O address and a positive integer to be specified. When the 

SKIP command is executed, the EDITOR moves the tape forward the specified number of 
logical records on the peripheral device. For example, the command SK@29:10 moves the 
tape forward 10 logical records on the file currently open on device 29. 


The contents of the tape file are not altered by a SKIP command: logical records are "skipped 
over” by the command, but not lost. The skipped records may be accessed again by 
repositioning the tape using FIND and SKIP or INPUT commands. 


Default Values 


If no peripheral device is specified in the SKIP command, the EDITOR moves the tape on the 
internal magnetic tape. For example, the command SK 10 advances the tape 10 logical 
records on the internal magnetic tape. 


If the number of logical records is omitted in a SKIP command, the EDITOR moves the tape 
forward 65536 records by default. 


Notes on the Command Syntax 


When entering a SKIP command from the keyboard, do not enter any blank spaces between 
the 1/O address and number of logical records. For example, a command such 
as SK@29: 10 causes a syntax error. 


Error Messages 


lf a SKIP command attempts to move the tape beyond the physical or logical end of the file, 
a Device at EOF error message appears on the display, and the file is closed to further 
Input/Output operations. This means that the number of logical records specified in a SKIP 
command must not exceed the number of records that remain on the file beyond the current 
position of the tape head. For example, if there are three logical records between the current 
position of the tape head and the end-of-file mark, executing the command SK 4 causes a 
Device at EOF error and closes the file. 


Special Uses for the SKIP Command 


Editing a Very Large File. The SKIP command can ease the process of editing a very large file. 
Instead of bringing the entire file into the text buffer, input part of the file. Start by executing a 
FIND command, then position the tape to some record within the file using a SKIP command. 
Next execute an OLD command to input the portion of the file that lies beyond the current 
position of the tape head. 
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Inputting a portion of a file instead of the entire file leaves more free space in the text buffer, and 
thus more room for text to be inserted during editing. 


When you finish editing a portion of a file, return the corrected text to its original location on the 
tape by reopening the file and executing the SKIP command again, followed by aSAVE, SWN, 
or WRITE command. You should use the same SKIP command you used before bringing the 
lines into the text buffer. For example, if youexecuted FINS , SK 50 ,and OLD toinputall 
but the first 50 lines of the file, the commands FIN3 , SK 50 , and SAVE output the 
corrected lines to their original location on the tape file. 


Editing a File that is Too Large for the Text Buffer. The SKIP command enables you to edit a file 
that is too large to fit into the text buffer. If a file exceeds the current size of the text buffer, 
executing an OLD command causes a Text Buf. Overflow error message to appear on the 
display. After the message appears, the text buffer contains inputted lines up to, but not 
including, the line that overflowed the text buffer. 


To access the entire file, proceed as follows: 


1. Execute the OLD command and obtainthe TextBuf. Overflow errormessage. At this 
point you may edit the portion of the file that has been successfully brought into the text 
buffer. If you need extra space in the text buffer for inserting new text, delete as many lines 
as needed from the end of the text buffer. 


2. Reopen the file and execute a SKIP command that "skips over” the records already 
edited. 


3. Execute the OLD command again. If no error message appears, the remainder of the 
file has been successfully brought into the text buffer and may be edited. 


Howeverifa Text Buf. Overflow message appears when the OLD command is executed, 
edit the current contents of the text buffer, and return to step 2 of the above procedure. 
Continue in this manner until the entire file has been accessed. 


Saving the Edited Text. Each time a portion of the file is accessed and edited using the 
procedure outlined above, the corrected text should be saved on a second file that is at least as 
large as the first one. When storing text on the second file, you must use the SKIP command to 
ensure that each transmitted portion reaches the appropriate location on the file. After all text 
has been edited and stored, the second file is acomplete and corrected version of the first file. 
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An Editing Example 


The following examples show the SKIP command being used to position the magnetic tape 
before Input/Output operations. 


Example 1 

FINI 

OLD 

LIST 
: err I=i,NCHAR. 4 
; IFCNCHAR~-I.LT.32 J=NCHAR-I+1} 
: K=¢(143)74 
: JEN=I+J 
: EHCODEC4,. 10, KA4CK) CKALC J), Jel, JEN? 
: 18 FORMAT ¢A4:> 
:28 CONTINUE 
: RETURH 
: ENG 

FINI 

SK 32 

OLD 

LIST 
: K=( 143574 
: JEN=I+J 
: EHCODEC4.1@,KA4¢K) CKALCJ5, J=1, JEN? 
: 18 FORMAT CA4> 
28 CONTINUE 

RETURN 
END 
Example 2 
FINi 
SK 6 


INP 
10 FORMAT ¢A4) 
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Example 3 
FIW2 
OLO 
LIST 
: J=J+1 
: IF (J.GT.1> RETURN 
: H=N+! 


BPEL 8, @+3 


I 
: IF (BUFF<¢J>.NE. 748) GO TO 48 
: INCN>=TABL63¢ BUFF (CJ+1 541522 
° J=Jj+1 
: GO T0 36 

FINZ 

Sk 3 

SAY 

FING 

OLD 

LIST 


J=J+1 

IF (J.GT.1)> RETURN 

N=H+1 

IF (BUFFCJ>.NE.748> GO TO 48 
INCN)=TABL63 (BUFF (Jt1>+1,2) 
J=J+1 

GO TO 38 


Example 1 shows the SKIP command being used before the OLD command. First the com- 
mands FIN1 ,OLD ,and LIST are executed to input and list on the display the contents of 
the first file from the internal magnetic tape. The listing shows that the file consists of ten lines 
of FORTRAN code. 


The command FIN1 reopens the file and positions the tape to the beginning of the file. Next 
the command SK 3 advances the tape three logical records on file 1. Then the com- 
mand OLD is executed. 


Because the tape is positioned to the beginning of the fourth record on the file, the first three 
logical records of file 1 are "skipped" when the OLD command is executed. A listing shows that 
only the last seven lines from file 1 have been brought into the text buffer for editing. 


In Example 2 the SKIP command is executed before the INPUT command. First the com- 
mand FIN1 reopens file 1 and positions the tape to the beginning of the file. Next the com- 
mand SK 6 advances the tape six logical records on file 1. Then the command INP is 
executed. 


4051R06 EDITOR @ 6-47 


1/O Commands 
SKIP 


Because the tape is positioned to the beginning of the seventh record on the file, executing the 
INPUT command causes the seventh logical record of file 1 to appear on the display. 


Example 3 shows the SKIP command being used before the Output command SAVE. First the 
command FIN2 ,OLD ,and LIST areexecuted to input and list on the display the contents 
of file 2 of the internal magnetic tape. The listing shows that the file consists of three lines of 
FORTRAN code. Then the text buffer is cleared by the command DEL 0O,0+3 andthe INSERT 
command is used to create four new lines of code. 


The command FIN2 reopens the file and positions the tape to the beginning of the file; 
then SK 3 advances the tape three records on file 2; and the command SAV is executed. 
Because the tape is positioned to the beginning of the fourth record on the file, the first three 
logical records are “skipped” when the SAVE command is executed. After the SAVE command 
is executed, a new listing shows that the newly created lines have been stored immediately 
after the third logical record on file 2. 
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The SWN (Save With Number) Command 


Syntax Form: 


SWN [ 1/O address | [ edit line number ] [ . L edit line number | ] 


Descriptive Form: 


SWN [ 1/O address ] [ starting line number ] [ . [| ending tine number | ] 





PURPOSE 


The SWN command sends a copy of some or all of the current text to a specified peripheral 
device. Edit line numbers are saved as part of the text. If no peripheral device is specified, the 
SWN command sends lines of text and their edit line numbers to the file that is currently open 
on the internal magnetic tape. 


EXAMPLES 


SWN 

SHUN 186; 

SWN , 588 

SHN 198.588 
SHN@ 29: 
SHNG29: 148, 
SHNE 29: . 588 
SWN@29: 186,588 


EXPLANATION 


The SWN (Save With Number) command allows an 1/O address, a starting line number, and an 

ending line number to be specified. When the SWN command is executed, a copy of the current 
text between and including the starting and ending lines is sent to the specified peripheral 
device. Edit line numbers are transmitted along with the text. For example, the com- 

mand SWN@29:100,500 outputs lines 100 through 500 along with their edit line numbers to 
the open file on device 29. 
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Edit tine numbers are sent to the device, but not the colon (:) the EDITOR uses to separate edit a 
line numbders from text in tistings. 


Executing a SWN command does not change the current contents of the text buffer. When a 
copy of the line numbers and text is transmitted to an output device, the EDITOR inserts an 
end-of-record character for each line of text, and places an end-of-file mark after the last line 
recorded on the tape. 


Executing the SWN command when the tape is positioned to the beginning of a file changes 
the file header name to ASCII TEXT (if this has not been previously done). 


When the SWN command is executed, one blank line is created on the file immediately before 
the first line stored by the command. If the stored text is a BASIC program, the blank line 
cannot be detected by the BASIC Interpreter. 


Before the SWN command is executed, a file on the chosen peripheral device must be opened 
by executing a FIND command. The FIND command positions the magnetic tape to the 
beginning of the file, and opens the file for access. Unless a FIND command is executed to 
position the tape and open a file, attempting to execute the SWN command causes 

a MT File error message to appear on the display. 


Once the file is open, you may position the tape to a particular logical record within the file by 

executing a SKIP or INPUT command. Using SKIP or INPUT commands to position the tape to aor 
a particular logical record, allows you to output text to a particular location in the file. (Refer to 

the SKIP and INPUT commands for more detailed explanations.) 


Whether the tape is positioned to the beginning of the file using the FIND command or to a 
particular logical record using FIND and then SKIP or INPUT, the SWN command stores text 
on the tape beginning at the current position of the tape head. Any previously recorded 
information that lies beyond the tape head, is lost. 


After the SWN command is executed, the file is closed and no longer available for access. 


Format 


Edit line numbers saved by the SWN command become part of the text and no longer serve as 
edit line numbers. When the text is brought back into the text buffer and fisted on the display, 
the format is as follows: the colon that precedes each line of text is followed by a blank space. 
The next four character positions in the line contain the edit line number saved by the SWN 
command. One or more of these positions may be blank, depending on the number of digits in 
the line number, and all four positions are blank if the line was unnumbered. Another blank 
space follows, then the remainder of the text begins in the seventh character position. For an 
illustration of the format, see “An Editing Example” in this explanation. 
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Default Values 


When no I/O address is specified ina SWN command, the peripheral device is selected to be 
the internal magnetic tape by default. If the starting line number is not specified, the first line 
sent to the tape is the first Jine in the current text. If the ending line number is omitted, the last 
line transmitted is the last line in the current text. 


Forexample, thecommand SWN outputs acopy of the entire text including edit line numbers 
to the file currently open on the internal magnetic tape. SWN 100, outputs all line numbers 
and textfrom line 100 on, and SWN ,500 saves line numbers and text up to and including line 
500. 


Notes on the Command Syntax 


The edit delimiter {,) may be omitted if the ending line number is not specified. Thatis, the com- 
mands SWN 100, and SWN 100 are the same. Both commands teil the EDITOR to output 
the current edit line numbers and text from line 100 on. To store only line 100 on the tape you 
must specify 100 as both the starting and ending line number, and enter the command 
SWN 100,100 . 


When specifying a peripheral device in a SWN command, do not enter any blank spaces 
between I/O address and the starting line number. For example, the command 
SWN@z29: 100,500 causes a syntax error. 


The Difference Between SWN and SAVE 


The only difference between the SWN and SAVE commands is that SWN stores edit line 
numbers along with the text, but the SAVE command does not. If the specified lines of text are 
unnumbered, the SWN and SAVE commands perform the same function; however, six blank 
spaces precede each line stored by the SWN command. (These six spaces include the four that 
would have been used to store the edit line number if the line had been numbered.) 


Differences Between SWN and LIST 


One difference between the SWN and LIST commands is that SWN closes the file, but LIST 
does not. That is, the LIST command can be executed repeatedly without executing another 
FIND command, but the SWN command cannot. 


Another difference is that the LIST command outputs a colon (:) before the first text character 
in each line, but the SWN command does not. 


The LIST and SWN commands also differ in their treatment of control characters. The LIST 


command converts the control character to a printable symbol before sending it to the 
specified device; but the SWN command does not. 
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Error Messages 


lf no file is open on the internal magnetic tape, executing aSWN command to output text to the 
tape causes a MT File error message to appear on the display. 


Executing the SWN command causes a Device at EOF error message to appear if the file is 
not large enough to hold all of the edit line numbers and text. When this happens, text is written 
on the tape file until the last byte before the physical end of the file is reached. The EDITOR 
places a logical end-of-file mark in the last byte of the file, and returns the Device at 

EOF error message. The remainder of the line numbers and text transmitted by the SWN 
command are not stored on the tape. 


For information about how large a file must be marked in order to store the current text, refer to 
the explanation of the LASTLINE command. 


Special Uses for the SWN Command 


The SWN command can be used to create BASIC program line numbers. When using the 
EDITOR to write a BASIC program, you may enter the statements without program line 
numbers, execute an appropriate RENUMBER command, then use the SWN command to 
convert edit line numbers into program line numbers. This method is illustrated below in "An 
Editing Example. “ 


An Editing Example 


The following example shows the SWN command being used to output specified lines of text 
along with their edit line numbers. 


Example 1 

LIST 
460: FUR R=K+i TO 
S7A°TF BESCACRAKD) <= ABSCACL,K>) THEN 438 
4S63L=R 
44B5HEXT FR 
Saea:IF L=K THEN elk 
Si6:FOR P=1 To Hel 
SZa:T=ACK. FD 
S3AACK« AFIHHCL EPS 
542 ACL» P3=T 
SSA: NEXT F 

FHS 

= EY 


(continued on next page} 
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FING 
GLE 
ee ea | 


466 FOR R=k+1 TO KN 
476 IF ABSCAYR.K)) <= RBSCACL, KI) THEN 498 


; 486 L=k 

: 498 NEXT R 

: S66 IF L=K THEN 618 
* Sib FOR P=1 TO N+i 
s §26 T=ACK,P? 

© S536 ACK«P=ACL« PD 

; 548 ACL, PHT 

: §56 NEXT P 


Example 1 illustrates how you may use the SWN command to create BASIC program line 
numbers, instead of entering each line number from the keyboard. The initial listing shows that 
the text consists of ten BASIC program statements entered without program line numbers. 
Prior to this listing, a RENUMBER command was executed to assign edit line numbers 
460, 470, 480, ... to the text. 


File 3 on the internal magnetic tape is opened using the command FIN3 , then the SWN 
commandis executed. When the SWN command is executed, each BASIC program statement 
is stored on file 3, along with the edit line number that preceded the statement in the text buffer. 


To display the results, file 3 is reopened and the text brought back into the text buffer using the 
commands FIN3 and OLD . Anew listing shows that the numbers previously assigned as 
edit line numbers have been incorporated into the text. The numbers now appear as BASIC 
program line numbers preceding each statement. 
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The WRITE Command 


Syntax Form: 


W [ 1/0 address ] [ edit line number ] [ , [edit line number ] ] 


Descriptive Form: 


WRITE [ (/O address ] [ starting line number ] [ ~ [Lending line number J ] 





PURPOSE 


The WRITE command outputs a copy of some orall of the current text to a specified peripheral 
device. If no peripheral device is specified, the command writes text on the file that is currently 
open on the internal magnetic tape. After text is written on a file, the file remains open for 
access by Output operations. 


The WRITE and SAVE commands perform similar functions. The only difference is that after 
storing text on a tape file, the SAVE command closes the file, but the WRITE command leaves 
the file open to Output operations. 


EXAMPLES 


W 

W 166, 

Wy THe 

W 108.508 
WO29; 

We297 108, 
WWeE9s . 3be 
We29) 166.508 
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EXPLANATION 


The WRITE command allows an I/O address, a starting line number, and an ending line number 
to be specified. When the WRITE command is executed, acopy of the current text between and 
including the starting and ending lines is sent to the specified peripheral device. For example, 
thecommand W@29:100,500 transmits lines 100 through 500 of the current text to the open 
file on device 29. 


Executing aWRITE command does not change the current contents of the text buffer. When a 
copy of the text is transmitted to an output device, the EDITOR removes the edit line number 
from each line of text, and inserts an end-of-record character. The EDITOR also places an end- 
of-file mark after the last line recorded on the tape. 


Executing the WRITE command when the tape head is at the beginning of the file changes the 
file header name to ASCII TEXT {if this has not been previously done). 


Before executing the WRITE command, you must open a file on the chosen peripheral device 
by executing a FIND command. The FIND command positions the magnetic tape to the 
beginning of the file, and opens the file for access. Unless a FIND command is executed to 
position the tape and open a file, attempting to execute the WRITE command causes a 
MT File error message to appear on the display. 


Once the file is open, you may position the tape to a particular logical record within the file by 
executing aSKIP or INPUT command. Using SKIP or INPUT commands to position the tape to 
a particular logical record, allows you to output text to a particular location in the file. (Refer to 
the SKIP and INPUT commands for more detailed explanations.) 


Whether the tape is positioned to the beginning of the file using the FIND command, or toa 
particular logical record using FIND and then SKIP or INPUT, the WRITE command stores text 
on the tape beginning at the current position of the tape head. Any previously recorded 
information that lies beyond the tape head is lost. 


After the WRITE command is executed, the file remains open and available to Output 
operations. Subsequent Output commands overwrite the end-of-file mark left by the WRITE 
command, and insert a new end-of-file mark when the operation is finished. 


For example, a SAVE command can be executed after a WRITE command, without reopening 
the file. The SAVE command overwrites the previous end-of-file mark, and places a new end- 
of-file mark at the end of the saved lines. 


The WRITE command can be executed repeatedly to output portions of the text. Once a WRITE 
command has been executed, each subsequent WRITE command overwrites the end-of-file 
mark left by the previous WRITE command, and begins storing text at the current position of 
the tape head. Thus you may edit and save text in smal! portions, by executing a WRITE 
command each time you finish editing a section of the text. 
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Forinstance, thecommands W1,4 then W5,10 then W11,20 may be executed to transmit lines 
through 20 of the current text to the internal magnetic tape. The final result of executing the 
three commands is the same as if the command W 1,20 had been executed. 


After executing a WRITE command and before turning the system power off or removing the 
internal magnetic tape unit, close the file by executing a FIND command or pressing the 

RETURN TO BASIC overlay key. Closing the file forces any information remaining in the 
magnetic tape buffer onto the tape, so that no transmitted text is lost. 


Default Values 


When no I/O address is specified ina WRITE command, the peripheral device is selected to be 
the internal magnetic tape by default. If the starting line number is not specified, the first line 
sent to the tape is the first line in the current text. If the ending line number is omitted, the last 
line transmitted is the last line in the current text. 


For example, the command W outputs a copy of the entire text to the file currently open on 
the internal magnetic tape. W 100, outputs all text from line 100 on,and W ,500 saves text 


up to and including line 500. 


Notes on the Command Syntax 


The edit delimiter (,) may be omitted if the ending line number is not specified. Thatis, the com- 
mands W100, and W100 are the same. Both commands tell the EDITOR to output the 
current text from line 100 on, and store the text on the internal magnetic tape. Tostore only line 
100, you must specify 100 as both the starting and ending line number, and enter the com- 
mand W 100,100 . 


When specifying a peripheral device in a WRITE command, do not enter any blank spaces 
between the I/O address and the starting line number. For example, the command 
W@z29: 100,500 causes a syntax error. 


The Difference Between BASIC WRITE and EDITOR WRITE 


The EDITOR‘s WRITE command is completely different from BASIC’s WRITE command. In 
BASIC, the WRITE command sends specified data items to a peripheral device in machine 
dependent binary code. However, the EDITOR command WRITE outputs text to a peripheral 
device in ASCII code. 
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Error Messages 


If no file is open on the specified peripheral device, attempting to execute a WRITE command 
causes a MT File error message to appear on the display. 


After a WRITE command is executed, the file remains open to Output operations only. 
Attempting to execute an APPEND, OLD, INPUT, or SKIP command without reopening the file 
causes anerror.A Device Access or Buffer Access error message appears on the display. 
Both messages mean that the specified device is not available for access by Input operations, 
and that the magnetic tape buffer cannot receive information from the device. 


Executing the WRITE command to the internal magnetic tape causes a Device at EOF error 
message to appear if the file is not large enough to hold all of the text. When this happens, text 
is written on the tape file until the last byte before the physical end of the file is reached. The 
EDITOR places a logical end-of-file mark in the last byte of the file, and returns the Device at 
EOF error message. The remainder of the text transmitted by the WRITE command is not 
stored on the tape. 


For more information about how large a file must be marked in order to store the current text, 
refer to the explanation of the LASTLINE command. 


The Difference Between WRITE and SAVE 


The only difference between the WRITE and SAVE commands is that the SAVE command 
closes the file, but the WRITE command does not. That is, the WRITE command can be 
executed repeatedly without executing another FIND command, but the SAVE command 
cannot. 
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The following example shows the WRITE command being used to output specified lines of 


text. 


Example 1 


LIST 
DUG: 
568: 


W » 9568 
W 596,646 


W 660; 
FING 
OLD 
LIST 
:t 


: 16 


+26 


+ 39 


REAGCS. 1 BUFF 

FORMAT CS@@R 1 > 

RUUTINE TO INPUT STRINGS OF LESS THAN 
386 CHARS 

1=361 

ee aa 

IF CI,EQ,1> GO TO 28 

IF (BUFFCIS.EQ.55B) GO TO 1@ 

CONTINUE 

oo LOOP 


J=0 
CONTINUE 


READCS. LoBUFF 

FORMAT (SO8R1 > 

1=561 

CONTINUE 

I=I-1 

IF (I.EQ.12 GO TO 28 

IF CBUFFCI>.E8.55B) GO TO 18 
eae 


J=6 
CONTINUE 


Three WRITE commands are executed in Example 1. The initial listing shows that the text 
consists of fourteen iines of FORTRAN code. The command FIN3 is executed to open file 3 
on the internal magnetic tape and position the tape to the beginning of the file. 
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Next the three WRITE commands are executed. The command W ,560 tells the EDITOR to 
output the text up to and including line 560 to file 3 on the internal magnetic tape. The com- 
mand W 590.640 tells the EDITOR to output lines 590 through 640, and W 660, outputs the 
text from line 660 on. 


To display the results, the contents of file 3 are brought into the text buffer using the com- 
mand FIN3 and OLD .Anewlisting shows that the specified portions of the text have been 


saved in order on the tape file. 
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132 


133 


134 


138 


139 


141 


Error Number 
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Meaning 


A peripheral device on the GPIB (General Purpose Interface Bus) is 
requesting service. 


A RENUMBER command has attempted to assign an edit line 
number larger than 9999 to one or more lines of text. Execute a new 
RENUMBER command that specifies either a smaller increment, or 
a smaller first new edit line number. 


Text inserted from the keyboard using the INSERT command, or 
brought from a peripheral device using OLD or APPEND, has 
exceeded the current length of the text buffer. The text buffer 
contains inserted or inputted text up to, but not including, the line 
that overflowed the buffer. To increase the size of the text buffer, you 


may 1) delete several lines of text; or 2) return to BASIC, delete 


variables and programs currently stored in memory, then call the 
EDITOR again. 


Characters have been entered too rapidly from the keyboard, 
overflowing the “queue” buffer that acts as an intermediary between 
the keyboard and the line buffer. The error is not fatal. However, the 
characters that overflowed the queue are lost. 


An incorrect command has been entered from the keyboard. 


An incorrect or meaningless command has been entered from the 
keyboard. 


1) Anattempthas been made to input text from a magnetic tape file 
that is currently open to Output operations only. An example is 
executing the command W 100,500 andthen OLD . 


2) A peripheral device has attempted to use the magnetic tape 
buffer while information from a different device is still in the 
magnetic tape buffer. An example is executing the command 
W@3:100,500 and then INP . 
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Error Number 


143-144-145 


146 


147 


148 


Meaning 


1) Anattempt has been made to execute an Input/Output command 
while no file is open on the specified peripheral device. A file must be 
opened for access by executing a FIND command. 


2) An Input command (APPEND, INPUT, SKIP, or OLD) has 


attempted to read from a file marked NEW or LAST . 


1) An Input command has attempted to read beyond the logical or 
physical end of the file. An example is executing the com- 

mand SKIP 20 when the open file on the internal magnetic tape 
consists of fewer than 20 logical records. 


2) An Output command has attempted to write beyond the physical 
end of the file. 


Same as error number 141. An example is executing the com- 
mand W 100,500 and then INP . 


An incorrect command has been entered from the keyboard. (Same 
as error number 138.) 
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In addition to those described on the preceding pages, EDITOR ERROR messages may appear 
that are the same as BASIC error messages. Error messages that are “borrowed” from BASIC 
are preceded by the line EDITOR ERROR , immediately followed by a blank line, and then a 
message that gives an error number smaller than 129. The most common of these errors are 
described below. If you encounter others, refer to Appendix A in the Graphic System 


Reference Manual. 


Error Number 
52 


33 


54 


56 


57 


58 


67 


63 
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Meaning 


A non-existent tape file has been specified in a FIND command. 


The EDITOR is unable to read a portion of the current internal 
magnetic tape file. An example is attempting to input a file under 
non-header format that was created under header format. 


The end of the magnetic tape has been detected. An example is 
executing a MARK command that attempts to mark files beyond the 
end of the magnetic tape. 


An attempt has been made to send information to a file 
marked SECRET . 


An attempt has been made to read or write to a non-existent tape 
cartridge. Insert a tape cartridge into the tape slot and execute the 
operation again. 


An attempt has been made to read text that is stored in an invalid 
magnetic tape format. Executing a MARK command while the tape is 
not positioned to the beginning of a file, can create an invalid 
magnetic tape format. When this happens, the tape must be re- 
marked. 


An attempt has been made to execute an illegal Input/Output 
operation on an internal peripheral device. An example is executing 
the command A@32:200 . 


1) An input error has occurred on the General Purpose Interface 
Bus. This usually means that there are no devices connected to the 
GPIB. 


2) The primary address specified in an Input/Output command is 
not within the range 0 through 255. 
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BACK SPACE 


BELL 


423 


43 


27 


11 


ESC 


VT 


92 


76 


127 


RUBOUT 


(DEL) 
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4051R06 EDITOR 
COMMAND SUMMARY 


EDITING 

COMMANDS 

CARD CA 80,42 Formats the text buffer into lines that are 80 characters 
long, splitting lines of text having more than 80 characters 
into 2 or more lines, and using the character * (decimal 
equivalent 42) to fill out any tines of text that have less 
than 80 characters. 

CASE In lines 1 through 100 of the text buffer, lower case char- 
acters a-z are replaced by their uppercase equivalents A-Z, 
if the UPPERCASE flag has been set. If the LOWERCASE flag 
has been set, uppercase characters A-Z are replaced by their 
lowercase equivalents a-z. 

COPY Duplicates lines 1 through 3 of the text buffer, placing the 
copied text immediately before line 10.* 

DELETE Sh ee Deletes lines 1 through 10 from the text buffer. 

INSERT Responds with five spaces and a colon (:} to prompt the 
entry of new text from the keyboard. Lines of text entered 
after the colon are placed in the text buffer immediately 
before the line 100. 

LIST L @239: 200,300 Lists lines 200 through 300 of the text buffer on peripheral 
device 29 on the General Purpose Interface Bus. 

MOVE Moves lines 1 through 3 of the text buffer, placing them imme- 
diately before line 10.** 

NLSEARCH and NL 0,1000 "REM’* Searches lines 0 through 1000 of the text buffer, and deletes 

Delete Line lines found to contain the string REM . 


NLSEARCH and |NL 1,100 "ON ERROR”,”ON SIZE”) Searches lines 1 through 100 of the text buffer, and replaces 


Replace String occurrences of the string ON ERROR with the string ON 
Size: 
SEARCH and S @29:0,2000 "638-" Searches lines 0 through 2000 of the text buffer, and lists 
List Line on device 29 all lines found to contain the string 638- . 
SEARCH and $ 1,100 “Mr. ”, Searches lines 1 through 100 of the text buffer for the 
Edit Line string Mr. . One by one, lines found to contain the string 
are recalled to the line buffer, and wait to be edited. 
SEARCH and $ @29:0,3000 "pd." * Searches lines 0 through 3000 of the text buffer for the 
Delete Line String pd. . Lines found to contain the string are listed 
on device 29, and deleted from the text buffer. 
SEARCH and S$ @29:1,1000 "PRI’,”PRI @3:" Searches lines 1 through 1000 of the text buffer and replaces 


occurrences of the string PRI with the string PRI @3: . 
Changed lines are listed on device 29. 


Replace String 





“See end of table **See end of table 
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COMMAND SUMMARY (cont.) 


Command Action Taken 


SORT Rearranges lines 1 through 10 in the text buffer, sorting 
“alphabetically” according to the ASCII values of characters 
found in the first three character positions within each 

line. 

REVSORT Rearranges lines 1 through 10 in the text buffer, sarting 
“alphabetically in reverse” according to the ASCII values of 
characters found in the first three character positions with- 


in each line. 


ENVIRONMENTAL 
COMMANDS 


LASTLINE Returns the following information about the current status 
of the text buffer: 
— The last edit line number in the text buffer (includ- 
ing offset if the line has no number). 
— The total number of lines in the text buffer, 
— The number of bytes needed to save the current con- 
tents of the buffer on a storage device. 
— The number of unused bytes remaining in the text buf- 


fer. 


Enables the EDITOR to distinguish between lowercase char- 
acters a-z and their uppercase equivalents A-Z during search- 
ing and sorting operations. Prepares the EDITOR to change 
uppercase characters into lowercase characters if the CASE 
command is executed. 


LOWERCASE 


Causes the EDITOR to treat lowercase characters a-z in the 
text buffer as uppercase characters A-2Z during searching and 
sorting operations. Prepares the EDITOR to change lowercase 
characters into uppercase characters if the CASE command is 
executed. 


UPPERCASE 


Renumbers all lines in the text buffer starting with the line 
currently numbered 3. The new edit line numbers start at 100 
and increase with an increment of 10. 


RENUMBER 


Makes the character / stand for "END-OF-RECORD.” The 
character / may be used during line editing to insert end-of- 
record characters into the text, and may appear in target 
and replacement strings during searching operations. 


Makes the character * stand for “any digit 0 to 9,” so that 
any of the digits 0 through 9 satisfy a search for the char- 
acter*. 


Makes the character ? stand for “any character.” Any 

ASCII character satisfies a search for the character ? 

When used in a replacement string, ? indicates that the ASCII 
character found in that position should remain unchanged by 
the replacement procedure. 


Allows the character | to be used as a prefix meaning “all 
but, " so that al! characters satisfy a search except the one 
immediately following +. For instance, the command S "+A" 
searches the text buffer for all ASC! characters except A. 
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Command 


Special PRINT 
Commands 


Processor Status 


Magnetic Tape 
Status 


I/O 
COMMANDS 


APPEND 


FIND 


INPUT 


MARK 


OLD 


PRINT 


SAVE 


SWN 
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PRI @37,0:10,4,13 


PRI @37,26:1 


PRI @37,26:0 


PRI @33,0:1,1,1 


PRI @33,0:0,0,0 


A @29:50 


INP @29: 





P @29:List of File 3 


SA @29:100,500 


SWN @29:100,500 











Action Taken 


Prepares the microprocessor for requests for an alternate 
Input/Output format. When a % sign is used in an I/O command 
instead of @, the specia! format is as follows: 

end-of-record = LF (ASCIli 10) 

end-of-file = EOT (ASCII 4} 

character to ignore = CR (ASCII 13) 


Tells the microprocessor to send a line feed (LF) character 
after each CR in the text when listing text on external de- 
vices (LIST and SEARCH commands). 


Tells the microprocessor to send a CR (instead of CR and LF) 
after each line when listing text on external devices. 


Sends the following status information to the microprocessor: 
— Format the tape into 128-byte physical records. 
— Do not use the checksum error checking technique. 
— Do not use file header format. 


Sends the following status information to the microprocessor: 
— Format the tape into 256-byte physical records. 
—— Use the checksum error checking technique. 
— Use file header format. 


Adds logical recards to the text buffer from the file cur- 
rently open on device 29. The incoming text is added im- 
mediately before line 50 of the text buffer. 


Positions the READ/WRITE heads to the beginning of file 4 
on device 29, and opens the file for access by Input/Output 
operations. 


Displays one logical record from the file currently open on 
device 29, and positions the READ/WRITE heads over the next 
record on file. 


Reserves space on the internal magnetic tape for 2 new files, 
starting at the current position of the tape heads. 5120 bytes 
of storage are reserved for each file. 


Clears the text buffer, then brings logical records into the 
text buffer from the current fite on device 29. 


Prints List of File 3 on device 29. 


Stores an unnumbered copy of text buffer iines 100 through 


500 on the file currently open on device 29. Once the lines 
are saved, the fiie is closed to access by Input/Output oper- 
ations. 


Stores a numbered copy of text buffer tines 100 through 500 
on the file currentiy open on device 29. Once the lines and 
edit line numbers are saved, the file is closed to access by 
Input/Output operations. 
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4051R06 EDITOR 
COMMAND SUMMARY (cont.) 


SKIP SK @29:10 Moves the READ/WRITE heads 10 logical records forward on 
the current file on device 29. The portion of the file beyond 
the new position of the READ/WRITE heads remains open for 
access by Input/Output operations. 


WRITE W @29: 100,500 Stores an unnumbered copy of text buffer lines 100 through 
500 on the file currently open on device 29. Once the lines 
are stored, the file remains open for access by Output oper- 
ations. 





"If a non-existent line number is specified in an EDITOR command, the EDITOR automatically uses the line having the next 
largest edit line number. 


** A portion of the text buffer may include lines which do not have edit line numbers. EDITOR commands act upon all lines of the 
text buffer (numbered or not) which fall between the specified starting and ending line numbers. 
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Syntax and Descriptive Forms 


The APPEND Command 


Syntax Form: 


A [1/Oaddress ]  [ edit line number ] 


Descriptive Form: 


APPEND [1/OQ address] { destination for appended text ] 





The CARD Command 


Syntax Form: 


CA [ numeric constant ] [ , (numeric constant | ] 


Descriptive Form: 


CARD [ number of characters ] [ , L fill character (decimal equivalent) 1 | 





The CASE Command 


Syntax Form: 


CAS f edit line number ] [ , [edit tine number | ] 


Descriptive Form: 


CASE [ starting line number ] [ , Lending line number } ] 





The COPY Command 


Syntax Form: 


C [ edit line number ] [ : [ edit line number | f , | edit fine number ] ] ] 


Descriptive Form: 


COPY [ Starting line number ] [ ; [ ending line number ] [ , (destination for copied text |] ] 
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The DELETE Command 


Syntax Form: 


D edit line number [ . [edit tine number | ] 


Descriptive Form: 


DELETE © starting line number [ . [ending tine number | ] 





The FiND Command 


Syntax Form: 


F [t/O address) [ numeric constant | 


Descriptive Form: 


FIND [l/GQaddress ) [ file number | 





The INPUT Command 


Syntax Form: 


iNP [ 1/0 address ] 


Descriptive Form: 


INPUT [I/O address ] 





The tNSERT Command 


Syntax Form: 


) { edit fine number } 


Descriptive Form: 


INSERT [ destination for inserted lines of text | 
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The LASTLINE Command 


Syntax Form: 


LA 


Descriptive Form: 


LASTLINE 


The LIST Cammand 


Syntax Form: 


L [ |{O address ] [ edit Hine number] [ , [edit line number } | 


Descriptive Form: 


LIST f 1'O address ] [ starting line number i] [ , { ending line number ) | 





The LOWERCASE Command 


Syntax Form: 


LO 


Descriptive Form: 


LOWERCASE 





The MARK Command 


Syntax Form: 


MA [ numeric constant ] [ . | numeric constant 1] 


Descriptive Form: 


MARK { number of files ] [ _ [ number of bytes per file } ] 
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The MOVE Command 









Syntax Form: 


M [ edit line number ] [ - ( edit line number ] [ . [edit tine number | 1 





Descriptive Form: 


MOVE [ Starting line number | [ F [ ending line number ] [ . [ destinatian for moved text } ] | 
The NLSEARCH Command 


Syntax Forms: 


{| * 


NE [ { edit line number ] , [| edit line number | <a h * string ” : string °° 


Descriptive Forms: 


NLSE ARCH [ { starting line number |] , [ ending line number ] , ] space ‘' target string ° 


| * 
? ; ** veplacament string * 





The NLSEARCH and Delete Line Command 


Syntax Form: 


NL [ [ edit line number] , [ edit line number | , J h * string " 


Descriptive Form: 


NLSEARCH [ { starting line number | , [ ending line number } , ] soace “" target string “" * 





The NLSEARCH and Replace String Command 


Syntax Form: 


NL f { edit line number |] , { edit line number ] el b “ string “ , ‘ string ** 


Descriptive Form: 


NLSEARCH [ [ starting ling number ] , { ending tine number ] , ] space °’ target string *’ 


' replacement string ” 
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The OLD Command 


Syntax Form: 


O {1fO address | 


Descriptive Form: 


OLD [ l/O address | 





The PRINT Command 


Syntax Form: 


P [MOaddress] [string] 


Descriptive Form: 


PRINT { l/Oaddress] [ ASCII character string | 





The RENUMBER Command 


Syntax Form: 


R [ eait line number ] [ , [ numeric constant ] [ . [edit line number } ] | 


Descriptive Form: 
RENUMBER [ new starting line number ] [ ; [ increment between new line numbers ] [ : 


[ line in the current text where renumbering is to begin ) ] | 





The REVSORT Command 


Syntax Form: 


REV [edit tine number | ; [ eait line number | , numeric constant i: , Numeric constant 


Descriptive Form: 


REVSORT [starting fine number | : [ ending fine number ] , character position zx character position 


a] 





@ 4051R06 EDITOR 


Appendix B 


The SAVE Command 


Syntax Form: 


SA [ 1/0 address ] [ edit line number ] [ , Ledit line number | | 


Descriptive Form: 


SAVE [ 1/O address ] [ starting line number ] [ , [ending line number } | 





The SEARCH Command 


Syntax Forms: 


s [ (/O address ] [ [ edit line number | , { edit line number | . | h “* string *’ E be steing a} | 


Descriptive Forms: 


SEARCH [ 1/0 address | ft starting line number | , [ ending ling number ] , ] space ‘' target string "’ 


[ * | 
t- ["' replacement string “lf 





The SEARCH and List Line Command 


Syntax Form: 


S ( 0 address | [ { edit lina number} , [ edit line number ] , ] b " string * 


Descriptive Form: 


SEARCH f iO address | [ [ starting ling number ] , [ ending line number |, ] space * target string " 





The SEARCH and Delete Line Command 


Syntax Form: 


S$ [ iO address | [ [ edit line number} , [ edit line number] , ] bo” «string ‘x 


Descriptive Form: 


SEARCH [ lfO address | [ [ starting line number | , [ ending line number |] , ] space ‘' target string *'x 
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The SEARCH and Edit Line Command 


Syntax Form: 


S [ | edit line number J] , [ edit line number |] ad b “’ string " 


Descriptive Form: 


ind 


SEARCH [ [ starting ling number ] , [ ending line number | , ] space “ target string 


The SEARCH and Replace String Command 


Syntax Form: 


Ss [ 1/0 address | [ | edit line number | , [| edit line number |] | b ‘string “ , “ string " 


Descriptive Form: 


SEARCH [ 1/0 address | [ { starting line number ] , { ending line number | , ] space *‘ target string ‘’ 


replacement string 


The SKIP Command 


Syntax Form: 


S« {l/O address] [ numeric constant | 


Descriptive Form: 


SKIP | 1/Oaddress] [number of logical records to advance the READ/WRITE heads ] 


The SORT Command 


Syntax Form: 


sO [ edit line number ] 7 [ edit line number ] , Numeric constant [ , mumeric constant f,...] ] 


Descriptive Form: 


SORT [starting line number | ; [ ending line number ] _ character gositian f , character position 
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The SWN (Save With Number} Command 


Syntax Form: 


SWN [ fo address | [ edit line number | [ . [| edit line number 1 | 


Descriptive Form: 


SWN [ iO adores | [ starting line number ] [ , tt ending line number } ] 





The VPPERCASE Command 


Syntax Form: 


0) 


Descriptive Form: 


UPPERCASE 





The WRITE Command 


Syntax Form: 


w [ vo address | [ edit tine number | f | [edit tine number | ] 


Descriptive Form: 


WRITE [ 1/0 address ] [ starting tine number ] [ , Cending line number |) ] 





The ] = Command {A Character to mean “END-OF-RECORD”) 


Syntax Form: 


|= LASctt character } 





The #= Command (A Character to mean “DIGIT”} 


Syntax Form: 


+ = [ ASCII character } 





4051R06 EDITOR @ B-17 


Appendix B 


The ~ = Command {A “WILDCARD Character} 


Syntax Form: 


{ ASCII character | 





The _ = Command (An “ALL BUT” Prefix} 


Syntax Form: 


_ = [ ASCH character | 
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4051R06 EDITOR 


TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES 


FOR EDITOR INPUT/OUTPUT COMMANDS 


i/O Command 
APPEND 


FIND 
INPUT 
LIST 
OLD 
PRINT 
SAVE 
SEARCH 
SKIP 


SWN (Save with Number) 
WRITE 


32 — GS display 


Default I1/O Address 
@33,4: 
@33,27: 
@33,13: 
@32,19: 
@33,4: 
@32,12: 
@33,12: 
@32,19: 
@33,13: 


@33,12: 
@33,12: 


33 = internal magnetic tape 
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TEKTRONID©|  proouct 4051 epiror __ 


CHANGE REFERENCE _Cl1/677 
committed to 
technical excellence ___ 07 0-21 70-00 Es ss |: DATE 2 66877 


The following change information applies toa 4051RO06 EDITOR that has a serial number of BO20290 or higher. 















Since the time this manual was printed, extra features have been added to the EDITO R. Asummary of the 
features is provided below. Because certain changes affect the operation of the commands, you should read the 
fotlowing pages carefully before turning to the rest of the manual. 


SUMMARY 
* The syntax of the MARK command has been expanded to allow an 1/O address to be specified. This means you 


may now use the MARK command instead of a PRINT command to mark files on an external device such as the 
TEKTRONIX 4924 Digita! Cartridge Tape Drive. The new syntax and descriptive forms are as follows: 


ee - + ie” Se -s- -_-- . me —e_-- aaa) we tte © 8 © comm oa 


Syntax Form: 


MA [10 address [ numeric constant ] [ . numeric constant 1] 


Descriptive Form: 


MARK [vo address] [ number of files ] [ . [number ot bytes per file ] ] 


The default 1/O address for the MARK command is @33,28: . That is, if no 1/O address is specified, files are 
marked on the internal magnetic tape by default. 


* The syntax of the CARD command has been expanded to alfow an 1/O address to be specified. When the 


CARD command is executed, tines found to be longer than the desired number of characters are listed on the 
specified peripheral device. The new syntax forms are as follows: 


Syntax Form: 


CA [vo address | [ numeric constant ] [ , [numeric constant | J 


Descriptive Form: 


CARD [iyo address | [ number of characters ] [ _ ( fill character (decimal equivalent) | 
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The default 1/O address for the CARD command is @32,19: . That is, if no |/O address is specified, lines 
found to be too long are listed on the system display by default. 


* The “all but’ prefix may immediately precede the “END-OF-RECORD” character in the target string of 
a SEARCH or NLSEARCH command. For example, if _ is currently the “‘all but” prefix and ] 

is the “END-OF-RECORD" character, the command S“A_]” lists lines containing an occurrence of A 
that is not immediately followed by an end-of-record character. (Refer to the explanation of the _ = and 
]= commands.) 


° The “all but’ prefix may immediately precede the “any digit” character in the target string of a SEARCH 
or NLSEARCH command. For example, if _ is currently the “all but’ prefix, and # is the ‘‘any digit” 
character, the command S‘“A_#" lists lines containing an occurrence of the character A that is not 
immediately followed by one of the digits 0 through 9. 


° The default 1/O address for the SAVE command has been changed to @33,1: . 


© The default |/O address for the SWN (Save With Number) command has been changed to @33,1: . 

* After a SAVE or SWN command stores text on a TEKTRONIX 4924 tape unit file, the file is automatically 
closed and no longer available for access by Input/Output operations. That is, you need not execute a FIND 
command or press the RETURN TO BASIC overlay key to close the file. 


* The INPUT command is used to display one logical record on the screen, and advance the tape to the next 
logical record on the file. The operation of the INPUT command has not changed. However, the following 
note should be added about executing the INPUT command when the tape is positioned to a logical record that 
contains more than 408 characters: 


After the INPUT command displays a complete logical record on the screen, the cursor reappears at the 
beginning of the next line on the display. However, if the logical record contains more than 408 characters, 
the INPUT command displays only the first 408 characters, and the cursor reappears in the same line as the 
displayed portion. To view the rest of the record and advance the tape to the next record on the file, execute 
another INPUT command (while the cursor is in the same line, or after pressing RETURN). The portion of the 
logical record that begins with the 409th character is displayed on the screen. If the cursor again reappears in 
the same line as the displayed characters, continue to execute INPUT commands, until the entire record has 
been displayed and the cursor reappears at the beginning of the next line on the display. 


NOTE 


You are not required to continue executing INPUT commands until the entire record 
is displayed and the tape advances to the next logical record. However, you should 
be aware that since the tape only advances in groups of 408 characters, you may be 
positioning the tape to the middle of the logical record. Subsequent 1/O commands 
that are executed while the file is still open, only affect the portion of the record 
that lies beyond the tape head. 


° Executing the UPPERCASE command disables the lowercase flag, and sets an ‘‘uppercase flag.’” Once the 
uppercase flag is set, the EDITOR does not recognize the difference between lowercase and uppercase charac- 
ters in the text. For example, the character a in the text is considered to be the same as the character A 
during searching and sorting operations. 
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This means that when the uppercase flag is set, the commands $ “a” and S$ “A” are equivalent. The command 
Sg" searches the text for the character a . The character A also satisfies the search, because the EDITOR 
cannot see the difference between a and A inthe text. Likewise, the command S “A” searches the text for 
the character A . The character a also satisfies the search, because the EDITOR cannot distinguish between 


a and A in the text. 

At the time the manual was printed, setting the uppercase flag caused the EDITOR to see all text characters as 
uppercase. This meant that the commands Sg" and S“A’ were not equivalent. The command S “A” 
searched for the character A . The character a also satisfied the search, because the EDITOR saw the lower- 


case character a to be an uppercase A . The command S ‘a’ searched for the character 4 , but was never 
able to find one, because the EDITOR saw all text characters as uppercase. 


Because the change significantly affects the operation of the command, a new discussion of the UPPERCASE 
command is provided at the end of this section. You may replace pages 5-21 through 5-26 of the manual with 
this new explanation. 


CORRECTIONS TO THE MANUAL 


The following is a detailed list of corrections to the manual. These corrections make the manual compatible with 
your version of the EDITOR. 


Changes Concerning the MARK Command 


page 6-21 change the syntax and descriptive forms to 


Syntax Form: 


MA [1/0 address| [ numeric constant j [ , (aumeric constant 1] 


Descriptive Form: 


MARK [iso address] [ number of files ] [ , [ number of bytes per file | ] 





page B-12 same change as above 
page 6-21 change the first sentence to 

The MARK command reserves space for magnetic tape files on the specified device. 
page 6-21 paragraph 2 under EXPLANATION: change the first sentence to 


When the MARK command is executed, the specified number of files are created on the device, 
starting at the current position at the magnetic tape head. 
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page 6-22 





paragraph 1 under Changing the Tape Format: change the first part of the second sentence to 


If the special PRINT command PRI@33,0:1,1,1 is executed, internal magnetic tape files are created 
without a file header; 


page 6-22 


paragraph 1 under DEFAULT VALUES: insert as the first sentence 


When the [/O address is omitted ina MARK command, files are marked on the internal magnetic 
tape by default. 


page 6-23 


page 6-23 


page 2-33 


page B-7 


page 6-3 


page B-19 


page 6-33 


delete the second item under Differences Between BASIC MARK and EDITOR MARK. 
Also change the title to The Difference Between BASIC MARK and EDITOR MARK. 


the paragraph entitled Marking Files on an External Device is still valid, but no longer 
necessary. 


the entry for the MARK command: change the Syntax (Descriptive Form) to include an 
optional I/O address. Also insert under Default Values for the MARK command 


| /O address = @33,28: 


same change as above 


in the TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES after the 
entry for LIST, insert the entry 


MARK @33,28: 
same change as above 


delete paragraph 2 under Marking Files on an External Device 


Changes Concerning the CARD command 


page 4-3 


Syntax Form: 


change the syntax and descriptive forms to 


CA [i/o address | [ numeric constant i [ . ([ numeric constant |] ] 


Descriptive Form: 


CARD [vo address | [ number of characters ] [ , | fill character (decimal equivalent} ” 
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page B-10 same change 
page 4-3 paragraph 1 under EXPLANATION: change the second, third, and fourth sentences to read 
Two parameters may be entered after the keyword CARD and the I/O address. The first specifies 
the number of characters each fine is to contain. The second is the decimal code number for an 
ASCII character. 
page 4-3 paragraph 2 under EXPLANATION: change the command CA 50,46 to 
CA @33:50,46 


page 4-4 line 4: change the word “‘display” to 


specified device 


page 4-4 line 5: change the word “appears”’ to 
is made 
page 4-4 line 6: change the words ‘‘printed on the display” to 
issued 
page 4-4 paragraph 1 under Default Values: replace paragraph 1 with 


All three parameters for the CARD command are optional, and may be omitted or entered in any 
combination. Several examples are listed on the preceding page. 


page 4-4 under Default Values: insert a third paragraph consisting of the sentence 
When the 1/O address is omitted, Jines that are too long are listed on the system display by default. 


page 2-33 the entry for the CARD command: change the Syntax (Descriptive Form) to include an 
optional |/O address. Also insert under Default Values for the CARD command 


1/O address = @32,19: 
_ page B-7 same change as above 


page 6-3 in the TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES: after the 
entry for APPEND, insert the entry 


CARD @32,19: 


page B-19 same change as above 
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CHANGE: DESCRIPTION 


Changes Concerning the ]= Command 





page 5-49 delete the indented paragraph called NOTE. 
Changes Concerning the # = Command 

page 5-28 delete the indented paragraph calied NOTE that appears at the bottom of the page. 
Changes Concerning the _= Command 


page 5-28 replace the indented NOTE with the following paragraph: 


NOTE 
The “ali but’ prefix should not immediately precede the wildcard character in a 
target string. For example,if _ is the “all but’ pretix and ~ is the wildcard 
character, the EDITOR cannot interpret the command S “_~” . 
Changes Concerning the SAVE Command 
page 2-34 the entry for the SAVE command: change the Default Value for the !/O address to 
[/O address = @33,1: 
page B-8 same change as above 


page 6-3 in the TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES: in the 
entry for SAVE, change the Default |/O Address to 


@33,1: 
page B-19 same change as above 
Changes Concerning the SWN Command 


page 2-34 the entry for the SWN (Save With Number) command: change the Default Value for 
the {/O address to 


I/O address = @33,1: 
page B-8 same change as above 


page 6-3 in the TABLE OF DEFAULT PRIMARY AND SECONDARY ADDRESSES: in the entry 
for SWN (Save With Number), change the Default I/O Address to 


@33,1: 


page B-19 same change as above 
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Changes Concerning the Closing of Files 


page 6-40 delete footnote 9 
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CHANGE: DESCRIPTION 
vg ae 


Changes Concerning the INPUT Command 








page 6-19 After the last paragraph on the page, insert the following: 


Logical Records Containing More Than 408 Characters 


After the INPUT command displays a complete logical record on the screen, the cursor 
reappears at the beginning of the next line on the display. However, if the logical record 
contains more than 408 characters, the INPUT command displays only the first 408 charac- 
ters, and the cursor reappears in the same line as the displayed portion. To view the rest of 
the record and advance the tape to the next record on the file, execute another INPUT 
command (while the cursor is in the same line, or after pressing RETURN). The portion 

of the logical record that begins with the 409th character is displayed on the screen. If the 
cursor again reappears in the same line as the displayed characters, continue to execute 
INPUT commands, until the entire record has been displayed and the cursor reappears at 
the beginning of the next line on the display. 


NOTE 


You are not required to continue executing INPUT commands until the 
entire record is displayed and the tape advances to the next logical record. 
However, you should be aware that since the tape only advances in groups 
of 408 characters, you may be positioning the tape to the middle of the 
logical record. Subsequent 1/O commands that are executed while the 

file is still open, only affect the portion of the record that lies beyond the 


tape head. 
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Changes Concerning the UPPERCASE Command 





page 2-3 Action Taken by the UPPERCASE command example U: change the first phrase to 


Causes the EDITOR to perceive lowercase text characters a-z to be the same as their 


uppercase equivalents A-Z. 
page B-4 same change as above 
page 4-90 paragraph 6: change the second sentence to 


While the uppercase flag is set, the EDITOR does not distinguish between lowercase and 


uppercase text characters during the sorting process. 
page 4-98 paragraph 4: change the second sentence to 


While the uppercase flag is set, the EDITOR does not distinguish between lowercase and 


uppercase text characters during the sorting process. 


You may replace the discussion of the UPPERCASE command that appears on pages 5-21 through 
5-26 with the explanation that begins on the following page. 
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The UPPERCASE Command 


Syntax Form: 


U 


Descriptive Form: 


UPPERCASE 





PURPOSE 


The UPPERCASE command causes the EDITOR to perceive lowercase text characters a-z to 
be the same as their uppercase equivalents A-Z during searching and sorting operations 
(NLSEARCH, SEARCH, REVSORT, and SORT commands). The UPPERCASE command 
also prepares the EDITOR to change lowercase text characters into uppercase characters if 
the CASE command is executed. 


EXAMPLE 


U 


EXPLANATION 


The UPPERCASE command has no parameters. Only the keyword U is entered from the 
keyboard, as shown in the example above. Executing the UPPERCASE command has no 
immediate effect on the text buffer. Instead, a system environment parameter is assigned a 
value that prepares the EDITOR for subsequent commands. 


Changing the value of the environmental parameter by executing the UPPERCASE command 
disables the lowercase flag, and sets an “uppercase flag’. Once the uppercase flag is set, the 
EDITOR does not recognize the difference between uppercase and lowercase characters in 
the text. For example, when the uppercase flag is set the EDITOR considers a lowercase b 
found in the text to be the same as an uppercase B. This affects the operation of the 
NLSEARCH, SEARCH, REVSORT, SORT, and CASE commands. 
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The NLSEARCH and SEARCH Commands 





When the uppercase flag is set, a lowercase character in the text buffer “‘matches” or satisfies a 
search for the equivalent uppercase character specified in a target string. Conversely, an upper- 
case character in the text ‘‘matches” the equivalent lowercase character in a target string. 


For example, when the uppercase flag is set the command NL “A”, ‘’ * deletes all occurrences 
of the character A (ASCH equivalent 65) from the text buffer. Occurrences of the charac- 

ter a are also deleted from the text buffer, because the EDITOR does not recognize the 
difference between a and A . Likewise, when the uppercase flag is set the command NL ‘a’’* 
deletes all occurrences of the characters A and a . 


The REVSORT and SORT Commands 


When the uppercase flag is set, the ED!TOR does not distinguish between lowercase and 
uppercase text characters during sorting operations. For example, ifa REVSORT or SORT 
command is executed while the uppercase flag is set, a line of text containing the character 
b ina specified character position is treated the same as a line containing the character B 
in the same position. This is because when the uppercase flag is set, the characters b and 
B are treated as having the same ASCI! code value, 66. 


For an illustration of how the REVSORT and SORT commands operate after the UPPER- 
CASE command is executed, refer to “An Editing Example” on the following pages. 


The CASE Command 


While the uppercase flag is set, executing a CASE command causes lowercase text characters 
a-z to be replaced by their uppercase equivalents A-Z. This is the inverse of the function 
performed by the CASE command if the lowercase flag is set. 


Default Value 


Calling the EDITOR automatically sets the lowercase flag. To set the uppercase flag, you must 
execute the UPPERCASE command. 


An Editing Example 


The following examples show how the SEARCH, CASE, SORT, and REVSORT commands 
operate while the uppercase flag is set. The examples are analagous to those used to illustrate 
the effect of setting the lowercase flag. To compare the results shown below with the results 
when the lowercase flag is set, refer to “An Editing Example” in the explanation of the 
LOWERCASE command. 
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Example 1 


Abernathy, Tod 
Brockway, Marius E. 
Ellis, Terry L. 
Foster, Alice 
Hillstrom, fA. 
Keller, Suzanne 
Pollock, Robert 
Siebold, William 8. 
Taylor, Owen 


S8eaece Oe Se eeseeae ase GG eS 


AitAbernathy, Tod 
t¢Abernathy, Tod 
2:Brockway; Marius E. 
2:Brockway; Marius E. 
4:Foster, Alice 
S:Hillistrom, A. 
6:Keller, Suzanne 
9:Siebold, William 8B. 
10: Taylor; Oven 


S "A" 
l:Abernathy, Tod 
1:Abernathy, Tod 
2:Brockway, Marius E. 
é:Brockway; Marius E. 
4:Foster, Alice 
S:Hillstrom, A. 
6:Keller, Suzanne 
9:Siebold, William 8. 
10: Taylor, Qwen 


CASE 


LIST 
1: ABERNATHY, TOD 
@:BROCKWAY, MARIUS E. 
SSELLIS, TERRY L. 
4:FOSTER,; ALICE 
S:HILLSTROM, A. 
6:KELLER, SUZANNE 
7sLENTZ. JOHN F. 
8: POLLOCK, ROBERT 
9:STEBOLD, WILLIAM B 
16: TAYLOR, OWEN 
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Example 2 LIST 
at 
2b 
2c 
:a 
72 
.f 
7A 
°B 
4B 
°C 
2E 
2F 
U 
SO;;51 
LIST 


ae esesseunseeengesn seca ates 
TAMA VTAON SIDA 


Example 3 LIST 

2a 
ra) 
2c 
7a 
72 
: f 
7A 
:B 
2C 
7D 
oc 
°F 

U 

REU 93 1} (continued on next page} 
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CHANGE: DESCRIPTION __ 


LIST 


Dea erTon Oat Wea 


Example 1 illustrates how the SEARCH and CASE commands operate while the uppercase 
flag is set. An initial listing shows that the text buffer contains a list of ten names. The 
command U is executed to set the uppercase flag, then the command S “a’’ tells the 
EDITOR to search the text and list lines found to contain the character a . 


Because the uppercase flag is set, the EDITOR does not recognize the difference between 
lowercase and uppercase text characters. Both the lowercase character a and the uppercase 
equivalent A “match” the target string and satisfy the search. After the command is execu- 
ted, the EDITOR lists seven lines found to contain the characters A or a. Lines 1 and 2 
are printed twice, because they contain two occurrences of the target string. 


Next the command S “A” tells the EDITOR to search the text and list lines found to con- 
tain the character A . Again the EDITOR does not distinguish between lowercase and 
uppercase characters in the text. As for the preceding command, both the lowercase charac- 
ter a and the uppercase character A ‘‘match” the target string and satisfy the search. After 
the command is executed, lines found to contain the characters a or A are listed on the 
display. The list is the same as for the preceding command. 


Next the command CASE is executed. Because the uppercase flag is set, the EDITOR replaces 
all lowercase characters in the text with their uppercase equivalents. A new listing shows 
that the text buffer now contains only uppercase characters. 


Example 2 illustrates how the SORT command operates while the uppercase flag is set. As 

in the previous example, the command U is executed to set the uppercase flag. Then a 

listing shows uppercase characters A-F and their lowercase equivalents a-f in lines consisting 

of one character each. The command SO,,1 tells the EDITOR to rearrange the lines according 
to the ASCII value of the character found in the first position in each line. Lines are to be 
rearranged so that the ASCII code values are in increasing order. 
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EDITOR perceives lowercase characters in the text to be 
ORT command is executed, a new listing shows 
e next to those consisting of their uppercase 

d as having the same ASCII code 


Because the uppercase flag is set, the 
the same as uppercase characters. After the S 
that lines consisting of lowercase characters ar 
equivalents. This is because lowercase characters are treate 


value as their uppercase equivalents. 


Example 3 is similar to Example 2, but executes the command REV,,1 . This time the lines 
are rearranged in decreasing ASCII code value. Again, no distinction is made between lower- 
case and uppercase characters: a new listing shows that each line consisting of a !owercase 


character is next to the line consisting of its uppercase equivalent. 
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Changes Concerning the LOWERCASE Command 
page 5-9 paragraph 1 under PURPOSE: at the end of line 1 insert the word 
text 
paragraph 1 under PURPOSE: in line 4 replace “uppercase characters’’ with 
uppercase text characters 
paragraph 2 under EXPLANATION: in line 4 replace “the character b” with 
the character b in the text 
paragraph 2 under EXPLANATION: in line 5 correct the misspelling NLSERACH to 
NLSEARCH 


page 5-10 paragraph 1 under The REVSORT and SORT Commands: in line 2 replace ‘“‘uppercase 
characters” with 


uppercase text characters 
Paragraph 1 under the CASE Command: in line 1 replace “uppercase” with 


uppercase text 
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